
 MONITORING REPORT: VCS Version 3   

 

 v3.3 1 

MONITORING REPORT 

PERALTA I WIND POWER PROJECT 

Document Prepared By Inabensa - Zeroemissions 

 

Project Title  Peralta I Wind Power Project 

Version 2.0 

Report ID n/a 

Date of Issue 10-November-2015 

Project ID 1349 

Monitoring Period 13-May-2014 – 31-October-2015  

Prepared By Inabensa – Zeroemissions 

Contact  CIL Torrecuéllar - Sevilla 

Ctra. De la Esclusa s/n. Pol. Torrecuéllar 41011 Sevilla – Spain 

Phone: +34954936384 (36384)  Cell: +34630920935 (56046)  Fax: +34955413374 

carlos.alvarez@zeroemissions.abengoa.com 

mailto:carlos.alvarez@zeroemissions.abengoa.com


 MONITORING REPORT: VCS Version 3   

 

 v3.3 2 

Table of Contents 

 

 

1 Project Details ............................................................................................................................................ 3 

1.1 Summary Description of the Implementation Status of the Project ............................................................. 3 

1.2 Sectoral Scope and Project Type .................................................................................................................. 3 

1.3 Project Proponent ........................................................................................................................................ 3 

1.4 Other Entities Involved in the Project ........................................................................................................... 4 

1.5 Project Start Date ......................................................................................................................................... 4 

1.6 Project Crediting Period................................................................................................................................ 4 

1.7 Project Location ............................................................................................................................................ 4 

1.8 Title and Reference of Methodology ............................................................................................................ 7 

1.9 Other Programs ............................................................................................................................................ 7 

2 Implementation Status ............................................................................................................................. 7 

2.1 Implementation Status of the Project Activity ............................................................................................. 7 

2.2 Deviations ..................................................................................................................................................... 9 

2.2.1 Methodology Deviations .......................................................................................................................... 9 

2.2.2 Project Description Deviations ................................................................................................................. 9 

2.3 Grouped Project ........................................................................................................................................... 9 

3 Data and Parameters ................................................................................................................................ 9 

3.1 Data and Parameters Available at Validation .............................................................................................. 9 

3.2 Data and Parameters Monitored ............................................................................................................... 10 

3.3 Monitoring Plan ......................................................................................................................................... 11 

4 Quantification of GHG Emission Reductions and Removals .......................................................... 15 

4.1 Baseline Emissions ...................................................................................................................................... 15 

4.2 Project Emissions ........................................................................................................................................ 17 

4.3 Leakage ...................................................................................................................................................... 17 

4.4 Net GHG Emission Reductions and Removals ............................................................................................ 17 

 

 



 MONITORING REPORT: VCS Version 3   

 

 v3.3 3 

1 PROJECT DETAILS 

1.1 Summary Description of the Implementation Status of the Project 

The project activity involved the development (construction and O&M) of an onshore wind farm 

located at 280 km north from Montevideo, near the village of Peralta, Department of Tacuarembó 

(Uruguay). This wind farm consists of 25 wind turbines with 2MW each, resulting in total installed 

capacity of 50 MW. The purpose of the project activity is to generate renewable electricity to the 

national grid of Uruguay. The energy is dispatched to a first electrical substation located in the 

wind farm and then dispatched to an electrical substation called “Cuchilla Peralta” (owned by UTE 

and where the energy produced is measured) located at 50m from the first substation. From there 

the energy is transported through a 30km electric line with 150kV to the “Rincón de Bonete B” 

and then to the “Rincón the Bonete” station where the electricity is finally dispatched to the grid. 

The wind farm started its commercial operation on May 13
th
 2014. During the monitoring period 

presented of May 13
th
 2014 to October 31

st
 2015, the total GHG emissions reductions amounted 

to 125,466 t CO2e, as a result of displacement the electricity generated in fossil fuel fired power 

plants of the grid. 

Please refer to registered CDM-PDD section A.2 for further details. 

 

1.2 Sectoral Scope and Project Type 

Sectoral scope 1. VCS sectoral scope: Energy (renewable/non-renewable). 

Approved consolidated baseline methodology ACM0002 “Consolidated baseline methodology for 

grid-connected electricity generation from renewable sources”; Version 13.0.0 

The proposed project activity is not a grouped project. 

 

1.3 Project Proponent 

Organization name Palmatir S.A. 

Contact person Gustavo Amor Comesaña 

Title General Manager 

Address Avda Uruguay, 1283.   11.100, Montevideo. Uruguay 

Telephone +59894664182 ext. 5108 

Email gamor@teyma.com.uy 
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1.4 Other Entities Involved in the Project  

Organization name Instalaciones Inabensa, S. A. – Zeroemissions 

Role in the project VCS Consultant 

Contact person María Elena Fernández Ibáñez 

Title Managing Director 

Address CIL Torrecuéllar – Sevilla 

Ctra. De la Esclusa s/n. Pol. Torrecuéllar 41011 Sevilla – 

Spain 

Telephone +34954978877 

Email elena.fernandez@abengoa.com 

1.5 Project Start Date  

The project has moved its start date, in order to adapt to the actual star date of commercial 

operation to May 13
th
 2014. This is the date of commencement for the commercial operation of 

the project. 

 

1.6 Project Crediting Period 

The crediting period of the project will be 10 years. It  runs from May 13
th
 2014 to May 12

th
, 2024. 

The crediting period lasts 10 years and is renewable at most twice. The first crediting period has 

started on May the 13
th
 2014. 

The last VCS crediting period will end at the date when the last CDM crediting period of the 

project activity will expire as per paragraph 3.8.3 of the VCS Standard (version 3.5. This means, 

VCS crediting period will end on 31
st
 Oct 2034. 

 

1.7 Project Location  

The wind farm is located in the Peralta community, Region of Tacuarembó, Uruguay. The project 

activity is located 280 km north from Montevideo, going along the national road nº. 5. The nearest 

population centre is the “Caserío Cuchilla de Peralta” located approximately 12 km northeast of 

the area of the entrepreneurship.  
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Uruguay 

Department of Tacuarembó Project Area 

  
 

Figure 1: Location of project activity 

 

The GPS coordinates of the project are the following:  

Geographic 

coordinates 
Decimal degrees Longitude :  56.432097 W Latitude : 32.570942 S 

UTM Coordinates X (East): 553306.78 Y (North): 6396134.61 Zone: 21 

 

The wind farm is located in the patterns No. 8,508, 11,088, 11,089, 12,501, 12,502 and 12,503, 

corresponding to the 10th Judicial Division of the Department of Tacuarembó. 

The coordinates in decimal degrees and the location each turbine are the following:  

Wind turbine reference 

Decimal coordinates 

latitude longitude 

S W 

1 32.57224516 56.4251441 

2 32.57531186 56.42311105 

3 32.57751306 56.42709207 

4 32.56456084 56.43737914 

5 32.56733033 56.4354018 

6 32.57078844 56.43411244 

7 32.57541122 56.43305003 

8 32.57960646 56.43120182 

9 32.58560836 56.43792959 

10 32.58861001 56.43945583 

11 32.59329735 56.44072663 

12 32.59640163 56.44099505 
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Wind turbine reference 

Decimal coordinates 

latitude longitude 

S W 

13 32.60036957 56.44074663 

14 32.58190941 56.44798891 

15 32.58870331 56.45036595 

16 32.5932179 56.45341784 

17 32.56224453 56.45005865 

18 32.56815572 56.45067239 

19 32.57375923 56.45313108 

20 32.57876039 56.45607314 

21 32.55897022 56.46050642 

22 32.5646878 56.46226176 

23 32.5690062 56.46591117 

24 32.57482583 56.47048958 

25 32.58030896 56.47445261 

 

 

Figure 2: Specific location of the turbines 
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1.8 Title and Reference of Methodology  

The project use the UNFCCC approved consolidated baseline and monitoring methodology 

ACM0002 “Consolidated baseline methodology for grid-connected electricity generation from 

renewable sources --- Version 13.0.0”. 

The project  use the following UNFCCC tools, also referred in the methodology: 

 “Tool to calculate the emission factor for an electricity system --- Version 02.2.1” 

 “Tool for the demonstration and assessment of additionality --- Version 06.1.0” 

 

1.9 Other Programs 

Emissions Trading Programs and Other Binding Limits: The project does not reduce GHG 

emissions from activities that are included in an emission-trading program or any other 

mechanism that includes GHG allowance trading. There is no national program or cap, applicable 

to this project. The project  not use its GHG emission reductions and removals for compliance, 

under any such programs or mechanisms. 

Uruguay is not an Annex I country of the Kyoto protocol so it is not participating in the Assigned 

Amount Unit (AAU) markets. Also the country has not implemented a national emission rights 

market. 

Other Forms of Environmental Credit: The Project is a renewable energy generation project. It 

discharges no emission during the operation period, thus, the project doesn’t fall into categories 

that create GHG emissions primarily for the purpose of its subsequent removal or destruction. 

The Project has not created another form of environmental credit, now or in the future. This has 

been  verified by the DOE. 

Participation under Other GHG Programs: The project is registered under the CDM scheme as a 

CDM project in UNFCCC on 28
th
 December 2012 with reference 9336 “Peralta I Wind Power 

Project”. 

No CERs have been claimed under the CDM scheme for this project since its registration in 

UNFCCC. 

 

2 IMPLEMENTATION STATUS  

2.1 Implementation Status of the Project Activity  

Peralta I Wind Power Project started its commercial operations on May 13
th
 2014. The carbon 

crediting period and therefore the monitoring starts on May 13
th

 2014, when the plant finished 

starting tests and commenced electricity generation. At the time of starting the commercial 

operations, the project was fully operational. 

During the first monitoring period (13/05/2014 to 31/10/2015), the project has operated 

continuously and satisfactorily, with the exception of the following: 
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The following table indicates UTE grid interruptions. The interruptions have been verified in the 

DTE reports from UTE, submitted to the Verification team of the VVB. The ones occurred in 2015 

were scheduled interruptions by UTE to upgrade its grid for the connection of a neighbour wind 

farm (Aguas Leguas). The one occurred in November 2014 was also requested by UTE to 

perform a corrective maintenance in the Bonete substation and required the disconnection of 

Palmatir.  

  

No other relevant event or situations have been reported during the monitoring period.  

The amount of energy generated has been continuously measured through a bidirectional main 

meter and a bidirectional backup meter owned by UTE, located at the connection position of UTE. 
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2.2 Deviations 

2.2.1 Methodology Deviations 

No deviations have taken place in the project from the methodology. 

  

2.2.2 Project Description Deviations 

The following project description deviations have been detected: 

 Start date has been changed from the PDD to adapt to the real start date of the project 

on the 13
th
 of May 2014. This is the date, when full commercial operation started in the 

farm. 

These changes have no impact in the applicability of the methodology, additionality or the 

appropriateness of the baseline scenario, and the project remains in compliance with the applied 

methodology. 

 

2.3 Grouped Project 

The proposed project activity is not a grouped project. 

 

3 DATA AND PARAMETERS 

3.1 Data and Parameters Available at Validation 

Data / Parameter EFgrid, CM 

Data unit tCO2 / MW·h 

Description Combined margin CO2 emission factor of the grid 

connected power generation in year y calculated using the 

“Tool to calculate the emission factor for an electricity 

system” version 02.2.1 

Source of data Despacho Nacional de Cargas (UTE) and ADME 

Value applied: 0.519 

Justification of choice of data or 

description of measurement 

methods and procedures applied 

 

The Combined Margin emission factor is calculated ex 

ante, as described in section B.6.1. / B.6.2/ B.6.3 of the 

PDD 

Purpose of the data Calculation of baseline emissions  

Comments  

 

 

 

http://www.ute.com.uy/pags/Institucional/memoria_anual.html
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3.2 Data and Parameters Monitored 

Data / Parameter EGfacility,y 

Data unit MW·h/yr. 

Description The following parameters shall be measured: 

(i) The quantity of electricity supplied by the project 

plant/unit to the grid; and 

(ii) The quantity of electricity delivered to the project 

plant/unit from the grid 

Source of data The electricity is measured through a bidirectional main 

meter and a bidirectional backup meter owned by UTE. 

They are located at the connection position UTE within 

walking distance to the substation project. The 

measurements have been cross checked with records of 

sold for electricity (see figure in annex 4). Additionally 

there is be a record of the energy generated by a 

SCADA. 

Description of measurement 

methods and procedures to be 

applied 

The quantity of electricity supplied by the project 

plant/unit to the grid and from the grid is measured. 

Directly measured during the crediting period by SCADA 

system and records of sold of UTE. This data are 

archived electronically as per internal procedures, for 2 

years after the end of the last crediting period or the last 

issuance of credits, whichever occurs later. 

Frequency of monitoring/recording Continuous measurement and at least monthly 

recording. 

Value monitored: EG_(facility,2014) = 108,755.16 MW·h 

EG_(facility,2015) = 132,993.37 MW·h 

Monitoring equipment Bidirectional main meter and a bidirectional backup 

meter owned by UTE. The meters are both SL7000 type, 

with serial number 46033991 (accuracy of 0.2 S) and 

65005113 (accuracy of 0.5S) and both have been 

calibrated on 07/02/2014. 

 

QA/QC procedures to be applied Data measured by UTE-meters have been  cross-

checked with the records from the electronic supervisory 

system of the wind farm and records for sold of 

electricity. 



 MONITORING REPORT: VCS Version 3   

 

 v3.3 11 

Purpose of the data Calculation of baseline emissions 

Calculation method Continuous reading (Monthly reported) 

Net generation= Energy exported-Energy imported 

Comments These data are used to calculate direct emission 

reductions. Records of sales to the grid and other 

records are used to ensure consistency. 

3.3 Monitoring Plan 

Monitoring tasks have been implemented according to the monitoring plan in order to ensure that 

the real, measurable and long-term greenhouse gas (GHG) emission reduction for the proposed 

project is monitored and reported. 

The applicable methodology, ACM0002 is suitable for monitoring the emission reductions due to 

the project activity, according to the applicability criteria.  

 A monitoring plan has been implemented to guarantee the accurate and transparent 

determination of avoided emissions. In accordance with the methodology, monitoring consists 

of metering the electricity generated by the renewable technology.  

 All data collected as part of monitoring are archived electronically and is kept at least for 2 

years after the end of the last crediting period or the last issuance of credits, whichever 

occurs later. 

 All measurements are conducted with calibrated measurement equipment according to 

relevant industry standards Commercial Measurements System by URSEA (URSEA Decision 

No. 14002 of 27 November 2002)
1
. 

The farm features a "Supervisory Control and Data Acquisition" (SCADA)
2
. This computer-based 

system monitors and controls the farm remotely, providing communication with field devices 

(standalone controllers) and controlling the process of automatically by specialized software. 

This system controls all the aspects of the wind farm: 

 Monitor and Control wind farm devices, including wind turbines; 

 Advanced reporting options such as Report; 

 Generator and Information Manager for downtime categorization; 

 Remote alarm and event management via an intelligent event manager; 

 A sharp, clear view of trends through the Gamesa; 

 Trend Viewer; 

                                                           
1
 http://www.adme.com.uy/normativa/pdf/resoluciones/res_smec_2014_002.pdf 

http://www.adme.com.uy/normativa/resoluciones.php  

2
 http://www.gamesacorp.com/recursos/doc/productos-servicios/operacion-y-mantenimiento/ingles/gamesa-windnet-

english.pdf 
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 Power manager solution for grid code requirements: active, reactive and apparent power 

management, 

 Wind farm device integration, including meteorological mast, substation. 

 Status and alarm messages via SMS and e-mail; 

 Remote Web client with a friendly, intuitive user interface; and, 

 Includes Gamesa SMP, the CMS solution by Gamesa. 

Monitoring Management Structure 

In order to ensure that the project is well organized in terms of reliable data collection and 

gathering during the full crediting period, the organization of the monitoring team is established 

with clear roles and responsibilities assigned to all staff involved in the CDM project. 

The project owner has trained the relevant personnel before the project operation. The training is  

commensurate with the work being done. The evidence of this received training has been 

submitted to the VVB. 

The General Manager holds the overall responsibility for the monitoring process, but as indicated 

below parts of the process are delegated. The first step is the measurement of the electrical 

energy supplied from the grid and reporting of daily operations, which are carried out by the plant 

operation staff. 

There is a monitoring officer who is responsible for verification of the measurement, collection of 

sales receipts, collection of billing receipts of the power supplied by the grid to the wind farm and 

the calculation of the emissions reductions. The monitoring officer prepares operational reports of 

the project activity, reviews the daily operation of the wind farm station including operating 

periods, power delivered to the grid, equipment defects, etc. Finally, the monitoring reports are 

reviewed by the General Manager. 

In summary, the monitoring plan of the project is executed by the project owner, under the 

supervision of the CDM project consultant in accordance with the requirements of the applicable 

methodology and the EB on monitoring and verification to ensure that the emission reductions are 

monitored, recorded and reported accurately. 

Monitoring equipment and installation  

Given that the emission factor is calculated ex-ante, and referring to the Monitoring Methodology 

ACM0002, the only data monitored is the quantity of net electricity supplied to the grid by the wind 

project in every year.  

The electricity generated is measured both by the project sponsor through the "Supervisory 

Control and Data Acquisition". Two electricity meters are installed by UTE: the main meter and a 

backup meter, as shown in the connection diagram below. Both are bidirectional.  
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 Figure 3: Grid connection diagram 

Electricity meters are both SL7000 type, with an accuracy of 0.2S and 0.5S for the Main and the 

Backup meter, respectively. The Operation Manual of the electricity meters has been submitted to 

the VVB as evidence. In this document we can verify this accuracy class.  

The grid connection diagram indicates the principles for positioning of metering instruments that 

are used in the monitoring of emission reductions. 

The equipment used to monitor the electricity production is provided by certified entities by UTE 

and calibration is conducted according to the national requirements. The laboratory certificate of 

these calibrations of UTE has been submitted with certificate numbers 140327 and 140326 both 

dated on February the 7
th
 of 2014. 

The regulatory body (URSEA) established regulations for the Measurement System Commercial, 

SMEC
3
. This is applied to systems measurement for all commercial transactions between market 

players in the injection or withdrawal nodes of energy of UTE. It also establishes the requirements 

that have the facilities to measure energy, enabling conditions and penalties. 

The SMEC is managed by the Electricity Market Management (ADME). 

Calibration is performed according to the standard IEC 62053-22
4
 for static active meters. 

Data recording and archiving 

Electricity supplied by the project to the grid is monitored using a calibrated electricity meter. A 

main and a backup meter is installed for metering the electricity supplied to the grid. Monthly 

records have been taken.  

                                                           
3
 Is managed by the Electricity Market Management (ADME) 

4
 Norma IEC 62053-22 (2003): Static meters for active energy 

http://webstore.iec.ch/preview/info_iec62053-22%7Bed1.0%7Den_d.pdf
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On the other hand UTE has installed electronic meters that measure the data in a continuous 

way. Data is recorded at UTE´s Distribution Management Centre. Project owner has access to 

the Distribution Management Centre through a key provided by ADME. 

Measurements can be cross checked with sale receipts for electricity and/or with the information 

published in the official web site of the operation coordinator of the National Interconnected 

System. 

The project participants archives all data collected as part of monitoring during the monitoring 

period plus two years. 

Quality assurance and Quality control 

The quality of data generated by this project is maintained through the development of an 

overarching monitoring system including procedures used to double check data, for staff training, 

meter calibration, accreditation of the facility completing calibration and the adherence to the 

relevant standards. All metering equipment to be used for the monitoring is appropriately 

maintained, calibrated, and checked at regular intervals in line with the requirements of IEC 

62053-22:2003 (Electricity metering equipment (a.c.) – Particular requirements – Part 11: 

Electromechanical meters for active energy (classes 0,5, 1 and 2)). The sponsor is responsible 

for calibrating the SMEC meters every 2 years as defined by national decree of law. 

Procedures on how to deal with erroneous measurements 

Windnet control system (SCADA) is interconnected to all those involved in real time (UTE, 

Gamesa control service and the project owner's control) and enables the identification of potential 

emergencies real time and can act accordingly. 

Data measured by UTE-meters can be cross-checked with the records from the electronic 

supervisory system of the wind farm and records of sold electricity. Apart from this, consistency is 

guaranteed by cross checking the main and the backup meter readings with the invoice records 

for sold electricity. In case of inconsistency, the main meter readings, which are managed by the 

grid company (UTE), are to be used for emission reductions calculation. Conservative values 

between both readings are considered for emission reduction calculation. 

If any error is detected, the party owning the meter, shall repair recalibrate or replace the meter 

giving the other party sufficient notice to allow a representative to attend during any corrective 

activity. 

Management structure in order to monitor emission reductions 

The monitoring of the emission reductions is carried out according to the scheme shown in Figure 

below.  
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Figure 4: Management structure for monitoring 

 

4 QUANTIFICATION OF GHG EMISSION REDUCTIONS AND REMOVALS 

4.1 Baseline Emissions  

Baseline emissions include only CO2 emissions from electricity generation in fossil fuel fired 

power plants that are displaced due to the project activity. The baseline emission is calculated as 

the product of electrical energy baseline EG(PJ,y) expressed in MW·h, produced by the renewable 

generating unit and multiplied by the grid emission factor:  

BEy = EGPJ,y × EFgrid,CM,y 

Where:  

BEy: Baseline Emission in year y (tCO2).  

EGPJ,y: Quantity of net electricity generation that is produced and fed into the grid as a result of 

the implementation of the CDM project activity in year y (MW·h/yr.).  

EFgrid,CM,y: Combined margin CO2 emission factor for grid connected power generation in year y 

calculated using the latest version of the Tool to calculate the emission factor for an electricity 

system (tCO2/MW·h).  

Calculation of EG(PJ,y)  

The calculation of EGPJ,y is different for (a) Greenfield plants, (b) retrofits and replacements, and 

(c) capacity additions. These cases are described next:  

Due to the fact that the project involves the installation of a new grid-connected renewable power 

plant/unit at a site where no renewable power plant was operated prior to the implementation of 

the project activity (Case (a) Greenfield plant), then:  
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EGPJ,y = EGfacility,y 

Where:  

EGPJ,y: Quantity of net electricity generation that is produced and fed into the grid as a result of 

the implementation of the CDM project activity in year y (MW·h/yr.). 

EGfacility,y: Quantity of net electricity generation supplied by the project plant/unit to the grid in year 

y (MW·h/yr.). 

The net electricity generation as a result of the project activity to the grid is calculated based on 

monthly records from meter M1 measurements and is the output from the difference between the 

exported energy (or the gross energy generation) and the imported energy (or the energy 

consumed by the project). The results are presented in the following table (the hourly generation 

from the SMEC meter has been submitted for crosscheck to the VVB) :  

 

Year Month Net electricity generation (MW·h) 

2014 May 5,359.06 

2014 June 14,276.54 

2014 July 16,563.40 

2014 August 14,067.44 

2014 September 16,601.22 

2014 October 14,930.68 

2014 November 14,760.56 

2014 December 12,196.28 

2015 January 11,882.45 

2015 February 11,463.86 

2015 March 10,483.46 

2015 April 11,371.01 

2015 May 11,706.96 

2015 June 13,576.19 

2015 July 11,775.76 

2015 August 18,794.94 

2015 September 13,853.58 

2015 October 18,085.17 

The total electricity supplied by the project during the monitoring period is 241,748.54MW·h 

EG(PJ,2014) = EG_(facility,2014) = 108,755.16MW·h 

EG(PJ,2015) = EG_(facility,2015) = 132,993.37MW·h 

EGPJ=EG_ (facility,2015)= 241,748.54MW·h  

  

Calculation of EFgrid,CM,y 
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Calculation of EFgrid,CM,y was made ex-ante for the project at validation time. Value obtained 

was 0.519 tCO2 / MW•h with data obtained from the Despacho Nacional de Cargas (UTE) /UTE's 

Annual Report, 2008, 2009 & 2010 and ADME. 

 

4.2 Project Emissions  

For most renewable energy project activities, the project emissions are neglected. Following the 

methodology, as the project is a new wind power plant without fossil fuel consumption, it does not 

lead to any GHG emissions and therefore project emissions are considered equal to zero.   

PEy= 0 tCO2e / year. 

 

4.3 Leakage  

Following the applied methodology no leakage emissions are considered. The main emissions 

potentially giving rise to leakage in the context of electric sector projects are emissions arising 

due to activities such as power plant construction and upstream emissions from fossil fuel use 

(e.g. extraction, processing, and transportation). These emissions sources are neglected. 

 

4.4 Net GHG Emission Reductions and Removals 

The net GHG emission reduction is calculated following the guidance of the methodology 

ACM0002, as follows: 

ERy = BEy - PEy 

 

Where:  

ERy: Emission reduction in year y (tCO2)  

BEy: Baseline Emission in year y (tCO2)  

PEy: Project emission in year y (tCO2) 

 

ERy = BEy - 0 

ER2014= 56,443 tCO2e 

ER2015= 69,023tCO2e 

 

Year Baseline 

emissions or 

removals (tCO2e) 

Project emissions 

or removals 

(tCO2e) 

Leakage 

emissions 

(tCO2e) 

Net GHG emission 

reductions or 

removals (tCO2e) 

2014 56,443 0 0 56,443 

2015 69,023 0 0 69,023 

Total  125,466 0 0 125,466 

 


