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1 PROJECT DETAILS

1.1

Summary Description of the Implementation Status of the Project

The main purpose of this project activity is to generate clean form of electricity through renewable
solar energy source. The project is a bundled project activity which involves installation of 372
MW solar project in different states of India through SPVs.

Over the 10 years of first crediting period, the project is replacing anthropogenic emissions of
greenhouse gases (GHG’s) estimated to be approximately 638,520 tCO2e per year, thereon
displacing 681,607 MWh/year amount of electricity from the generation-mix of power plants
connected to the Indian grid, which is mainly dominated by thermal/fossil fuel based power plant.

The commission details of the SPVs for the project are given in section 3.1.The first plant was
commissioned on 19-June-2017 and last was commissioned on 26-November-2018.

Scenario existing prior to the implementation of project activity:

The scenario existing prior to the implementation of the project activity, is electricity delivered to
the grid by the project activity that would have otherwise been generated by the operation of grid-
connected power plants and by the addition of new generation sources, as reflected in the
combined margin (CM) calculations described in the “Tool to calculate the emission factor for an
electricity system”.

Baseline Scenario:

As per the applicable methodology, a Greenfield power plant is defined as “a new renewable
energy power plant that is constructed and operated at a site where no renewable energy power
plant was operated prior to the implementation of the project activity”.

As the project activity falls under the definition of a Greenfield power plant, the baseline scenario
as per paragraph 22 of Section 5.2.1 of applied methodology is the following;:

If the project activity is the installation of a Greenfield power plant, the baseline scenario is
electricity delivered to the grid by the project activity would have otherwise been generated by
the operation of grid-connected power plants and by the addition of new generation sources, as
reflected in the combined margin (CM) calculations described in the “Tool to calculate the
emission factor for an electricity system”.

Hence, pre-project scenario and baseline scenario are the same.
Total emission reductions achieved in this monitoring period:

During the Current Monitoring Period from 01-March-2022 to 31-March-2022 (First and last date
included) the project activity has supplied 62,773MWh of electricity, and thus the total VCUs
achieved during this monitoring period is 58,805 tCO2e.



1.3

1.4

The project activity falls under the following Sectoral scope and Project Type:

Sectoral Scope : 01 - Energy industries (renewable / non-renewable sources)
Project Type : | - Renewable Energy Projects
Project Category . Grid-connected electricity generation from renewable sources

ACMOO0O02- Version 19.01
The project is not a grouped project activity.

Project Proponent

Mytrah Energy India Private Limited
(ofe)gir-{el IOl Mr. Ramesh Kure

AGle -l 8001, 8th Floor, Q-City, Nanakramguda, Gachibowli, Hyderabad
500032, Telangana, India

LI -l +91 72888 75975
cleancredits@mytrah.com

Other Entities Involved in the Project

o= hIFCIMETNEN |nfinite Solutions

GOICRURGERY(GI[C@ @ Carbon Consultant
Contact person WIS ERIEI 00
LR Project Manager

LCLICEEN 014-215 Milinda Manor, Opp. Next Treasure Island, 2 RNT Marg,
Indore- 452001

JCIELONEN +91-731-4050174

ANCIN richa@infisolutions.org

L http://cdm.unfccc.int/methodologies/DB/VJISAX539DIMLOPXN2AYSUR1IN4IYGD



http://cdm.unfccc.int/methodologies/DB/VJI9AX539D9MLOPXN2AY9UR1N4IYGD
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1.5 Project Start Date
Start date of the project activity is the earliest date of interconnection with the grid i.e., 19-June-
2017. This is the date of commissioning of 2 * 25 MW solar PV project activity by Mytrah Aadhya
Power Pvt Ltd.

The details of the commissioning dates of the individual project activity are mentioned in the
section 1.1 of this report.
1.6 Project Crediting Period
Crediting Period Start date: 19-June-2017
Crediting Period End date: 18-June-2027
The project activity adopts renewable crediting period of 10 years period which can be renewed

for maximum 2 times.

1.7 Project Location
The details of the project locations are mentioned in the table below

Site istri State i i
sL. Name District Latitude (N) Longitude (E)
No of
SPVs
Thimajipet |Mahabubnag 16° 41.321'0” 78° 10’ 33.12”
ar
Arvapally Nalgonda 17° 18.134°0” 79° 30.879' 0”
Domakonda | Nizamabad 18° 16'12.00” 78° 27 40.26”
Mytrah
Abhina Alampur Gadwal 15° 55’ 2” T77° 57" 477
1 Telangana
\'%
Gadwal Gadwal 16° 15' 59" 77° 46’ 59”7
Power
Pvt Ltd Tandur Rangareddy 17° 19’ 16” 77° 36’ 427
Nagarkurno |Mahabubnag 16° 29'21.89” 78° 26’ 1.24”
ol ar
Mytra Reddypet | Nizamabad 18° 26’ 22.6752” 78° 23 44.1060”
h o ’ ” o ’ ”
2 y Chegunta Medak Telangana 17° 56'20.3604 78° 32'07.1700
ars
h Thunkibollara| Siddipet 17° 45'06.0012” 78° 33'01.0008”
Power m
Pvt Tungathurth | Nalgonda 17° 27'24.2064” 79° 38'15.0180”
Ltd v
Guntipally Nalgonda 16° 41'56.6880" 78° 48'22.2480"
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Shanigaram Siddipet

18° 10'39.5004”

79° 02'04.8804”

Mytrah
3 Agriya

Kamareddy

18° 23'03.0372"

78° 16'11.9136”

Power Pvt
Ltd

Power pyt| Kamareddy Telangana
Ltd
Mytrah
Akaash 16° 46.380°0" ) o
4. K.M.Pally | Nalgonda | Telangana 78° 52.095' 0

Energy

Pvt Ltd

Raibagh

Mytrah Bareta Mansa Punjab 29° 52'30.00” 75° 40’ 34.68”
Aadhya i — _
5 Power Pyt Balran Sangrur Punjab 29° 50'38.40 75° 50’ 38.40
Mytrah Hunagund Bagalkot 16° 0’ 0.00” 76° 06’ 0.00”
Advaith
6. Sindagi Karnataka
Power Pvt Bijapur 17° 0’ 0.00" 76° 12’ 0.00”
Mytrah
Akshaya
7. Y Belagavi Karnataka 16° 24’ 0.00” 74° 54’ 0.00”

The project locations have been shown in the maps below-

PUNJAB JAMMU & N
DISTRICT MAP KASHMIR i
PATHANKOT
Patbankot (&)
Gurdaspur HIMACHAL
PAKISTAN (O PRADESH
GURDASPUR
4 HOSHIARPUR
E ‘ AMRITSAR
' Amritsar (@)
Tarn Tafan Sahib@) Hoshiarpur
= KAPURTHALA
/ TARNTARAN  Kapurthala® @Jalandhar
K
2 Nawanshahr(e) RUPNAGAR
FIROZPUR JALANDHAR SBS.NAGAR
2 © £ s Rupnagar ©
Firozpur - @®Ludhiana
o © SAS.
MOGA LUDHIANA NAGAR
FARIDKOT Chandigarh
Faridkot® Fatehgarh Sahib) Mohali®
FATEHGARH
= ® SAHIB
* ®razilka Mkt BARNALA
MUKTSAR ® gamala
@ Patiala
@®sathinda ATIALA
FAZILKA BATHINDA
RAJASTHAN
LEGEND |
— - International Boundary HARYANA
State Boundary
District Boundary
= State Headquarter Map not to Scale
@ District Headquarter K = Kapurthala Copyright © 2017 www.mapsofindia.com
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1.8

KARNATAKA

DISTRICT

MAHARASHTRA

:
==~ urtARa
TS Karwar KANNADA

® Davangere

5 ®Chi
°  CHITRADURGA

»z

TELANGANA

ANDHRA
PRADESH

LEGEND
- State Boundary
-- District Boundary
State Headquarter
District Headquarter

i

HAMA
hamarajanagar TAMIL NADU

| TELANGANA
.| DISTRICT MAP

@

SURYAPET

SIS

Map not to Scale
Copyright © 2018 www.mapsofindia.com

4@
@ Shamshabad
o KH U
NALGONDA & . ;

@Khammam i

| LEGEND
7 = National Highway
Major Road
District Bouncary
----- State Boundary
@ State Capital
@  District Headquarter

Title and Reference of Methodology
Title

Reference
is more than 15 MW

: Grid-connected electricity generation from renewable sources
: The project activity meets the eligibility criteria of large scale project as it
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1.9

Methodology : ACMO0O02: Grid-connected electricity generation from renewable sources -
Version 19.02

Type | : Energy industries (renewable / non-renewable sources)
Category : Approved Consolidated Methodology (ACM0002)

Tools referred with above methodology and applicable for project activity are:

Tool to calculate the emission factor for an electricity system3 - Version 07.0 (EB 100, Annex
04)

Methodological Tool- Tool for the demonstration and assessment of additionality4 - Version
07.0.0 (EB 70, Annex 08)

Participation under other GHG Programs
The project has neither been registered, nor seeking registration under any other GHG
programs. The project is registered only in VCS program.

Other Forms of Credit

e Emission Trading Programs and Other Binding Limits: Net GHG emission reductions
or removals generated by the Project will not be used for compliance with an
emissions trading program or to meet binding limits on GHG emissions in any
Emission Trading program or other binding limits.

e Other Forms of Environmental Credit: The Project has no intend to generate any other
form of GHG-related environmental credit for GHG emission reductions or removals
claimed under the VCS Program.

Sustainable Development Contributions

The main purpose of this project activity is to generate clean form of electricity through renewable
solar energy source. The project is a bundled project activity which involves installation of 372
MW solar project in different states of India through SPVs.

During the current monitoring period the project generated clean and affordable energy 62,773
MWh through renewable sources through which the project avoided release of 58,805 tCO:z in to
the atmosphere. The project has created employment to 330 people during these monitoring
period and provided 9 training to the employees.

2 http://cdm.unfccc.int/methodologies/DB/VJISAX539D9MLOPXN2AYQURIN4IYGD

3 http://cdm.unfccc.int/methodologies/PAmethodologies/tools/am -tool-07-v7.0.pdf

4 http://cdm.unfccc.int/methodologies/PAmethodologies/tools/am -tool-01-v7.0.0.pdf



http://cdm.unfccc.int/methodologies/DB/VJI9AX539D9MLOPXN2AY9UR1N4IYGD
http://cdm.unfccc.int/methodologies/PAmethodologies/tools/am-tool-07-v7.0.pdf
http://cdm.unfccc.int/methodologies/PAmethodologies/tools/am-tool-01-v7.0.0.pdf
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Hence the project is contributing towards SDG 7, SDG 8 and SDG 13 during the current
monitoring period.

10
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Table 1: Sustainable Development Contributions

Net Impact on SDG | Current Project

SDG Indicator Contributions Over Project Lifetime

e
@
Qo
(S
S
c
2
o
@

1) 7.2 7.2.1: Renewable Implemented About 62,773 MWh, Since Commissioning, about 2,551,425.71 MWh
energy share in activities to increase renewable electricity has renewable electricity has supplied to Indian grid
the total final supplied to Indian grid that helps to increase the renewable energy share
energy during the reported period in the energy mix
consumption that helps to increase the Yo Contibution T Unit

renewable energy share in | period

the energy mix.
19-June- 595,937.14 MWh
2017 to 17-
March-2019
18-March- 650,378.57 MWh
2019 to 31-
03-2020
01-April- 786,331 MWh
2020 to 31-
May-2021
01-June- 456,006 MWh
2021 to 28-
February-
2022
01-March- 62,773 MWh
2022 to 31-
March-2022

SDG Target

Indicator

Contributions

11
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2) 8.6 8.6.1 Proportion Implemented Total 330 peoples are Employment to 330 peoples and 9 training are
of youth (aged 15- activities to increase employed  during this provided.
24) not in i i
. TRt [peiteet Monitoring Contribution Units
education, o period
employment or Total. 9 traln.mg was 01-June- 470 Number
training provided  during  the | 2021 to 28- | employees
current monitoring period- | February- 20 trainings
2022
01-March- 330 Number
2022to 31- | Employees
March- 2022 | 9 trainings
3) 13.0 Tonnes of Implemented By supplying 62,773MWh Prevented the release of 2,389,287 tCO2 in the
greenhouse gas activities to increase clean electricity to Indian atmosphere

emissions avoided
or removed

grid, the project avoided
release of 58,805 tCO:2 in
to the atmosphere during
the reporting period.

Monitoring period Contribution | Unit
19-June-2017 to 17- | 557,667 tCO2
March-2019

18-March-2019 to | 609,256
31-March-2020

01-April-2020 to 31- | 736,377

May-2021

01-June-2021 to 28- | 427,182
February-2022

01-March-2022 to | 58,805
31-March-2022
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2 SAFEGUARDS

2.1

2.2

2.3

No Net Harm

The project activity does not involve any major construction activity. It primarily requires the
installation of the solar PV panels, interfacing the generators with the State Electricity Board by
setting up HT transmission lines and installation of other accessories.

The report on “Developmental Impacts and Sustainable Governance Aspects of Renewable Energy
Projects” prepared by MNRE dated September 2013. This report clearly mentioned that solar PV
project activity operations do not result in direct air pollution, noise pollution. During the current
monitoring period there is no any significant impacts due to implementation of project activity on air,
water, soil quality and ambience are envisaged due to the project activity and project is implemented

as per VCS approved PD, hence is no negative environmental and socio-economic impacts.

Local Stakeholder Consultation

As a part of continual improvement process, feedback from the associated stakeholders is vital,
therefore a dedicated Visitor register cum grievance register has been placed at the project site
which is accessible to stakeholders to provide their feedback on the project. It is appropriate
publicly accessible location at which local stakeholders can provide their feedback on the project.
This location is also conducive to continuous and regular checks for stakeholder comments. For
the global stakeholders, the suggestion and the grievance can be submitted to mail@mytrah.com.

At the time of project registration, Stakeholder meeting was organized in order to identify the
major challenges around the area, stakeholders are invited well in advance through printed
invitation, calls, meeting and a notice is placed around the local common areas. Various CSR
activities around site are carried out with proper stakeholder requirements meeting. No any
negative comments received during stakeholder meeting.

The stakeholders are also requested to share their experiences and grievances on continuous
basis. Registers is used to records the grievances and feedback. Grievance register is placed at the
main gate of site office and is accessible to everyone. During the current monitoring period, positive
feedbacks had been received regarding site operation. Not any grievances received during the
current monitoring period, therefore, no any mitigation measures were required. In case of
grievances, the nature of probable resolution is discussed with the plant head office and
implemented by the site in-charge.

AFOLU-Specific Safeguards

This section is not applicable here as the project activity is a solar project activity.

13
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3

3.1

IMPLEMENTATION STATUS

Implementation Status of the Project Activity

The project activity involves the installation of Solar PV project. The total installed capacity of the
project is 372 MW of Solar PV plant located at different states in India. The project is promoted
by Mytrah Energy India Private Limited.

The Project activity is a new facility (Greenfield) and the electricity generated by the project is exported
to the Indian electricity grid. The project is therefore displace an equivalent amount of electricity
which would have otherwise been generated by fossil fuel dominant electricity grid. The Project
Proponent plans to avail the VCS benefits for the project.

In the Pre- project scenario the entire electricity, delivered to the grid by the project activity, would
have otherwise been generated by the operation of grid-connected power plants and by the addition
of new generation sources.

The project shall result in replacing anthropogenic emissions of greenhouse gases (GHG'Ss)
estimated to be approximately 638,520 tCO2e per year, thereon displacing 681,607 MWh/year
amount of electricity from the gird over the 10 years crediting period.

The details of the SPVs for the project and their location of installation are mentioned in the table below:

nnecti
Name of Capacity (i)on W(;::I
No SPVs (MW) coD Site Grid State Usage
8 MW 30-June-2017 Thimajipet
8 MW 19-July-2017 Arvapally
15 MW 05-December- Domakonda
2017
11 MW 19-August-2017 Alampur Sale to
Indian
Grlid Telangana State
Discom
Mytrah 15 MW 21-August-2017 Gadwal
Abhinav
Power PvtLtd | 15 Mw | 02-March-2018 Tandur
15 MW 27-February-2018 Nagarkurno ol
Mytrah ) Sale to
05-D ber- Ind
Adarsh Power 15 MW ecember Reddypet " |_an Telangana | State
2017 Grid .
Pvt Ltd Discom

14
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22-November-

15 MW Chegunta
2017
15 MW 23-October-2017 Thunkibollaram
08-November-
15 MW 2(‘)’17 Tungathurthy
15Mw | 25-September- Guntipally
2017
15 MW 23-May-2018 Shanigaram
25 MW on 22-
November-2018
i 50 MW Kamareddy ) Telangana
Mytrah Agriya Grid State
Power Pvt Ltd 25 MW on26- Discom
November-2018
12.5 MW on 16-
March-2018
Mytrah 17.5 MW on 12-
Akaash Power | 50 MW April-2018 K.M.Pally Indian | e langana
o Grid Sale to
Pvt Ltd State
20 MW on 22- Discom
November-2018
Mytrah 25 MW 19-June-2017 Bareta . Punjab Sale to
Indian
Aadhya Power Grid State
PvtLtd 25MW | 19-June-2017 Balran Punjab | DiSeom
15 MW 09-February-2018 Hunagund
Mytrah ) Sale to
. Indian
Advaith Power Grid Karnataka | State
Pvt Ltd Discom
15 MW | 08-February-2018 Sindagi

15
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Mytrah
Akshaya
Energy Pvt Ltd

15 MW 23-January-2018

Raibagh

. Sale to
Indian
. Karnataka State
Grid .
Discom

These are the SPVs of Mytrah Energy India Private Limited and the project is promoted by Mytrah Energy
India Private Limited. As on date, the entire 372 MW capacity has been commissioned.

The project activity aims to harness solar energy through installation of Solar PV project with total
installed capacity of 372 MW.

Solar PV Project Technology Details -

The technical specification for 15 MW solar project by Mytrah Advaith Power Private Limited at
Hunagund site, Karnataka

Sl. No.

Technical details of the equipments

Description

Modules capacity and total No. of
Modules installed

Module Capacity: 315, 320, 325

Total No. of Modules: 53040

Number of Inverters & Capacity

9 Inverters

Capacity- 1667 KW

Number of Transformers & Capacity

No. of Transformers- 3

Capacity- 5 MVA (3 no. of Inverter
transformers)

The technical specification for 15 MW solar project by Mytrah Advaith Power Private Limited at
Sindagi site, Karnataka

SI. No.

Technical details of the equipment6

Description

Modules capacity and total No. of
Modules installed

Module Capacity: 315, 320, 325

Total No. of Modules: 54040

> |t is to be noted that in future there is possibility of change in module configuration, however project capacity in total will

remain same as 15 MW.

6t is to be noted that in future there is possibility of change in module configuration, however project capacity in total will

remain same as 165 MW.

16
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9 Inverters
2 Number of Inverters & Capacity
Capacity- 1732 KW

No. of Transformers- 3

3 Number of Transformers & Capacity Capacity- 5 MVA (3 no. of Inverter
transformers)

The technical specification for 15 MW solar project by Mytrah Akshaya Energy Private Limited at
Raibagh site, Karnataka

Sl. No. Technical details of the equipment? Description
1 Modules capacity and total No. of Module Capacity: 320, 325
Modules installed Total No. of Modules: 53880

9 Inverters

2 Number of Inverters & Capacity
Capacity- 1667 KW
No. of Transformers- 3

3 Number of Transformers & Capacity Capacity- 5 MVA (3 no. of Inverter
transformers)

The technical specification for 25 MW solar project by Mytrah Aadhya Power Private Limited at Bareta

site, Punjab
Sl. Technical details of the Description
No. equipmentg
1 Modules capacity and total No. |Module Capacity: 310, 315, 320
of Modules installed
2 Number of Inverters & Capacity |8 Inverters

7 It is to be noted that in future there is possibility of change in module configuration, however project capacity in total will

remain same as 15 MW.

81t is to be noted that in future there is possibility of change in module configuration, however project capacity in total will

remain same as 175 MW.

17
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Number of Transformers &
Capacity

No. of Transformers- 9

(8 Inverter transformers & 1 Power
transformer)

Capacity-2.5 MVA (8 no. of Inverter
transformers) 25 MVA (1 no. of Power
transformer)

The technical specification for 25 MW solar project by Mytrah Aadhya Power Private Limited at Balran

site, Punjab

Sl.
No.

Technical details of the equipment®

Description

Modules capacity and total No. of
Modules installed

Module Capacity: 310, 315, 320, 335,

340, 345, 350

Number of Inverters & Capacity

18 Inverters

Number of Transformers & Capacity

No. of Transformers- 11

(10 Inverter transformers & 1 Power
transformer)

Capacity-
1.5 MVA (4 no. of Inverter transformers)

2.5 MVA (6 no. of Inverter transformers)
25 MVA (1 no. of Power transformer)

The technical specification for 8 MW solar project by Mytrah Abhinav Power Private Limited at

Thimajipet site, Telangana

SI. No.

Technical details of the equipment1©

Description

91t is to be noted that in future there is possibility of change in module configuration, however project capacity in total will

remain same as 25 MW.

101t is to be noted that in future there is possibility of change in module configuration, however project capacity in total will

remain same as 8 MW.

18
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Modules capacity and total No. of
Modules installed

Module Capacity: 310, 315, 320, 325
Total No. of Modules: 28920

2 Number of Inverters & Capacity

8 Inverters

Capacity- 1000 KW

Number of Transformers & Capacity

No. of Transformers- 2
Capacity-

4 MVA (2 no. of Inverter transformers)

The technical specification for 8 MW solar project by Mytrah Abhinav Power Private Limited at
Arvapally site, Telangana

Sl. No. Technical details of the equipment!1 Description
1 Modules capacity and total No. of Modules | Module Capacity: 315, 320
installed Total No. of Modules: 29760

3 Inverters

2 Number of Inverters & Capacity
Capacity- 2520 KW
No. of Transformers- 3

3 Number of Transformers & Capacity Capacity-
2.7 MVA (3 no. of Inverter transformers)

The technical specification for 15 MW solar project by Mytrah Abhinav Power Private Limited at
Domakonda site, Telangana

Sl. No. Technical details of the Description
equipmenti2
Modules capacity and total Module Capacity: 320, 325, 350
1 No. of Modules installed Total No. of Modules: 47449
Number of Inverters &
2 Capacity

111t is to be noted that in future there is possibility of change in module configuration, however project capacity in total will
remain same as 8 MW.

121t is to be noted that in future there is possibility of change in module configuration, however project capacity in total will
remain same as 15 MW.
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349 Inverters

Capacity- 43 KW

Capacity

Number of Transformers &

No. of
Transformers-
4 Capacity-

3 MVA (1 no. of Inverter
transformer) 4 MVA (3 no. of
Inverter transformers)

The technical specification for 11 MW solar project by Mytrah Abhinav Power Private Limited at
Alampur site, Telangana

Sl. No. Technical details of the equipment!3 Description
1 Modules capacity and total No. of Module Capacity: 315, 320
Modules installed Total No. of Modules: 38300

4 Inverters

2 Number of Inverters & Capacity
Capacity- 2700 KW
No. of Transformers- 4
Capacity-

3 Number of Transformers & Capacity
2.75 MVA (4 no. of Inverter
transformers)

The technical specification for 15 MW solar project by Mytrah Abhinav Power Private Limited at
Gadwal site, Telangana

SI. No.

Technical details of the equipmenti4

Description

Modules capacity and total No. of
Modules installed

Module Capacity: 315, 320, 325

Total No. of Modules: 53960

131t is to be noted that in future there is possibility of change in module configuration, however project capacity in total will

remain same as 11 MW.

141t is to be noted that in future there is possibility of change in module configuration, however project capacity in total will

remain same as 15 MW.
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Number of Inverters & Capacity

15 Inverters

Capacity- 1000 KW

Number of Transformers &
Capacity

No. of Transformers- 4

Capacity-

4 MVA (3 no. of Inverter
transformers) 3 MVA (1 no. of

Inverter transformer)

The technical specification for 15 MW solar project by Mytrah Abhinav Power Private Limited at
Tandur site, Telanaga

Sl. No. Technical details of the equipment15 Description
1 Modules capacity and total No. of Module Capacity: 320, 325, 350
Modules installed Total No. of Modules: 42180

15 Inverters

2 Number of Inverters & Capacity
Capacity- 1000 KW
No. of Transformers- 4
Capacity-

3 Number of Transformers & Capacity
4 MVA (3 no. of Inverter transformers)
3 MVA (1 no. of Inverter transformer)

The technical specification for 15 MW solar project by Mytrah Abhinav Power Private Limited at
Nagarkurnool site, Telangana

Sl. No. | Technical details of the equipment1é Description
Modules capacity and total No. of Module Capacity: 315, 320, 325 Total No. of
1 Modules installed Modules: 58240
6 Inverters
2 Number of Inverters & Capacity

15 |t is to be noted that in future there is possibility of change in module configuration, however project capacity in total will

remain same as 15 MW.

161t is to be noted that in future there is possibility of change in module configuration, however project capacity in total will

remain same as 15 MW.
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Capacity- 2500 KW

Number of Transformers & Capacity

No. of Transformers- 6
Capacity-

2.5 MVA (6 no. of Inverter transformers)

The technical specification for 15 MW solar project by Mytrah Adarsh Power Private Limited at
Reddypet site, Telangana

Sl. Technical details of the equipmentt? Description
No.
1 Modules capacity and total No. of Module Capacity: 315, 320, 325
Modules installed Total No. of Modules: 53360
349 Inverters
2 Number of Inverters & Capacity
Capacity- 43 KW
No. of Transformers- 4
Capacity-
3 Number of Transformers & Capacity
4 MVA (3 no. of Inverter transformers)
3 MVA (1 no. of Inverter transformer)

The technical specification for 15 MW solar project by Mytrah Adarsh Power Private Limited at
Chegunta site, Telangana

Sl. No. Technical details of the Description
equipment18
Modules capacity and total No. of Module Capacity: 315, 320, 325 Total No. of
1 Modules installed Modules: 47168
349 Inverters
2 Number of Inverters & Capacity
Capacity- 43 KW
No. of Transformers- 3
3 Number of Transformers & Capacity Capacity-

171t is to be noted that in future there is possibility of change in module configuration, however project capacity in total will

remain same as 15 MW.

18 |t is to be noted that in future there is possibility of change in module configuration, however project capacity in total will

remain same as 15 MW.
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‘ 5

MVA (3 no. of Inverter transformers)

The technical specification for 15 MW solar project by Mytrah Adarsh Power Private Limited at
Thunkibollaram site, Telangana

Sl. No. Technical details of the equipment1® Description
1 Modules capacity and total No. of Module Capacity: 320, 325, 350
Modules installed Total No. of Modules: 42852

349 Inverters

2 Number of Inverters & Capacity
Capacity- 43 KW
No. of Transformers- 4
Capacity-

3 Number of Transformers & Capacity
4 MVA (3 no. of Inverter transformers)
3 MVA (1 no. of Inverter transformer)

The technical specification for 15 MW solar project by Mytrah Adarsh Power Private Limited at
Tungathurthy site, Telangana

Sl. No.

Technical details of the equipment20

Description

Modules capacity and total No. of
Modules installed

Module Capacity: 320, 325

Total No. of Modules: 57440

2 Number of Inverters & Capacity

349 Inverters
Capacity- 43 KW

Number of Transformers & Capacity

No. of Transformers- 4
Capacity-

4 MVA (3 no. of Inverter transformers)
3 MVA (1 no. of Inverter transformer)

191t is to be noted that in future there is possibility of change in module configuration, however project capacity in total will
remain same as 15 MW.

20 |t is to be noted that in future there is possibility of change in module configuration, however project capacity in total will
remain same as 15 MW.
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The technical specification for 15 MW solar project by Mytrah Adarsh Power Private Limited at
Guntipally site, Telangana

SI. No.

Technical details of the equipment21

Description

Modules capacity and total No. of
Modules installed

Module Capacity: 320, 325, 330, 345

Total No. of Modules: 53280

Number of Inverters & Capacity

15 Inverters

Capacity- 1000 KW

Number of Transformers & Capacity

No. of Transformers- 4
Capacity-
4 MVA (3 no. of Inverter transformers)

3 MVA (1 no. of Inverter transformer)

The technical specification for 15 MW solar project by Mytrah Adarsh Power Private Limited at
Shanigaram site, Telangana

Sl. No.

Technical details of the equipment22

Description

Modules capacity and total No. of
Modules installed

Module Capacity: 320, 325, 350

Total No. of Modules: 53020

Number of Inverters & Capacity

15 Inverters

Capacity- 1000 KW

Number of Transformers & Capacity

No. of Transformers- 5

Capacity-

2 MVA (2 no. of Inverter transformers)
3 MVA (1 no. of Inverter transformer)

4 MVA (2 no. of Inverter transformers)

2Lt is to be noted that in future there is possibility of change in module configuration, however project capacity in total will

remain same as 15 MW.

22 |t is to be noted that in future there is possibility of change in module configuration, however project capacity in total will

remain same as 15 MW.
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The technical specification for 50 MW solar project by Mytrah Agriya Power Private Limited at
Kamareddy site, Telangana

Sl. No. Technical details of the equipment23 Description
1 Modules capacity and total No. of Module Capacity: 315, 320, 325
Modules installed Total No. of Modules: 107920

20 Inverters

2 Number of Inverters & Capacity
Capacity- 2500 KW
No. of Transformers- 22 Capacity-31.5
MVA (2 no. of Inverter transformers)

3 Number of Transformers & Capacity 2.5 MVA (20 no. of Inverter
transformers)

The technical specification for 50 MW solar project by Mytrah Akaash Power Private Limited at
K.M.Pally site, Telangana

Sl. No.

Technical details of the equipment24

Description

Modules capacity and total No. of
Modules installed

Module Capacity: 320, 325, 330
Total No. of Modules: 95493

Number of Inverters & Capacity

20 Inverters

Capacity- 2500 KW

23 |t is to be noted that in future there is possibility of change in module configuration, however project capacity in total will

remain same as 50 MW.

24|t is to be noted that in future there is possibility of change in module configuration, however project capacity in total will

remain same as 50 MW.
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3.2

3.2.1

No. of Transformers- 22
Capacity-

31.5 MVA (2 no. of Inverter

3 Number of Transformers & Capacity
transformers)

2.5 MVA (20 no. of Inverter
transformers)

The project has been under operation since commissioning i.e 19-June-2017 which is the start date of
the project activity, without any major breakdowns. The plant is running smoothly since commissioning
with scheduled maintenance. No events or situations happened expect the normal breakdowns for the
reported monitoring period that can alter the applicability of the applied methodology.

Deviations

Methodology Deviations
There is no methodology deviation.

3.2.2 Project Description Deviations

Deviation 1-

The VCS registered Joint PD & MR mentioned that the difference of final value of export and
import is used for monthly values of net electricity supplied to the grid by the project activity.
However, as per the state government policy of Karnataka 115% transmission losses are accounted
in calculation of net electricity supplied to grid by the project activity. The formula used for net
electricity calculation is mentioned below: -

EG. gy OF EGyy iy = Energy export — 115% Of Import Energy

This is the actual practice being followed at the site. The net electricity can be verified from the
invoices provided by the PP. Thus deviation is requested to correct project description
information. This deviation is permanent in nature.

This deviation is reducing the electricity generation thereby reducing the emission reductions
which is conservative. This deviation does not have any impact on the project applicability,
baseline scenario, additionality etc.

Deviation 2-

In the Verra Registry, the project proponent is listed as Mytrah Energy (INDIA) Ltd. While during
the previous monitoring period, the project proponent has changed its name from “Mytrah Energy
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w

(INDIA) Ltd" to "Mytrah Energy India Private Limited". And it is also confirmed from PP that
Mytrah Energy India Private Limited is the same legal entity as Mytrah Energy (INDIA) Ltd.

The deviation has already been approved during the monitoring period of 18-March-2019 to 31-
March-2020.

Deviation-3-

During Previous Monitoring period, there was change in other entity as per registered VCS PD. The
details of other entity involved in the project is mentioned below-

Organization name WIVTeN-RTe] VIalo18 1

RO CRYRUCRLITM Carbon Consultant

eyl IOl Richa Thakur

LR Project Manager

LULIEERE 214-215 Milinda Manor, Opp. Next Treasure Island, 2 RNT Marg,
Indore- 452001

LT[l +91-731-4050174
SuElIN richa@infisolutions.org

This deviation was requested in previous monitoring period i.e., 01-June-2021 to 28-February-
2022 and does not have any impact on the project applicability, baseline scenario, additionality
tc.

0]

Grouped Projects
The project activity is not a grouped project activity.

4 DATA AND PARAMETERS

4.1

Data and Parameters Available at Validation

Data / Parameter EF grid, om,y

Description Operating Margin CO2 emission factor in year y
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Source of data

Calculated from CEA database, Version 14, Dec 201825

Value applied 0.9610

Justification of choice of
data or description of
measurement methods
and procedures applied

Purpose of Data

Comments

Data / Parameter
Data unit
Description
Source of data
Value applied

Justification of choice of

data or description of
measurement methods
and procedures applied

Purpose of Data

Comments

Data / Parameter
Data unit
Description
Source of data
Value applied

Justification of choice of
data or description of

Calculated as per “Tool to calculate the emission factor for an
electricity system, version 07" as 3-year generation weighted
average using data for the years 2015-16, 2016-17 & 2017-18.
The data are obtained from “CO2 Baseline Database for Indian
Power Sector” version 14, published by the Central Electricity
Authority, Ministry of Power, Government of India.

For the calculation of the Baseline Emission

This parameter is fixed ex-ante for the entire crediting period.

EFgrid,Bm.y

tCO2/MWh

Build Margin CO2 emission factor in year y

Calculated from CEA database, Version 14, Dec 2018
0.8644

Calculated as per “Tool to calculate the emission factor for an
electricity system, version 07" as per the latest data available for
the most recent year 2017-18. The data is obtained from “CO2
Baseline Database for Indian Power Sector” version 14,
published by the Central Electricity Authority, Ministry of Power,
Government of India.

For the calculation of the Baseline Emission

This parameter is fixed ex-ante for the entire crediting period.

EFgria,cmy

tCO2/MWh

Combined Margin CO2 emission factor in yeary
Calculated from CEA database, Version 14, Dec 2018
0.9368

The combined margin emissions factor is calculated as follows:

EFgria,cmy= EFgria,omy* Wom + EFgrig, BMy* WeMm

25nttps://cea.nic.in/wp-content/uploads/baseline/2020/07 /user_guide ver14.pdf
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measurement methods Where:

CUCN (e VICERCT I EFgiqsvy= Build margin  CO2 emission factor in year y
(tCO2/MWh)

EFgrig,omy= Operating margin CO2 emission factor in year y
(tCO2/MWh)

Wom = Weighting of operating margin emissions factor (%) = 75%
Wem= Weighting of build margin emissions factor (%) = 25%

Purpose of Data For the calculation of the Baseline Emission
This parameter is fixed ex-ante for the entire crediting period.

4.2 Data and Parameters Monitored

For Karnataka Site
Data / Parameter EGpy.grid,y or EGpJ facility,ly

Data unit MWh

B Quantity of electricity generated and supplied by the project power

plant to the grid

SALIED G R Monthly joint meter reading reports

Description of
measurement methods
and procedures to be
applied

The difference of final value of export and 115% of import is
used for monthly values of net electricity supplied to the grid by
the project activity and same value will be considered for ER
calculations.

Frequency of

e . Continuous measurement & monthly recording
monitoring/recording

Value monitored 7.522

Monitoring equipment Monitoring: Tri vector meter is used Data type: Measured

Type of meter: Static type meter (Main & Check). Both are
Bidirectional meters. Class of meter:0.2s.

The meter details are given in Appendix-1

(0] VLo [oX T I-b IRl -3 The meters are approved, tested & sealed by the State Utility.
applied The meters are in the custody of State Utility. The frequency of
calibration is once in 5 years.26 The monthly electricity
supplied/exported by the project activity in the JMR report is
cross checked with the monthly invoices of sale. In the absence
or delay in the meter calibration appropriate Guidelines will be
applied appropriately to confirm the conservativeness of
metering.

26 As per Approved VCS PD
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Purpose of the data

Calculation method

Comments

For Punjab Site

Data / Parameter

Data unit

Description

Source of data

Description of
measurement methods
and procedures to be
applied

Frequency of
monitoring/recording

Value monitored

Monitoring equipment

QA/QC procedures to be
applied

The metering arrangement, accuracy class of meters, calibration
frequency is under control of state electricity board and PP do not
have any control on it. PP is getting value of net electricity supplied
to grid and the same is considered the monitoring parameter.

The billing is raised based on substation meters.
Calculation of baseline emissions

Thus, Net electricity supplied to the grid by the project plant in a
given month = Export, KWh- Import, KWh

Data will be archived in paper & electronic form for two years
after the end of crediting period or of the last issuance of VERs
for this project activity, whichever occurs later.

EGpy.grid,y or EGpJ facility,ly

MWh

Quantity of electricity generated and supplied by the project
power plant to the grid

Monthly joint meter reading reports

The difference of final value of export and import is used for
monthly values of net electricity supplied to the grid by the project
activity and same value will be considered for ER
calculations

Continuous measurement & monthly recording

8,371
Monitoring: Tri vector meter is used Data type: Measured

Type of meter: Static type meter (Main & Check). Both are
Bidirectional meters. Class of meter:0.2s. The meter details are
given in Appendix-1

The meters is approved, tested & sealed by the State Utility. The
meters are in the custody of State Utility. The frequency of
calibration is once in 5 years.2” The monthly electricity
supplied/exported by the project activity in the JMR report is
cross checked with the monthly invoices of sale. In the absence
or delay in the meter calibration appropriate Guidelines will be

27 http://www.aegcl.co.in/Metering Regulations Of CEA 17 03 2006.pdf
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Purpose of the data

Calculation method

Comments

For Telangana Site
Data / Parameter
Data unit

Description

Source of data

Description of
measurement methods
and procedures to be
applied

Frequency of
monitoring/recording

Value monitored

Monitoring equipment

QA/QC procedures to be

applied

applied appropriately to confirm the conservativeness of
metering,

The metering arrangement, accuracy class of meters, calibration
frequency is under control of state electricity board and PP do not
have any control on it. PP is getting value of net electricity supplied
to grid and the same is considered the monitoring parameter.

The billing is raised based on substation meters.
Calculation of baseline emissions

Thus, Net electricity supplied to the grid by the project plant in a
given month = Export, kWh- Import, kWh

Data will be archived in paper & electronic form for two years
after the end of crediting period or of the last issuance of VERs
for this project activity, whichever occurs later.

EGpy.grid,y or EGpJ facility, Ly
MWh

Quantity of electricity generated and supplied by the project
power plant to the grid

Monthly joint meter reading reports

The difference of final value of export and import is used for
monthly values of net electricity supplied to the grid by the project
activity and same value will be considered for ER
calculations

Continuous measurement & monthly recording

46,881
Monitoring: Tri vector meter is used Data type: Measured

Type of meter: Static type meter (Main & Check). Both are
Bidirectional meters. Class of meter:0.2s. The meter details are
given in Appendix-1

The meters is approved, tested & sealed by the State Utility. The
meters are in the custody of State Utility. The frequency of
calibration is once in 5 years.28The monthly electricity
supplied/exported by the project activity in the JMR report is

28 http://www.aegcl.co.in/Metering Regulations Of CEA 17 03 2006.pdf
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cross checked with the monthly invoices of sale. In the absence
or delay in the meter calibration appropriate Guidelines will be
applied appropriately to confirm the conservativeness of
metering.

The metering arrangement, accuracy class of meters, calibration
frequency is under control of state electricity board and PP do not
have any control on it. PP is getting value of net electricity supplied
to grid and the same is considered the monitoring parameter.

The billing is raised based on substation meters.

Purpose of the data Calculation of baseline emissions

Calculation method

Thus, Net electricity supplied to the grid by the project plant in a
given month = Export, kWh- Import, kWh

Comments

4.3

Data will be archived in paper & electronic form for two years
after the end of crediting period or of the last issuance of VERs
for this project activity, whichever occurs later.

Monitoring Plan
The monitoring plan is developed in accordance with the modalities and procedures for CDM project
activities and is proposed for grid-connected solar power project being implemented. The
monitoring plan, which will be implemented by the project participant describes about the
monitoring organisation, parameters to be monitored, monitoring practices, quality assurance,
quality control procedures, data storage and archiving.

The authority and responsibility for registration, monitoring, measurement, reporting and reviewing
of the data rests with the project participant. PP proposed the following structure for data monitoring,
collection, data archiving and calibration of equipments for this project activity. The team comprises
of the following members:
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Responsibility
VCS Team

. Reviewing the monthly and annual generation
statistics.

. Evaluating the GHNG performance of the
PrOJect tvity.

O & M Head *  identifying the opportunities for future
improvement

. Addressing grievance related to project
activity.

Shift In-charge *  Implementation of Cormective appropriate
measures in case any discrepancies are
dentified in the reported parameters.

*  Revitw of monthly report.

*  Ensunng calidration of monitoring equipment
a3 and when required.

*  Monoring and reporting the GHG
performance related parameters following
the guidance provided in the project design
document

A *  Preparation of monthly and annual
generation statistics.
Staff for HR, finance etc. Site engineering *  Reporting of any discrepancies identified in
the reporting parameters.

*  Ensuring calibration of the monitoring

equipments as and when required.

Data Measurement

The export and import energy will be measured continuously using above mentioned Main and Check
meters located at the substations. Readings of meters shall be taken on monthly basis by authorized
officer of SEB in the presence of PP or representative of PP. Based on the Meter Reading Statement to
PP, invoices will be raised. These invoices can be used for cross checking the meter readings taken for
the respective project activity.

Data collection and archiving

Readings from meters will be collected in the presence of the plant in-charge. Export and Import data
would be recorded and stored in logs as well as in electronic form on a daily basis. The records are
checked periodically by the Plant Manager and discussed thoroughly with the plant supervisor. The
period of storage of the monitored data will be 2 years after the end of crediting period or till the last
issuance of VERs for the project activity whichever occurs later.

Emergency preparedness

The project activity will not result in any unidentified activity that can result in substantial emissions
from the project activity. No need for emergency preparedness in data monitoring is visualized.

In the event that the main meter, which is used to record the net electricity exported by the project, is
found to be faulty it will be repaired or replaced and the data from the check meter will be used in its
place. In the unlikely event that the check meter fails it will also be repaired or replaced.
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Personnel training

In order to ensure a proper functioning of the project activity and a properly monitoring of emission
reductions, the staff will be trained. The plant helpers will be trained in equipment operation, data
recording, reports writing, operation and maintenance and emergency procedures in compliance with
the monitoring plan.

Metering Arrangement
Line diagram with metering arrangement for the solar project activity is shown below

For Karnataka Site

Line Diagram

L,

metering point

—  Gnd

P N
. MM ) Main Meter

—_— Transmission cable

For Punjab Site
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For Telangana Site

QA/QC procedures

The energy meters at the feeders are maintained and owned by state electricity board. Neither the
project proponent nor the site personnel have any control over it. The records will be crosschecked with
the records of sold electricity to state electricity board. The meters are calibrated by state electricity
board at-least once in five years.

Apportioning

Line Diagram

P

s

NN

S
L B

metering point

Main Meter

—_— Transmission cable

Line Diagram
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In case the dates of a particular monitoring period do not match with the dates of the billing cycle, the
net electricity exported to the grid would be calculated from:

e Apportioning the net electricity exported to grid, as recorded in the consolidated Share Certificate /
JMR Report / Credit Notes certified by the respective state discom, based on the number of days in the
monitoring period and the number of days for which Share Certificate / JMR Report / Credit Notes was
prepared.

During the current monitoring period, apportioning has been done for the month of March 2022, since
there is mismatch of monitoring period and billing cycle. The apportioning has been done by using the
above mentioned approach.

5 QUANTIFICATION OF GHG EMISSION
REDUCTIONS AND REMOVALS

5.1 Baseline Emissions
BEy = EGpy,y * EFgrid,cm,y

Where:

BEy: Baseline emissions in year y (tCO2¢e/yr)

EGeygriay Or EGpyjfacility,ly : Quantity of net electricity generation that is produced and fed into the
grid as a result of the implementation of the VCS project activity in yeary (MWh/yr)

EFgria,cm,: Combined margin CO2 emission factor for grid connected power generation in year
y calculated using the latest version of the “Tool to calculate the emission factor for an
electricity system” (tCO2e/MWh)

Parameter Unit Value

EGry.gridy or

MWh 62,773
EGpy facility, |y

EFgrid,cm,y tCO2e 0.9368
BEy = 62,773* 0.9368
= 58,805
(ROUNDDOWN)
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5.2

5.3

5.4

Project Emissions
Not Applicable, since project emissions from the solar project activity is zero as per ACM0O002

methodology.

Leakage
Not Applicable, since leakage emissions from the solar project activity is zero as per ACM0O002

methodology.

Net GHG Emission Reductions and Removals

Baseline Project Leakage Net GHG
emissions or emissions or emissions emission
removals removals (tCO2e) reductions or
(tCO2e) (tCO2e) removals
(tCO2e)

01-March- 58,805 0 0 58,805

2022 to 31-

March-2022

Total 58,805 0 0 58,805

It is to be noted here that as per the estimated emission reduction to be achieved from the
project activity for the current monitoring period is 54,230 tCO2e, whereas actual emission
reductions achieved are 58,805tCO2e, which is approximately 8.44 % higher than the estimated
emission reductions. The generation of electricity depends upon many other climatic conditions,
which are not within the control of the project participant.
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APPENDIXT: CALIBRATION CERTIFICATE-

Meter Details New
Name . Due date
. Capacity Date of Date of
A State INMW | main meter | CN6CK | Standby | ACCUAY | calipration O ration | calibrat | 01€ 43
S ' Meter meter sl. calibration | .\,
SI. no
sl.no no
Mytrah ot 12-July- i i
Advaith Hunagund 15 17151028 17151010 0.2s 13-July-2018 5023
Power Karnataka
Private 03-December- 02-
Limited | Sindagi 15 17151045 17151050 0.2s December-
2018
2023
Mytrah
Akshay
a
Energy Karnataka 17115537 17115532 0.2s 05-January- ?a4r;uar :
Private | Raibagh 15 - 2019 y
L 2024
Limited
01- 30-
Mytrah 25 pBB4g78 0 | "BB4878 0.2s December- November-
Aadhya | Bareta 1
) 2018 2023
Power Punjab 56- 55.
Eirrlw\q/iatzed Balran 25 PBB4880 3 2884880 025 November- November-
) 2018 2023
13- r 16-
Mytrah | himajipet 8 APX0109 9 | APXO110 | APXO 0.2s 14-November November | SePtem Septemb
Abhina 0 1101 2018 ber-
-2023 er-2025
$ 2020
Telangana
Power 1. 18- 17-
Private Arvapall 8 HT01160 HT01160 HTO1 0.25 22-January- Jaunuarry- Decem Decemb
Limited pally 859 860 1608 ' 2019 Y| ber-
2024 5020 er- 2025
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19-February- 18- 17- 16-
Domakonda 15 TS04282 TS04283 | TS04 284 0.2s 5018 February- | August- | March-
) 2023 2020 2025
03- 02-
HTO1161 HTO1161 HTO1 . 08-April- Decem
Alampur 11 10 108 161109 0.2s 09-April-2018 2023 ber- Decemb
2021 er-2026
21- 12- 11-
Gadwal 15 ﬂ(illGl ﬂgllGl ngi 0.2s ggfgebruary- February- | January | January-
2024 -2022 2027
03-April- | ST 30
Tandur 15 2838075 2838076 | 2838077 | 0.2s 04-April-2018 5023 October | October-
-2020 2025
06-
13-May- Decem | 02
Nagarkurnool 15 2831529 2831530 | 2831 0.2s 14-May-2018 5023 ber- Decemb
2021 er-2026
1550428 14-May- | 1O 09-
Reddypet 15 TSS0428 6 8 TSSO 4274 |1 0.2 s 15-May-2018 5023 August- | August-
2020 2025
02-May- 12- 11-May-
Chegunta 15 2838079 2838080 2838081 | 0.2 s 03-May-2018 5023 May- 5026
2021
. 11- 10-June-
Thunki 2838 09-May-
Mytrah | Bollaram 15 2838071 2838072 073 0.2s 10-May-2018 2023 y J2uon2e1 2026
Adarsh 55.
Power Telangana HTO1 21- 21-
Private | Tungathurthy 15 %31161 ng)liGl 1611 025 3(2):33 nuary- January- E:Eem Decemb
Limited 02 ) 2024 er-2025
2020
o8 07-
Guntipally 15 2832434 (2832435 | ,20%% | 02s | 20March2018 | So202OM | BEPOM | sepemp
36 2023 ber-
2021 er-2026
02- 14- 13-
Shanigaram 15 APX01630 APX01635 ?Zﬁg 0.2s gg-nganuary- January- Februar | February
2024 y-2022 | -2027
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Mytrah
Agriya 30-

01-October-
Power Telangana Septembe | 03-Nov- | 02-Nov-
Private | hamareddy 50 APZ0043 9 | APZ0044 | APZO 02s |2018 2023 | 2020 | 2025
. 0 0441
Limited
Mytrah
Akaash 03- 25-
Power | K.M. Pally Telangana gg-ilgnuary- January- | Septem gi-temb
Private 50 17250998 | 17250999 | 17251000 | 0.2 s 2024 ber- P
. er-2025
Limited 2020
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