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1 PROJECT DETAILS  

1.1 Summary Description of the Project and its Impl ementation Status 

The main purpose of this project activity is to generate clean form of electricity through renewable 
solar energy sources. The project activity involves total capacity of 990 MW solar power project 
which are installed in Chhattisgarh, Karnataka, Maharashtra, Rajasthan and Uttar Pradesh states 
of India. The solar projects have been developed by the SPVs of Adani Green Energy Limited. 

Over the 10 years of first crediting period, the project will replace anthropogenic emissions of 
greenhouse gases (GHG’s) estimated to be approximately 1,553,021 tCO2e per year, thereon 
displacing 1,639,080 MWh/year amount of electricity from the generation-mix of power plants 
connected to the Indian grid, which is mainly dominated by thermal/fossil fuel based power plant. 
 
The details of the project and their location of installation are mentioned in the table below:- 
 

Name of SPVs  
Capacity 

in MW 
Date of 

Commission 
Connection 

with Grid State  Usage 

Parampujya 
Solar Energy 

Private Limited 

100 MW 

40 MW on 
16-12-2017 

Indian Grid 

Chhattisgarh 
Sale to SECI 

Limited 

10 MW on 
08-03-2018 
40 MW on 
14-12-2017 
10 MW on 
08-03-2018 

20 MW 22-02-2018 Maharashtra 
Sale to SECI 

Limited 

100 MW 

50 MW on 
06-12-2017 Karnataka, 

Pavagada 
Sale to NTPC 

Limited 50 MW on 
15-12-2017 

40 MW 

20 MW on 
08-03-2018 Karnataka, 

Kallur 
Sale to SECI 

Limited 20 MW on 
30-04-2018 

50 MW 03-01-2018 
Karnataka, 
Pavagada 

Sale to NTPC 
Limited 

Wardha Solar 
(Maharashtra) 
Private Limited 

350 MW 

100 MW on 
12-02-2018 

Karnataka 
Sale to SECI 

Limited 

50 MW on 
27-02-2018 
40 MW on 
26-02-2018 
50 MW on 
29-01-2018 
50 MW on 
14-02-2018 
50 MW on 
17-12-2017 
10 MW on 
08-03-2018 
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Kodangal Solar 
Parks Private 

Limited 
20 MW 05-01-2018 Karnataka Sale to State 

Discom 

Prayatna 
Developers 

Private Limited 
20 MW 

10 MW on 
29-09-2017 Rajasthan, 

Bhadla Solar 
Park 

Sale to NTPC 
Limited 10 MW on 

11-10-2017 

Adani Green 
Energy (UP) 

Limited 
240 MW 

20 MW on 
30-01-2018 

Karnataka 
Sale to State 

Discom 

20 MW on 
02-03-2018 
20 MW on 
09-03-2018 
20 MW on 
13-10-2017 
20 MW on 
18-11-2017 
20 MW on 
22-12-2017 
20 MW on 
18-10-2017 
20 MW on 
08-01-2018 
20 MW on 
28-09-2017 
20 MW on 
28-03-2018 
20 MW on 
02-10-2017 
20 MW on 
27-01-2018 

Adani Green 
Energy (UP) 

Limited 
50 MW Yet to 

commission 
Uttar Pradesh Sale to State 

Discom 

 
All the SPVs are of Adani Green Energy Limited. The project is promoted by Adani Green Energy 
Limited. 
 
Sectoral Scope   : 01 - Energy industries (renewable / non-renewable sources) 
Project Type   : I - Renewable Energy Projects 
Project Category  : Grid-connected electricity generation from renewable sources 
ACM0002- Version 19.0 
 
Tools referred with above methodology are: 

Tool to calculate the emission factor for an electricity system1 - Version 07.0 (EB 100, Annex 04) 
 
Scenario existing prior to the implementation of pr oject activity:   

The scenario existing prior to the implementation of the project activity, is electricity delivered to 
the grid by the project activity that would have otherwise been generated by the operation of grid-
connected power plants and by the addition of new generation sources, as reflected in the 

                                                 
1 http://cdm.unfccc.int/methodologies/PAmethodologies/tools/am-tool-07-v7.0.pdf 
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combined margin (CM) calculations described in the “Tool to calculate the emission factor for an 
electricity system”. 

Baseline Scenario: 

As per the applicable methodology, a Greenfield power plant is defined as “a new renewable 
energy power plant that is constructed and operated at a site where no renewable energy power 
plant was operated prior to the implementation of the project activity”. 
 
As the project activity falls under the definition of a Greenfield power plant, the baseline scenario 
as per paragraph 22 of Section 5.2.1 of applied methodology is the following: 
 
If the project activity is the installation of a Greenfield power plant, the baseline scenario is 
electricity delivered to the grid by the project activity would have otherwise been generated by the 
operation of grid-connected power plants and by the addition of new generation sources, as 
reflected in the combined margin (CM) calculations described in the “Tool to calculate the 
emission factor for an electricity system”. 
 
Hence, pre-project scenario and baseline scenario are the same. 
 
Total emission reductions achieved in this monitori ng period: 

During the Current Monitoring Period from 28/09/2017 to 30/09/2018 (First and last date included) 
the project activity has supplied 1,060,786.39 MWh of electricity, and thus contributing to the 
GHG reductions 1,004,735 tCO2e. 

1.2 Sectoral Scope and Project Type  

The project activity falls under the following Sectoral scope and Project Type: 
 
Sectoral Scope   : 01 - Energy industries (renewable / non-renewable sources) 
Project Type    : I - Renewable Energy Projects 
Project Category  : Grid-connected electricity generation from renewable sources 
ACM0002- Version 19.02 

The project is not a grouped project activity. 

1.3 Project Proponent 

Organization name Adani Green Energy Limited  

Contact person Mr. Alpesh Gedia 

Title Associate Manager- Business Development 

Address 5B- Sambhav Press Building, Judges Bunglow Road, Bodakdev, 
Ahmedabad 

Telephone +91 9099055194 

Email alpeshk.gedia@adani.com  

                                                 
2 http://cdm.unfccc.int/methodologies/DB/VJI9AX539D9MLOPXN2AY9UR1N4IYGD 
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1.4 Other Entities Involved in the Project 

Organization name EKI Energy Services Limited 

Role in the project Project Consultant 

Contact person Kingshuk Das 

Title Project Manager 

Address EnKing Embassy, Office No 201, Plot 48, Scheme 78, Part 2, Vijay 
Nagar, Indore- 452010, Madhya Pradesh, India. 

Telephone +91-731-4289086 

Email kingshuk@enkingint.org  

1.5 Project Start Date 

Start date of the project activity is the earliest date of interconnection with the grid i.e. 28-09-
2017. This is the date of commissioning of 20 MW solar project activity by Adani Green Energy 
(UP) Limited.  

The details of the commissioning dates of the individual project activity are mentioned in the 
section 1.1 of this report. 

1.6 Project Crediting Period 

Crediting Period Start date:  28-September-2017 

Crediting Period End date:  27-September-2027 

The project activity adopts renewable crediting period of 10 years period which can be renewed 
for maximum 2 times. 

1.7 Project Scale and Estimated GHG Emission Reduct ions or Removals 

The project involves setting up of a 990 MW solar power project. 

Project Scale  
Project  
Large project � 

 
As the estimated annual average GHG emission reductions or removal per year is 1,553,021 
tCO2e which is greater than 300,000 tonnes of CO2e per year. Thus the project falls in the 
category of Large Project. 

 

Year 
Estimated GHG emission 
reductions or removals 

(tCO2e) 
Year 1 1,553,021 
Year 2 1,553,021 
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Year 3 1,553,021 
Year 4 1,553,021 
Year 5 1,553,021 
Year 6 1,553,021 
Year 7 1,553,021 
Year 8 1,553,021 
Year 9 1,553,021 
Year 10 1,553,021 

Total estimated ERs  15,530,210 
Total number of crediting years  10 

Average annual ERs  1,553,021 

1.8 Description of the Project Activity 

The project activity involves the installation of solar project. The total installed capacity of the 
project is 990 MW Solar project located at Chhattisgarh, Karnataka, Maharashtra, Rajasthan and 
Uttar Pradesh states in India. The project is promoted by Adani Green Energy Limited . 

The Project activity is a new facility (Greenfield) and the electricity generated by the project will be 
exported to the Indian electricity grid. The project will therefore displace an equivalent amount of 
electricity which would have otherwise been generated by fossil fuel dominant electricity grid. The 
Project Proponent plans to avail the VCS benefits for the project. 

In the Pre- project scenario the entire electricity, delivered to the grid by the project activity, would 
have otherwise been generated by the operation of grid-connected power plants and by the 
addition of new generation sources. 

The project shall result in replacing anthropogenic emissions of greenhouse gases (GHG’s) 
estimated to be approximately 1,553,021 tCO2e per year, thereon displacing 1,639,080 
MWh/year amount of electricity from the grid over the 10 years crediting period. 

The project activity aims to harness solar energy through installation of Solar PV project with total 
installed capacity of 990 MW solar power project. 

The technical specification for 100 MW solar project by Parampujya Solar Energy Private Limited 
at Chhattisgarh. 

Sl. No. Technical details of the equipment 3 Description 

1 Technology Used Solar PV technology (Poly-Crystaline) 

2 Modules capacity and Model Model capacity- 320 Wp 
Model- JKM 320PP-72 

3 
Number of Inverters , Inverter Make & 
Model 

1163 Inverters  
Huawei/ SUN2000-43kTL-IN-C1  

4 Modules per String 22 

 

                                                 
3 It is to be noted that in future there is possibility of change in module configuration, however project 
capacity in total will remain same as 100 MW. 
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The technical specification for 20 MW solar project by Parampujya Solar Energy Private Limited 
at Karnataka. 

Sl. No. Technical details of the equipment 4 Description 

1 Technology Used Solar PV technology (Poly-Crystaline) 

2 Modules capacity and Model Model capacity- 320 Wp 
Model- Lion Series 

3 
Number of Inverters , Inverter Make & 
Model 

465 Inverters  
Huawei/ SUN2000-43kTL-IN-C1  

4 Modules per String 22 

The technical specification for 100 MW solar project by Parampujya Solar Energy Private Limited 
at Karnataka. 

Sl. No. Technical details of the equipment 5 Description 

1 Technology Used Solar PV technology (Poly-Crystaline) 

2 Modules capacity and Model Model capacity- 320 Wp 
Model- JKM 320PP-72 

3 
Number of Inverters , Inverter Make & 
Model 

1163 Inverters  
Huawei/ SUN2000-43kTL-IN-C1  

4 Modules per String 22 

The technical specification for 40 MW solar project by Parampujya Solar Energy Private Limited 
at Karnataka. 

Sl. No. Technical details of the equipment 6 Description 

1 Technology Used Solar PV technology (Poly-Crystaline) 

2 Modules capacity and Model Model capacity- 320 Wp 
Model- Lion Series 

3 
Number of Inverters , Inverter Make & 
Model 

931 Inverters  
Huawei/ SUN2000-43kTL-IN-C1  

4 Modules per String 20 

 
 

 

 

                                                 
4 It is to be noted that in future there is possibility of change in module configuration, however project 
capacity in total will remain same as 20 MW. 

5 It is to be noted that in future there is possibility of change in module configuration, however project 
capacity in total will remain same as 100 MW. 

6 It is to be noted that in future there is possibility of change in module configuration, however project 
capacity in total will remain same as 40 MW. 
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The technical specification for 50 MW solar project by Parampujya Solar Energy Private Limited 
at Karnataka. 

Sl. No. Technical details of the equipment 7 Description 

1 Technology Used Solar PV technology (Poly-Crystaline) 

2 Modules capacity and Model Model capacity- 320 Wp 
Model- JKM 320PP-72 

3 
Number of Inverters , Inverter Make & 
Model 

1163 Inverters  
Huawei/ SUN2000-43kTL-IN-C1  

4 Modules per String 22 

 
The technical specification for 350 MW solar project by Wardha Solar (Maharashtra) Private 
Limited at Karnataka. 

Sl. No. Technical details of the equipment 8 Description 

1 Technology Used Solar PV technology (Poly-Crystaline) 

2 Modules capacity and Model Model capacity- 320 Wp 
Model- JKM 320PP-72 

3 
Number of Inverters , Inverter Make & 
Model 

1163 Inverters  
Huawei/ SUN2000-43kTL-IN-C1  

4 Modules per String 22 

 
The technical specification for 20 MW solar project by Prayatna Developers Private Limited at 
Rajasthan. 

Sl. No. Technical details of the equipment 9 Description 

1 Technology Used Solar PV technology (Poly-Crystaline) 

2 Modules capacity and Model Model capacity- 320 Wp 
Model- JKM 320PP-72 

3 
Number of Inverters , Inverter Make & 
Model 

466 Inverters  
Huawei/ SUN2000-43kTL-IN-C1  

4 Modules per String 20 

 

 

                                                 
7 It is to be noted that in future there is possibility of change in module configuration, however project 
capacity in total will remain same as 50 MW. 

8 It is to be noted that in future there is possibility of change in module configuration, however project 
capacity in total will remain same as 350 MW. 

9 It is to be noted that in future there is possibility of change in module configuration, however project 
capacity in total will remain same as 20 MW. 
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The technical specification for 20 MW solar project by Kodangal Solar Parks Private Limited at 
Karnataka. 

Sl. No. Technical details of the equipment 10 Description 

1 Technology Used Solar PV technology (Poly-Crystaline) 

2 Modules capacity and Manufacturer Model capacity- 320 Wp 
Manufacturer- MSPVL/Suntech 

3 
Number of Inverters , Inverter Make & 
Model 

465 Inverters  
Huawei/ SUN2000-43kTL-IN-C1  

4 Modules per String 22/20 

The technical specification for 240 MW solar project by Adani Green Energy (UP) Limited at 
Karnataka. 

Sl. No. Technical details of the equipment 11 Description 

1 Technology Used Solar PV technology (Poly-Crystaline) 

2 Modules capacity and Manufacturer Model capacity- 117.5 Wp 
Manufacturer- First Solar 

3 
Number of Inverters , Inverter Make & 
Model 

466 Inverters  
Huawei/ SUN2000-43kTL-IN-C1  

4 Modules per String 11 

 
The technical specification for 50 MW solar project by Adani Green Energy (UP) Limited at 
Jhansi, Uttar Pradesh (The project is yet to commission) 

Sl. No. Technical details of the equipment 12 Description 

1 Technology Used Solar PV technology (Poly-Crystaline) 

2 Modules capacity and Model Model capacity- 320 Wp 
Model- JKM 320PP-72 

3 
Number of Inverters , Inverter Make & 
Model 

1163 Inverters  
Huawei/ SUN2000-43kTL-IN-C1  

4 Modules per String 22 

 

1.9 Project Location 

The details of the project locations are mentioned in the table below 

                                                 
10 It is to be noted that in future there is possibility of change in module configuration, however project 
capacity in total will remain same as 20 MW. 

11 It is to be noted that in future there is possibility of change in module configuration, however project 
capacity in total will remain same as 240 MW. 
12 It is to be noted that in future there is possibility of change in module configuration, however project 
capacity in total will remain same as 50 MW. 
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Name of SPVs  
Capacity 

(MW) 
Village(s) 

Tehsil / 
Mandal 

District State 

Parampujya Solar 
Energy Private 

Limited 

100 MW Rani & Bundeli - Dhamdha Chhattisgarh 
20 MW Kilaj Tuljapur Osmanabad Maharashtra 

100 MW 

Thirumani, 
Rayacherlu, 

Vallur, 
Balasamudra 

Pavagada Tumkur 

Karnataka 

40 MW 
Kallur, Balgera & 

Kudgunti 
Yelburga Koppal 

50 MW 

Thirumani, 
Rayacherlu, 

Vallur, 
Balasamudra 

Pavagada Tumkur 

Wardha Solar 
(Maharashtra) Private 

Limited 

100 MW Madhuvanahalli Kollegal Chamarajnag
ar 

50 MW Maskal Aurad Bidar 
40 MW Nalwar Chittapura Kalaburagi 

50 MW Rajeshwar & 
Handral 

Basavakalyan
a 

Bidar 

50 MW 
Hattigudur & 

Bommanahalli 
Shahapur Yadgir 

50 MW Yatnal Vijayapura Vijayapura 

10 MW 
Kallur, Balgera & 

Kudgunti 
Yelburga Koppal 

Kodangal Solar Parks 
Private Limited 20 MW Hebbal B.Bagewadi Vijayapur 

Prayatna Developers 
Private Limited 20 MW Kanasar Bap Jodhpur Rajasthan 

Adani Green Energy 
(UP) Limited 

20 MW Kadaramandalagi Byadagi Haveri 

Karnataka 

20 MW Guddehosur Chanapatana Ramanagara 
20 MW Talekoppa Gubbi Tumkur 

20 MW Chikkahalli 
Holenarasipur

a 
Hassan 

20 MW - Jewargi Kalaburagi 
20 MW - K. R. Pet Mandya 
20 MW Thirthbandathi Malur Kolar 
20 MW Gejjaraguppe Magadi Ramanagara 
20 MW Kalkare Periyapatna Mysuru 
20 MW Chikkasulikere Ramanagara Ramanagara 
20 MW Akkur T.Narasipura Mysuru 

20 MW 
Vederahalli & 
Rettanahalli 

Tiptur Tumakuru 

Adani Green Energy 
(UP) Limited 50 MW Badanpur - Jhansi 

Uttar 
Pradesh 

 
The Geo-coordinates of the project site is mentioned below 

Name of SPVs  Capacity (MW)  Latitude  Longitude  
Parampujya Solar 

Energy Private Limited 
100 MW 21° 31’ 19.20” N 

21° 31’ 58.8” N 
81° 12’ 03.60” E 
81° 14’ 42.0” E 
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20 MW 
17� 56’ 38.40” 

N 76� 16’ 15.60” E 

100 MW 14° 15' 29.39" N 
14° 14' 06.70" N 

77° 29' 14.68" E 
77° 27' 12.76" E 

40 MW 15° 34’ 05.05” N 76° 02’ 02.90” E 
50 MW 14° 14’ 45.60” N 77° 27’ 03.60” E 

Wardha Solar 
(Maharashtra) Private 

Limited 

100 MW 18° 21’ 4.62” N 77° 18’ 53.02” E 
50 MW 18° 11' 4.62" N 77° 24' 53.02" E 
40 MW 16° 55' 57.28" N 76° 59' 34.58" E 
50 MW 17° 47' 30.96" N 77° 1' 5.07" E 
50 MW 18° 11’ 4.62” N 77° 18’ 53.02” E 
50 MW 18° 10’ 4.62” N 77° 24’ 53.02” E 
10 MW 18° 20’ 4.62” N 77° 16’ 53.02” E 

Kodangal Solar Parks 
Private Limited 

20 MW 
16� 27’ 25.20” 

N 
75� 56’ 52.80” E 

Prayatna Developers 
Private Limited 

20 MW 27° 26' 39.31" N 71° 58' 1.75" E 

Adani Green Energy 
(UP) Limited 

20 MW 12° 13’ 51.70” N 77° 03’ 38.50” E 
20 MW 14° 41’ 48.21” N 75° 29’ 18.78” E 
20 MW 12° 49’ 54.48” N 76° 12’ 50.63” E 
20 MW 13° 16’ 57.95” N 76° 25’ 17.47” E 
20 MW 12° 50’ 16.89” N 77° 58’ 58.70” E 
20 MW 12° 37’ 12.03” N 77° 07’ 40.37” E 
20 MW 12° 40’ 48.0” N 76° 35’ 42.0” E 
20 MW 12° 25’ 48.0” N 76° 11’ 02.40” E 
20 MW 16° 49’ 01.20” N 76° 33’ 00.00” E 
20 MW 13° 00’ 54.00” N 77° 13’ 30.0” E 
20 MW 12° 48’ 18.0” N 77° 09’ 25.20” E 
20 MW 13° 24’ 43.20” N 76° 45’ 36.0” E 

Adani Green Energy 
(UP) Limited 50 MW 

25°22’ 02.31” N 
(tentative) 

78° 18’ 30.01” E 
(tentative) 

The project locations have been in Chhattisgarh, Maharashtra, Karnataka, Rajasthan and Uttar 
Pradesh states of India. The map of India is shown as below: 
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1.10 Conditions Prior to Project Initiation 

The project is a Greenfield solar power project and does not involve generation of GHG 
emissions for the purpose of their subsequent reduction, removal or destruction. Thus prior to 
project initiation, there was nothing at site.  

In absence of project activity, the continuation of current practise i.e. generation of equivalent 
amount electricity would have been generated from grid connected fossil fuel dominated power 
plants. Thus for project activity baseline scenario is electricity delivered to the grid by the project 
activity would have otherwise been generated by the operation of grid-connected power plants 
and by the addition of new generation sources. 

1.11 Compliance with Laws, Statutes and Other Regul atory Frameworks 

The Project has received all the necessary approvals for development and commissioning for the 
proposed 990 MW solar project from the respective State Nodal Agencies and is in compliance to 
the local laws and regulations. 
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As per Central Pollution Control Board (Ministry of Environment & Forests, Govt. of India), final 
document on revised classification of Industrial Sectors under Red, Orange, Green and White 
Categories (February 29, 2016). 

The newly introduced White category of industries pertains to those industrial sectors which are 
practically non-polluting such as Biscuit trays etc. from rolled PVC sheet (using automatic vacuum 
forming machines), Cotton and woollen hosiers making (Dry process only without any 
dying/washing operation), Electric lamp (bulb) and CFL manufacturing by assembling only, 
Scientific and mathematical instrument manufacturing, Solar power generation through 
photovoltaic cell, wind power and mini hydel power (less than 25 MW). 

There shall be no necessity of obtaining the Consent to Operate’’ for White category of industries. 
An intimation to concerned SPCB / PCC shall suffice. 

Since project activity falls under white category and the non-polluting nature of project fulfils the 
compliance to the local laws and regulations. The state nodal agency approval is submitted to 
DOE. 

1.12 Ownership and Other Programs 

1.12.1 Project Ownership 

As per VCS Program Definitions version 3.7, the project ownership is the legal right to control and 
operate the project activities. 

Adani Green Energy Limited is the project proponent (PP) of project activity and they have the 
legal right to control and operate the project activities. 

The project ownership of the SPVs of Adani Green Energy Limited has been demonstrated 
through below supporting documents:  

1. Commissioning certificates –  The letter from respective State Nodal Agency to 
Parampujya Solar Energy Private Limited, Wardha Solar (Maharashtra) Private Limited, 
Prayatna Developers Private Limited, Kodangal Solar Parks Private Limited, Adani Green 
Energy (UP) Limited for registration of commissioning of generation facility indicates that 
PP have the legal right to control and operate the project activities. 

2. Contract with EPC contractor –  The purchase order on the name of Parampujya Solar 
Energy Private Limited, Wardha Solar (Maharashtra) Private Limited, Prayatna 
Developers Private Limited, Kodangal Solar Parks Private Limited, Adani Green Energy 
(UP) Limited indicates that PP have the legal right to control and operate the project 
activities. 

Based on above evidences, the project ownership of the SPVs are demonstrated and Adani 
Green Energy Limited is authorised for the project activity.  

1.12.2 Emissions Trading Programs and Other Binding  Limits 

Net GHG emission reductions or removals generated by the Project will not be used for 
compliance with an emissions trading program or to meet binding limits on GHG emissions in any 
Emission Trading program or other binding limits. 
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1.12.3 Other Forms of Environmental Credit 

The Project has no intend to generate any other form of GHG-related environmental credit for 
GHG emission reductions or removals claimed under the VCS Program. 

However it can be crosschecked that PP is not claiming REC benefits, the same can be verified 
with the REC accreditation body of India13. 

1.12.4 Participation under Other GHG Programs 

The project has neither been registered nor seeking registration under any other GHG programs. 
The project is seeking registration only in VCS program. 

1.12.5 Projects Rejected by Other GHG Programs 

The Project is not rejected by other GHG programs. 

1.13 Additional Information Relevant to the Project   

Eligibility Criteria 

This is not a grouped project activity. Thus, this section is not applicable for this project. 

Leakage Management 

Not applicable to the project activity. 

Commercially Sensitive Information  

No commercially sensitive information has been excluded from the public version of the project 
description. 

Sustainable Development  

Contribution to sustainable development: 

Ministry of Environment and Forests, has stipulated economic, social, environment and 
technological well-being as the four indicators of sustainable development. The project 
contributes to sustainable development using the following ways. 

Social well-being:  The project would help in generating employment opportunities during the 
construction and operation phases. The project activity will lead to development in infrastructure 
in the region like development of roads and also may promote business with improved power 
generation. 

                                                 
13 https://recregistryindia.nic.in/index.php/general/publics/accredited_regens_pdf  
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Economic well-being:  The project is a clean technology investment in the region, which would 
not have been taken place in the absence of the VCS benefits the project activity will also help to 
reduce the demand supply gap in the state. 

Technological well-being:  The successful operation of project activity would lead to promotion 
of solar power generation and would encourage other entrepreneurs to participate in similar 
projects 

Environmental well-being : Solar being a renewable source of energy, it reduces the 
dependence on fossil fuels and conserves natural resources which are on the verge of depletion. 
Due to its zero emission the Project activity also helps in avoiding significant amount of GHG 
emissions.  

Further Information 

Not Applicable 

2 APPLICATION OF METHODOLOGY 

2.1 Title and Reference of Methodology  

Title    : Grid-connected electricity generation from renewable sources  
Reference  : The project activity meets the eligibility criteria of large scale project as it is 
more than 15 MW 
Methodology  : ACM0002: Grid-connected electricity generation from renewable sources - 
Version 19.014  
Type I    : Energy industries (renewable / non-renewable sources) 
Category  : Approved Consolidated Methodology (ACM0002) 

Tools referred with above methodology and applicable for project activity are: 

• Tool to calculate the emission factor for an electricity system15 - Version 07.0 (EB 100, 
Annex 04) 

• Methodological Tool- Tool for the demonstration and assessment of additionality 16  - 
Version 07.0.0 (EB 70, Annex 08) 

2.2 Applicability of Methodology 

The project activity involves generation of grid connected electricity from renewable solar energy. 
The project activity has a proposed capacity of 990 MW which will qualify for a large scale CDM 
project activity under Type-I of the large scale methodologies. The project status is corresponding 
to the methodology ACM0002 version 19.0 and applicability of methodology are discussed below. 

                                                 
14 http://cdm.unfccc.int/methodologies/DB/VJI9AX539D9MLOPXN2AY9UR1N4IYGD  
15 http://cdm.unfccc.int/methodologies/PAmethodologies/tools/am-tool-07-v7.0.pdf  
16 http://cdm.unfccc.int/methodologies/PAmethodologies/tools/am-tool-01-v7.0.0.pdf 
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Applicability Project activity vis-à-vis applicabil ity  
Conditions 

This methodology is applicable to grid-
connected renewable power generation project 
activities that: 

• install a Greenfield power plant; 
• involve a capacity addition to (an) 

existing plant(s); 
• involve a retrofit of (an) existing 

operating plants/units; 
• involve a rehabilitation of (an) existing 

plant(s)/unit(s) or 
• involve a replacement of (an) existing 

plant(s)/unit(s). 

The project activity is a Renewable Energy 
Project i.e. Solar Power Project which falls 
under applicability criteria option 1 (a) i.e., 
“Install a Greenfield power plant”. Hence the 
project activity meets the given applicability 
criterion. 

The project activity may include renewable 
energy power plant/unit of one of the following 
types: hydro power plant/unit with or without 
reservoir, wind power plant/unit, geothermal 
power plant/unit, solar power plant/unit, wave 
power plant/unit or tidal power plant/unit; 

The project activity is an installation of a 
new grid connected solar PV power plant 
and hence this condition is met. 

In the case of capacity additions, retrofits, 
rehabilitations or replacements (except for wind, 
solar, wave or tidal power capacity addition 
projects the existing plant/unit started 
commercial operation prior to the start of a 
minimum historical reference period of five 
years, used for the calculation of baseline 
emissions and defined in the baseline emission 
section, and no capacity expansion, retrofit, or 
rehabilitation of the plant/unit has been 
undertaken between the start of this minimum 
historical reference period and the 
implementation of the project activity; 

The project activity does not involve any 
capacity additions, retrofits or replacements 
and therefore this condition is not 
applicable. 

In case of hydro power plants, one of the 
following conditions shall apply:  

• The project activity is implemented in 
existing single or multiple reservoirs, 
with no change in the volume of any of 
the reservoirs; or  

• The project activity is implemented in 
existing single or multiple reservoirs, 
where the volume of the reservoir(s) is 
increased and the power density 
calculated using equation (3), is greater 
than 4 W/m2; or  

• The project activity results in new single 
or multiple reservoirs and the power 
density, calculated using equation (3), is 
greater than 4 W/m2. 

• The project activity is an integrated 
hydro power project involving multiple 
reservoirs, where the power density for 
any of the reservoirs, calculated using 

The project activity is a grid connected 
renewable solar energy project. This 
condition is applicable only for hydro power 
plants and not applicable for solar projects. 
Therefore this condition is not applicable for 
project activity. 
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equation (3), is lower than or equal to 4 
W/m2, all of the following conditions 
shall apply:  

• The power density calculated using the 
total installed capacity of the integrated 
project, as per equation (4), is greater 
than 4 W/m2;  

• Water flow between reservoirs is not 
used by any other hydropower unit 
which is not a part of the project activity;  

• Installed capacity of the power plant(s) 
with power density lower than or equal 
to 4 W/m2 shall be;  

• Lower than or equal to 15 MW; and   
• Less than 10 per cent of the total 

installed capacity of integrated hydro 
power project. 

In the case of integrated hydro power projects, 
project participant shall: 

• Demonstrate that water flow from 
upstream power plants/units spill 
directly to the downstream reservoir and 
that collectively constitute to the 
generation capacity of the integrated 
hydro power project; or 

• Provide an analysis of the water 
balance covering the water fed to power 
units, with all possible combinations of 
reservoirs and without the construction 
of reservoirs. The purpose of water 
balance is to demonstrate the 
requirement of specific combination of 
reservoirs constructed under CDM 
project activity for the optimization of 
power output. This demonstration has to 
be carried out in the specific scenario of 
water availability in different seasons to 
optimize the water flow at the inlet of 
power units. Therefore this water 
balance will take into account seasonal 
flows from river, tributaries (if any), and 
rainfall for minimum five years prior to 
implementation of CDM project activity. 

The project activity is a grid connected 
renewable solar energy project. This 
condition is applicable only for hydro power 
plants and not applicable solar projects. 
Therefore this condition is not applicable for 
project activity. 

Methodology is not applicable to the following  

• Project activities that involve switching 
from fossil fuels to renewable energy 
sources at the site of the project activity, 
since in this case the baseline may be 
the continued use of fossil fuels at the 
site;  

• Biomass fired power plants/units 

The project activity is an installation of a 
new grid connected renewable energy 
project and does not involve switching from 
fossil fuel to renewable energy and hence 
this criterion is not relevant to the project 
activity.   
 

In the case of retrofits, rehabilitations, 
replacements, or capacity additions, this 

The project activity is a new grid connected 
renewable solar energy plant and not a 
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methodology is only applicable if the most 
plausible baseline scenario, as a result of the 
identification of baseline scenario, is “the 
continuation of the current situation, that is to 
use the power generation equipment that was 
already in use prior to the implementation of the 
project activity and undertaking business as 
usual maintenance”. 

retrofits, replacement or capacity additions 
and therefore this criterion is not applicable 
to the project activity. 

Tool to calculate the emission factor for an electricity system17 - Version 07.0 (EB 100, Annex 04) 

Applicability Criterion  Project Case  
This tool may be applied to estimate the OM, BM 
and/or CM when calculating baseline emissions 
for a project activity that substitutes grid 
electricity that is where a project activity supplies 
electricity to a grid or a project activity that 
results in savings of electricity that would have 
been provided by the grid (e.g. demand-side 
energy efficiency projects).  

The project is a grid connected Greenfield 
solar power project and thus the tool is 
applicable. 

Under this tool, the emission factor for the 
project electricity system can be calculated 
either for grid power plants only or, as an option, 
can include off-grid power plants. In the latter 
case, two sub-options under the step 2 of the 
tool are available to the project participants, i.e. 
option IIa and option IIb. If option IIa is chosen, 
the conditions specified in “Appendix 2: 
Procedures related to off-grid power generation” 
should be met. Namely, the total capacity of off-
grid power plants (in MW) should be at least 10 
per cent of the total capacity of grid power plants 
in the electricity system; or the total electricity 
generation by off-grid power plants (in MWh) 
should be at least 10 per cent of the total 
electricity generation by grid power plants in the 
electricity system; and that factors which 
negatively affect the reliability and stability of the 
grid are primarily due to constraints in generation 
and not to other aspects such as transmission 
capacity.  

Steps involved in calculation of Emission 
Factor is included in section 3.1 of the Joint 
VCS PD MR as per the requirement of the 
tool. 

In case of CDM projects the tool is not applicable 
if the project electricity system is located partially 
or totally in an Annex I country.  

Project is located in non-Annex I country 
and hence the tool is applicable 

Under this tool, the value applied to the CO2 
emission factor of biofuels is zero.  

The project is a solar power project and 
there is no involvement of biofuels. 

� Methodological Tool- Tool for the demonstration and assessment of additionality- Version 07.0.0 
(EB 70, Annex 08) 

Applicability Criteria has been demonstrated in section on additionality below. 

                                                 
17 http://cdm.unfccc.int/methodologies/PAmethodologies/tools/am-tool-07-v7.0.pdf      
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The project activity qualifies as Type I during every year of the crediting period in accordance with 
applicable provisions for project activity eligibility as discussed above. Also the total installed 
capacity of project activity is 990 MW which is applicable as per large scale project activities 
methodology ACM0002: Grid-connected electricity generation from renewable sources Version 
19.0. The project capacity will be always remain the same and hence the project activity will 
always be large scale project activities throughout the crediting period and thereafter. 

2.3 Project Boundary 

As per ACM0002 version 19.0 - “The spatial extent of the project boundary includes the project 
power plant and all power plants connected physically to the electricity system that the CDM 
project power plant is connected to”. 

Project Boundary for the Solar Project 

The project boundary includes the solar project, sub-stations, grid and all power plants connected 
to grid. The proposed project activity will evacuate power to the Indian grid. Therefore the entire 
Indian grid and all connected power plants have been considered in the project boundary for the 
proposed VCS project activity. 

  

 

Source Gas Included?  Justification/Explanation 

B
as

el
in

e 

Grid 
connected 
electricity 

generation. 

CO2 Yes Main emission source 

CH4 No Minor emission source 

N2O No Minor emission source 

Other No Project activity does not emit other forms of 
GHG emissions 

o j e Greenfield CO2 No No CO2 emissions are emitted from the project 
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Source Gas Included?  Justification/Explanation 

Solar Power 
Project 
Activity. 

CH4 No Project activity does not emit CH4 

N2O No Project activity does not emit N2O 

Other No 
Project activity does not emit other forms of 

GHG emissions 

2.4 Baseline Scenario 

As per the approved consolidated Methodology ACM0002 (Version 19.0) para 22: “If the project 
activity is the installation of a Greenfield power plant, the baseline scenario is electricity 
delivered to the grid by the project activity would have otherwise been generated by the 
operation of grid-connected power plants and by the addition of new generation sources, as 
reflected in the combined margin (CM) calculations described in the “Tool to calculate the 
emission factor for an electricity system”. 
 
The project activity involves setting up solar project to harness the power of solar energy to 
produce electricity and supply to the grid. In the absence of the project activity, the equivalent 
amount of power would have been supplied by the Indian grid, which is fed mainly by fossil fuel 
fired plants.  
 
In the absence of the project activity, the equivalent amount of power would have been drawn 
from the Indian grid. Hence, the baseline for the project activity is the equivalent amount of 
power from the Indian grid.  
 
The combined margin (EFgrid,CM,y) is the result of a weighted average of two emission factor 
pertaining to the electricity system: the operating margin (OM) and build margin (BM). 
Calculations for this combined margin must be based on data from an official source (where 
available) and made publically available. The CEA database version 13 is the latest available 
data at the time of PD submission to DOE for validation, hence same is considered for emission 
factor calculations. 
 
The combined margin of the Indian grid used for the project activity is as follows: 

Parameter  Value  Nomenclature  Source  

EFgrid,CM,y 0.9475 
tCO2/MWh 

Combined margin CO2 
emission factor for the 
project electricity system 
in year y 

Calculated as the weighted  
average of the operating  
margin (0.75) & build margin  
(0.25) values, sourced from  
Baseline CO2 Emission  
Database, Version 13.0, June 
2018 published by Central  
Electricity Authority (CEA),  
Government of India 

EFgrid,OM,y 0.9726 
tCO2/MWh 

Operating margin CO2 
emission factor for the 
project electricity system 
in year y 

Calculated as the last 3 year  
(2014-15, 2015-16, 2016-17)  
generation-weighted average,  
sourced from Baseline CO2  
Emission Database, Version  
13.0, June 2018 published by 
Central  Electricity Authority 
(CEA),  Government of India 
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EFgrid,BM,y 0.8723 
tCO2/MWh 

Build margin CO2 
emission factor for the 
project electricity system 
in year y 

Baseline CO2 Emission  
Database, Version 13.0,  June 
2018 published by Central  
Electricity Authority (CEA),  
Government of India 

2.5 Additionality 

The table below is only applicable if the proposed project activity is a type of project activity which 
is deemed automatically additional, as defined by the applied approved methodology or 
standardized baseline. 
 

Specify the methodology or standardized baseline that establish 
automatic additionality for the proposed project activity (including the 
version number and the specific paragraph, if applicable). 

NA 

Describe how the proposed project activity meets the criteria for automatic 
additionality in the relevant methodology or standardized baselines.  

NA 

 
The present VCS project generates power using solar energy which is a renewable, zero 
emission source of energy. Baseline considerations for the project are based on approved 
consolidated baseline methodology ACM0002 (Version 19.0). The methodology requires the 
project investor to determine the additionality based on “Methodological Tool- Tool for the 
demonstration and assessment of additionality”, Version 7.0.0. The step-wise approach to 
establish additionality of the project activity has been followed, details of which are provided in the 
following paragraphs: 
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In line with VCS Standard version 3.7, the additionality of the Project activity is ascertained in line 
with the applicable guidance from the UNFCCC. The demonstration of additionality for the 
proposed Project activity is being carried out in accordance with the additionality tool provided by 
the UNFCCC i.e. “Tool for demonstration and assessment of Additionality” Version 07.0.0,. The 
tool provides a step-wise approach to demonstrate additionality which is displayed below: 

Step 0: Demonstration whether the proposed project activity is the first-of-its-kind 

The proposed project activity is not the first-of-its-kind. Hence not applicable. 
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Step 1: Identification of alternatives to the proje ct activity consistent with current laws and 
regulations 
 
Sub-step 1a: Define alternatives to the project act ivity: 

Identify realistic and credible alternative(s) available to the project participants or similar project 
developers that provide outputs or services comparable with the proposed VCS project activity. 
 
The purpose of the project activity is to generate electrical power using solar energy and feed the 
electricity generated to the grid. Hence, the following alternatives are considered: 
 
Alternative 1: The proposed project activity not un dertaken as a VCS project activity. 

The PP could proceed with the implementation of the project without Carbon credit benefits. The 
electricity produced from the renewable energy project would have been sold to the grid. This is 
in compliance with all applicable legal and regulatory requirements and can be a part of the 
baseline. However, the Project activity is not feasible without revenues from sale of Carbon 
Credits. This argument has been discussed in step 2 of the Additionality section. 

Alternative 2: No proposed project activity and equ ivalent amount of energy would have 
been produced by the grid electricity system throug h its currently running power plants 
and by new capacity addition to the grid i.e. Conti nuation of the present situation. 
 
The PP would have continued without investment in Project activity with usual business activities. 
The grid would continue with the fossil fuel based power projects and this would result in GHG 
emissions. Hence, the new capacity add-on from a fossil fuel based power plant is appropriate, 
realistic & credible baseline alternative for the project activity. 
 
Outcome of Sub-step 1a: All the realistic alternatives for the project activity have been enlisted 
above.  
 
Thus though two alternatives are mentioned above as per step of additionality tool, the first 
alternative is not possible as project activity is not viable without carbon credit benefits and 
second alternative is the baseline scenario for the project activity as per methodology as 
mentioned in section 2.4 of joint VCS PD & MR. 
 
It is to be noted that being the green field project activity, “the baseline scenario is electricity 
delivered to the grid by the project activity would have otherwise been generated by the operation 
of grid-connected power plants and by the addition of new generation sources, as reflected in the 
combined margin (CM) calculations described in the “Tool to calculate the emission factor for an 
electricity system”. 
 
Sub-step 1b: Consistency with mandatory laws and re gulations: 

The alternative(s) shall be in compliance with all applicable legal and regulatory requirements, 
even if these laws and regulations have objectives other than GHG reductions, e.g. to mitigate 
local air pollution. The project activity comes under white category as mentioned in section 1.11 of 
this document, thus there shall be no necessity of obtaining the Consent to Operate’’ for White 
category of industries. Since project activity falls under white category and the non-polluting 
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nature of project fulfils the compliance to the local laws and regulations (This sub-step does not 
consider national and local policies that do not have legally-binding status.). 
 
The relevant national laws and regulations pertaining to generation of energy in India are: 

• Electricity Act 2003 
• National Electricity Policy 2005 
• Tariff Policy 2006 

 
The Project activity conforms to all the applicable laws and regulations in India: 

• Power generation using renewable energy is not a legal requirement or a mandatory 
option.  

• There are state and sectoral policies, framed primarily to encourage solar power projects. 
• These policies have also been drafted realizing the extent of risks involved in the projects 

and to attract private investments. 
• The Indian Electricity Act, 2003 (May 2007 Amendment) does not influence the choice of 

fuel used for power generation. 
• There is no legal requirement on the choice of a particular technology for power 

generation. 
 
The both alternatives are in compliance with laws and regulations required. There is no any 
mandatory requirement to implement the project activity. 
 
Outcome of Sub-step 1b:  Hence, both the alternatives enlisted above are found to comply with 
the mandatory laws and regulations taking into account the enforcement of the legislations in the 
region or country and EB decisions on national and/or sectoral policies and regulations. Since 
solar projects are categorised as white category, no any consent to operate required from 
pollution control board.  
 
However, Alternative 2 has been selected as the appropriate baseline alternative for this project 
activity in line with methodology. 
 
Step 2: Investment analysis 
 
Determine whether the proposed project activity is economically or financially less 
attractive than at least one other alternative, ide ntified in step 1, without the revenue from 
the sale of emission reductions credits. To conduct  the investment analysis, use the 
following sub-steps: 
 
Sub-step 2a: Determine appropriate analysis method 

The Project activity envisages to export the power to Indian grid and the revenues from the sale 
would be generated in accordance with the terms and tariffs established in the Power Purchase 
Agreement (PPA). Thus, simple cost analysis (Option I) cannot be used as the analysis method 
as the sale of the units of generated electricity shall result in a revenue stream during the 
operations of the Project activity. 
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In the absence of the project activity grid electricity would have been the obvious choice for the 
Project which requires no investment. Hence investment comparison analysis (Option II) is also 
not appropriate for the project activity.  
 
After eliminating Option I and Option II, the use of Benchmark analysis (Option III) is the method 
of analysis that has been selected as the most suitable method. This method determines the 
attractiveness of the project activity for the investors, as well as provides a measure of the 
viability of the investment to generate revenues during its operation, as compared with other 
avenues and investment options. Hence, the Benchmark analysis method is to be employed for 
analysis of the said project. 
 
Sub-step 2b (Option III): Apply benchmark analysis 

The investment analysis using Benchmark analysis approach (Option III) has been chosen. 
Further, this method illustrates the evaluation of the Project by the PP before the decision to 
undertake the project was taken and management approval granted. 
 
Choice of Financial Indicator: 
 
According to the “Tool for demonstration and assessment of Additionality”, the financial indicator 
can be based either on (1) project IRR or (2) equity IRR. There is no general preference between 
the approaches (1) or (2). The benchmark chosen for analysis shall be fully consistent with the 
choice of approach. Therefore in accordance with the guidance, the relevant financial indicator for 
project activity has been chosen as post tax equity IRR. 
 
Choice of Benchmark: 

As per Investment Analysis tool, Required/expected returns on equity are appropriate 
benchmarks for an equity IRR. The Equity IRR is considered as the financial indicator and the 
benchmarks used is cost of equity. Hence the benchmarks used are applicable to the project 
activity and the type of IRR calculation presented 
 
At the time of decision made of project activity, Version 06 of methodological tool "Investment 
Analysis" (EB 85 Annex 12) was the latest available tool to PP, hence PP has considered the 
same tool for default value of return on equity. The default value of Return on Equity for Group-1 
projects in India is 11.10%. 
  
As per paragraph 7 of Appendix A of the above mentioned document, “In situations where an 
investment analysis is carried out in nominal terms, project participants can convert the real term 
values provided in the table below to nominal values by adding the inflation rate. The inflation rate 
shall be obtained from the inflation forecast of the central bank of the host country for the 
duration of the crediting period . If this information is not available, the target inflation rate of the 
central bank shall be used. If this information is also not available, then the average forecasted 
inflation rate for the host country published by the IMF (International Monetary Fund World 
Economic Outlook) or the World Bank for the next five years after the start of the project activity 
shall be used”. 
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Default Value Benchmark:  

As per para 20 of EB 85, Annex 12 the cost of equity is determined by selecting the values 
provided in the Appendix, i.e. Default values for cost of equity (expected return on equity) is 
presented below:  
 
Appendix in EB 85, Annex 12 specifies default value of expected return on equity in real terms for 
Energy Industries (Group 1) in India = 11.10%  
 
The Required return on equity (benchmark) was computed in the following manner:  
 
Nominal Benchmark18 = {(1+Real Benchmark)*(1+Inflation rate)}-1  
 
Where:  

- Default value for Real Benchmark = 11.10% (as per Appendix of EB 85, Annex 12)  
 
- Inflation Rate forecast for by Reserve Bank of India (RBI) (i.e. Central Bank of India) for India. 
 
(i) For 100 MW Solar project by Parampujya Solar En ergy Private Limited at Chhattisgarh 
 
Benchmark estimation:  

Appendix in EB 85, Annex 12 specifies default value of expected return on equity in real terms for 
Energy Industries (Group 1) in India = 11.10% 
 
Inflation Forecast for India as per RBI website19: 
 
Since RBI publishes the inflation forecast for 5 years and 10 years, PP has considered the 
maximum 10 year inflation considering the renewable crediting period of total 30 years. 
 

Benchmark 
Calculations Value Sources Link Document 

Date 
Decision 

making Date 
Default Value for India 
as per UNFCCC 
guidelines 

11.10% EB 85 Annex 12 24-07-15 

30-04-2016 
Inflation forecast (WPI 
Mean) as per RBI for 
10yrs 

3.30% 
https://rbi.org.in/Scripts/
PublicationsView.aspx?i
d=16828 

05-04-2016 

Benchmark (with 10yrs 
Forecast) 

14.77% Calculated 
 

 
Thus benchmark of 14.77% has been selected for this project activity. 
 
(ii) For 20 MW Solar project by Parampujya Solar En ergy Private Limited at Maharashtra 
 
Benchmark estimation:  

Appendix in EB 85, Annex 12 specifies default value of expected return on equity in real terms for 
Energy Industries (Group 1) in India = 11.10% 
 
Inflation Forecast for India as per RBI website20: 

                                                 
18 As per Fisher Equation, https://en.wikipedia.org/wiki/Fisher_equation 
19 https://rbi.org.in/Scripts/PublicationsView.aspx?id=16828  
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Since RBI publishes the inflation forecast for 5 years and 10 years, PP has considered the 
maximum 10 year inflation considering the renewable crediting period of total 30 years. 
 

Benchmark 
Calculations Value Sources Link Document 

Date 
Decision 

making Date 
Default Value for India 
as per UNFCCC 
guidelines 

11.10% EB 85 Annex 12 24-07-15 

30-05-2016 
Inflation forecast (WPI 
Mean) as per RBI for 
10yrs 

3.30% 
https://rbi.org.in/Scripts/
PublicationsView.aspx?i
d=16828 

05-04-2016 

Benchmark (with 10yrs 
Forecast) 

14.77% Calculated 
 

 
Thus benchmark of 14.77% has been selected for this project activity. 
 
(iii) For 100 MW Solar project by Parampujya Solar Energy Private Limited at Karnataka 
 
Benchmark estimation:  

Appendix in EB 85, Annex 12 specifies default value of expected return on equity in real terms for 
Energy Industries (Group 1) in India = 11.10% 
 
Inflation Forecast for India as per RBI website21: 
 
Since RBI publishes the inflation forecast for 5 years and 10 years, PP has considered the 
maximum 10 year inflation considering the renewable crediting period of total 30 years. 
 

Benchmark 
Calculations Value Sources Link Document 

Date 
Decision 

making Date 
Default Value for India 
as per UNFCCC 
guidelines 

11.10% EB 85 Annex 12 24-07-15 

10-03-2016 Inflation forecast (WPI 
Mean) as per RBI for 
10yrs 

3.60% 
https://rbi.org.in/Scripts/
PublicationsView.aspx?i
d=16731 

05-02-2016 

Benchmark (with 10yrs 
Forecast) 

15.10% Calculated  
 
Thus benchmark of 15.10% has been selected for this project activity. 
 
(iv) For 40 MW Solar project by Parampujya Solar En ergy Private Limited at Karnataka 
 
Benchmark estimation:  

Appendix in EB 85, Annex 12 specifies default value of expected return on equity in real terms for 
Energy Industries (Group 1) in India = 11.10% 
 
Inflation Forecast for India as per RBI website22: 
 

                                                                                                                                                             
20 https://rbi.org.in/Scripts/PublicationsView.aspx?id=16828  
21 https://rbi.org.in/Scripts/PublicationsView.aspx?id=16731    
22 https://rbi.org.in/Scripts/PublicationsView.aspx?id=16828  
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Since RBI publishes the inflation forecast for 5 years and 10 years, PP has considered the 
maximum 10 year inflation considering the renewable crediting period of total 30 years. 
 

Benchmark 
Calculations Value Sources Link Document 

Date 
Decision 

making Date 
Default Value for India 
as per UNFCCC 
guidelines 

11.10% EB 85 Annex 12 24-07-15 

30-04-2016 
Inflation forecast (WPI 
Mean) as per RBI for 
10yrs 

3.30% 
https://rbi.org.in/Scripts/
PublicationsView.aspx?i
d=16828 

05-04-2016 

Benchmark (with 10yrs 
Forecast) 

14.77% Calculated 
 

 
Thus benchmark of 14.77% has been selected for this project activity. 
 
(v) For 50 MW Solar project by Parampujya Solar Ene rgy Private Limited at Karnataka 
 
Benchmark estimation:  

Appendix in EB 85, Annex 12 specifies default value of expected return on equity in real terms for 
Energy Industries (Group 1) in India = 11.10% 
 
Inflation Forecast for India as per RBI website23: 
 
Since RBI publishes the inflation forecast for 5 years and 10 years, PP has considered the 
maximum 10 year inflation considering the renewable crediting period of total 30 years. 
 

Benchmark 
Calculations Value Sources Link Document 

Date 
Decision 

making Date 
Default Value for India 
as per UNFCCC 
guidelines 

11.10% EB 85 Annex 12 24-07-15 

30-04-2016 
Inflation forecast (WPI 
Mean) as per RBI for 
10yrs 

3.30% 
https://rbi.org.in/Scripts/
PublicationsView.aspx?i
d=16828 

05-04-2016 

Benchmark (with 10yrs 
Forecast) 

14.77% Calculated 
 

 
Thus benchmark of 14.77% has been selected for this project activity. 
 
(vi) For 350 MW Solar project by Wardha Solar (Maha rashtra) Private Limited at Karnataka 
 
Benchmark estimation:  

Appendix in EB 85, Annex 12 specifies default value of expected return on equity in real terms for 
Energy Industries (Group 1) in India = 11.10% 
 
Inflation Forecast for India as per RBI website24: 
 
Since RBI publishes the inflation forecast for 5 years and 10 years, PP has considered the 
maximum 10 year inflation considering the renewable crediting period of total 30 years. 

                                                 
23 https://rbi.org.in/Scripts/PublicationsView.aspx?id=16828  
24 https://rbi.org.in/Scripts/PublicationsView.aspx?id=16731  
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Benchmark 
Calculations Value Sources Link Document 

Date 
Decision 

making Date 
Default Value for India 
as per UNFCCC 
guidelines 

11.10% EB 85 Annex 12 24-07-15 

30-03-2016 
Inflation forecast (WPI 
Mean) as per RBI for 
10yrs 

3.60% 
https://rbi.org.in/Scripts/
PublicationsView.aspx?i
d=16731 

05-02-2016 

Benchmark (with 10yrs 
Forecast) 

15.10% Calculated 
 

 
Thus benchmark of 15.10% has been selected for this project activity. 
 
(vii) For 20 MW Solar project by Kodangal Solar Par ks Private Limited at Karnataka 
 
Benchmark estimation:  

Appendix in EB 85, Annex 12 specifies default value of expected return on equity in real terms for 
Energy Industries (Group 1) in India = 11.10% 
 
Inflation Forecast for India as per RBI website25: 
 
Since RBI publishes the inflation forecast for 5 years and 10 years, PP has considered the 
maximum 10 year inflation considering the renewable crediting period of total 30 years. 
 

Benchmark 
Calculations Value Sources Link Document 

Date 
Decision 

making Date 
Default Value for India 
as per UNFCCC 
guidelines 

11.10% EB 85 Annex 12 24-07-15 

30-06-2016 
Inflation forecast (WPI 
Mean) as per RBI for 
10yrs 

3.60% 
https://rbi.org.in/Scripts/
PublicationsView.aspx?i
d=16980 

07-06-2016 

Benchmark (with 10yrs 
Forecast) 

15.10% Calculated 
 

 
Thus benchmark of 15.10% has been selected for this project activity. 
 
(viii) For 20 MW Solar project by Prayatna Develope rs Private Limited at Rajasthan 
 
Benchmark estimation:  

Appendix in EB 85, Annex 12 specifies default value of expected return on equity in real terms for 
Energy Industries (Group 1) in India = 11.10% 
 
Inflation Forecast for India as per RBI website26: 
 
Since RBI publishes the inflation forecast for 5 years and 10 years, PP has considered the 
maximum 10 year inflation considering the renewable crediting period of total 30 years. 
 

                                                 
25 https://rbi.org.in/Scripts/PublicationsView.aspx?id=16980  
26 https://rbi.org.in/Scripts/PublicationsView.aspx?id=16731  
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Benc hmark 
Calculations Value Sources Link Document 

Date 
Decision 

making Date 
Default Value for India 
as per UNFCCC 
guidelines 

11.10% EB 85 Annex 12 24-07-15 

30-03-2016 Inflation forecast (WPI 
Mean) as per RBI for 
10yrs 

3.60% 
https://rbi.org.in/Scripts/
PublicationsView.aspx?i
d=16731 

05-02-2016 

Benchmark (with 10yrs 
Forecast) 

15.10% Calculated  
 
Thus benchmark of 15.10% has been selected for this project activity. 
 
(ix) For 240 MW Solar project by Adani Green Energy  (UP) Limited at Karnataka 
 
Benchmark estimation:  

Appendix in EB 85, Annex 12 specifies default value of expected return on equity in real terms for 
Energy Industries (Group 1) in India = 11.10% 
 
Inflation Forecast for India as per RBI website27: 
 
Since RBI publishes the inflation forecast for 5 years and 10 years, PP has considered the 
maximum 10 year inflation considering the renewable crediting period of total 30 years. 
 

Benchmark 
Calculations Value Sources Link Document 

Date 
Decision 

making Date 
Default Value for India 
as per UNFCCC 
guidelines 

11.10% EB 85 Annex 12 24-07-15 

10-03-2016 
Inflation forecast (WPI 
Mean) as per RBI for 
10yrs 

3.60% 
https://rbi.org.in/Scripts/
PublicationsView.aspx?i
d=16731 

05-02-2016 

Benchmark (with 10yrs 
Forecast) 

15.10% Calculated 
 

 
Thus benchmark of 15.10% has been selected for this project activity. 
 
(x) For 50 MW Solar project by Adani Green Energy ( UP) Limited at Uttar Pradesh 
 
Benchmark estimation:  

Appendix in EB 85, Annex 12 specifies default value of expected return on equity in real terms for 
Energy Industries (Group 1) in India = 11.10% 
 
Inflation Forecast for India as per RBI website28: 
 
Since RBI publishes the inflation forecast for 5 years and 10 years, PP has considered the 
maximum 10 year inflation considering the renewable crediting period of total 30 years. 
 

Benchmark 
Calculations Value Sources Link Document 

Date 
Decision 

making Date 

                                                 
27 https://rbi.org.in/Scripts/PublicationsView.aspx?id=16731    
28 https://rbi.org.in/Scripts/PublicationsView.aspx?id=16731  
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Default Value for India 
as per UNFCCC 
guidelines 

11.10% EB 85 Annex 12 24-07-15 

30-03-2016 
Inflation forecast (WPI 
Mean) as per RBI for 
10yrs 

3.30% 
https://rbi.org.in/Scripts/
PublicationsView.aspx?i
d=16731 

05-02-2016 

Benchmark (with 10yrs 
Forecast) 

15.10% Calculated 
 

 
Thus benchmark of 15.10% has been selected for this project activity. 
 
Sub-step 2c: Calculation and comparison of financia l indicators (only applicable to 
Options II and III):  

The Post tax Equity IRR is evaluated for the entire lifetime of the project activity, i.e. 25 years. It is 
calculated based on the cash outflows from and cash inflows into the project activity. 

Key Assumptions supporting financial projections are provided in excel spreadsheet to the DOE 
and the same has been summarized in Appendix-1 of this report. 

Based on result of IRR excel spreadsheets, equity IRR is less than Benchmark. 
 
This substantiates that the investment is not financially attractive (Equity IRR for the project 
activity is less than the Benchmark). Thus it can be easily concluded that project activity is 
additional & is not business as usual scenario. 

 
Sub-step 2d: Sensitivity Analysis  

Addressing Guidance 28 & 29 of EB 85, Annex 12, following factors have been subjected to 
sensitivity analysis:  

1. PLF  
2. O&M Cost  
3. Project Cost  
4. Tariff  
 
The rationale of sensitivity is, "The ultimate objective of the sensitivity analysis is to determine the 
likelihood of the occurrence of a scenario other than the scenario presented, in order to provide a 
cross-check on the suitability of the assumptions used in the development of the investment 
analysis." 
 
The results of sensitivity analysis show that even with a variation of +10% & -10% in project cost, 
O&M cost, PLF and Tariff Rate Equity IRR is significantly lower than the benchmark. And it is 
evident from the results given in Appendix-1; the project remains additional even under the most 
favourable conditions. 
 

Probability to breach the benchmark:  
Sensitivity Parameter 1 : PLF  
PLF considered in financials for is as per Third Party DPR in line with “ Guidelines for the 
reporting and validation of Plant load factors” sta ted in EB48 Annex11 option 3(b) .  
 
Hence, variation in PLF of more than 10% is unlikely to happen as the PLF has been reported 
as per the Third Party Report based on long term data. 
Sensitivity Parameter 2 : O&M  
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The sensitivity analysis reveals that O&M will breach the benchmark at negative values and is 
hypothetical case. Since the O&M cost is subject to escalation (as evidence by the O&M 
agreement) and also subject to inflationary pressure, any reduction in the O&M costs is highly 
unlikely. Hence, the reduction in the O&M cost is highly unlikely. 
Sensitivity Parameter 3 : Project Cost  
Project Cost for financial analysis is considered from DPR of the project activity, being 
available at the time of investment making decision to go ahead with the project activity. The 
actual project cost is lower than the DPR cost. Since the Purchase Order cost is firm, there is 
no possibility of project cost going below this level. However, Sensitivity is carried out for 
threshold level below which benchmark is not breached.  
Sensitivity Parameter 4 : Tariff Rate  
The tariff is determined by PPA which is fixed for entire lifetime of the project activity. Hence, 
there is no probability to get variation for the same. However, Sensitivity is carried out for +/-
10% even then the benchmark is not breached. 

 
Outcome of Step 2:  

This substantiates that the investment is not financially attractive (Equity IRR for the project 
activity is less than the Benchmark Equity IRR) for any of the investor. Thus it can be easily 
concluded that project activity is additional & is not business as usual scenario.  
 
Step 3: Barrier analysis  

Barrier analysis has not been used.  
 
Step 4: Common practice analysis  

For the concerned project activity, Common Practice Analysis has been carried out for 990 MW 
capacity Solar Power Project at Chhattisgarh, Karnataka, Maharashtra, Rajasthan and Uttar 
Pradesh which is developed by Adani Green Energy Limited . 

Stepwise approach for common practice analysis has been carried out as per Methodological tool 
“Common Practice”, version 03.1 EB 84, Annex 7: 
 
Step (1):  Calculate applicable capacity or output range as +/-50% of the total design capacity or 
output of the proposed project activity. 
 

Range Capacity  Unit  

+50% 1,485 MW 

Capacity of the proposed project activity 990 MW 

-50% 495 MW 
 
Step (2):  Identify similar projects (both CDM and non-CDM) which fulfil all of the following 
conditions: 
 
(a) The projects are located in the applicable geographical area;  
 
(b) The projects apply the same measure as the proposed project activity;  
 
(c) The projects use the same energy source/fuel and feedstock as the proposed project activity, 
if a technology switch measure is implemented by the proposed project activity;  
 
(d) The plants in which the projects are implemented produce goods or services with comparable 
quality, properties and applications areas (e.g. clinker) as the proposed project plant;  
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(e) The capacity or output of the projects is within the applicable capacity or output range 
calculated in Step 1;  
 
(f) The projects started commercial operation before the project design document (CDM-PDD) is 
published for global stakeholder consultation or before the start date of proposed project activity, 
whichever is earlier for the proposed project activity.  
 
Identification of the similar projects (CDM and non-CDM) is carried out as per sub-steps of Step 
(2) as follows: 

a) As the projects is located in Chhattisgarh, Karnataka, Maharashtra, Rajasthan and Uttar 
Pradesh states of India, therefore, projects in the geographical area of Chhattisgarh, Karnataka, 
Maharashtra, Rajasthan and Uttar Pradesh has been chosen for analysis. The project activity 
involves generation of electricity from solar energy. The project activity are located in the state of 
Chhattisgarh, Karnataka, Maharashtra, Rajasthan and Uttar Pradesh in India and the policy 
applicable for the solar projects is regulated by respective state policy. The policies/tariff for each 
state is regulated by State Electricity Regulatory Commissions of respective states and they differ 
for respective states. The project implemented in Chhattisgarh, Karnataka, Maharashtra, 
Rajasthan and Uttar Pradesh states are claimed as different since the policies and regulations 
differ in each state. Each state have different policies regarding renewable energy, hence 
Chhattisgarh, Karnataka, Maharashtra, Rajasthan and Uttar Pradesh states are considered as 
geographical region for common practise analysis. 
 
b) The project activity is a green-field solar power project and uses measure (b) “Switch of 
technology with or without change of energy source including energy efficiency improvement as 
well as use of renewable energies”. Therefore, projects applying same measure (b) are 
candidates for similar projects.  
 
c) The energy source used by the project activity is solar. Hence, only solar energy projects have 
been considered for analysis.  
 
d) The project activity produces electricity; therefore, all power plants that produce electricity are 
candidates for similar projects.  
 
e) The capacity range of the projects is within the applicable capacity range from 495 MW to 
1,485 MW. 
 
 f) The start date of the concerned project activity is 28-September-2017. Therefore projects, 
which have started commercial operation before 28-September-2017, have been considered for 
analysis. 
 
Numbers of Similar projects identified, which fulfil above-mentioned conditioned are  
Nsolar = 0 
 
Step (3):  Within the projects identified in Step 2, identify those that are neither registered CDM 
project activities, project activities submitted for registration, nor project activities undergoing 
validation. Note their number Nall.  
 
CDM project activities, which have got registered or are under validation have been excluded in 
this step. The list of the power plants identified is provided to the DOE. After excluding the 
registered and under validation projects the total number of projects.  
Nall = 0 
 
Step (4):  Within similar projects identified in Step 3, identify those that apply technologies that are 
different to the technology applied in the proposed project activity. Note their number Ndiff. 
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As per the tool on Common Practice, the project activities have been separated from the different 
technologies on the basis two criteria:  

1. Size of Installation – Since project activity is large scale project, small and micro scale projects 
are considered as different technology project. Based on this criteria, there are no any different 
technology project out of similar identified projects. 

2. Investment climate on the date of the investment decision – For proposed project activity, there 
are no any different technology project considered out of similar identified projects.  
 
Hence, projects where either of the conditions is satisfied those projects are counted for 
calculating Ndiff projects.  
 
Ndiff  = 0 
 
Step (5):  Calculate factor F=1-Ndiff/Nall representing the share of similar projects (penetration rate 
of the measure/technology) using a measure/technology similar to the measure/technology used 
in the proposed project activity that deliver the same output or capacity as the proposed project 
activity.  
 
Calculate      F = 1-Ndiff/Nall  
                     F = 1-(0/0) = 1 
 
As per methodological tool “common practise” version 03.1, the proposed project activity is a 
“common practice” within a sector in the applicable geographical area if the factor F is greater 
than 0.2 and Nall - Ndiff is greater than 3. 

Thus if both conditions are fulfilled, then project activity will be a common practise otherwise, the 
project activity is treated as not a common practise. 
 
Outcome of Common Practise analysis:  
 
As, 
i. F = 1; is greater than 0.2  
ii. Nall - Ndiff = 0; is not greater than 3 
 
Thus, the proposed project activity is not a “commo n practice” within a sector in the 
applicable geographical area.  

The above discussions show that solar power development is not a common practice and the 
project activity is not financially attractive; hence the project activity is additional. 

2.6 Methodology Deviations 

There is no methodology deviation. 

3 ESTIMATED GHG EMISSION REDUCTIONS AND REMOVALS 

3.1 Baseline Emissions 

As per the approved consolidated Methodology ACM0002 (Version 19.0) para 42:  

Baseline emissions include only CO2 emissions from electricity generation in fossil fuel fired 
power plants that are displaced due to the project activity. The methodology assumes that all 
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project electricity generation above baseline levels would have been generated by existing grid-
connected power plants and the addition of new grid- connected power plants. The baseline 
emissions are to be calculated as follows:  

BEy = EGPJ,y x EFgrid,CM,y  

Where:  

BEy   = Baseline emissions in year y (t CO2/yr)  

EGPJ,y  = Quantity of net electricity generation that is produced and fed into the grid as a 
result of the implementation of the CDM project activity in year y (MWh/yr)  

EFgrid,CM,y  = Combined margin CO2 emission factor for grid connected power generation in 
year y calculated using the latest version of the “Tool to calculate the emission 
factor for an electricity system” (t CO2/MWh)  

As per methodology, combined grid emission factor a s per the  “Tool to calculate the 
emission factor for an electricity system” version 07 is calculated as below.  

CO2 Baseline Database for the Indian Power Sector, Version 13, June 201829  published by 
Central Electricity Authority (CEA), Government of India has been used for the calculation of 
emission reduction.  

As per Methodological tool: Tool to calculate the emission factor for an electricity system (Version 
07.0, EB 100, Annex 4), following six steps have been followed:  

(a) Step 1:  Identify the relevant electricity systems;  

(b) Step 2:  Choose whether to include off-grid power plants in the project electricity system 
(optional);  

(c) Step 3:  Select a method to determine the operating margin (OM);  

(d) Step 4:  Calculate the operating margin emission factor according to the selected method;  

(e) Step 5:  Calculate the build margin (BM) emission factor;  

(f) Step 6:  Calculate the combined margin (CM) emission factor.  

Step 1: Identify the relevant electricity systems  

As described in tool “For determining the electricity emission factors, identify the relevant project 
electricity system. Similarly, identify any connected electricity systems”. It also states that “If the 
DNA of the host country has published a delineation of the project electricity system and 
connected electricity systems, these delineations should be used”. Keeping this into 
consideration, the Central Electricity Authority (CEA), Government of India has divided the Indian 
Power Sector into five regional grids viz. Northern, Eastern, Western, North-eastern and 
Southern.  

However since August 2006, however, all regional grids except the Southern Grid had been 
integrated and were operating in synchronous mode, i.e. at same frequency. Consequently, the 
Northern, Eastern, Western and North-Eastern grids were treated as a single grid named as 
NEWNE grid from FY 2007-08 onwards for the purpose of this CO2 Baseline Database. As of 31 
December 2013, the Southern grid has also been synchronised with the NEWNE grid, hence 
forming one unified Indian Grid. Since the project supplies electricity to the Indian grid, emissions 

                                                 
29 http://www.cea.nic.in/reports/others/thermal/tpece/cdm_co2/user_guide_ver13.pdf   
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generated due to the electricity generated by the Indian grid as per CM calculations will serve as 
the baseline for this project. 

Table: Geographical Scope of Indian Electricity Gri d 

Northern  Eastern  Western  North -Eastern  Southern  

Chandigarh Bihar Chhattisgarh 
Arunachal 
Pradesh 

Andhra 
Pradesh 

Delhi Jharkhand Gujarat Assam Karnataka  
Haryana Orissa Daman & Diu Manipur Kerala 
Himachal 
Pradesh 

West 
Bengal 

Dadar & 
Nagar Haveli 

Meghalaya Tamil Nadu 

Jammu & 
Kashmir 

Sikkim 
Madhya 
Pradesh 

Mizoram Telangana 

Punjab 
Andaman & 

Nicobar 
Maharashtra Nagaland Puducherry 

Rajasthan   Goa Tripura Lakshadweep 
Uttar 

Pradesh 
    

Uttarakhand     
 
Step 2: Choose whether to include off-grid power pl ants in the project electricity system 
(optional)   

Project participants may choose between the following two options to calculate the operating 
margin and build margin emission factor:  
 
Option I: Only grid power plants are included in the calculation.  
Option II: Both grid power plants and off-grid power plants are included in the calculation.  

The Project Participant has chosen only grid power plants in the calculation.  
 
Step 3: Select a method to determine the operating margin (OM)  

The calculation of the operating margin emission factor (EFgrid,OM,y) is based on one of the 
following methods, which are described under Step 4:  

(a) Simple OM; or  

(b) Simple adjusted OM; or  

(c) Dispatch data analysis OM; or  

(d) Average OM.  

The data required to calculate Simple adjusted OM and Dispatch data analysis OM is not possible 
due to lack of availability of data to project developers. The choice of other two options for 
calculating operating margin emission factor depends on generation of electricity from low-cost/ 
must-run sources. In the context of the methodology low cost/must run resources typically include 
hydro, geothermal, wind, low cost biomass, nuclear and solar generation. 

 
Share of Must-Run (Hydro/Nuclear) (% of Net Generat ion) 

 
2012-13 2013-14 2014-15 2015-16 2016-17 
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India 16.9% 18.6% 16.8% 15.1% 14.6% 

Data Source: Central Electricity Authority (CEA) database Version 13 June’201830 

The above data clearly shows that the percentage of total grid generation by low-cost/ must-run 
plants (on the basis of average of five most recent years) for the Indian grid is less than 50 % of 
the total generation. Thus the Average OM method cannot be applied, as low cost/must run 
resources constitute less than 50% of total grid generation.  

The simple OM emission factor is calculated as the generation-weighted average CO2 emissions 
per unit net electricity generation (tCO2/MWh) of all generating power plants serving the system, 
not including low-cost/must-run power plants/units.  

For the simple OM, the simple adjusted OM and the average OM, the emissions factor can be 
calculated using either of the two following data vintages: 

(a) Ex-ante option:  if the ex-ante option is chosen, the emission factor is determined once at the 
validation stage, thus no monitoring and recalculation of the emissions factor during the crediting 
period is required.  

OR 

(b) Ex-post option:  if the ex-post option is chosen, the emission factor is determined for the year in 
which the project activity displaces grid electricity, requiring the emissions factor to be updated 
annually during monitoring. 

PP has chosen ex-ante option for calculation of Simple OM emission factor using a 3-year 
generation-weighted average, based on the most recent data available at the time of submission 
of the PD to the DOE for validation.  

OM determined at validation stage will be the same throughout the crediting period. There will be 
no requirement to monitor & recalculate the emission factor during the crediting period. 
 
Step 4: Calculate the operating margin emission fac tor (EF grid,OMSimple,y ) according to the 
selected method  

The operating margin emission factor has been calculated using a 3 year data vintage: 
 

Net Generation in Operating Margin (GWh) (incl. Imp orts)  

2014-15 2015-16 2016-17 

INDIAN Grid 810,011 871,753 916,278 
 

Simple Operating Margin (tCO 2/MWh) (incl. Imports)  

  2014-15 2015-16 2016-17 

INDIAN Grid 0.9903 0.9655 0.9636 
 

Weighted Generation Operating Margin 

INDIAN Grid 0.9726 
 
Step 5: Calculate the build margin (BM) emission fa ctor (EF grid,BM,y )  

As per Methodological tool: “Tool to calculate the emission factor for an electricity system” 
(Version 07.0, EB 100, Annex 4) para 72:  

                                                 
30 http://www.cea.nic.in/reports/others/thermal/tpece/cdm_co2/user_guide_ver13.pdf 
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In terms of vintage of data, project participants can choose between one of the following two 
options: 

(a) Option 1 -  for the first crediting period, calculate the build margin emission factor ex ante 
based on the most recent information available on units already built for sample group m at the 
time of PD submission to the DOE for validation. For the second crediting period, the build margin 
emission factor should be updated based on the most recent information available on units 
already built at the time of submission of the request for renewal of the crediting period to the 
DOE. For the third crediting period, the build margin emission factor calculated for the second 
crediting period should be used. This option does not require monitoring the emission factor 
during the crediting period.  

(b) Option 2 -  For the first crediting period, the build margin emission factor shall be updated 
annually, ex post, including those units built up to the year of registration of the project activity or, 
if information up to the year of registration is not yet available, including those units built up to the 
latest year for which information is available. For the second crediting period, the build margin 
emissions factor shall be calculated ex ante, as described in Option 1 above. For the third 
crediting period, the build margin emission factor calculated for the second crediting period should 
be used.  

Option 1 as described above is chosen by PP to calculate the build margin emission factor for the 
project activity. BM is calculated ex-ante based on the most recent information available at the 
time of submission of PD and is fixed for the entire crediting period. 
 

Build Margin (tCO 2/MWh) (not adjusted for imports) 

  2016-17 

INDIAN Grid 0.8723 

Step 6: Calculate the combined margin (CM) emission  factor (EF grid,CM,y )  

As per Methodological tool: “Tool to calculate the emission factor for an electricity system” 
(Version 07.0, EB 100, Annex 4) para 81:  
 
The calculation of the combined margin (CM) emission factor (EFgrid,CM,y) is based on one of the 
following methods: 

(a) Weighted average CM; or  

(b) Simplified CM.  
 
PP has chosen option (a) i.e weighted average CM to calculate the combined margin emission 
factor for the project activity.  

The combined margin emissions factor is calculated as follows:  

EFgrid,CM,y  = EFgrid,OM,y * WOM + EFgrid,BM,y * WBM 

Where:  

EFgrid,BM,y  = Build margin CO2 emission factor in year y (t CO2/MWh)  
EFgrid,OM,y  = Operating margin CO2 emission factor in year y (t CO2/MWh)  
WOM   = Weighting of operating margin emissions factor (per cent)  
WBM   = Weighting of build margin emissions factor (per cent) 

The following default values should be used for WOM and WBM:  
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Wind and solar power generation project activities: WOM = 0.75 and WBM = 0.25 (owing to their 
intermittent and non-dispatchable nature) for the first crediting period and for subsequent crediting 
periods. Since project activity is of solar power generation, the above weightage has been 
considered for OM and BM. 

Therefore, EFgrid,CM,y  = 0.9726 * 0.75 + 0.8723 * 0.25  
= 0.9475 tCO2/MWh  

Baseline emission factor (EF y):  

The baseline emission factor is calculated using the combined margin approach as described in 
Step 6 above:  

Therefore, EFy = EFgrid,CM,y = 0.9475 tCO2/MWh. 

BEy = 1,639,080  x 0.9475 = 1,553,021 tCO2   

3.2 Project Emissions 

As per the approved consolidated Methodology ACM0002 (Version 19.0) para 34: “For most 
renewable energy power generation project activities, PEy = 0. However, some project activities 
may involve project emissions that can be significant. These emissions shall be accounted for as 
project emissions by using the following equation:  

PEy = PEFF,y + PEGP,y + PEHP,y         

Where:  

PEy   = Project emissions in year y (tCO2e/yr)  
PEFF,y  = Project emissions from fossil fuel consumption in year y (tCO2/yr)  
PEGP,y  = Project emissions from the operation of dry, flash steam or binary geothermal power 
plants in year y (tCO2e/yr) 
PEHP,y = Project emissions from water reservoirs of hydro power plants in year y (tCO2e/yr)  

As the project activity is the installation of a new grid-connected Solar Power plant and does not 
involve any project emissions from fossil fuel, operation of dry, flash steam or binary geothermal 
power plants, and from water reservoirs of hydro power plants. Therefore PEFF,y, PEGP,y , PEHP,y  
are equal to zero and thus, PEy = 0. 

3.3 Leakage 

No other leakage emissions are considered. The emissions potentially arising due to activities 
such as power plant construction and upstream emissions from fossil fuel use (e.g. extraction, 
processing, transport etc.) are neglected. 

3.4 Estimated Net GHG Emission Reductions and Remov als 

Reductions are calculated as follows: 
 
ERy = BEy – PEy  
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Where: 

ERy = Emission reductions in year y (t CO2e/yr) 

BEy = Baseline emissions in year y (t CO2/yr) 

PEy = Project emissions in year y (t CO2e/yr) 
 
Therefore, Net GHG Emission Reductions and Removals are calculated as follows: 

ERy = BEy – PEy  

Year 

Estimated 
baseline 

emissions or 
removals 
(tCO2e) 

Estimated 
project 

emissions or 
removals 
(tCO2e) 

Estimated 
leakage 

emissions 
(tCO2e) 

Estimated net 
GHG emission 
reductions or 

removals 
(tCO2e) 

Year 1 1,553,021 0 0 1,553,021 

Year 2 1,553,021 0 0 1,553,021 

Year 3 1,553,021 0 0 1,553,021 

Year 4 1,553,021 0 0 1,553,021 

Year 5 1,553,021 0 0 1,553,021 

Year 6 1,553,021 0 0 1,553,021 

Year 7 1,553,021 0 0 1,553,021 

Year 8 1,553,021 0 0 1,553,021 

Year 9 1,553,021 0 0 1,553,021 

Year 10 1,553,021 0 0 1,553,021 

Total 15,530,210 0 0 15,530,210 

4 MONITORING 

4.1 Data and Parameters Available at Validation 
 

Data / Parameter EFgrid,OM,y  
Data unit tCO2/MWh 
Description Operating Margin CO2 emission factor in year y 
Source of data Calculated from CEA database, Version 13, June 201831 
Value applied 0.9726 

Justification of choice of 
data or description of 
measurement methods 
and procedures applied 

Calculated as per “Tool to calculate the emission factor for an 
electricity system, version 07” as 3-year generation weighted 
average using data for the years 2014-15, 2015-16 & 2016-17. 
The data are obtained from “CO2 Baseline Database for Indian 

                                                 
31 http://www.cea.nic.in/reports/others/thermal/tpece/cdm_co2/user_guide_ver13.pdf  
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Power Sector” version 13, published by the Central Electricity 
Authority, Ministry of Power, Government of India. 

Purpose of Data For the calculation of the Baseline Emission 
Comments This parameter is fixed ex-ante for the entire crediting period.

 

 
Data / Parameter EFgrid,BM,y  
Data unit tCO2/MWh 
Description Build Margin CO2 emission factor in year y 
Source of data Calculated from CEA database, Version 13, June 201832 
Value applied 0.8723 

Justification of choice of 
data or description of 
measurement methods 
and procedures applied 

Calculated as per “Tool to calculate the emission factor for an 
electricity system, version 07” as per the latest data available for 
the most recent year 2016-17. The data is obtained from “CO2 
Baseline Database for Indian Power Sector” version 13, published 
by the Central Electricity Authority, Ministry of Power, Government 
of India. 

Purpose of Data For the calculation of the Baseline Emission 
Comments This parameter is fixed ex-ante for the entire crediting period.

 

 

Data / Parameter EFgrid,CM,y  

Data unit tCO2/MWh 
Description Combined Margin CO2 emission factor in year y 
Source of data Calculated from CEA database, Version 13, June 201833 
Value applied 0.9475 

Justification of choice of 
data or description of 
measurement methods 
and procedures applied 

The combined margin emissions factor is calculated as follows: 
 EFgrid ,CM,y= EFgrid ,OM,y* WOM  + EFgrid, BM,y * WBM 
Where:  
EFgrid,BM,y= Build margin CO2 emission factor in year y (tCO2/MWh) 
EFgrid,OM,y= Operating margin CO2 emission factor in year y 
(tCO2/MWh) 
WOM = Weighting of operating margin emissions factor (%) = 75% 
WBM= Weighting of build margin emissions factor (%) = 25% 

Purpose of Data For the calculation of the Baseline Emission 
Comments This parameter is fixed ex-ante for the entire crediting period.

 

4.2  Data and Parameters Monitored  

For Karnataka Site  

Data / Parameter EGPJ, y 

Data unit MWh/y 

Description 
Quantity of net electricity generation supplied by the project 
plant/unit to the grid in year y in MWh  

                                                 
32 http://www.cea.nic.in/reports/others/thermal/tpece/cdm_co2/user_guide_ver13.pdf 
33 http://www.cea.nic.in/reports/others/thermal/tpece/cdm_co2/user_guide_ver13.pdf 
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Source of data Monthly joint meter reading reports 
Description of 
measurement methods 
and procedures to be 
applied 

The difference of final value of export and import is used for 
monthly values of net electricity supplied to the grid by the project 
activity and same value will be considered for ER calculations. 

Frequency of 
monitoring/recording 

Continuous measurement & monthly recording 

Value applied 1,324,510 (estimated) 

Monitoring equipment 
The electricity exported / supplied by the plant to pooling 
substation and further to substation.  This meter also measures 
electricity imported by the plant from the grid.  

QA/QC procedures to be 
applied 

The meters is approved, tested & sealed by the State Utility. The 
meters are in the custody of State Utility. The frequency of 
calibration is once in 5 years. 34  The monthly electricity 
supplied/exported by the project activity in the JMR report is 
cross checked with the monthly invoices of sale. In the absence 
or delay in the meter calibration appropriate Guidelines will be 
applied appropriately to confirm the conservativeness of 
metering.  
 
The metering arrangement, accuracy class of meters, calibration 
frequency is under control of state electricity board and PP do not 
have any control on it. PP is getting value of net electricity 
supplied to grid and the same is considered the monitoring 
parameter.  
 
The billing is raised based on substation meters. 

Purpose of data Calculation of baseline emissions 

Calculation method 
Thus, Net electricity supplied to the grid by the project plant in a 
given month = Export, kWh– Import, kWh 

Comments 
Data will be archived in paper & electronic form for two years after 
the end of crediting period or of the last issuance of VERs for this 
project activity, whichever occurs later. 

  For Rajasthan Site 

Data / Parameter EGPJ, y 

Data unit MWh/y 

Description 
Quantity of net electricity generation supplied by the project 
plant/unit to the grid in year y in MWh  

Source of data Monthly joint meter reading reports 
Description of 
measurement methods 
and procedures to be 
applied 

The difference of final value of export and import is used for 
monthly values of net electricity supplied to the grid by the project 
activity and same value will be considered for ER calculations. 

Frequency of Continuous measurement & monthly recording 

                                                 
34 http://www.aegcl.co.in/Metering_Regulations_Of_CEA_17_03_2006.pdf  
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monitoring/recording 
Value applied 33,112 (estimated) 

Monitoring equipment 
The electricity exported / supplied by the plant to pooling 
substation and further to substation.  This meter also measures 
electricity imported by the plant from the grid.  

QA/QC procedures to be 
applied 

The meters is approved, tested & sealed by the State Utility. The 
meters are in the custody of State Utility. The frequency of 
calibration is once in 5 years. 35  The monthly electricity 
supplied/exported by the project activity in the JMR report is 
cross checked with the monthly invoices of sale. In the absence 
or delay in the meter calibration appropriate Guidelines will be 
applied appropriately to confirm the conservativeness of 
metering.  
 
The metering arrangement, accuracy class of meters, calibration 
frequency is under control of state electricity board and PP do not 
have any control on it. PP is getting value of net electricity 
supplied to grid and the same is considered the monitoring 
parameter.  
 
The billing is raised based on substation meters. 

Purpose of data Calculation of baseline emissions 

Calculation method 
Thus, Net electricity supplied to the grid by the project plant in a 
given month = Export, kWh– Import, kWh 

Comments 
Data will be archived in paper & electronic form for two years after 
the end of crediting period or of the last issuance of VERs for this 
project activity, whichever occurs later. 

For Chhattisgarh Site 

Data / Parameter EGPJ, y 

Data unit MWh/y 

Description 
Quantity of net electricity generation supplied by the project 
plant/unit to the grid in year y in MWh  

Source of data Monthly joint meter reading reports 
Description of 
measurement methods 
and procedures to be 
applied 

The difference of final value of export and import is used for 
monthly values of net electricity supplied to the grid by the project 
activity and same value will be considered for ER calculations. 

Frequency of 
monitoring/recording 

Continuous measurement & monthly recording 

Value applied 165,564 (estimated) 

Monitoring equipment 
The electricity exported / supplied by the plant to pooling 
substation and further to substation.  This meter also measures 
electricity imported by the plant from the grid.  

QA/QC procedures to be The meters is approved, tested & sealed by the State Utility. The 

                                                 
35 http://www.aegcl.co.in/Metering_Regulations_Of_CEA_17_03_2006.pdf  
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applied meters are in the custody of State Utility. The frequency of 
calibration is once in 5 years. 36  The monthly electricity 
supplied/exported by the project activity in the JMR report is 
cross checked with the monthly invoices of sale. In the absence 
or delay in the meter calibration appropriate Guidelines will be 
applied appropriately to confirm the conservativeness of 
metering.  
 
The metering arrangement, accuracy class of meters, calibration 
frequency is under control of state electricity board and PP do not 
have any control on it. PP is getting value of net electricity 
supplied to grid and the same is considered the monitoring 
parameter.  
 
The billing is raised based on substation meters. 

Purpose of data Calculation of baseline emissions 

Calculation method 
Thus, Net electricity supplied to the grid by the project plant in a 
given month = Export, kWh– Import, kWh 

Comments 
Data will be archived in paper & electronic form for two years after 
the end of crediting period or of the last issuance of VERs for this 
project activity, whichever occurs later. 

For Maharashtra Site 

Data / Parameter EGPJ, y 

Data unit MWh/y 

Description 
Quantity of net electricity generation supplied by the project 
plant/unit to the grid in year y in MWh  

Source of data Monthly joint meter reading reports 
Description of 
measurement methods 
and procedures to be 
applied 

The difference of final value of export and import is used for 
monthly values of net electricity supplied to the grid by the project 
activity and same value will be considered for ER calculations. 

Frequency of 
monitoring/recording 

Continuous measurement & monthly recording 

Value applied 33,112 (estimated) 

Monitoring equipment 
The electricity exported / supplied by the plant to pooling 
substation and further to substation.  This meter also measures 
electricity imported by the plant from the grid.  

QA/QC procedures to be 
applied 

The meters is approved, tested & sealed by the State Utility. The 
meters are in the custody of State Utility. The frequency of 
calibration is once in 5 years. 37  The monthly electricity 
supplied/exported by the project activity in the JMR report is 
cross checked with the monthly invoices of sale. In the absence 
or delay in the meter calibration appropriate Guidelines will be 
applied appropriately to confirm the conservativeness of 

                                                 
36 http://www.aegcl.co.in/Metering_Regulations_Of_CEA_17_03_2006.pdf  
37 http://www.aegcl.co.in/Metering_Regulations_Of_CEA_17_03_2006.pdf  
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metering.  
 
The metering arrangement, accuracy class of meters, calibration 
frequency is under control of state electricity board and PP do not 
have any control on it. PP is getting value of net electricity 
supplied to grid and the same is considered the monitoring 
parameter.  
 
The billing is raised based on substation meters. 

Purpose of data Calculation of baseline emissions 

Calculation method 
Thus, Net electricity supplied to the grid by the project plant in a 
given month = Export, kWh– Import, kWh 

Comments 
Data will be archived in paper & electronic form for two years after 
the end of crediting period or of the last issuance of VERs for this 
project activity, whichever occurs later. 

For Uttar Pradesh Site 

Data / Parameter EGPJ, y 

Data unit MWh/y 

Description 
Quantity of net electricity generation supplied by the project 
plant/unit to the grid in year y in MWh  

Source of data Monthly joint meter reading reports 
Description of 
measurement methods 
and procedures to be 
applied 

The difference of final value of export and import is used for 
monthly values of net electricity supplied to the grid by the project 
activity and same value will be considered for ER calculations. 

Frequency of 
monitoring/recording 

Continuous measurement & monthly recording 

Value applied 82,782 (estimated) 

Monitoring equipment 
The electricity exported / supplied by the plant to pooling 
substation and further to substation.  This meter also measures 
electricity imported by the plant from the grid.  

QA/QC procedures to be 
applied 

The meters is approved, tested & sealed by the State Utility. The 
meters are in the custody of State Utility. The frequency of 
calibration is once in 5 years. 38  The monthly electricity 
supplied/exported by the project activity in the JMR report is 
cross checked with the monthly invoices of sale. In the absence 
or delay in the meter calibration appropriate Guidelines will be 
applied appropriately to confirm the conservativeness of 
metering.  
 
The metering arrangement, accuracy class of meters, calibration 
frequency is under control of state electricity board and PP do not 
have any control on it. PP is getting value of net electricity 
supplied to grid and the same is considered the monitoring 
parameter.  
 

                                                 
38 http://www.aegcl.co.in/Metering_Regulations_Of_CEA_17_03_2006.pdf  
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The billing is raised based on substation meters. 

Purpose of data Calculation of baseline emissions 

Calculation method 
Thus, Net electricity supplied to the grid by the project plant in a 
given month = Export, kWh– Import, kWh 

Comments 
Data will be archived in paper & electronic form for two years after 
the end of crediting period or of the last issuance of VERs for this 
project activity, whichever occurs later. 

 

4.3 Monitoring Plan 

The monitoring plan is developed in accordance with the modalities and procedures for CDM 
project activities and is proposed for grid-connected solar power project being implemented. The 
monitoring plan, which will be implemented by the project participant describes about the 
monitoring organisation, parameters to be monitored, monitoring practices, quality assurance, 
quality control procedures, data storage and archiving. 
 
The authority and responsibility for registration, monitoring, measurement, reporting and 
reviewing of the data rests with the project participant. PP proposed the following structure for 
data monitoring, collection, data archiving and calibration of equipments for this project activity. 
The team comprises of the following members:  
 

 

Data Measurement 

The export and import energy will be measured continuously using above mentioned Main and 
Check meters located at the substations. Readings of meters shall be taken on monthly basis by 
authorized officer of SEB in the presence of PP or representative of PP. Based on the Meter 
Reading Statement to PP, invoices will be raised. These invoices can be used for cross checking 
the meter readings taken for the respective project activity. 
 
Data collection and archiving 
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Readings from meters will be collected in the presence of the plant in-charge. Export and Import 
data would be recorded and stored in logs as well as in electronic form on a daily basis. The 
records are checked periodically by the Plant Manager and discussed thoroughly with the plant 
supervisor. The period of storage of the monitored data will be 2 years after the end of crediting 
period or till the last issuance of VERs for the project activity whichever occurs later. 
 
Emergency preparedness 

The project activity will not result in any unidentified activity that can result in substantial 
emissions from the project activity. No need for emergency preparedness in data monitoring is 
visualized. 
 
Personnel training 

In order to ensure a proper functioning of the project activity and a properly monitoring of 
emission reductions, the staff will be trained. The plant helpers will be trained in equipment 
operation, data recording, reports writing, operation and maintenance and emergency procedures 
in compliance with the monitoring plan.  

Metering Arrangement 

Line diagram with metering arrangement for the solar project activity is shown below. 

 

The metering arrangement for all the three solar sites are the same. Each solar plant have their 
own dedicated metering arrangement at the substation end. The metering arrangement is under 
control of state electricity board and may change in future. 

5 SAFEGUARDS 

5.1 No Net Harm 

The project activity does not involve any major construction activity. It primarily requires the 
installation of the solar PV panels, interfacing the generators with the State Electricity Board by 
setting up HT transmission lines and installation of other accessories. 

The report on “Developmental Impacts and Sustainable Governance Aspects of Renewable 
Energy Projects” prepared by MNRE dated September 2013. This report clearly mentioned that 
solar PV project activity operations do not result in direct air pollution, noise pollution. Please refer 
below web link for the same39.  

Thus there are no any significant impacts due to implementation of project activity on air, water, 
soil quality and ambience are envisaged due to the project activity. 

                                                 
39 http://mnre.gov.in/file-manager/UserFiles/report-on-developmental-impacts-of-RE.pdf   
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5.2 Environmental Impact 

The project activity has no significant impact on the environment. Solar PV projects are not 
included in the Schedule I of the EIA notification S.O.1533 (E) dated 14th September 200640 and 
thus an EIA is not required. Ministry of Environment & forests vide their OM J-11013/41/2006 - IA 
II (I) dated 13th May 201141 has re-affirmed this and exempted Solar PV power plants from EIA 
and EC requirement. 

5.3 Local Stakeholder Consultation 

The details of the Stakeholder Meetings are as follows: 

Name of 
Investor  

Capacity  
Project Location  Date of 

Invitation  
Date of 
Meeting  Village  District  State  

Parampujya 
Solar Energy 
Private 
Limited 

100 MW Rani & Bundeli Dhamdha Chhattisgarh 10/03/2016 17/03/2016 

20 MW Kilaj Osmanabad Maharashtra 04/05/2016 11/05/2016 

100 MW 

Thirumani, 
Rayacherlu, 

Vallur, 
Balasamudra 

Tumkur Karnataka 06/04/2016 13/04/2016 

40 MW 
Kallur, Balgera & 

Kudgunti 
Koppal Karnataka 07/04/2016 14/04/2016 

50 MW 

Thirumani, 
Rayacherlu, 

Vallur, 
Balasamudra 

Tumkur Karnataka 08/04/2016 15/04/2016 

Wardha Solar 
(Maharashtra) 
Private 
Limited 

350 MW 

Maskal, Nalwar, 
Rajeshwar, 

Yatnal, 
Madhuvanahalli, 

Kallur 

Bidar, 
Kalaburagi, 

Chamarajnagar, 
Yadgir, 

Vijayapura, 
Koppal 

Karnataka 11/03/2016 18/03/2016 

Kodangal 
Solar Parks 
Private 
Limited 

20 MW Hebbal Vijayapur Karnataka 08/06/2016 15/06/2016 

Prayatna 
Developers 
Private 
Limited 

20 MW Kanasar Jodhpur Rajasthan 09/03/2016 16/03/2016 

Adani Green 
Energy (UP) 
Limited 

240 MW 

Kadaramandalagi, 
Guddehosur, 
Chikkahalli, 

Kalkare, Akkur 

Haveri, 
Ramanagara, 

Hassan, 
Mysuru 

Karnataka 05/04/2016 12/04/2016 

                                                 
40 http://envfor.nic.in/legis/eia/so1533.pdf 
41 http://moef.nic.in/downloads/public-information/OM-SolarPV.pdf 
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50 MW Badanpur Jhansi 
Uttar 

Pradesh 
08/03/2016 15/03/2015 

In the introductory speech, the representative of Adani Green Energy Limited (Project Investor), 
welcomed the gathering and given a brief about the climate mitigation project activity. 
Subsequent to the introductory speech, stakeholders were explained about the electricity 
generation from solar project is an environmental friendly power generation technology 
contributing to reduction in GHG emissions. They were also explained about the benefits of the 
solar power projects like, increasing energy availability and improving quality of power and its 
assistance to the local population by providing employment opportunities to both skilled & 
unskilled labours. 

The Minutes of meeting with commenting sheet from LSH, invitation letter receipt copy are 
submitted to the DOE. 

Meeting started with opening speech by representative of project participant. He introduced all 
guests on dais. The representative of project participant explained Technical aspects of project to 
stakeholders. He also explained about social, environmental & economical benefits of the project. 
He also elaborated about carbon mechanism & its requirement for the current project. After the 
detailed discussions, the session was open for questions from stakeholders. 

Most of the questions were related to employment opportunities, economic development, benefits 
from project to villagers and other development activities. The question raised by the villagers are 
summarised below: 

Q: Will there be free supply of power to the local people? 

A: The generated power will be fed in the grid. Project promoter can't supply directly power to the 
local people. They have to get authorized connection from Govt. body. But due to the project 
activity the supply of power in the area will increase. 

Q: Will there be employment generation due to the project activity for youth from the adjoining 
areas? 

A: Responding about the increased possibilities for employment of local youth due to the project 
activity, it was pointed out that preference would be given for locals in the employment 
opportunities. 

Q: Will it impact the Rainfall pattern in the nearby area? 

A: No, it will not impact the rainfall pattern of the nearby area. 

Q:  Will the project release any pollutants or hazardous, toxic or noxious substances to air? 

A: No, not from what we know, there is no project emissions associated to the project & does not 
have any negative impacts. 
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5.4 Public Comments 

The project was open for public comments from 30 October 2018 to 30 November 2018. The 30 
days public comment period is over and there are no any comments received for the project 
activity. The same can be checked from below web link. 

https://www.vcsprojectdatabase.org/#/pipeline_details/PL1815   

6 ACHIEVED GHG EMISSION REDUCTIONS AND REMOVALS 

6.1 Data and Parameters Monitored  
 
For Karnataka Site 

Data / Parameter EGPJ, y 

Data unit MWh/y 

Description 
Quantity of net electricity generation supplied by the project 
plant/unit to the grid in year y in MWh. 

Value applied: 837,938.35 MWh 

Comments 
Data will be archived in paper & electronic form for two years after 
the end of crediting period or of the last issuance of VERs for this 
project activity, whichever occurs later. 

 
For Rajasthan Site 

Data / Parameter EGPJ, y 

Data unit MWh/y 

Description 
Quantity of net electricity generation supplied by the project 
plant/unit to the grid in year y in MWh. 

Value applied: 44,532.60 MWh 

Comments 
Data will be archived in paper & electronic form for two years after 
the end of crediting period or of the last issuance of VERs for this 
project activity, whichever occurs later. 

For Chhattisgarh Site 

Data / Parameter EGPJ, y 

Data unit MWh/y 

Description 
Quantity of net electricity generation supplied by the project 
plant/unit to the grid in year y in MWh. 

Value applied: 159,565.10 MWh 

Comments 
Data will be archived in paper & electronic form for two years after 
the end of crediting period or of the last issuance of VERs for this 
project activity, whichever occurs later. 

 
For Maharashtra Site 

Data / Parameter EGPJ, y 

Data unit MWh/y 
Description Quantity of net electricity generation supplied by the project 
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plant/unit to the grid in year y in MWh. 
Value applied: 18,382.33 MWh 

Comments 
Data will be archived in paper & electronic form for two years after 
the end of crediting period or of the last issuance of VERs for this 
project activity, whichever occurs later. 

 
For Uttar Pradesh Site 

Data / Parameter EGPJ, y 

Data unit MWh/y 

Description 
Quantity of net electricity generation supplied by the project 
plant/unit to the grid in year y in MWh. 

Value applied: 0 MWh42 

Comments 
Data will be archived in paper & electronic form for two years after 
the end of crediting period or of the last issuance of VERs for this 
project activity, whichever occurs later. 

 

6.2 Baseline Emissions  

BEy = EGPJ, y * EFgrid,CM,y  

Where:  

BEy:   Baseline emissions in year y (tCO2e/yr)  

EGPJ, y:  Quantity of net electricity generation that is produced and fed into the grid as a 
result of the implementation of the VCS project activity in year y (MWh/yr)  

EFgrid,CM,y:  Combined margin CO2 emission factor for grid connected power generation in 
year y calculated using the latest version of the “Tool to calculate the emission 
factor for an electricity system” (tCO2e/MWh) 

Parameter  Unit  Value  
EGPJ, y MWh 1,060,786.39 
EFgrid,CM,y tCO2e 0.9475 
BEy = 1,060,786.39 * 0.9475 
 = 1,004,735 (Round down value) 

 

6.3 Project Emissions  

Not Applicable, since project emissions from the solar project activity is zero as per ACM0002 
methodology. 

6.4 Leakage  

                                                 
42 This project is yet to commission. 
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Not Applicable, since leakage emissions from the solar project activity is zero as per ACM0002 
methodology. 

6.5 Net GHG Emission Reductions and Removals 
 

Year 

Baseline 
emissions or 

removals 
(tCO2e) 

Project 
emissions or 

removals 
(tCO2e) 

Leakage 
emissions 

(tCO2e) 

Net GHG emission 
reductions or 

removals (tCO 2e) 

2017 36,041 0 0 36,041 

2018 968,694 0 0 968,694 

Total 1,004,735 0 0 1,004,735 

  
It is to be noted here that as per the estimated emission reduction to be achieved from the project 
activity for the current monitoring period is 1,565,785 tCO2e, whereas actual emission reductions 
achieved are 1,004,735 tCO2e, which is approximately 36% lower than the estimated emission 
reductions. The generation of electricity depends upon many other climatic conditions, and not 
within the control of the project participant. The lower generation during the current verification 
period is hence due to certain natural conditions and hence acceptable. 
 
Apart from above comparison, PP has calculated the estimated emission reduction comparison 
with actual emission reductions based on operation days of each SPV. Based on actual 
operational days, the estimation for operational days and actual emission reductions are 
compared and found that actual emission reductions are higher than estimated. Please refer 
actual ER sheet for the comparison calculations.  
 
 

Project 
Investor 

Capacity 
(MW) 

Estimated 
VCUs per 

year 

COD 
Date 

End Date of 
Current 

Monitoring 
Period 

No. Days 
the plant 

operational 

Estimated 
VCUs 
during 
current 

monitoring 
period 

Actual VCUs 
during 
current 

monitoring 
period 

% 
change 

Parampujya 
Solar Energy 
Private Limited 

100 156,871 16-12-17 30-09-18 289 124,207 151187 21.72% 

20 31,373 22-02-18 30-09-18 221 18,995 17,417 -8.31% 

100 156,871 06-12-17 30-09-18 299 128,505 145,050 12.87% 

40 62,748 08-03-18 30-09-18 207 35,585 17,445 -50.98% 

50 78,435 03-01-18 30-09-18 271 58,235 62,676 7.63% 
Wardha Solar 
(Maharashtra) 
Private Limited 

350 549,051 17-12-17 30-09-18 288 433,223 331,764 -23.42% 

Kodangal Solar 
Parks Private 
Limited 

20 31,373 05-01-18 30-09-18 269 23,121 16,200 -29.93% 

Prayatna 
Developers 
Private Limited 

20 31,373 29-09-17 30-09-18 367 31,544 42,194 33.76% 

Adani Green 240 376,491 28-09-17 30-09-18 368 379,585 220,802 -41.83% 
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Energy (UP) 
Limited 50 78,435 

Yet to 
Commiss

ion 
 - Yet to 

Commission 
0 0 0 

990 1,553,021       1,233,000 1,004,735   
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APPENDIX 1: Input Parameters and Assumptions for Ad ditionality Assessment  

Assumptions and Values considered for Financial and  Sensitivity Analysis of 100 MW Solar 
Project at Chhattisgarh by Parampujya Solar Energy Private Limited . 

Details of the project Source  

State where the project is situated Chhattisgarh As per DPR 

Total Capacity (MW)            100.00  As per DPR 

Expected Date of Commissioning 30-Nov-17 As per offer letter 

Life of the plant (Yrs.)                  25  As per DPR 

Generation of electricity   

PLF (%) 18.90% As per DPR 

Annual generation (kWh)    165,564,000  Calculated Value 

Annual Degradation per year 0.70% As per DPR 

Tariff rate at the decision making (INR/kWh)               4.43  As per DPR 

Escalation in tariff rate  0.0%   

Transmission & Wheeling Losses (%) 0.00%   

Operation and maintenance cost and Insurance   

O & M Expenses (INR Mn.)             55.00  As per DPR 

O & M free for (Yr.)                  -     

Escalation in the operational expenses (%) 5.00% As per DPR 

Insurance (INR Mn.)             48.90  CERC order43 

Administrative expenses             20.00    

Financial parameters   

Total Cost (INR Mn.)         4,890.00  As Per DPR 

Loan Amount (INR Mn.)         3,667.50  As Per DPR 

Equity Investment (INR Mn.)         1,222.50  As Per DPR 

Term loan   

Loan Amount (INR Mn.)         3,667.50  As Per DPR 

Interest rate (%) 11.00% As Per DPR 

Loan Tenure (Qtr.)                  48  Assumption 

Moratorium Period (Qtr.)                  -   Assumption 

Repayment Period (Qtr.)                  48  Calculated Value 

Repayment instalments value (INR Mn.)            76.406  Calculated Value 

1st instalment from  (Qtr. end) 31-Mar-18 Considered from the next Quarter 
End 

Book Depreciation (SLM Method)   

Land            190.00    

Gross Depreciable Value (INR Mn.)         4,700.00  Calculated Value 

Salvage Value (%) 10.00%   

Salvage value (INR Mn.)            470.00  Calculated Value 

                                                 
43 http://www.cercind.gov.in/2016/orders/SO17.pdf  
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Net Depreciable Value (INR Mn.)         4,230.00  Calculated Value 

Residual Value (INR Mn.)            660.00  Calculated Value 

IT Depreciation   

IT Depreciation (%) 7.69% IT act44 

Income Tax   

Financial Year  FY 2017-18    

Income tax rate (%) 30.00% 
As Per Income Tax Rule, Pg 29, 

Para E(l)
45

 

Corporate Tax / MAT (%) 33.00% As Per IT rule
46

  

Service Tax (%) 15.00% As Per Income Tax Rule47 

Surcharge (%) 10.00% As Per Income Tax Rule48 

Education cess (%) 3.00% 
As Per Income Tax Rule, Pg 5, 11 
and 1249 

Final Tax rates   

Income tax rate (%) 33.99% Calculated Value 

MAT (%) 37.39% Calculated Value 

Service Tax (%) 15.45% Calculated Value 

Sensitivity Analysis 

Sensitivity Analysis  Equity IRR 

Variation % -10% Normal 10% Breaching Value  

PLF  5.93% 7.84% 9.81% 32.18% 

O&M 8.08% 7.84% 7.59% -302.80% 

Project Cost 9.69% 7.84% 6.39% -27.23% 

Tariff Rate 5.93% 7.84% 9.81% 32.18% 

Final Result 

Equity IRR without CDM Benchmark (Equity IRR) 

7.84% 14.77% 

                                                 
44 https://www.incometaxindia.gov.in/charts%20%20tables/depreciation%20rates.htm  
45 http://indiabudget.nic.in/budget2015-2016/ub2015-16/fb/bill.pdf  
46 https://www.bankbazaar.com/tax/corporate-tax.html  
47 http://taxguru.in/service-tax/service-tax-rate-chart-effect-01062016.html  
48 http://taxguru.in/income-tax/income-tax-rate-chart-assessment-year-201516-financial-year-201415.html  
49 http://taxguru.in/income-tax/income-tax-rate-chart-slabs-for-ay-2017-18-fy-2016-17.html  
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Assumptions and Values considered for Financial and  Sensitivity Analysis of 20 MW Solar Project 
at Maharashtra by Parampujya Solar Energy Private L imited . 

Details of the project Source  

State where the project is situated Maharashtra As per DPR 

Total Capacity (MW)             20.00  As per DPR 

Expected Date of Commissioning 31-Mar-18 As per offer letter 

Life of the plant (Yrs.)                  25  As per DPR 

Generation of electricity   

PLF (%) 18.90% As per DPR 

Annual generation (kWh)     33,112,800  Calculated Value 

Annual Degradation per year 0.70% As per DPR 

Tariff rate at the decision making (INR/kWh)               4.43  As per DPR 

Escalation in tariff rate  0.0%   

Transmission & Wheeling Losses (%) 0.00%   

Operation and maintenance cost and Insurance   

O & M Expenses (INR Mn.)             11.00  As per DPR 

O & M free for (Yr.)                  -     

Escalation in the operational expenses (%) 5.00% As per DPR 

Insurance (INR Mn.)             10.90  CERC order50 

Administrative expenses               4.00    

Financial parameters   

Total Cost (INR Mn.)         1,090.00  As Per DPR 

Loan Amount (INR Mn.)            817.50  As Per DPR 

Equity Investment (INR Mn.)            272.50  As Per DPR 

Term loan   

Loan Amount (INR Mn.)            817.50  As Per DPR 

Interest rate (%) 11.00% As Per DPR 

Loan Tenure (Qtr.)                  48  Assumption 

Moratorium Period (Qtr.)                  -   Assumption 

Repayment Period (Qtr.)                  48  Calculated Value 

Repayment instalments value (INR Mn.)            17.031  Calculated Value 

1st instalment from  (Qtr. end) 30-Jun-18 
Considered from the next Quarter 
End 

Book Depreciation (SLM Method)   

Land            150.00    

Gross Depreciable Value (INR Mn.)            940.00  Calculated Value 

Salvage Value (%) 10.00%   

Salvage value (INR Mn.)             94.00  Calculated Value 

Net Depreciable Value (INR Mn.)            846.00  Calculated Value 

Residual Value (INR Mn.)            244.00  Calculated Value 

                                                 
50 http://www.cercind.gov.in/2016/orders/SO17.pdf  
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IT Depreciation   
IT Depreciation (%) 7.69% IT act51 

Income Tax   

Financial Year  FY 2017-18    

Income tax rate (%) 30.00% As Per Income Tax Rule, Pg 29, 
Para E(l)52 

Corporate Tax / MAT (%) 33.00% As Per IT rule53  

Service Tax (%) 15.00% As Per Income Tax Rule54 

Surcharge (%) 10.00% As Per Income Tax Rule55 

Education cess (%) 3.00% 
As Per Income Tax Rule, Pg 5, 11 
and 1256 

Final Tax rates   

Income tax rate (%) 33.99% Calculated Value 

MAT (%) 37.39% Calculated Value 

Service Tax (%) 15.45% Calculated Value 

Sensitivity Analysis 

Sensitivity Analysis  Equity IRR 

Variation % -10% Normal 10% Breaching Value 

PLF  4.77% 6.45% 8.08% 45.10% 

O&M 6.66% 6.45% 6.23% -428.00% 

Project Cost 7.96% 6.45% 5.17% -34.79% 

Tariff Rate 4.77% 6.45% 8.08% 45.10% 

Final Analysis 

Equity IRR without CDM Benchmark (Equity IRR) 

6.45% 14.77% 

                                                 
51 https://www.incometaxindia.gov.in/charts%20%20tables/depreciation%20rates.htm  
52 http://indiabudget.nic.in/budget2015-2016/ub2015-16/fb/bill.pdf  
53 https://www.bankbazaar.com/tax/corporate-tax.html  
54 http://taxguru.in/service-tax/service-tax-rate-chart-effect-01062016.html  
55 http://taxguru.in/income-tax/income-tax-rate-chart-assessment-year-201516-financial-year-201415.html  
56 http://taxguru.in/income-tax/income-tax-rate-chart-slabs-for-ay-2017-18-fy-2016-17.html  
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Assumptions and Values considered for Financial and  Sensitivity Analysis of 100 MW Solar 
Project at Karnataka by Parampujya Solar Energy Pri vate Limited . 

Details of the project Source  

State where the project is situated Karnataka As per DPR 

Total Capacity (MW)            100.00  As per DPR 

Expected Date of Commissioning 31-Dec-17 As per offer letter 

Life of the plant (Yrs.)                  25  As per DPR 

Generation of electricity   

PLF (%) 18.90% As per DPR 

Annual generation (kWh)    165,564,000  Calculated Value 

Annual Degradation per year 0.70% As per DPR 

Tariff rate at the decision making (INR/kWh)               4.79  As per DPR 

Escalation in tariff rate  0.0%   

Transmission & Wheeling Losses (%) 0.00%   

Operation and maintenance cost and Insurance   

O & M Expenses (INR Mn.)             55.00  As per DPR 

O & M free for (Yr.)                  -     

Escalation in the operational expenses (%) 5.00% As per DPR 

Insurance (INR Mn.)             48.90  CERC order57 

Administrative expenses             20.00    

Financial parameters   

Total Cost (INR Mn.)         4,890.00  As Per DPR 

Loan Amount (INR Mn.)         3,667.50  As Per DPR 

Equity Investment (INR Mn.)         1,222.50  As Per DPR 

Term loan   

Loan Amount (INR Mn.)         3,667.50  As Per DPR 

Interest rate (%) 11.00% As Per DPR 

Loan Tenure (Qtr.)                  48  Assumption 

Moratorium Period (Qtr.)                  -   Assumption 

Repayment Period (Qtr.)                  48  Calculated Value 

Repayment instalments value (INR Mn.)            76.406  Calculated Value 

1st instalment from  (Qtr. end) 31-Mar-18 
Considered from the next Quarter 
End 

Book Depreciation (SLM Method)   

Land            190.00    

Gross Depreciable Value (INR Mn.)         4,700.00  Calculated Value 

Salvage Value (%) 10.00%   

Salvage value (INR Mn.)            470.00  Calculated Value 

Net Depreciable Value (INR Mn.)         4,230.00  Calculated Value 

Residual Value (INR Mn.)            660.00  Calculated Value 

                                                 
57 http://www.cercind.gov.in/2016/orders/SO17.pdf  
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IT Depreciation   
IT Depreciation (%) 7.69% IT act58 

Income Tax   

Financial Year  FY 2017-18    

Income tax rate (%) 30.00% As Per Income Tax Rule, Pg 29, 
Para E(l)59 

Corporate Tax / MAT (%) 33.00% As Per IT rule60  

Service Tax (%) 15.00% As Per Income Tax Rule61 

Surcharge (%) 10.00% As Per Income Tax Rule62 

Education cess (%) 3.00% 
As Per Income Tax Rule, Pg 5, 11 
and 1263 

Final Tax rates   

Income tax rate (%) 33.99% Calculated Value 

MAT (%) 37.39% Calculated Value 

Service Tax (%) 15.45% Calculated Value 

Sensitivity Analysis 

Sensitivity Analysis  Equity IRR 

Variation % -10% Normal 10% Breaching Value 

PLF  7.53% 9.63% 11.89% 22.89% 

O&M 9.87% 9.63% 9.39% -233.88% 

Project Cost 11.80% 9.63% 7.99% -20.83% 

Tariff Rate 7.53% 9.63% 11.89% 22.89% 

Final Result 

Equity IRR without CDM Benchmark (Equity IRR) 

9.63% 15.10% 

                                                 
58 https://www.incometaxindia.gov.in/charts%20%20tables/depreciation%20rates.htm  
59 http://indiabudget.nic.in/budget2015-2016/ub2015-16/fb/bill.pdf  
60 https://www.bankbazaar.com/tax/corporate-tax.html  
61 http://taxguru.in/service-tax/service-tax-rate-chart-effect-01062016.html  
62 http://taxguru.in/income-tax/income-tax-rate-chart-assessment-year-201516-financial-year-201415.html  
63 http://taxguru.in/income-tax/income-tax-rate-chart-slabs-for-ay-2017-18-fy-2016-17.html  
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Assumptions and Values considered for Financial and  Sensitivity Analysis of 40 MW Solar Project 
at Karnataka by Parampujya Solar Energy Private Lim ited . 

Details of the project Source  

State where the project is situated Karnataka As per DPR 

Total Capacity (MW)             40.00  As per DPR 

Expected Date of Commissioning 31-Mar-18 As per offer letter 

Life of the plant (Yrs.)                  25  As per DPR 

Generation of electricity   

PLF (%) 18.90% As per DPR 

Annual generation (kWh)     66,225,600  Calculated Value 

Annual Degradation per year 0.70% As per DPR 

Tariff rate at the decision making (INR/kWh)               4.43  As per DPR 

Escalation in tariff rate  0.0%   

Transmission & Wheeling Losses (%) 0.00%   

Operation and maintenance cost and Insurance   

O & M Expenses (INR Mn.)             22.00  As per DPR 

O & M free for (Yr.)                  -     

Escalation in the operational expenses (%) 5.00% As per DPR 

Insurance (INR Mn.)             21.90  CERC order64 

Administrative expenses               8.00    

Financial parameters   

Total Cost (INR Mn.)         2,190.00  As Per DPR 

Loan Amount (INR Mn.)         1,642.50  As Per DPR 

Equity Investment (INR Mn.)            547.50  As Per DPR 

Term loan   

Loan Amount (INR Mn.)         1,642.50  As Per DPR 

Interest rate (%) 11.00% As Per DPR 

Loan Tenure (Qtr.)                  48  Assumption 

Moratorium Period (Qtr.)                  -   Assumption 

Repayment Period (Qtr.)                  48  Calculated Value 

Repayment instalments value (INR Mn.)            34.219  Calculated Value 

1st instalment from  (Qtr. end) 30-Jun-18 
Considered from the next Quarter 
End 

Book Depreciation (SLM Method)   

Land            250.00    

Gross Depreciable Value (INR Mn.)         1,940.00  Calculated Value 

Salvage Value (%) 10.00%   

Salvage value (INR Mn.)            194.00  Calculated Value 

Net Depreciable Value (INR Mn.)         1,746.00  Calculated Value 

Residual Value (INR Mn.)            444.00  Calculated Value 

                                                 
64 http://www.cercind.gov.in/2016/orders/SO17.pdf  
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IT Depreciation   

IT Depreciation (%) 7.69% IT act65 

Income Tax   

Financial Year  FY 2017-18    

Income tax rate (%) 30.00% As Per Income Tax Rule, Pg 29, 
Para E(l)66 

Corporate Tax / MAT (%) 33.00% As Per IT rule67  

Service Tax (%) 15.00% As Per Income Tax Rule68 

Surcharge (%) 10.00% As Per Income Tax Rule69 

Education cess (%) 3.00% As Per Income Tax Rule, Pg 5, 11 
and 1270 

Final Tax rates   

Income tax rate (%) 33.99% Calculated Value 

MAT (%) 37.39% Calculated Value 

Service Tax (%) 15.45% Calculated Value 

Sensitivity Analysis 

Sensitivity Analysis  Equity IRR 

Variation % -10% Normal 10% Breaching Value 

PLF  4.69% 6.40% 8.03% 45.40% 

O&M 6.61% 6.40% 6.18% -430.50% 

Project Cost 7.91% 6.40% 5.10% -34.86% 

Tariff Rate 4.69% 6.40% 8.03% 45.40% 

Final Result 

Equity IRR without CDM Benchmark (Equity IRR) 

6.40% 14.77% 

                                                 
65 https://www.incometaxindia.gov.in/charts%20%20tables/depreciation%20rates.htm  
66 http://indiabudget.nic.in/budget2015-2016/ub2015-16/fb/bill.pdf  
67 https://www.bankbazaar.com/tax/corporate-tax.html  
68 http://taxguru.in/service-tax/service-tax-rate-chart-effect-01062016.html  
69 http://taxguru.in/income-tax/income-tax-rate-chart-assessment-year-201516-financial-year-201415.html  
70 http://taxguru.in/income-tax/income-tax-rate-chart-slabs-for-ay-2017-18-fy-2016-17.html  
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Assumptions and Values considered for Financial and  Sensitivity Analysis of 50 MW Solar Project 
at Karnataka by Parampujya Solar Energy Private Lim ited . 

Details of the project Source  

State where the project is situated Karnataka As per DPR 

Total Capacity (MW)             50.00  As per DPR 

Expected Date of Commissioning 31-Mar-18 As per offer letter 

Life of the plant (Yrs.)                  25  As per DPR 

Generation of electricity   

PLF (%) 18.90% As per DPR 

Annual generation (kWh)     82,782,000  Calculated Value 

Annual Degradation per year 0.70% As per DPR 

Tariff rate at the decision making (INR/kWh)               4.86  As per DPR 

Escalation in tariff rate  0.0%   

Transmission & Wheeling Losses (%) 0.00%   

Operation and maintenance cost and Insurance   

O & M Expenses (INR Mn.)             27.50  As per DPR 

O & M free for (Yr.)                  -     

Escalation in the operational expenses (%) 5.00% As per DPR 

Insurance (INR Mn.)             26.40  CERC order71 

Administrative expenses             10.00    

Financial parameters   

Total Cost (INR Mn.)         2,640.00  As Per DPR 

Loan Amount (INR Mn.)         1,980.00  As Per DPR 

Equity Investment (INR Mn.)            660.00  As Per DPR 

Term loan   

Loan Amount (INR Mn.)         1,980.00  As Per DPR 

Interest rate (%) 11.00% As Per DPR 

Loan Tenure (Qtr.)                  48  Assumption 

Moratorium Period (Qtr.)                  -   Assumption 

Repayment Period (Qtr.)                  48  Calculated Value 

Repayment instalments value (INR Mn.)            41.250  Calculated Value 

1st instalment from  (Qtr. end) 30-Jun-18 
Considered from the next Quarter 
End 

Book Depreciation (SLM Method)   

Land            400.00    

Gross Depreciable Value (INR Mn.)         2,240.00  Calculated Value 

Salvage Value (%) 10.00%   

Salvage value (INR Mn.)            224.00  Calculated Value 

Net Depreciable Value (INR Mn.)         2,016.00  Calculated Value 

Residual Value (INR Mn.)            624.00  Calculated Value 

                                                 
71 http://www.cercind.gov.in/2016/orders/SO17.pdf  
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IT Depreciation   

IT Depreciation (%) 7.69% IT act72 

Income Tax   

Financial Year  FY 2017-18    

Income tax rate (%) 30.00% As Per Income Tax Rule, Pg 29, 
Para E(l)73 

Corporate Tax / MAT (%) 33.00% As Per IT rule74  

Service Tax (%) 15.00% As Per Income Tax Rule75 

Surcharge (%) 10.00% As Per Income Tax Rule76 

Education cess (%) 3.00% 
As Per Income Tax Rule, Pg 5, 11 
and 1277 

Final Tax rates   

Income tax rate (%) 33.99% Calculated Value 

MAT (%) 37.39% Calculated Value 

Service Tax (%) 15.45% Calculated Value 

Sensitivity Analysis 

Sensitivity Analysis  Equity IRR 

Variation % -10% Normal 10% Breaching Value  

PLF  6.67% 8.52% 10.52% 28.66% 

O&M 8.74% 8.52% 8.31% -298.43% 

Project Cost 10.42% 8.52% 7.08% -25.05% 

Tariff Rate 6.67% 8.52% 10.52% 28.66% 

Final Result 

Equity IRR without CDM Benchmark (Equity IRR) 

8.52% 14.77% 

                                                 
72 https://www.incometaxindia.gov.in/charts%20%20tables/depreciation%20rates.htm  
73 http://indiabudget.nic.in/budget2015-2016/ub2015-16/fb/bill.pdf  
74 https://www.bankbazaar.com/tax/corporate-tax.html  
75 http://taxguru.in/service-tax/service-tax-rate-chart-effect-01062016.html  
76 http://taxguru.in/income-tax/income-tax-rate-chart-assessment-year-201516-financial-year-201415.html  
77 http://taxguru.in/income-tax/income-tax-rate-chart-slabs-for-ay-2017-18-fy-2016-17.html  
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Assumptions and Values considered for Financial and  Sensitivity Analysis of 350 MW Solar 
Project at Karnataka by Wardha Solar (Maharashtra) Private Limited . 

Details of the project Source  

State where the project is situated Karnataka As per DPR 

Total Capacity (MW)            350.00  As per DPR 

Expected Date of Commissioning 31-Dec-17 As per offer letter 

Life of the plant (Yrs.)                  25  As per DPR 

Generation of electricity   

PLF (%) 18.90% As per DPR 

Annual generation (kWh)    579,474,000  Calculated Value 

Annual Degradation per year 0.70% As per DPR 

Tariff rate at the decision making (INR/kWh)               4.43  As per DPR 

Escalation in tariff rate  0.0%   

Transmission & Wheeling Losses (%) 0.00%   

Operation and maintenance cost and Insurance   

O & M Expenses (INR Mn.)            192.50  As per DPR 

O & M free for (Yr.)                  -     

Escalation in the operational expenses (%) 5.00% As per DPR 

Insurance (INR Mn.)            188.90  CERC order78 

Administrative expenses             70.00    

Financial parameters   

Total Cost (INR Mn.)       18,890.00  As Per DPR 

Loan Amount (INR Mn.)       14,167.50  As Per DPR 

Equity Investment (INR Mn.)         4,722.50  As Per DPR 

Term loan   

Loan Amount (INR Mn.)       14,167.50  As Per DPR 

Interest rate (%) 11.00% As Per DPR 

Loan Tenure (Qtr.)                  48  Assumption 

Moratorium Period (Qtr.)                  -   Assumption 

Repayment Period (Qtr.)                  48  Calculated Value 

Repayment instalments value (INR Mn.)          295.156  Calculated Value 

1st instalment from  (Qtr. end) 31-Mar-18 
Considered from the next Quarter 
End 

Book Depreciation (SLM Method)   

Land         2,190.00    

Gross Depreciable Value (INR Mn.)       16,700.00  Calculated Value 

Salvage Value (%) 10.00%   

Salvage value (INR Mn.)         1,670.00  Calculated Value 

Net Depreciable Value (INR Mn.)       15,030.00  Calculated Value 

Residual Value (INR Mn.)         3,860.00  Calculated Value 

                                                 
78 http://www.cercind.gov.in/2016/orders/SO17.pdf  
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IT Depreciation   

IT Depreciation (%) 7.69% IT act79 

Income Tax   

Financial Year  FY 2017-18    

Income tax rate (%) 30.00% As Per Income Tax Rule, Pg 29, 
Para E(l)80 

Corporate Tax / MAT (%) 33.00% As Per IT rule81  

Service Tax (%) 15.00% As Per Income Tax Rule82 

Surcharge (%) 10.00% As Per Income Tax Rule83 

Education cess (%) 3.00% 
As Per Income Tax Rule, Pg 5, 11 
and 1284 

Final Tax rates   

Income tax rate (%) 33.99% Calculated Value 

MAT (%) 37.39% Calculated Value 

Service Tax (%) 15.45% Calculated Value 

Sensitivity Analysis 

Sensitivity Analysis  Equity IRR 

Variation % -10% Normal 10% Breaching Value  

PLF  4.78% 6.48% 8.16% 46.27% 

O&M 6.70% 6.48% 6.27% -437.40% 

Project Cost 8.04% 6.48% 5.18% -35.25% 

Tariff Rate 4.78% 6.48% 8.16% 46.27% 

Final Result 

Equity IRR without CDM Benchmark (Equity IRR) 

6.48% 15.10% 

                                                 
79 https://www.incometaxindia.gov.in/charts%20%20tables/depreciation%20rates.htm  
80 http://indiabudget.nic.in/budget2015-2016/ub2015-16/fb/bill.pdf  
81 https://www.bankbazaar.com/tax/corporate-tax.html  
82 http://taxguru.in/service-tax/service-tax-rate-chart-effect-01062016.html  
83 http://taxguru.in/income-tax/income-tax-rate-chart-assessment-year-201516-financial-year-201415.html  
84 http://taxguru.in/income-tax/income-tax-rate-chart-slabs-for-ay-2017-18-fy-2016-17.html  
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Assumptions and Values considered for Financial and  Sensitivity Analysis of 20 MW Solar Project 
at Karnataka by Kodangal Solar Parks Private Limite d. 

Details of the project Source  

State where the project is situated Karnataka As per DPR 

Total Capacity (MW)             20.00  As per DPR 

Expected Date of Commissioning 31-Mar-18 As per offer letter 

Life of the plant (Yrs.)                  25  As per DPR 

Generation of electricity   

PLF (%) 18.90% As per DPR 

Annual generation (kWh)     33,112,800  Calculated Value 

Annual Degradation per year 0.70% As per DPR 

Tariff rate at the decision making (INR/kWh)               5.48  As per DPR 

Escalation in tariff rate  0.0%   

Transmission & Wheeling Losses (%) 0.00%   

Operation and maintenance cost and Insurance   

O & M Expenses (INR Mn.)             11.00  As per DPR 

O & M free for (Yr.)                  -     

Escalation in the operational expenses (%) 5.00% As per DPR 

Insurance (INR Mn.)             11.90  CERC order85 

Administrative expenses               4.00    

Financial parameters   

Total Cost (INR Mn.)         1,190.00  As Per DPR 

Loan Amount (INR Mn.)            892.50  As Per DPR 

Equity Investment (INR Mn.)            297.50  As Per DPR 

Term loan   

Loan Amount (INR Mn.)            892.50  As Per DPR 

Interest rate (%) 11.00% As Per DPR 

Loan Tenure (Qtr.)                  48  Assumption 

Moratorium Period (Qtr.)                  -   Assumption 

Repayment Period (Qtr.)                  48  Calculated Value 

Repayment instalments value (INR Mn.)            18.594  Calculated Value 

1st instalment from  (Qtr. end) 30-Jun-18 
Considered from the next Quarter 
End 

Book Depreciation (SLM Method)   

Land            150.00    

Gross Depreciable Value (INR Mn.)         1,040.00  Calculated Value 

Salvage Value (%) 10.00%   

Salvage value (INR Mn.)            104.00  Calculated Value 

Net Depreciable Value (INR Mn.)            936.00  Calculated Value 

Residual Value (INR Mn.)            254.00  Calculated Value 

                                                 
85 http://www.cercind.gov.in/2016/orders/SO17.pdf  
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IT Depreciation   

IT Depreciation (%) 7.69% IT act86 

Income Tax   

Financial Year  FY 2017-18    

Income tax rate (%) 30.00% As Per Income Tax Rule, Pg 29, 
Para E(l)87 

Corporate Tax / MAT (%) 33.00% As Per IT rule88  

Service Tax (%) 15.00% As Per Income Tax Rule89 

Surcharge (%) 10.00% As Per Income Tax Rule90 

Education cess (%) 3.00% 
As Per Income Tax Rule, Pg 5, 11 
and 1291 

Final Tax rates   

Income tax rate (%) 33.99% Calculated Value 

MAT (%) 37.39% Calculated Value 

Service Tax (%) 15.45% Calculated Value 

Sensitivity Analysis 

Sensitivity Analysis  Equity IRR 

Variation % -10% Normal 10% Breaching Value  

PLF  7.00% 8.87% 10.90% 28.27% 

O&M 9.06% 8.87% 8.68% -333.37% 

Project Cost 10.83% 8.87% 7.39% -24.43% 

Tariff Rate 7.00% 8.87% 10.90% 28.27% 

Final Result 

Equity IRR without CDM Benchmark (Equity IRR) 

8.87% 15.10% 

                                                 
86 https://www.incometaxindia.gov.in/charts%20%20tables/depreciation%20rates.htm  
87 http://indiabudget.nic.in/budget2015-2016/ub2015-16/fb/bill.pdf  
88 https://www.bankbazaar.com/tax/corporate-tax.html  
89 http://taxguru.in/service-tax/service-tax-rate-chart-effect-01062016.html  
90 http://taxguru.in/income-tax/income-tax-rate-chart-assessment-year-201516-financial-year-201415.html  
91 http://taxguru.in/income-tax/income-tax-rate-chart-slabs-for-ay-2017-18-fy-2016-17.html  
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Assumptions and Values considered for Financial and  Sensitivity Analysis of 20 MW Solar Project 
at Rajasthan by Prayatna Developers Private Limited . 

Details of the project Source  

State where the project is situated Rajasthan As per DPR 

Total Capacity (MW)             20.00  As per DPR 

Expected Date of Commissioning 31-Mar-18 As per offer letter 

Life of the plant (Yrs.)                  25  As per DPR 

Generation of electricity   

PLF (%) 18.90% As per DPR 

Annual generation (kWh)     33,112,800  Calculated Value 

Annual Degradation per year 0.70% As per DPR 

Tariff rate at the decision making (INR/kWh)               4.36  As per DPR 

Escalation in tariff rate  0.0%   

Transmission & Wheeling Losses (%) 0.00%   

Operation and maintenance cost and Insurance   

O & M Expenses (INR Mn.)             11.00  As per DPR 

O & M free for (Yr.)                  -     

Escalation in the operational expenses (%) 5.00% As per DPR 

Insurance (INR Mn.)             10.90  CERC order92 

Administrative expenses               4.00    

Financial parameters   

Total Cost (INR Mn.)         1,090.00  As Per DPR 

Loan Amount (INR Mn.)            817.50  As Per DPR 

Equity Investment (INR Mn.)            272.50  As Per DPR 

Term loan   

Loan Amount (INR Mn.)            817.50  As Per DPR 

Interest rate (%) 11.00% As Per DPR 

Loan Tenure (Qtr.)                  48  Assumption 

Moratorium Period (Qtr.)                  -   Assumption 

Repayment Period (Qtr.)                  48  Calculated Value 

Repayment instalments value (INR Mn.)            17.031  Calculated Value 

1st instalment from  (Qtr. end) 30-Jun-18 
Considered from the next Quarter 
End 

Book Depreciation (SLM Method)   

Land            150.00    

Gross Depreciable Value (INR Mn.)            940.00  Calculated Value 

Salvage Value (%) 10.00%   

Salvage value (INR Mn.)             94.00  Calculated Value 

Net Depreciable Value (INR Mn.)            846.00  Calculated Value 

Residual Value (INR Mn.)            244.00  Calculated Value 

                                                 
92 http://www.cercind.gov.in/2016/orders/SO17.pdf  
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IT Depreciation   

IT Depreciation (%) 7.69% IT act93 

Income Tax   

Financial Year  FY 2017-18    

Income tax rate (%) 30.00% 
As Per Income Tax Rule, Pg 29, 
Para E(l)94 

Corporate Tax / MAT (%) 33.00% As Per IT rule95  

Service Tax (%) 15.00% As Per Income Tax Rule96 

Surcharge (%) 10.00% As Per Income Tax Rule97 

Education cess (%) 3.00% 
As Per Income Tax Rule, Pg 5, 11 
and 1298 

Final Tax rates   

Income tax rate (%) 33.99% Calculated Value 

MAT (%) 37.39% Calculated Value 

Service Tax (%) 15.45% Calculated Value 

Sensitivity Analysis 

Sensitivity Analysis  Equity IRR 

Variation % -10% Normal 10% Breaching Value 

PLF  4.52% 6.19% 7.79% 49.01% 

O&M 6.40% 6.19% 5.97% -460.20% 

Project Cost 7.66% 6.19% 4.92% -36.76% 

Tariff Rate 4.52% 6.19% 7.79% 49.01% 

Final Result 

Equity IRR without CDM Benchmark (Equity IRR) 

6.19% 15.10% 

                                                 
93 https://www.incometaxindia.gov.in/charts%20%20tables/depreciation%20rates.htm  
94 http://indiabudget.nic.in/budget2015-2016/ub2015-16/fb/bill.pdf  
95 https://www.bankbazaar.com/tax/corporate-tax.html  
96 http://taxguru.in/service-tax/service-tax-rate-chart-effect-01062016.html  
97 http://taxguru.in/income-tax/income-tax-rate-chart-assessment-year-201516-financial-year-201415.html  
98 http://taxguru.in/income-tax/income-tax-rate-chart-slabs-for-ay-2017-18-fy-2016-17.html  
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Assumptions and Values considered for Financial and  Sensitivity Analysis of 240 MW Solar 
Project at Karnataka by Adani Green Energy (UP) Lim ited . 

Details of the project Source  

State where the project is situated Karnataka As per DPR 

Total Capacity (MW)            240.00  As per DPR 

Expected Date of Commissioning 30-Sep-17 As per offer letter 

Life of the plant (Yrs.)                  25  As per DPR 

Generation of electricity   

PLF (%) 18.90% As per DPR 

Annual generation (kWh)    397,353,600  Calculated Value 

Annual Degradation per year 0.70% As per DPR 

Tariff rate at the decision making (INR/kWh)               4.43  As per DPR 

Escalation in tariff rate  0.0%   

Transmission & Wheeling Losses (%) 0.00%   

Operation and maintenance cost and Insurance   

O & M Expenses (INR Mn.)            132.00  As per DPR 

O & M free for (Yr.)                  -     

Escalation in the operational expenses (%) 5.00% As per DPR 

Insurance (INR Mn.)            113.80  CERC order99 

Administrative expenses             48.00    

Financial parameters   

Total Cost (INR Mn.)       11,380.00  As Per DPR 

Loan Amount (INR Mn.)         8,535.00  As Per DPR 

Equity Investment (INR Mn.)         2,845.00  As Per DPR 

Term loan   

Loan Amount (INR Mn.)         8,535.00  As Per DPR 

Interest rate (%) 11.00% As Per DPR 

Loan Tenure (Qtr.)                  48  Assumption 

Moratorium Period (Qtr.)                  -   Assumption 

Repayment Period (Qtr.)                  48  Calculated Value 

Repayment instalments value (INR Mn.)          177.813  Calculated Value 

1st instalment from  (Qtr. end) 31-Dec-17 
Considered from the next Quarter 
End 

Book Depreciation (SLM Method)   

Land            680.00    

Gross Depreciable Value (INR Mn.)       10,700.00  Calculated Value 

Salvage Value (%) 10.00%   

Salvage value (INR Mn.)         1,070.00  Calculated Value 

Net Depreciable Value (INR Mn.)         9,630.00  Calculated Value 

Residual Value (INR Mn.)         1,750.00  Calculated Value 

                                                 
99 http://www.cercind.gov.in/2016/orders/SO17.pdf  
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IT Depreciation   
IT Depreciation (%) 7.69% IT act100 

Income Tax   

Financial Year  FY 2017-18    

Income tax rate (%) 30.00% As Per Income Tax Rule, Pg 29, 
Para E(l)101 

Corporate Tax / MAT (%) 33.00% As Per IT rule102  

Service Tax (%) 15.00% As Per Income Tax Rule103 

Surcharge (%) 10.00% As Per Income Tax Rule104 

Education cess (%) 3.00% 
As Per Income Tax Rule, Pg 5, 11 
and 12105 

Final Tax rates   

Income tax rate (%) 33.99% Calculated Value 

MAT (%) 37.39% Calculated Value 

Service Tax (%) 15.45% Calculated Value 

Sensitivity Analysis 

Sensitivity Analysis  Equity IRR 

Variation % -10% Normal 10% Breaching Value 

PLF  6.62% 8.62% 10.71% 28.85% 

O&M 8.87% 8.62% 8.36% -270.39% 

Project Cost 10.59% 8.62% 7.10% -25.19% 

Tariff Rate 6.62% 8.62% 10.71% 28.85% 

Final Result 

Equity IRR without CDM Benchmark (Equity IRR) 

8.62% 15.10% 

                                                 
100 https://www.incometaxindia.gov.in/charts%20%20tables/depreciation%20rates.htm  
101 http://indiabudget.nic.in/budget2015-2016/ub2015-16/fb/bill.pdf  
102 https://www.bankbazaar.com/tax/corporate-tax.html  
103 http://taxguru.in/service-tax/service-tax-rate-chart-effect-01062016.html  
104 http://taxguru.in/income-tax/income-tax-rate-chart-assessment-year-201516-financial-year-
201415.html  
105 http://taxguru.in/income-tax/income-tax-rate-chart-slabs-for-ay-2017-18-fy-2016-17.html  
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Assumptions and Values considered for Financial and  Sensitivity Analysis of 50 MW Solar Project 
at Uttar Pradesh by Adani Green Energy (UP) Limited . 

Details of the project Source  

State where the project is situated Uttar Pradesh As per DPR 

Total Capacity (MW)             50.00  As per DPR 

Expected Date of Commissioning 31-Mar-18 As per offer letter 

Life of the plant (Yrs.)                  25  As per DPR 

Generation of electricity   

PLF (%) 18.90% As per DPR 

Annual generation (kWh)     82,782,000  Calculated Value 

Annual Degradation per year 0.70% As per DPR 

Tariff rate at the decision making (INR/kWh)               4.86  As per DPR 

Escalation in tariff rate  0.0%   

Transmission & Wheeling Losses (%) 0.00%   

Operation and maintenance cost and Insurance   

O & M Expenses (INR Mn.)             27.50  As per DPR 

O & M free for (Yr.)                  -     

Escalation in the operational expenses (%) 5.00% As per DPR 

Insurance (INR Mn.)             26.40  CERC order106 

Administrative expenses             10.00    

Financial parameters   

TOTAL COST (INR Mn.)         2,640.00  As Per DPR 

Loan Amount (INR Mn.)         1,980.00  As Per DPR 

Equity Investment (INR Mn.)            660.00  As Per DPR 

Term loan   

Loan Amount (INR Mn.)         1,980.00  As Per DPR 

Interest rate (%) 11.00% As Per DPR 

Loan Tenure (Qtr.)                  48  Assumption 

Moratorium Period (Qtr.)                  -   Assumption 

Repayment Period (Qtr.)                  48  Calculated Value 

Repayment instalments value (INR Mn.)            41.250  Calculated Value 

1st instalment from  (Qtr. end) 30-Jun-18 
Considered from the next Quarter 
End 

Book Depreciation (SLM Method)   

Land            400.00    

Gross Depreciable Value (INR Mn.)         2,240.00  Calculated Value 

Salvage Value (%) 10.00%   

Salvage value (INR Mn.)            224.00  Calculated Value 

Net Depreciable Value (INR Mn.)         2,016.00  Calculated Value 

Residual Value (INR Mn.)            624.00  Calculated Value 

                                                 
106 http://www.cercind.gov.in/2016/orders/SO17.pdf  
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IT Depreciation   

IT Depreciation (%) 7.69% IT act107 

Income Tax   

Financial Year  FY 2017-18    

Income tax rate (%) 30.00% As Per Income Tax Rule, Pg 29, 
Para E(l)108 

Corporate Tax / MAT (%) 33.00% As Per IT rule109  

Service Tax (%) 15.00% As Per Income Tax Rule110 

Surcharge (%) 10.00% As Per Income Tax Rule111 

Education cess (%) 3.00% 
As Per Income Tax Rule, Pg 5, 11 
and 12112 

Final Tax rates   

Income tax rate (%) 33.99% Calculated Value 

MAT (%) 37.39% Calculated Value 

Service Tax (%) 15.45% Calculated Value 

Sensitivity Analysis 

Sensitivity Analysis  Equity IRR 

Variation % -10% Normal 10% Breaching Value  

PLF  6.67% 8.52% 10.52% 30.06% 

O&M 8.74% 8.52% 8.31% -314.50% 

Project Cost 10.42% 8.52% 7.08% -25.94% 

Tariff Rate 6.67% 8.52% 10.52% 30.06% 

Final Result 

Equity IRR without CDM Benchmark (Equity IRR) 

8.52% 15.10% 

                                                 
107 https://www.incometaxindia.gov.in/charts%20%20tables/depreciation%20rates.htm  
108 http://indiabudget.nic.in/budget2015-2016/ub2015-16/fb/bill.pdf  
109 https://www.bankbazaar.com/tax/corporate-tax.html  
110 http://taxguru.in/service-tax/service-tax-rate-chart-effect-01062016.html  
111 http://taxguru.in/income-tax/income-tax-rate-chart-assessment-year-201516-financial-year-
201415.html  
112 http://taxguru.in/income-tax/income-tax-rate-chart-slabs-for-ay-2017-18-fy-2016-17.html  
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APPENDIX 2: Meter and Calibration Details 

Name of SPVs  
Capacity 

in MW 
Date of 

Commission 
Due date of 

calibration 113 

Parampujya Solar 
Energy Private 

Limited 

100 MW 

40 MW on 
06-11-2017 

06-11-2022 

10 MW on 
06-02-2018 
40 MW on 
14-11-2017 
10 MW on 
06-02-2018 

20 MW 22-02-2018 22-02-23 

100 MW 

50 MW on 
06-12-2017 

06-12-22 
50 MW on 
15-12-2017 

40 MW 

20 MW on 
08-03-2018 

08-03-2023 
20 MW on 
30-04-2018 

50 MW 03-01-2018 03-01-2023 

Wardha Solar 
(Maharashtra) 
Private Limited 

350 MW 

100 MW on 
12-02-2018 12-02-2023 

50 MW on 
27-02-2018 

27-02-2023 

40 MW on 
26-02-2018 

26-02-2023 

50 MW on 
29-01-2018 29-01-2023 

50 MW on 
14-02-2018 14-02-2023 

50 MW on 
17-12-2017 

17-12-2022 

10 MW on 
08-03-2018 

08-03-2023 

Kodangal Solar 
Parks Private 

Limited 
20 MW 05-01-2018 05-01-2023 

Prayatna Developers 
Private Limited 20 MW 

10 MW on 
29-09-2017 

29-09-2022 
10 MW on 
11-10-2017 

Adani Green Energy 
(UP) Limited 240 MW 

20 MW on 
30-01-2018 

30-01-2023 

20 MW on 
02-03-2018 02-03-2023 

20 MW on 
09-03-2018 

09-03-2023 

                                                 
113 At the time of commissioning, newly calibrated meters were installed. Hence during the current monitoring 
period, no delay in error factor is applicable. 
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20 MW on 
13-10-2017 13-10-2022 

20 MW on 
18-11-2017 

18-11-2022 

20 MW on 
22-12-2017 

22-12-2022 

20 MW on 
18-10-2017 18-10-2022 

20 MW on 
08-01-2018 08-01-2023 

20 MW on 
28-09-2017 

28-09-2022 

20 MW on 
28-03-2018 

28-03-2023 

20 MW on 
02-10-2017 

02-10-2022 

20 MW on 
27-01-2018 

27-01-2023 

Adani Green Energy 
(UP) Limited 50 MW Yet to commission 

 


