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1 PROJECT DETAILS 

1.1 Summary Description of the Project 

The Inner Mongolia Wujier Phase I Wind Power Project (hereafter referred to as the 

“Project”) developed by Inner Mongolia Xinjin Wind Power Co., Ltd. is a grid-connected 

renewable energy project in Ordos city, Inner Mongolia, in the People’s Republic of 

China.  

The Project involves the installation of 33 wind turbines, each of which has a rated 

output of 1500kW, providing a total installed capacity of 49.5 MW, with a predicted 

power supplied to the grid of 128,821MWh per annum.  

The purpose of the Project is to utilise a wind power facility to generate zero 

greenhouse gas (GHG) emissions electricity for the North China Power Grid (NCPG) 

thereby displacing electricity that is relatively carbon intensive. The project is therefore 

expected to reduce emissions of GHG by an estimated 106,522 tCO2e per year during 

the first crediting period by displacing electricity from the Grid.  

This project has been registered as a CDM project on 04/07/2010, and the 

registration number is #3387. The project has been registered as a VCS project with 

registration number of #1947. 

1.2 Sectoral Scope and Project Type 

This category would fall within sectoral scope 1: energy industries (Renewable sources).  

Project type: wind power project.  

The project is not a grouped project.  

1.3 Project Eligibility 

The project met criterions of VCS program and was registered as a VCS project (No. 

#1947). 

1.4 Project Design 

The project was designed as a single installation activity, not under a group project. 
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1.5 Project Proponent 

Provide contact information for the project proponent(s). Copy and paste the table as needed. 

Organization name Inner Mongolia Xinjin Wind Power Co., Ltd. 

Contact person Li Qiang 

Title Director 

Address Shengli South Street, Xini Town, Hangjin County, Ordos City, Inner 

Mongolia, China. 

Telephone +86 134 8882 3841 

Email 99824178@qq.com 

1.6 Other Entities Involved in the Project 

Organization name China Carbon N.V 

Role in the project Buyer 

Contact person Yiyu Li 

Title Manager 

Address Zuidplein 138, 1077 XV Amsterdam 

Telephone +86 13910966481 

Email liyiyu@chinacarbonfund.com 

1.7 Ownership 

The approval of Environmental Impact Assessment (EIA), Feasibility Study Report 

(FSR), and the business license of the project owner are evidences for legislative 

right. Besides, the purchasing contract of turbine generator, and the purchasing 

power agreement are the evidences for the ownership of the plant, equipment and 

process generating.  



 Project Description: VCS Version 4.0 

6 

1.8 Project Start Date 

This project starts commissioning on 16/09/2010 

1.9 Project Crediting Period 

As described in the registered PDD, the first crediting period of the Project was 

‘04/07/2010 to 03/07/2020’, totally 10 years; the second credit period was set as 

‘04/07/2020 to 03/07/2030’ totally 10 years. 

1.10 Project Scale and Estimated GHG Emission Reductions or Removals 

 

Project Scale 

Project Yes 

Large project  

 

Year Estimated GHG 

emission reductions or 

removals (tCO2e) 

04/07/2019~31/12/2019 46,206 

2020 106,522 

2021 106,522 

2022 106,522 

2023 106,522 

2024 106,522 

2025 106,522 

2026 106,522 

2027 106,522 

2028 106,522 

01/01/2029-03/07/2029 60,316 

Total estimated ERs 1,065,220 

Total number of crediting years 10 Yeas 

Average annual ERs 106,522 
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1.11 Description of the Project Activity 

The purpose of the Project is to use well established wind power generation technology 

for electricity generation and transmission to generate low emissions electricity for the 

Grid thereby displacing CO2 emissions from electricity generation from the Grid. The 

baseline scenario is the same as the scenario existing prior to the start of the 

implementation of the project activity: electricity delivered to the Grid by the project 

would have otherwise been generated by the operation of grid-connected power plants 

and by the addition of new generation sources. 

The main technical parameters of the proposed project are shown in Table A.1 

Table A.1 The main technical parameters of the proposed project 

 Value Source 

Forecast installed capacity (MW) 49.5 Feasibility Study* 14-1 

Forecast annual operating time (hour) 2,562 Feasibility Study 14-1 

Forecast annual electricity supplied to the 

grid (MWh) 

101,689 Feasibility Study 14-2 

Forecast load factor (%) 29 Feasibility Study 5-19 

 

*The Feasibility Study was performed by the Inner Mongolia Institute of Electricity 

Power Survey and Design that did the FS in June 2008, and approved by the 

Development & Reform Committee of Inner Mongolia Autonomous Region on 23rd July 

2008. 

Table A.2  Main Technical Parameters of the wind turbines 

Wind Turbines Technical Parameters 

Parameter Value 

Type Jinfeng 82/1500 

No. of Vane 3 

Rated Power(kW) 1500 

Rotor Diameter(m) 82 

Cut-in speed (m/s) 3 

Cut-in speed (m/s) 22 

Rated speeds (m/s) 10.3 

Hub height (m) 70 

Manufacturer Xinjiang Goldwind Science & Technology Co., Ltd. 
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The Project will use recognized state-of-the-art technology in electricity generation and 

transmission. Essential equipment used in the Project is domestically produced, and 

the Project Developer is experienced in handling and operating this kind of equipment. 

1.12 Project Location 

The project is located in the Hangjin County, Ordos City, Inner Mongolia, People’s 

Republic of China (P.R. China). The exact location of the Project center is defined using 

geographic coordinates obtained with a Global Positioning System (GPS) receiver: E 

107°21'39" Longitude, N 40°11'40" Latitude. These geographic coordinates are for 

the center of the wind farm. 

 

 
 

 

 

Inner Mongolia 

The project site in 

Ordos city 
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1.13 Conditions Prior to Project Initiation 

The Project is to utilize wind power source to generate electricity and deliver it to 

NCPG. According to the methodology ACM0002 (Version 20.0), no emission sources 

and green house gases (GHGs) will be involved in the project activity since it is the 

installation of a new grid-connected renewable energy project. For the Project, the 

scenario existing prior to the start of the implementation of the project activity is 

NCPG providing the same electricity service as the Project. 

1.14 Compliance with Laws, Statutes and Other Regulatory Frameworks 

The approval of Environmental Impact Assessment (EIA), Feasibility Study Report 

(FSR), and the business license of the project owner are evidences for legislative 

right, which also proves that the project compliances with all and any relevant local, 

regional and national laws, statutes and regulatory frameworks. 

1.15 Participation under Other GHG Programs 

 Projects Registered (or seeking registration) under Other GHG Program(s) 

This project has been registered as a CDM project on 04/07/2010, and the 

registration number is 3387. It has been issued carbon credits under CDM 

mechanism with monitoring period from 04/07/2010 to 20/12/2015  

The project has been registered as a VCS project on 30/10/2029 with registration 

number of #1947. The emission reductions from 21/12/2015 to 20/12/2019 was 

issued as VCUs. 

The project has not been or seeking to registered under any other GHG programs. 

 Projects Rejected by Other GHG Programs 

The project has not been rejected by any other GHG programs. 

1.16 Other Forms of Credit 

 Emissions Trading Programs and Other Binding Limits 

The project has not applied any other forms of credits. 

 Other Forms of Environmental Credit 

The project has not applied any other forms of environmental credits 

1.17 Additional Information Relevant to the Project  
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Leakage Management 

N/A 

Commercially Sensitive Information  

No commercially sensitive information has been excluded from the public version of 

the project description.  

Sustainable Development  

The proposed project will contribute to sustainable development mainly by:  

• Increases employment opportunities in the area where it is located - 

approximately 15 people will be permanently employed for Project operation, and 

Project construction secures jobs in the construction sector. The Project therefore 

contributes to poverty alleviation  

• Enhances the local investment environment, and therefore improves the local 

economy  

• Diversifies the sources of electricity generation. This is important for meeting 

growing energy demands, and transitioning away from coal-supplied electricity 

generation  

• Makes use of renewable wind power resources Reducing GHG emissions resulting 

from the fossil fuel fired power plants compared with a business-as-usual scenario. 

Further Information 

N/A 

2 SAFEGUARDS 

2.1 No Net Harm 

The project uses wind to generate electricity. It is environmentally friendly and there is 

no harm to the environment. An Environmental Impact Assessment (EIA) for the project 

was completed in 2008 by Inner Mongolia Institute of Electricity Power Survey and 

Design. The EIA was approved by Inner Mongolia Environmental Protection Bureau on 

07/05/2008. A summary of the EIA is presented below.  

There is no transboundary impact related to the Project, and there is no requisite 

resettlement or relocation of population, buildings, or public services. Therefore, social 
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and environmental influences are considered partial, short-term, and reversible. 

Where impacts of the project were identified, mitigation measures were suggested and 

defined. The EIA highlights the following with regards to the Project, as shown in the 

following discussion.  

Noise 

The noise pollution mainly comes from the manual drills and cement mixers during the 

construction period, and aerodynamic interaction between the wind and turbine blades 

during operation. The noise levels will be naturally attenuated by ambient conditions. 

It is stated in the EIA that the project location is far away from the nearest resident 

area. Therefore, the noise of the turbines will not affect the local residents.  

Solid Waste  

Most of the waste produced during the construction shall be landfilled or disposed of 

in an appropriate solid waste disposal site. The household waste will be collected and 

sent to the local refuse dump.  

Wastewater and sewage  

The total amount of waste water and sewage from the operation of the project will be 

very small. The wastewater and sewage from the construction and operational periods 

will be treated and reused for plant irrigation, which indicates no impact on the 

surrounding environment.  

Ecological impact  

The proposed wind farm is located in an area of natural grassland. During the 

construction period, some vegetation will be affected, but this will be restored within a 

short period. The installation height of the turbines is lower than 100m, so there is not 

expected to be any significant effect on birds’ migration. In conclusion, the 

construction work of this proposed project is not expected to affect the local ecological 

environment.  

With mitigation controls planned as part of the Project construction and EIA process, 

and the contribution made by the project to sustainable development for the local and 

national area, the Project is expected to have an overall positive impact on the local 

and global environments. Mitigation measures will ensure that there are no significant 

residual impacts associated with the Project. 

2.2 Local Stakeholder Consultation 

The stakeholder consultation for the Project activity took place during May 2009.  

The consultation invited local stakeholders to submit comments on the Project activity 

by filling in a questionnaire sent out by the Project Developer. The Project Developer 

put the notice at the gate of the Hangjin County government office which made the 

local stakeholders aware that the project developer would undertake a consultation 

on the Proposed Project.  
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The notice included a technical description of the Project as well as a brief explanation 

of how the project activity mitigates climate change through the Clean Development 

Mechanism of the Kyoto Protocol, and brings other sustainable development benefits. 

The questionnaires were sent out around the project site. The questions asked were 

as follows:  

• What impacts do you think the CDM Project activity will have on the local 

environment?  

• What impacts do you think the CDM Project activity will have on employment in the 

local area?  

• What impacts do you think the CDM Project activity will have on your livelihood?  

• What impacts do you think the CDM Project activity will have on social welfare in the 

local area?  

• What would be the overall effects of the construction and operation of the CDM 

Project?  

• What is your attitude towards the construction of the CDM Project?  

34 questionnaires were sent to the stakeholders by the Project Developer. The 

stakeholders are all local residents including governmental officials (4 people), local 

residents (27 people) and related employees (3 people).  

A full list of stakeholders consulted is available from the Project Developer. Conclusion 

The survey received 100% participation (34 questionnaires returned out of 34). The 

survey shows the stakeholders believe that the proposed CDM project activity will have 

positive impacts on the local ecological, environmental, employment and social life. All 

stakeholders expressed their support for the proposed project.  

2.3 Environmental Impact 

The environment impact assessment(EIA) for the Project was approved by the Inner 

Mongolia Environmental Protection Bureau on 7th May, 2008. 

There is no transboundary impact related to the Project, and there is no requisite 

resettlement or relocation of population, buildings, or public services. Therefore social 

and environmental influences are considered partial, short-term, and reversible.  

Where impacts of the project were identified, mitigation measures were suggested and 

defined. The EIA highlights the following with regards to the Project, as shown in section 

2.1   

2.4 Public Comments 

There was a Notebook provided near the notice board of the local village. All the local 

stakeholders can write their comments, suggestions, or complains in the Notebook 

anytime during the lifetime of the project. The project owner will check the book every 

month. There are no negative comments received for the project. In line with VCS 
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requirements all the processes have been implemented to receive comments from 

local stakeholders as well as communicate with them at periodic intervals.  

2.5 AFOLU-Specific Safeguards 

The project is not a AFOLU-Specific project. 
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3 APPLICATION OF METHODOLOGY 

3.1 Title and Reference of Methodology  

The approved large-scale consolidated methodology ACM0002: “Grid-

connected electricity generation from renewable sources”(Version 20.0).  

“The Tool to calculate the emission factor for an electricity system” (Version 07.0). 

 “Assessment of the validity of the original/current baseline and update of the baseli

ne at the renewal of the crediting period” (Version 03.0.1). 

“Assessment of the validity of the original/current baseline and update of the baseline 

at the renewal of the crediting period”.(Version 05) 

Further information pertaining to the methodology can be obtained at: 

http://cdm.unfccc.int/methodologies/PAmethodologies/approved.html  

3.2 Applicability of Methodology 

The Methodology ACM0002 (Version 20.0) is chosen and applicable to the project due 

to the following reasons: 

 The proposed project is a greenfield grid-connected zero-emission renewable power 

generation activity from wind source. 

 The proposed project is not an activity that involves switching from fossil fuels to 

renewable energy at the proposed project site. 

 The proposed project is to be connected to the North China Power Grid (including 

Beijing City, Tianjin City, Hebei Province, Shanxi Province, Shandong Province and Inner 

Mongolia Autonomous Region) which is clearly identified and information on the 

characteristics of this grid is publicly available. 

Therefore, the methodology ACM0002 (Version 20.0) is applicable to the proposed 

project. 

3.3 Project Boundary 

According to ACM0002 (Version 20.0), the spatial extent of the project boundary 

includes the project power plant and all power plants connected physically to the 

electricity system that the VCS project power plant is connected with.  

In “Tool to calculate the emission factor for an electricity system”, the project electricity 

system is defined as the spatial extent of the power plants that are physically 

connected through transmission and distribution lines to the project activity (i.e. the 



 Project Description: VCS Version 4.0 

15 

renewable power plant location) and that can be dispatched without significant 

transmission constraints.  

A connected electricity system is defined as an electricity system that is connected by 

transmission lines to the project electricity system. Power plants within the connected 

electricity system can be dispatched without significant transmission constraints but 

transmission to the project electricity system has significant transmission constraint. 

According to “Tool to calculate the emission factor for an electricity system”, the 

delineation of project electricity system and connected electricity systems has 

published by the China’s DNA is used1 on 29/12/2019.  

The proposed project activity is connected to the Inner Mongolia power grid, which is 

part of the NCPG. Therefore, the spatial extent of the Project boundary also includes 

all the power plants physically connected into the NCPG.  

The Figure following indicates the project boundary.  

 

The project boundary includes the project and all the plants connected to the NCPG. 

The project boundary is shown in the following flow diagram:  

 

Source Gas Included? Justification/Explanation 

B
a

s
e

li
n

e
 

Source 1 

CO2 Yes Main emission source. 

CH4 No Minor emission source. 

N2O No Minor emission source. 

Other No Minor emission source. 

P
ro

je
c
t 

Source 1 

CO2 No 

The project is a wind power project. Project 

emissions should not be considered according to 

ACM0002. 

CH4 No 

N2O No 

Other No 
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3.4 Baseline Scenario 

According to the Methodological Tool “Assessment of the validity of the original/current 

baseline and update the baseline at the renewal of the crediting period” (version 05), 

the stepwise procedure as follows should be adopted to assess the continued validity 

of the baseline and to update the baseline:  

Step 1: Assess the validity of the current baseline for the next crediting period  

Step 1.1: Assess compliance of the current baseline with relevant mandatory national 

and/or sectoral policies  

In China, the Renewable Energy Law has been put into effect since 2006, which 

encourages the development of renewable energy projects. However, although 

renewable energy projects have been developed rapidly in recently years, grid 

connected power generation in China is still dominated by fossil-fuel power plants. 

There are no new relevant national and/or sectoral policies and/or circumstances in 

the electricity generation sector applicable to the project activity, in comparison to the 

time of the submission of the project activity for validation, which would affect the 

compliance of the current baseline scenario.  

Step 1.2: Assess the impact of circumstances  

There are no new relevant national and/or sectoral policies and/or circumstances in 

the electricity sector applicable to the Project Activity, in comparison to the time of the 

submission of the project activity for validation, which could impact the validity of the 

current baseline for the next crediting period. Therefore, the current baseline scenario 

does not need to be updated for the second crediting period. The project activity 

applies ACM0002 methodology which clearly defines that for new grid-connected 

renewable power plant/unit, as it is the case, the baseline scenario is: Electricity 

delivered to the grid by the project activity would have otherwise been generated by 

the operation of grid-connected power plants and by the addition of new generation 

sources, as reflected in the combined margin (CM) calculations described in the “Tool 

to calculate the emission factor for an electricity system”.  
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Step 1.3: Assess whether the continuation of the use of current baseline equipment(s) 

is technically possible 

The project activity consists of the implementation of wind power plant where no 

electricity was generated prior to its implementation. In the absence of the CDM project 

activity, the project owner would not have constructed the plant and electricity would 

have been generated by other power plants connected to the grid. Therefore, this sub-

step is not applicable since the identified baseline scenario at the validation of the 

project activity did not correspond to the continuation of use of the current 

equipment(s) without any investment and, the projects proponents or third party (or 

parties) would undertake an investment later due, for example, to the end of the 

technical lifetime of the equipment(s) before the end of the crediting period or the 

availability of a new technology.  

Step 1.4: Assessment of the validity of the data and parameters  

According to the methodological tool “Assessment of the validity of the original/current 

baseline and update of the baseline at the renewal of a crediting period”, updates 

should be undertaken in the following cases:  

• Where IPCC default values are used, the values should be updated if any new 

default values have been adopted and published by the IPCC, for example, in 

guidelines for national GHG inventories, IPCC assessment report or special 

reports by the IPCC;  

• Where emission factors, values or emission benchmarks are used and 

determined only once for the crediting period, they should be updated, except 

if the emission factors, values or emission benchmarks are based on the 

historical situation at the site of the project activity prior to the implementation 

of the project and cannot be updated because the historical situation does not 

exist anymore as a result of the VCS project activity.  

The values of WOM and WBM are revised at the renewal of the crediting period, the 

values used for the calculation of EFgrid,OM,y and EFgrid,BM,y are updated in the second 

crediting period.  

Application of Steps 1.1, 1.2, 1.3 and 1.4 confirmed that the current baseline is valid 

for the second crediting period, but data and parameters need to be updated. 

Therefore step 2 is used.  

Step 2: Update the current baseline and the data and parameters  

Step 2.1: Update the current baseline  

The baseline emissions for the second crediting period have been updated, without 

reassessing the baseline scenario, based on the latest approved version of the 

methodology ACM0002. More details for the updated baseline emissions for the 

second crediting period can be seen in section 4.  

Step 2.2: Update the data and parameters  
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Considering the changes on circumstances related to calculation of CO2 emission 

factor, the baseline emissions were reviewed in this second crediting period following 

the latest version of the “Tool to calculate the emission factor for an electricity system”.  

3.5 Additionality 

According to VCS Standard dated 19/09/2019 v4.1, a fully reassessment of 

additionality is not required when renewing the project crediting period. The regulatory 

surplus situation as follows: 

In China, the Renewable Energy Law has been put into effect since 2006, which 

encourages the development of renewable energy projects. However, although 

renewable energy projects have been developed rapidly in recently years, grid 

connected power generation in China is still dominated by fossil-fuel power plants. 

There are no new relevant national and/or sectoral policies and/or circumstances in 

the electricity generation sector applicable to the project activity, in comparison to the 

time of the submission of the project activity for validation, which would affect the 

compliance of the current project additionality.  

3.6 Methodology Deviations 

There is no methodology deviation in this monitoring period. 
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4 QUANTIFICATION OF GHG EMISSION 

REDUCTIONS AND REMOVALS 

4.1 Baseline Emissions 

According to the methodology, the baseline emissions include only CO2 emissions 

from electricity generation in fossil fuel fired power plants that are displaced due to 

the project activity. The methodology assumes that all project electricity generation 

above baseline levels would have been generated by existing grid-connected power 

plants and the addition of new grid-connected power plants. The baseline emissions 

are calculated as follows: 

 

BEy = EGPJ,y × EFgrid,CM,y (1) 

Where: 

BEy = The baseline emissions in year y (tCO2/yr) 

EGPJ,y = The quantity of net electricity generation that is produced and fed 

into the grid as a result of the implementation of the CDM project 

activity in year y (MWh/yr) 

EFgrid,CM,y = The combined margin CO2 emission factor for grid connected 

power generation in year y calculated (tCO2/MWh) 

 

Calculation of EGPJ,y 

The calculation of EGPJ,y is different for: (a) Greenfield plants, (b) retrofits and 

replacements; and (c) capacity additions. The Project Activity is a Greenfield plant. 

 

(a) Greenfield renewable energy power plants 

 

As the Project Activity is the installation of a new grid-connected renewable power 

plant/unit at a site where no renewable power plant was operated prior to the 

implementation of the project activity, the following applies: 

 

EGPJ,y = EGfacility,y (2) 

 

Where: 

EGPJ,y The quantity of net electricity generation that is produced and fed 

into the grid as a result of the implementation of the CDM project 

activity in year y (MWh/yr) 

EGfacili,y,y The quantity of net electricity generation supplied by the project 

plant/unit to the grid in year y (MWh/yr) 
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Calculation of EFgrid,CM,y 

 

In line with the methodology, the baseline emission factor is calculated as a combined 

margin (EFgrid,CM,y), consisting of the combination of operating margin (EFgrid,OM,y) and 

build margin (EFgrid,BM,y) factors according to the following steps defined in “Tool to 

calculate the emission factor for an electricity system” . 

 

Details of the calculations and data follow the published data from the Chinese DNA1, 

which uses official national statistics. 

 

Step 1. Identify the relevant electricity systems 

 

In accordance with the boundary definitions of the China DNA, the spatial extent of the 

project boundary includes the Project and all power plants connected physically to the 

NCPG that the Project is connected to. NCPG is defined as the project electricity system, 

which consists of independent province-level electricity systems including Beijing, Tianjin, 

Hebei Province, Shanxi Province, Shandong Province and Inner Mongolia Autonomous 

Region. That can be dispatched without significant transmission constraints. The project 

electricity system is connected to North China Power Grid (NCPG) and there’s electricity 

export to NCPG. For the purpose of determining the build margin emission factor, the 

spatial extent is limited to the project electricity system (NCPG). 

 

For the purpose of determining the build margin emission factor, the spatial extent is 

limited to the project electricity system, except where recent or likely future additions to 

the transmission capacity enable significant increases in imported electricity. In such 

cases, the transmission capacity may be considered a build margin source. 

 

• There are no recent or likely future additions to transmission capacity that would 

enable significant increases in imported electricity; the data in the enclosed EF 

calculation spreadsheet shows that imports are relatively small and have not 

changed significantly in the period covered. Therefore, the transmission capacity is 

not considered a build margin source. 

 

For the purpose of determining the operating margin emission factor, use one of the 

following options to determine the CO2 emission factor(s) for net electricity imports from 

a connected electricity system: 

 

(a) 0 tCO2/MWh; or 

(b) The simple operating margin emission rate of the exporting grid, determined as 

described in Step 4 section 6.4.1 of the Tool, if the conditions for this method, as 

described in Step 3 of the Tool, apply to the exporting grid; or 

(c) The simple adjusted operating margin emission rate of the exporting grid, 

determined as described in Step 4 section 6.4.2 of the Tool; or 

 

1 http://www.mee.gov.cn/ywgz/ydqhbh/wsqtkz/202012/t20201229_815386.shtml 



 Project Description: VCS Version 4.0 

21 

(d) The weighted average operating margin (OM) emission rate of the exporting grid, 

determined as described in Step 4 section 6.4.4 of the Tool. 

 

Following the calculations of the DNA, the simple operating margin option (b) is used to 

calculate the CO2 emission factors for net electricity imports (EFgrid,import,y). 

 

For imports from connected electricity systems located in Annex-I country(ies), the 

emission factor is 0 tonnes CO2 per MWh. 

 

• There are no imports from Annex-I country(ies). 

 

Electricity exports should not be subtracted from electricity generation data used for 

calculating and monitoring the electricity emission factors. 

 

• Electricity exports from the project electricity system to the connected electricity 

system are not subtracted from electricity generation data used for calculating and 

monitoring the electricity emission factors. 

 

Step 2. Choose whether to include off-grid power plants in the project electricity system 

(optional) 

 

Project participants may choose between the following two options to calculate the 

operating margin and build margin emission factor: 

 

Option I: Only grid power plants are included in the calculation. 

Option II: Both grid power plants and off-grid power plants are included in the 

calculation. 

 

The Option I is chosen, because only grid power plants would be considered in the 

project electricity system.  

 

Step 3. Select a method to determine the operating margin (OM) 

 

The calculation of the operating margin emission factor (EFgrid,OM,y) is based on one of 

the following methods: 

 

(a) Simple OM; or 

(b) Simple Adjusted OM; or 

(c) Dispatch data analysis OM; or 

(d) Average OM 

 

The simple OM method (Option a) can only be used if any one of the following 

requirements is satisfied: 
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(a) Low-cost/must-run resources2 constitute less than 50% of total grid generation 

(excluding electricity generated by off-grid power plants) in: 1) average of the five 

most recent years, and the average of the five most recent years shall be 

determined by using one of the approaches described below; or 2) based on long-

term averages for hydroelectricity production. 

 

(i) Approach 1 

 

 
 

(ii) Approach 2 

 

 
 

Where: 

ShareLCMR The share of the low cost/must run resources (%) 

EGLCMRy The electricity generation supplied to the project electricity 

system by the low cost/must run resources in year y (MWh) 

totally The total electricity generation supplied to the project 

electricity system in year y (MWh) 

y The most recent year for which data is available 

 

(b) The average amount of load (MW) supplied by low-cost/must-run resources in a grid 

in the most recent three years is less than the average of the lowest annual system 

loads (LASL) in the grid of the same three years.  

 

• The approach 1 is chosen for calculation and low-cost/must-run resources 

constitute less than 50% of total grid generation in average of the five most recent 

years. Therefore, the project participants chose to use the simple OM method 

(option (a)). 

 

The simple OM emissions factor can be calculated using either ex-ante or ex-post data 

vintages. The project participants have chosen to use the ex-ante option, and EFgrid,OM,y 

is fixed for the duration of the third crediting period. 

 

Ex ante option: If the ex-ante option is chosen, the emission factor is determined once 

at the validation stage, thus no monitoring and recalculation of the emissions factor 

during the crediting period is required. For grid power plants, use a 3-year generation-

weighted average, based on the most recent data available at the time of submission 

 
2 Low-cost/must-run resources are defined as power plants with low marginal generation costs or dispatched independently of the 

daily or seasonal load of the grid. They include hydro, geothermal, wind, low-cost biomass, nuclear and solar generation. If a 

fossil fuel plant is dispatched independently of the daily or seasonal load of the grid and if this can be demonstrated based on 

the publicly available data, it should be considered as a low-cost/must-run. 
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of the CDM-PDD to the DOE for validation. 

 

The date of the publication of the most recent official data for the calculation of the 

emission factor prior to the start of validation was 29/12/2020. 

 

Power plants registered as CDM project activities should be included in the sample 

group that is used to calculate the operating margin if the criteria for including the 

power source in the sample group apply. 

 

• Details of the calculations and data follow the published data from the Chinese 

DNA, which uses official national statistics. This data does not exclude CDM 

projects. 

 

Step 4. Calculate the operating margin emission factor according to the selected 

method 

 

The Simple OM method (Option a) was chosen in Step 3 above. 

 

(a) Simple OM 

 

The simple OM emission factor is calculated as the generation-weighted average CO2 

emissions per unit net electricity generation (tCO2/MWh) of all generating sources 

serving the system, not including low-cost/must-run power plants/units. 

 

The simple OM may be calculated by one of the following options: 

 

Option A: Based on the net electricity generation and a CO2 emission factor of each 

power unit; or 

Option B: Based on the total net electricity generation of all power plants serving the 

system and the fuel types and total fuel consumption of the project 

electricity system. 

 

Option B can only be used if: 

 

(a) The necessary data for Option A is not available; and 

(b) Only nuclear and renewable power generation are considered as low-cost/must-run 

power sources and the quantity of electricity supplied to the grid by these sources 

is known; and 

(c) Off-grid power plants are not included in the calculation (i.e. if Option I has been 

chosen in Step 2). 
 

Following the calculations of the DNA, Option B is chosen. The criteria for Option B are 

met: 

 

(a) The necessary data for Option A is not available, as indicated in the calculations of 

the DNA; and 
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(b) Only nuclear and renewable power generation are considered as low-cost/must-run 

power sources, and the quantity of electricity supplied to the grid by these sources 

is known; and 

(c) Option I is chosen in Step 2. 

 

Option B: Calculation based on total fuel consumption and electricity generation of the 

system 

 

The simple OM emission factor is calculated based on the net electricity supplied to the 

grid by all power plants serving the system, not including low-cost/must-run power 

plants/units, and based on the fuel type(s) and total fuel consumption of the project 

electricity system, as follows: 

 

EFgrid,OMsimple,y = ∑i (FCi,y × NCVi,y × EFCO2,i,y) / EGy (4) 

 

Where: 

EFgrid,OMsimple,y The simple operating margin CO2 emission factor in year y 

(tCO2/MWh) 

FCi,y The amount of fuel type i consumed in the project electricity 

system in year y (mass or volume unit) 

NCVi,y The net calorific value (energy content) of fuel type i in year y 

(GJ/mass or volume unit) 

EFCO2,i,y The CO2 emission factor of fuel type i in year y (tCO2/GJ) 

EGy The net electricity generated and delivered to the grid by all 

power sources serving the system, not including low-cost/must-

run power plants/units, in year y (MWh) 

i All fuel types combusted in power sources in the project 

electricity system in year y 

y The relevant year as per the data vintage chosen in Step 3 

 

For this approach (simple OM) to calculate the operating margin, the subscript m refers 

to the power plants/units delivering electricity to the grid, not including low-cost/must-

run power plants/units, and including electricity imports to the grid. Electricity imports 

should be treated as one power plant. 

 

Based on the data available, the three-year average operating margin emission factor is 

calculated as a full-generation-weighted average of the emission factors. Details of the 

calculations and data follow the published data from the Chinese DNA3, which uses 

official national statistics. 

 

EFgrid,OMsimple,y = 0.9419 tCO2/MWh 

 

Step 5. Calculate the build margin (BM) emission factor 

 

 

3 http://qhs.mee.gov.cn/kzwsqtpf/ 
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In terms of vintage of data, the project participants chose Option 1, ex-ante, and 

EFgrid,BM,y is fixed for the duration of the third crediting period: 

 

Option 1: For the first crediting period, calculate the Build Margin emission factor ex-

ante based on the most recent information available on units already built for sample 

group m at the time of CDM-PDD submission to the DOE for validation. For the second 

crediting period, the Build Margin emission factor should be updated based on the 

most recent information available on units already built at the time of submission of 

the request for renewal of the crediting period to the DOE. For the third crediting 

period, the Build Margin emission factor calculated for the second crediting period 

should be used. This option does not require monitoring the emission factor during the 

crediting period. 

 

The build margin emissions factor is the generation-weighted average emission factor 

(tCO2/MWh) of all power units m during the most recent year y for which electricity 

generation data is available, calculated as follows: 
 

EFgrid,BM,y = ∑m (EGm,y × EFEL,m,y) / ∑m EGm,y (5) 

 

Where: 

EFgrid,BM,y The build margin CO2 emission factor in year y (tCO2/MWh) 

EGm,y The net quantity of electricity generated and delivered to the grid by 

power unit m in year y (MWh) 

EFEL,m,y The CO2 emission factor of power unit m in year y (tCO2/MWh) 

m The power units included in the build margin 

y The most recent historical year for which electricity generation data 

is available 

 

Due to the limited availability of data on individual power units, the published grid 

emission factor calculations from the Chinese DNA uses the approved deviation4 to 

calculate the build margin emission factor. The deviation is applied as follows: 

 

• Generation capacity is used in formula (5) above, instead of generation. 

• The newly added generation capacity that has been added to the grid most recently, 

and that comprises 20 percent of total installed capacity in the latest year for which 

data is available is used as the sample group of power units m to calculate the build 

margin. This option comprises a larger sample than the five units built most recently. 

• The efficiency level of the best technology commercially available in the 

provincial/regional or national grid of China is used, as a conservative proxy, to 

determine the CO2 emission factor of thermal power plants using each fuel type. 

 

Using this deviation, formula (5) can be re-written as follows: 

 

EFgrid,BM,y = ∑m (CAPm,y × EFEL,m,y) / ∑m CAPm,y = ∑m ShareCAP,m,y × EFEL,m,y (5-dev) 

 

 
4 M-DEV0004, DNV (07/10/2005), see http://cdm.unfccc.int/Projects/deviations/87512. 
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Where: 

EFgrid,BM,y The build margin CO2 emission factor in year y (tCO2/MWh) 

CAPm,y The added generation capacity by plant type m in year y (MW) 

EFEL,m,y The CO2 emission factor of plant type m in year y (tCO2/MWh) 

ShareCAP,m,y The share of added generation capacity by plant type m in year y 

(%) 

m The plant type included in the build margin (thermal, hydro, 

nuclear, other) 

y The most recent historical year for which data is available 

 

The CO2 emission factor of all plant types other than thermal power plants is taken as 

zero. 

 

The CO2 emission factor of thermal power plants is weighted on the basis of the 

emissions from each of the fuel types in the latest year for which data is available, and 

using the average net energy conversion efficiency of the best technologies 

commercially available (advanced) power plants in China for each fuel type. 

 

EFthermal,y = ∑m (EFm,Adv,y × λm,y) (6) 

 

Where: 

EFthermal,y The CO2 emission factor of the best technologies commercially 

available thermal power plants in year y (tCO2/MWh) 

EFm,Adv,y The CO2 emission factor of the best technologies commercially 

available power plants using fuel type m in year y (tCO2/MWh) 

λm,y The share of emissions of fuel type m in year y (%) 

m The fuel type of thermal plant (coal/solid, oil/liquid, gas) 

y The most recent historical year for which data is available 

 

Using the equation of option A2 from guidance in Step 4 section 6.4.1 of the Tool, the 

CO2 emission factor of advanced power plants using fuel type m can be calculated as 

follows: 

 

EFm,Adv,y = EFCO2,m,y × 3.6 / ηm,y (7) 

 

Where: 

EFm,Adv,y = The CO2 emission factor of the best technology commercially available 

power plants using fuel m in year y (tCO2/MWh) 

EFCO2,m,y = The average CO2 emission factor of fuel type m in year y (tCO2/GJ) 

ηm,y = The average net energy conversion efficiency of the best technologies 

commercially available power plants using fuel type m in year y (%) 

m = The fuel type of thermal plant (coal/solid, oil/liquid, gas) 

y = The relevant year as per the data vintage chosen 

 

The build margin emission factor is calculated using this methodology in the enclosed 

EF calculation spreadsheet: 
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EFgrid,BM,y = 0.4819 tCO2/MWh 

 

Step 6. Calculate the combined margin emission factor 

 

The calculation of the combined margin (CM) emission factor (EFgrid,CM,y) is based on 

one of the following methods: 

 

(a) Weighted average CM; or 

(b) Simplified CM. 

 

Option (a) is the preferred option. Option (b) cannot be used as the proposed project 

activity does not take place in an LDC or in a country with less than 10 registered 

projects. Therefore, Option (a) is chosen. 

 

(a) Weighted average CM 

 

The combined margin emissions factor is calculated as follows: 

 

EFgrid,CM,y = EFgrid,OM,y × wOM + EFgrid,BM,y × wBM (8) 

 

Where: 

EFgrid,OM,y The operating margin CO2 emission factor in year y (tCO2/MWh) 

wOM The weighting of operating margin emissions factor (%) 

EFgrid,BM,y The build margin CO2 emission factor in year y (tCO2/MWh) 

wBM The weighting of build margin emissions factor (%) 

 

According to the Tool, the default values for wOM and wBM for solar projects in the first 

crediting period and the subsequent crediting period, which should be used, are: wOM = 

0.75 and wBM = 0.25 (owing to their intermittent and non-dispatchable nature). 

 

Based on these weights for the third crediting period, the combined margin emission 

factor is calculated, and fixed ex-ante for the duration of the second crediting period 

(conservatively rounded down to the fourth digit) as given below. 

 

 CO2 emission factor  

(tCO2/MWh) 

Weighting (%) 

Operating margin  0.9419 75% 

Build margin  0.4819 25% 

Combined margin 0.8269 - 

 
These parameters will be recalculated at any renewal of the crediting period. 

4.2 Project Emissions 

According to the methodology, for most renewable energy project activities, PEy = 0. 

However, the methodology prescribes project emission calculations for geothermal, 
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solar thermal and hydro power plant. As a wind power plant, there are no project 

emissions according to the methodology: 

PEy = 0                                                                               (9) 

4.3 Leakage 

No leakage emissions are considered. The main emissions potentially giving rise to 

leakage in the context of electric sector projects are emissions arising due to activities 

such as power plant construction and upstream emissions from fossil fuel use (e.g. 

extraction, processing, and transport). These emissions sources are neglected. 

4.4 Net GHG Emission Reductions and Removals 

According to ACM0002 “Consolidated baseline methodology for grid-connected 

electricity generation from renewable sources”(Version 20.0), the net GHG emission 

reductions calculated as follows: 

Emission Reductions (ERy) =BEy-PEy-LEy 

Baseline emissions:  

According to the feasibility study of the proposed project, the net electricity generated 

is approximately 128,821MWh i.e. EGfacility,y =128,821MWh; 

Based on section B.6.1, the baseline emissions factor (EFgrid,CM,y) of ECPG is calculated 

as 0.8269 tCO2e/MWh.  

BEy= EG facility,y * EFgrid,CM , y =128,821 (MWh)×0.8269(tCO2e/MWh)= 106,522 tCO2e 

Emission Reductions (ERy) =BEy-PEy-LEy=106,522 tCO2e - 0 - 0 =106,522 tCO2e 

 

Year Estimated 

baseline 

emissions or 

removals 

(tCO2e) 

Estimated project 

emissions or 

removals (tCO2e) 

Estimated 

leakage 

emissions 

(tCO2e) 

Estimated net 

GHG emission 

reductions or 

removals (tCO2e) 

04/7/2019~31

/12/2019 

48,737 0 0 48,737 

2020 106,522 0 0 106,522 

2021 106,522 0 0 106,522 

2022 106,522 0 0 106,522 

2023 106,522 0 0 106,522 

2024 106,522 0 0 106,522 
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2025 106,522 0 0 106,522 

2026 106,522 0 0 106,522 

2027 106,522 0 0 106,522 

2028 106,522 0 0 106,522 

01/01/2029-

03/07/2029 

57,785 0 0 57,785 

Total  1,065,220 0 0 1,065,220 

5 MONITORING 

5.1 Data and Parameters Available at Validation 

 

 

 

 

 

Data / Parameter wOM 

Data unit % 

Description Weighting of operating margin emissions factor 

Source of data “Tool to calculate the emission factor for an electricity 

system” (Version 07.0) 

Value applied 75 

Justification of choice 

of data or description 

of measurement 

methods and 

procedures applied 

Follow the “Tool to calculate the emission factor for an 

electricity system” (Version 07.0) 

 Purpose of Data Calculation of baseline emissions 

Comments N/A 

Data / Parameter wBM 

Data unit % 

Description Weighting of Build margin emissions factor 
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Data / Parameter EFgrid,BM,y 

Data unit tCO2/MWh 

Description Build margin CO2 emission factor in year y 

Source of data “Tool to calculate the emission factor for an electricity 

system” (Version 07.0) 

Value applied 25 

Justification of choice 

of data or description 

of measurement 

methods and 

procedures applied 

Follow the “Tool to calculate the emission factor for an 

electricity system” (Version 07.0) 

 Purpose of Data Calculation of baseline emissions 

Comments N/A 

Data / Parameter EFgrid,OMsimple,y 

Data unit tCO2/MWh 

Description Simple operating margin CO2 emission factor in year y 

Source of data Calculated follow the “Tool to calculate the emission 

factor for an electricity system” (Version 07.0) 

Value applied 0.9419 

Justification of choice 

of data or description 

of measurement 

methods and 

procedures applied 

Calculated follow the “Tool to calculate the emission 

factor for an electricity system” (Version 07.0) 

 Purpose of Data Calculation of baseline emissions 

Comments N/A 
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Source of data Calculated follow the “Tool to calculate the emission 

factor for an electricity system” (Version 07.0) 

Value applied 0.4819 

Justification of choice 

of data or description 

of measurement 

methods and 

procedures applied 

Calculated follow the “Tool to calculate the emission 

factor for an electricity system” (Version 07.0) 

 Purpose of Data Calculation of baseline emissions 

Comments N/A 

 

 

5.2 Data and Parameters Monitored  

Data / Parameter EGfacility,y 

Data unit MWh 

Description Net electricity supplied by the project activity to the grid in 

year y 

Data / Parameter EFgrid,CM,y 

Data unit tCO2/MWh 

Description Combined CO2 emission factor in year y 

Source of data Calculated follow the “Tool to calculate the emission 

factor for an electricity system” (Version 07.0) 

Value applied 0.8269 

Justification of choice 

of data or description 

of measurement 

methods and 

procedures applied 

Calculated follow the “Tool to calculate the emission 

factor for an electricity system” (Version 07.0) 

EFgrid,CM,y = EFgrid,OM,y × wOM + EFgrid,BM,y × wBM 

 Purpose of Data Calculation of baseline emissions 

Comments N/A 
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Source of data Electricity Meter 

Description of 

measurement methods 

and procedures to be 

applied 

Both the electricity exported to the grid by the proposed 

project and the power imported from the grid will be 

monitored continuously through the two-way metering 

equipment (Key meter) at the onsite substation. 

Frequency of 

monitoring/recording 

Calculated from the above measured parameters and 

recorded on a monthly basis. 

Value applied - 

Monitoring equipment The monitoring meter is the key Meter, and a check meter 

is installed in case the key meter is malfunctioned. During 

this monitoring period, the key meter has operated 

normally.  

QA/QC procedures to be 

applied 

Measurement results should be cross-checked by records 

for sold electricity.  

Purpose of data For the calculation of baseline emission 

Calculation method EG facility,y =EGPJ to grid,y- EGgrid to PJ,y 

Comments - 

5.3 Monitoring Plan 

The approved monitoring methodology ACM0002 (Version 20.0) is used for developing 

the monitoring plan. Monitoring tasks must be implemented according to the 

monitoring plan in order to ensure that the real, measurable and long-term greenhouse 

gas (GHG) emission reductions for the proposed project is monitored and reported. 

Describe the process and schedule followed for monitoring the data and parameters, 

set out in Section 5.2 (Data and Parameters Monitored) above, during this monitoring 

period, include details on the following: 

1. Monitoring system organization  

Roles and responsibilities will be defined for relevant staff involved in project 

monitoring, and the prospect of nominating a project Manager will be considered. If 

appointed, the project Manager will have the overall responsibility for the monitoring 

system on this project. All staff involved in the collection of data and records will be 

coordinated by him.  

2. Staff training  
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Training is conducted on-site to ensure that staffs are capable of performing their 

designated tasks to high standards. This will include CDM specific training to warrant 

that they understand the importance of complete and accurate data and records for 

CDM monitoring.  

3. Maintenance and calibration of monitoring equipment 

The electricity meter(s) measuring power output to the grid will be calibrated in line 

with the relevant and applicable standard. This will ensure that the accuracy of the 

meters will be within ±0.5%.  

4. Data collection and record-keeping arrangements  

The meter installed at the high voltage side of the on-site transformer is used to obtain 

the amount of electricity effectively supplied to the Grid and the amount of imported 

electricity from the Grid. The line loss from the high voltage side of the on-site 

transformer to the substation of Grid Company has been deducted in the calculation 

of emission reductions accordingly.  

 

All relevant data will be measured and collected. All data required for verification and 

issuance will be backed-up and retained for at least two years after the end of the 

crediting period or the last issuance of the Project, whichever occurs later.  

5. Data Quality Control and Quality Assurance  

All data collected on-site will be checked internally. The electricity meter is calibrated 

according to national standard. 

Inter 
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