
 PROJECT DESCRIPTION: VCS Version 3 

 

v3.3 1 

 
KAMIRANGA CERAMIC FUEL 

SWITCHING PROJECT 
 

  
 

Document Prepared By Sustainable Carbon - Projetos Ambientais Ltda. 
 

Project Title  Kamiranga Ceramic Fuel Switching Project 

Version 5 

Date of Issue 12-June-2018 

Prepared By Sustainable Carbon - Projetos Ambientais Ltda. 

Contact  Rua Doutor Bacelar, 368 | Conjunto 23 | Vila Clementino - São Paulo. SP 

CEP: 04026-001 | Brazil  

T: +55 (11) 2649-0036 

tecnica@sustainablecarbon.com 

 

mailto:tecnica@sustainablecarbon.com


 PROJECT DESCRIPTION: VCS Version 3 

 

v3.3 2 

Table of Contents 

1 Project Details ...................................................................................................................................... 3 
1.1 Summary Description of the Project ............................................................................................. 3 
1.2 Sectoral Scope and Project Type.................................................................................................. 3 
1.3 Project Proponent ......................................................................................................................... 4 
1.4 Other Entities Involved in the Project ............................................................................................ 5 
1.5 Project Start Date .......................................................................................................................... 5 
1.6 Project Crediting Period ................................................................................................................ 5 
1.7 Project Scale and Estimated GHG Emission Reductions or Removals ....................................... 5 
1.8 Description of the Project Activity.................................................................................................. 6 
1.9 Project Location ............................................................................................................................ 7 
1.10 Conditions Prior to Project Initiation .......................................................................................... 8 
1.11 Compliance with Laws, Statutes and Other Regulatory Frameworks..................................... 10 
1.12 Ownership and Other Programs ............................................................................................. 11 

1.12.1 Project Ownership ........................................................................................................... 11 
1.12.2 Emissions Trading Programs and Other Binding Limits ................................................. 11 
1.12.3 Other Forms of Environmental Credit ............................................................................. 11 
1.12.4 Participation under Other GHG Programs ...................................................................... 11 
1.12.5 Projects Rejected by Other GHG Programs ................................................................... 11 

1.13 Additional Information Relevant to the Project ........................................................................ 11 
2 Application of Methodology ................................................................................................................ 13 

2.1 Title and Reference of Methodology ........................................................................................... 13 
2.2 Applicability of Methodology ........................................................................................................ 13 
2.3 Project Boundary ......................................................................................................................... 14 
2.4 Baseline Scenario ....................................................................................................................... 15 
2.5 Additionality ................................................................................................................................. 19 
2.6 Methodology Deviations .............................................................................................................. 19 

3 Quantification of GHG Emission Reductions and Removals. ............................................................ 19 
3.1 Baseline Emissions ..................................................................................................................... 19 
3.2 Project Emissions ........................................................................................................................ 21 
3.3 Leakage ....................................................................................................................................... 21 
3.4 Net GHG Emission Reductions and Removals ........................................................................... 25 

4 Monitoring ........................................................................................................................................... 26 
4.1 Data and Parameters Available at Validation ............................................................................. 26 
4.2 Data and Parameters Monitored ................................................................................................. 29 
4.3 Monitoring Plan ........................................................................................................................... 37 

5 Safeguards ......................................................................................................................................... 38 
5.1 No Net Harm ............................................................................................................................... 38 
5.2 Environmental Impact ................................................................................................................. 38 
5.3 Local Stakeholder Consultation .................................................................................................. 40 
5.4 Public Comments ........................................................................................................................ 40 

 



 PROJECT DESCRIPTION: VCS Version 3 

 

v3.3 3 

1 PROJECT DETAILS  

1.1 Summary Description of the Project 

Carbono Social Serviços Ambientais LTDA. (Social Carbon Company) developed this project 

activity in 2009, and has changed its company name to Sustainable Carbon – Projetos 

Ambientais LTDA. This document comprises the renewal of the project crediting period. 

The project activity involves Kamiranga Ceramic Company, which is a red ceramic factory, 

located in São Miguel do Guamá municipality in the State of Pará, north of Brazil. The factory 

produces structural ceramic bricks mainly for the local market in Belém and for the northeast 

region of the state.  

The main goal of this project activity is to minimize the negative impacts of the deforestation of 

the Amazon biome by discouraging the exploration of the area.  

This fuel switching project is reducing the greenhouse gas (GHG) emissions through the 

substitution of native wood for renewable biomasses to generate thermal energy, considering that 

the GHG emissions generated from native wood combustion were not compensated by 

replanting. An opposite scenario occurs with the renewable biomasses employed in this project 

activity, which have carbon neutral lifecycle, generate thermal energy without stimulating 

deforestation and uses abundant renewable biomass.  

Therefore, this project could only be feasible when considering the income derived from 

commercializing the resulting carbon credits. This move was originally unattractive due to the high 

investment costs of the adaptation of machineries to the new biomass and other barriers. 

This is the revalidation for the second crediting period, which started on 01-January-2018 and will 

end on 31-December-2027. The switching of non-renewable fuel to renewable biomasses is 

expected to reduce an average of 29,828 tCO2e per year, or 298,280 tCO2e in total during this 

new crediting period.  

It is important to mention that the contribution to sustainability has been monitored through the 

SOCIALCARBON® Standard, which is based in six main resources: Technology; Natural; 

Financial; Human; Social and Carbon Resources. 

1.2 Sectoral Scope and Project Type  

The project is associated to the following scope, as per UNFCCC definitions:  

1 - Energy industries (renewable - / non-renewable sources);  

This is not an AFOLU project. This is not a grouped project.  
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1.3 Project Proponent 

 

Organization name Cerâmica Kamiranga Indústria e Comércio LTDA. 

Contact person Mr. Sigifério Alves de Oliveira and Mr. Nonato Fernandes 

Title Mr. Sigifério Alves de Oliveira: Director and owner. 

Responsible for information about the ceramic company, 

detailed information on process and production lines, 

environmental challenges, technological challenges, research 

and development history, ceramics devices market challenges. 

Mr. Raimundo Nonato Fernandes: Production Manager and 

Monitoring data responsible. Responsible for general data and 

information on inputs and outputs of the ceramic industry, 

detailed information on the acquisition of renewable 

biomasses and how this data is kept by the controller’s office. 

Address Estrada Santa Rita da Barreira, s/n° - km 04 - Zona Rural 

São Miguel do Guamá - Pará, Brazil 

Postal Code: 68660-000 

Telephone +55 (91) 9112-8094 

Email kamiranga@bol.com.br 

 

Organization name Sustainable Carbon - Projetos Ambientais Ltda 

Contact person Marcelo Hector Sabbagh Haddad 

Fernanda Alves de Almeida 

Fernanda Sayuri Suzuki 

Guilherme Lucas Medeiros Prado 

Lívia Demier Mauri 

Luana Ribeiro Alves 

Title Marcelo Hector Sabbagh Haddad: Technical coordinator 

Fernanda Alves de Almeida: Technical analyst 

Fernanda Sayuri Suzuki: Technical analyst 

Guilherme Lucas Medeiros Prado: Technical analyst 

Lívia Demier Mauri: Technical analyst 

Luana Ribeiro Alves: Technical analyst 

Address R. Doutor Bacelar. 368 - Conj. 23 - Vila Clementino 

Postal Code: 04.026-001 

São Paulo - SP. Brazil 

Telephone +55 11 2649 0036 

Email tecnica@sustainablecarbon.com 

mailto:kamiranga@bol.com.br
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1.4 Other Entities Involved in the Project 

No other entity was involved in the project activity. 

1.5 Project Start Date 

According to version 2.3 of the VCS PD1, project start date was defined as 01-September-2007. 

On this date, the project began reducing or removing GHG emissions. The event that establishes 

this date is the end of the Hoffman kiln construction. 

1.6 Project Crediting Period 

The first crediting period for this project started on 01-January-2008 and ended on 31-December-

2017. This is the second crediting period, which starts on 01-January-2018 and ends on 31-

December-2027. 

VCS project crediting period: 10 years, two times renewable. 

1.7 Project Scale and Estimated GHG Emission Reductions or Removals 

 

Project Scale 

Project X 

Large project  

 

Year 
Estimated GHG emission 

reductions or removals (tCO2e) 

2018 29,828 

2019 29,828 

2020 29,828 

2021 29,828 

2022 29,828 

2023 29,828 

2024 29,828 

2025 29,828 

2026 29,828 

2027 29,828 

Total estimated ERs 298,280 

Total number of crediting years 10 years 

Average annual ERs 29,828 

                                                 

1 Document available at: < http://www.vcsprojectdatabase.org/#/project_details/197>. Last visit on: 21/03/2018. 
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1.8 Description of the Project Activity 

Kamiranga Ceramic is a small industry that produces structural ceramic units (bricks), mainly for 

the market in Belém and for the northeast of the state of Pará. In the past the fuel employed to 

fire the ceramic units was native wood obtained through deforestation of the Amazon forest. 

This fuel switching project activity reduces greenhouse gases (GHG) emissions through the 

substitution of native wood from deforestation activity for renewable biomasses to generate 

thermal energy. Emissions launched during the combustion of native wood from deforestation 

activities are not compensated by replanting, which is a carbon sequestration method. An 

opposite scenario occurs with the renewable biomasses employed by this project activity, which 

have carbon neutral cycle. 

The main goal of this project activity is to minimize the negative impacts of the deforestation of 

the Amazon biome. Moreover, in opposition to the identified baseline, the project activity 

generates thermal energy without stimulating deforestation by using abundant renewable 

biomasses. 

The Project included adaptations to the kilns that existed before the Project initiation and the 

investment in equipment and facilities to allow the efficient use of biomass. Kamiranga Ceramic is 

currently operating with 4 Paulista kilns and one Hoffmann kiln, since new kilns were introduced 

to meet market demand. Two of these kilns started to operate after the Project validation and 

were, therefore, not described on the VCS PD version 2.3. All new kilns are of the same type 

“Paulista” as the kilns that were available at validation. These kilns, built after the Project 

validation have the same efficient, as the kilns available during the validation. 

It is important to notice that kilns used by red ceramic factories are generally produced by the 

ceramic factory, since they are basically a physical structure built of bricks with a specific design 

to allow for the burning of fuels and the efficient distribution of heat. Therefore, ceramic kilns do 

not have manufacturer’s specifications or follow industry standards. Parameters such as the 

installed capacity, load factors and efficiencies depend on how the kilns are built and operated. 

Also, ceramic kilns typically do not have a predetermined lifetime and can be used for many 

decades as long as preventive and corrective maintenance procedures are followed. 

The sawdust employed in the project activity will be acquired from legal sawmills, as determined 

by information made available on the Environmental Information System of the State of Pará2. 

The enterprises listed in this system have all the necessary licenses which ensures that the saw 

mills utilize wood from areas with sustainable forest management.  

The emission reductions will be achieved by displacing the use of non-renewable wood (wood 

from areas with no sustainable forest management) to provide thermal energy in the ceramic 

company. Therefore, the emissions from the combustion of wood were not compensated by the 

                                                 

2 Environmental Information System of the State of Pará. According to Environmental Legislation of the State of 
Pará, the industries which use forested material raw have to ensure the sustainable management of their forested 
resources to be able to get their licenses. The System is currently available at: 
<http://monitoramento.sema.pa.gov.br/simlam/index.htm>. 
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replanting. An opposite scenario occurs with the biomass employed in this project activity, which 

has carbon neutral cycle. In the absence of the Project, the thermal energy required to fire the 

ceramic devices would probably be obtained by the use of non-renewable biomass.  

The use of many types of biomasses is expected, which can be utilized combined or isolated, 

since their renewable origin can be verified. The type and amount of each biomass employed 

may change according to its availability.  

Table 1 Scenario of the ceramic industry (based on original baseline) 

Production at baseline 
(tonnes of ceramic units 

produced per year) 
28,800 

Non-renewable wood 
consumption at baseline 

(tonnes per year) 
23,328 

BFy (tonnes of wood per 
tonne of ceramic blocks 

produced) 
0.81 

 

The implementation of the project activity saves energy due to the following modifications: 

 Use of biomasses with less surface area than wood; 

 Insertion of air with the new fuels, increasing the oxygenation; 

 Reduction of thermal energy loss since the entrances will be kept closed or connected to 

the equipments;  

 Injection of biomasses controlled by equipments, avoiding surplus of fuel often occurred 

when using wood. 

1.9 Project Location 

According to the applied methodology, the project boundaries for the project are the physical 

geographical areas of the renewable energy generation. Thus, the ceramic limits. Kamiranga 

ceramic is located in Brazil, in the State of Pará which is indicated in Figure 01.  

Kamiranga Ceramic 

Estrada Santa Rita da Barreira, s/n° - km 04 - Zona Rural 

São Miguel do Guamá - Pará, Brazil 

Postal Code: 68660-000 

Geodetic Coordinates (SAD69): 1°36'53.0"S and 47°26'31.6"W / Meridian Convergence: 0° 4' 

7.9" 
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Figure 1. Geographic location of São Miguel do Guamá which has the following coordinates: 1°37'09.22"S 
and 47°28'33.68"W. 

1.10 Conditions Prior to Project Initiation 

The scenario prior to the project initiation was based on the use of native wood without 

sustainable management as fuel within the Brazilian ceramic sector. Deforestation firewood 

offered with low prices has been commonly utilized by ceramic industries. 

Although firewood from deforested areas has been used for many decades as fuel in Brazil, it is 

impossible to define a start date on which this kind of non-renewable biomass began to be 

applied. Firewood used to be the most employed source of primary energy until the decade of 

1970, when the petroleum started to supply the majority of Brazilian ́s energy needs3. The chart 

below demonstrates that the consumption of firewood has decreased in Brazil since 1970’s.  

                                                 
3 BRITO, J.O. Energetic use of Wood. Available at: <http://www.scielo.br/scielo.php?pid=S0103-
40142007000100015&script=sci_arttext&tlng=ES>. Last visit on: 21/03/2018. 
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Chart 1: Final Energy Consumption (Source: National Energy Balance,2016) 

 

Although the Brazilian consumption of firewood is decreasing in general, the Brazilian’s Energy 

and Mine Ministry has been monitoring all energetic sectors of Brazil since 1970 and firewood 

appears over the monitored years as a significant source of thermal energy for ceramic sector.  

Since the implementation of the project in 2006, the scenario has changed. However, despite the 

non-renewable firewood consumption has decreased, it can be seen that the use of native wood 

from deforestation by ceramic industry in Brazil is still a common practice (see section 2.4).The 

fact that the ceramic industry had historically operated using wood without sustainable 

management as fuel clearly confirms that the project was not implemented to create GHG 

emissions for the purpose of its subsequent removal or destruction. 

The Amazon Biome is the main vegetal formation of the north region and occupies around 49% of 

the Brazilian territory. There are more than 4,196,943 thousand square kilometres spread across 

9 states.4 

According to a recent research the deforestation of Amazon Biome is about to reach the inflection 

point from which the Amazonian hydrological cycle would degrade to the point where it could no 

longer support the existence of tropical forest ecosystems.5 

                                                 
4  Available at: "Amazônia - Ministério do Meio Ambiente." Available at: 
<http://www.mma.gov.br/biomas/amaz%C3%B4nia>. Last visit on: 21/03/2018. 

5 Available at: “Desmatamento na Amazônia está prestes a atingir limite irreversível” 
<http://agencia.fapesp.br/desmatamento_na_amazonia_esta_prestes_a_atingir_limite_irreversivel/27180/> Last visit 
on: 21/03/2018. 
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1.11 Compliance with Laws, Statutes and Other Regulatory Frameworks 

This project is in accordance to relevant environmental laws, statutes and regulatory frameworks, 

such as the following ones6: 

 CONAMA7 Resolution nº 237/97 which establishes the guidelines to the Environmental 

Licensing process for extraction activity and treatment of minerals, such as clay and  for 

non-metallic mineral products industry, such as the ceramic industry. According to this 

legislation, the ceramic companies must have an operational license as well as a clay 

extraction license, both emitted by competent municipal, state or federal authority, under 

a valid time8.  

 Law nº 6.938/81 which establishes the National Environment Policy, its objectives and 

mechanisms for formulation and implementation9. 

 Law nº 9.605/98 which provides for criminal and administrative sanctions derivative from 

harmful conducts to the environment10.  

 Law nº 12.305/10 which establishes the National Solid Waste Policy11.  

 CONAMA Resolution nº 8/90 which establishes the maximum limits for the emission of 

pollutants in the air for external combustion processes from fixed sources of pollution12.  

 Law nº 12.651/12 which establishes general norms on the protection of vegetation, areas 

of Permanent Preservation and areas of Legal Reserve; Logging, supply of forest raw 

material, control of the origin of forest products and control and prevention of forest fires. 

SEMAS is the Environmental and Sustainability Secretary of Pará responsible to issue the 

environmental licenses according to CONAMA Resolution nº 237/9713.  

Besides that, all the biomasses utilized in this project activity do not require legal documents 

specifically for residues, which do not fall under the by-product definition of IBAMA Normative 

Instruction N° 112 from August 21st, 200614 . 

                                                 
6  NUNES, M.B. Dossiê Técnico: Impactos Ambientais na Indústria da cerâmica vermelha. Rede de Tecnologia e 
Informação do Rio de Janeiro (REDETEC), 2012. Available at: <http://respostatecnica.org.br/dossie-
tecnico/downloadsDT/NTcwNQ==>. Last visit on: 21/03/2018. 
7  CONAMA (National Environmental Council), created in 1981 by Law 6.938/81, is the Brazilians’ department 
responsible for deliberation and consultation of the whole national environmental policy and it is chaired by the 
Minister of Environment. It is responsible for the establishment of standards and criteria relating to licensing of 
potentially polluting companies. More information is available at <http://www.mma.gov.br/port/conama/estr.cfm>. Last 
visit on: 21/03/2018. 
8 Document available at: <http://www.mma.gov.br/port/conama/legiabre.cfm?codlegi=237>. Last visit on: 21/03/2018. 
9 Document available at: <http://www.mma.gov.br/port/conama/legiabre.cfm?codlegi=313>. Last visit on: 21/03/2018. 
10 Document available at:<http://www.mma.gov.br/port/conama/legiabre.cfm?codlegi=320>. Last visit on: 21/03/2018. 
11  Document available at: <http://www.planalto.gov.br/ccivil_03/_ato2007-2010/2010/lei/l12305.htm>. Last visit on: 
21/03/2018. 
12  Document available at: <http://www.mma.gov.br/port/conama/legiabre.cfm?codlegi=105>. Last visit on: 
21/03/2018. 
13  More information at: <http://www.cprh.pe.gov.br/home/43066%3B63210%3B10%3B0%3B0.asp>. Last visit on: 
21/03/2018. 

http://respostatecnica.org.br/dossie-tecnico/downloadsDT/NTcwNQ==
http://respostatecnica.org.br/dossie-tecnico/downloadsDT/NTcwNQ==
http://www.mma.gov.br/port/conama/legiabre.cfm?codlegi=237
http://www.mma.gov.br/port/conama/legiabre.cfm?codlegi=313
http://www.mma.gov.br/port/conama/legiabre.cfm?codlegi=320
http://www.planalto.gov.br/ccivil_03/_ato2007-2010/2010/lei/l12305.htm
http://www.mma.gov.br/port/conama/legiabre.cfm?codlegi=105
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The project is also in accordance to DNPM (National Department of Mineral Production15) for the 

Mineral Resources exploitation. 

1.12 Ownership and Other Programs 

1.12.1 Project Ownership 

Cerâmica Kamiranga Indústria e Comércio LTDA is the owner of the operation that characterizes 

the activity of this project, as evidenced by its operating license. 

1.12.2 Emissions Trading Programs and Other Binding Limits 

Not applicable. 

1.12.3 Other Forms of Environmental Credit 

This project is not creating any other form of environmental credit under any specific program. 

Social Carbon Methodology is being applied only as a Sustainability tool in association with VCS 

standard. 

1.12.4 Participation under Other GHG Programs 

This project has not been registered under any other GHG programs.  

1.12.5 Projects Rejected by Other GHG Programs 

This project was not rejected under any formal GHG reduction or removal program. The project 

report was produced to make the project public and available to voluntary measures or other 

opportunities of the carbon market. 

1.13 Additional Information Relevant to the Project  

Eligibility Criteria 

Not applicable. This is not a grouped project. 

Leakage Management 

Not applicable since that leakage is estimated as zero tCO2e (see section 3.3).  

                                                                                                                                                             
14  Document available at: <http://www.ambiente.sp.gov.br/legislacao/madeira-legal-legislacao/instrucao-normativa-
ibama-n-112/>. Last visit on: 21/03/2018. 
15 The objectives of the National Department of Mineral Production are: to foster the planning and promotion of 
exploration and mining of mineral resources, to supervise geological and mineral exploration and the development of 
mineral technology, as well as to ensure, control and monitor the exercise of mining activities throughout the national 
territory, in accordance with the Mining Code, the Mineral Water Code and respective legislation and regulations that 
complement them. Source: <http://www.dnpm.gov.br/acesso-a-informacao/institucional>. Last visit on: 21/03/2018. 
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Commercially Sensitive Information  

None of the information exposed to the Validation and Verification Body was withheld from the 

public version of the report. 

Sustainable Development  

The project activity contributes to the level reduction of greenhouse gas (GHG) emissions by 

avoiding the incentive of non-renewable fuels utilization. In addition, the project activity will 

contribute to the sustainable development of the host country, such as:  

 The use of clean and efficient technologies through the use of renewable biomass as 

fuel. By these means, the project is in accordance to Agenda 21, Brazilian Sustainable 

Development Criteria and Sustainable Development Goals; 

  A pioneer initiative that encourages the development of new technologies throughout the 

country, which replaces the use of non-renewable fuels with renewable biomass which 

presents an efficient thermal energy generation potential as shown in the project 

demonstration.  

 The use of renewable biomasses results in GHG emission reductions. This way the 

project does not cause any additional negative impacts as all generated energy is a result 

of the best exploitation of the natural resources available. In addition, the project 

improves the local environmental conditions by establishing proper treatment for the 

renewable biomasses and also by contributing to the reduction on the use of fossil fuels. 

Further Information 

The project is eligible according to: 

 Legislative: the project attends all legal requirements; 

 Technical: alterations/adaptations required are technically feasible; 

 Economic: carbon credits will make the project feasible; 

 Sectorial: incentive of good practices to the sector; 

 Social: SOCIALCARBON methodology is being applied in order to improve long term 

sustainability conditions. The regional culture of burning wood without sustainable 

management as fuel will be slowly mitigated; 

 Environmental: the project attends all legal requirements and no environmental impacts 

are predicted;  

 Geographic /site specific: the plant can be uniquely geographically identified with no 

barriers regarding logistic; 

 Temporal information: the project will not double count the GHG emissions during the ten 

years renewable crediting period. 
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2 APPLICATION OF METHODOLOGY 

2.1 Title and Reference of Methodology  

The project applies a small scale methodology approved under the Clean Development 

Mechanism, as follows: 

Category AMS-I.E.: Switch from Non-Renewable Biomass for Thermal Applications by the User – 

Version 07, valid from 22-July-16 to 31-October-1716. This category comprises small thermal 

appliances that displace the use of non-renewable biomass by introducing new renewable energy 

end-user technologies. 

2.2 Applicability of Methodology 

The methodology is applicable for project activities that avoid greenhouse gases emissions by 

using renewable biomass in order to generate thermal energy. In addition, the methodology is 

applicable if the project generates less than 45MW of energy, which is accomplished by the 

project as it generates 12.67MW.  

There are no similar registered project activities in the region of the project activity once 

Sustainable Carbon - Projetos Ambientais LTDA made a research and did not find any registered 

small–scale CDM Project. Therefore, the proposed project activity is not saving the non-

renewable biomass accounted for by the other registered project activities.  

The utilization of firewood from areas without any kind of management cannot be considered a 

renewable source of biomass, since it interferes in the carbon pools and increases the carbon 

emissions to the atmosphere, turning greenhouse effect even worse. Moreover, the native wood 

provided from areas without a reforestation management plan does not fit any of the options of 

UNFCCC definition of renewable biomass in Annex 18, EB 2317. 

Firewood coming from reforestation activities is considered renewable according to option I of the 

UNFCCC definition of renewable biomass (Annex 18, EB 23), as it fits all the assumptions below: 

“The biomass is originating from land areas that are forests18 where:  

                                                 

16 This version of the methodology  is available at: 
https://cdm.unfccc.int/methodologies/DB/9LFOR81TCT5FLI1AJYP46CQY8O2J79. Last visit on: 21/03/2018. 

17  ANNEX 18: DEFINITION OF RENEWABLE BIOMASS. Available at: 
<https://cdm.unfccc.int/EB/023/eb23_repan18.pdf >. Last visit on: 21/03/2018. 
18 The forest definitions as established by the country in accordance with the decisions 11/CP.7 and 19/CP.9 should 
apply. 
 

https://cdm.unfccc.int/methodologies/DB/9LFOR81TCT5FLI1AJYP46CQY8O2J79
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(a) The land area remains a forest; and 

(b) Sustainable management practices are undertaken on these land areas to ensure, in 

particular, that the level of carbon stocks on these land areas does not systematically decrease 

over time (carbon stocks may temporarily decrease due to harvesting); and 

(c) Any national or regional forestry and nature conservation regulations are complied with.” 

Other possible biomass types, such as forest residues (sawdust, wood residue), açaí pits and 

Brazilian nut husk are agro-industries residues; thus, they are considered renewable according to 

option V of UNFCCC definition of renewable biomass: “The biomass is the non-fossil fraction of 

an industrial or municipal waste”. Forest residue is common residues in the region generated. The 

forest residues (sawdust, wood residue) is resulted from wood manufacturing. 

2.3 Project Boundary 

According to the applied methodology, the project boundaries for the project are the physical 

geographical areas of the use of biomass or the renewable energy. 

The baseline scenario is the use of non-renewable biomass to burn ceramic devices in the 

ceramic’ kilns. This practice is responsible to discharge in the atmosphere the carbon that was 

stored inside of the wood (well-known by a carbon sink).  

Source Gas Included? Justification/Explanation 

B
a
s
e
lin

e
 

Emissions 

from the 

combustion 

of non-

renewable 

biomass 

CO2 Yes The major source of emissions in the baseline. 

CH4 No Deforestation rates will probably decay. Excluded 

for simplification. This is conservative. 

N2O No Possibly emissions from wood burning will be 

excluded for simplification. This is conservative. 

Other No Not applicable  

P
ro

je
c
t 

Emissions 

from the 

combustion 

of 

renewable 

biomass  

CO2 Yes Included in case of biomass providers are located 

over a distance of 200km. 

CH4 No Excluded for simplification. This emission source 

is assumed to be very small. 

N2O No Excluded for simplification. This emission source 

is assumed to be very small. 

Other No Excluded for simplification. This emission source 

is assumed to be very small. 

The following figure provides a diagram of the Project boundary: 



 PROJECT DESCRIPTION: VCS Version 3 

 

v3.3 15 

 
Figure 2. Diagram representing project boundaries. 

2.4 Baseline Scenario 

It is assumed that in the absence of the project activity, the baseline scenario would be the use of 

non-renewable biomass to achieve similar thermal energy needs. The original baseline scenario 

for this project activity was defined according to the Methodology AMS-I.E and comprises the 

switch from non-renewable biomass for thermal applications. This baseline scenario was 

established during the project validation and is still valid for the renewal of project crediting period. 

However, due to the implementation of the project activity there is no use of non-renewable 

biomass in the ceramic factory nowadays.  

In order to assess the continued validity of the baseline and to update the renewal of the crediting 

period, the CDM Methodological Tool "Assessment of the validity of the original/current baseline 

and update of the baseline at the renewal of the crediting period”19  is applied as follows: 

Step 1: Assess the validity of the current baseline for the next crediting period 

                                                 
19  UNFCCC Methodological Tool “Assessment of the validity of the original/current baseline and update of the 
baseline at the renewal of the crediting period”. Available at 
:<http://cdm.unfccc.int/methodologies/PAmethodologies/tools/am-tool-11-v3.0.1.pdf> Last visit on: 21/03/2018. 

http://cdm.unfccc.int/methodologies/PAmethodologies/tools/am-tool-11-v3.0.1.pdf
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The validity of the current baseline is assessed using the following Sub-steps: 

Step 1.1: Assess compliance of the current baseline with relevant mandatory national and/or 

sectoral policies 

The current baseline complies with all relevant mandatory national and/or sectoral policies. 

However, despite the existence of specific legislation for protection of native vegetation, the illegal 

use of wood is still a common practice in the north region.  

The following tables demonstrate that in ten years, the consumption of firewood in the Brazilian 

ceramic industry remained at considerable values. Around 50% of the fuel utilized in the ceramic 

industry sector comes from firewood source20.  

Table 2 Distribution of fuel employed at the ceramic sector in Brazil (10³ tep (toe)). (Source National Energy Balance, 

2016) 

 

                                                 
20  Energy Research Company. National Energy Balance 2016 - Base year 2015. Available at 
<https://ben.epe.gov.br/downloads/Relatorio_Final_BEN_2016.pdf>. Last visit on: February 21st, 2018. 

 

https://ben.epe.gov.br/downloads/Relatorio_Final_BEN_2016.pdf
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Table 3 Distribution of fuel employed at the ceramic sector in Brazil (%). (Source: National Energy Balance, 2016) 

 

Step 1.2: Assess the impact of circumstances 

As can be seen in the table 2 and 3 above, the most likely scenarios in the absence of native 

wood from deforestation areas would be the use of natural gas, fuel oil, electricity and others non-

specified. 

A probable baseline scenario would be the use of Natural Gas. However, although there is 

distribution / gas pipe in the region, the inconstant distribution of natural gas made the project 

proponents not to trust in this fuel, as 75%21 of the natural gas consumed in Brazil proceeds from 

Bolivia, therefore excluding this possibility.  

Another probable scenario in the absence of native wood would be the use of fuel oil22, which is 

not viable considering its higher prices when compared with non-renewable biomass. Besides, 

the fuel oil requires more technology to be inserted. 

Step 1.3: Assess whether the continuation of use of current baseline equipment(s) or an 

investment is the most likely scenario for the crediting period for which renewal is requested.  

During the first crediting period changes occurred to the Project include the construction of kilns 

that did not exist at the time of validation. The inclusion of new kilns was made to meet the 

growing market demand and could not be predicted during the validation. Moreover this 

inclusions is considered not to impact the applicability of the methodology, the additionality of the 

Project activity or the appropriateness of the baseline scenario.  

                                                 

21  Document available at: "A regulação da importação e exportação de gás natural no Brasil" 
https://periodicos.ufrn.br/direitoenergia/article/view/5014/4041. Last visit on: 21/03/2018. 
22 MIRANDA, M. A. S. Potencial da Biomassa Florestal para produção de Energia Térmica Industrial. Universidade 
Federal de Viçosa, 2015. Available at: 
<http://www.locus.ufv.br/bitstream/handle/123456789/6668/texto%20completo.pdf?sequence=1&isAllowed=y>. Last 
visit on: 21/03/2018. 
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There is no impact on the applicability of the methodology, since the methodology applied on this 

project comprises small thermal appliances that displace the use of non-renewable biomass by 

introducing new renewable energy end-user technologies. The new kilns are similar to the ones 

existing at the time of validation, which means they comply with such definition. 

In addition, the use of non-renewable biomass can be considered a plausible baseline scenario 

for the new kilns, meaning the use of renewable biomass on the new kilns displaces the expected 

use of non-renewable biomass, so the baseline scenario determined at the time of validation is 

still valid for the current scenario. 

The use of renewable biomass on the new kilns is considered additional. The improvements on 

energy efficiency on the new kilns (when compared to the kilns available at validation) do not 

impact additionality, since the new kilns would be more efficient even if fueled with non-renewable 

biomass. This means the improvements on energy efficiency would not impact the attractiveness 

of non-renewable biomass when compared to renewable biomass. 

Step 1.4: Assessment of the validity of the data and parameters   

The parameter EFprojected fossil fuel value changed to 81.6 tCO2/TJ and it is a fixed parameter 

while NCVbiomass changed from fixed parameter to monitored parameter according to Category 

AMS-I.E.: Switch from Non-Renewable Biomass for Thermal Applications by the User – Version 

07, valid from 22-July-16 to 31-October-1723. Furthermore the parameters EFCO2,f, Df,m and FRf,m 

were included according to a necessity of the applied methodology.  

Thus, the baseline identified for this project activity would be the utilization of non-renewable 

native wood to provide thermal energy to the ceramic’ kilns.  

Step 2: Update the current baseline and the data and parameters  

Step 2.1: Update the current baseline   

Baseline emission were updated based on the latest approved methodology version. The 

parameter EFprojected fossil fuel value changed to 81.6 TCO2/TJ and NCVbiomass value 

changed to 0.015 TJ/tonne according to Category AMS-I.E.: Switch from Non-Renewable 

                                                 

23 Switch from non-renewable biomass for thermal applications by the user. Available at 
<https://cdm.unfccc.int/filestorage/J/2/H/J2H1I470Y38ZS6WFCEOPM5NBVRG9QX/EB90_repan12_AMS-
I.E_%28v07.0%29.pdf?t=TkF8cDY5amNtfDBKEXPmn2lVifTAJdOu8OGk> Last visit on: 21/03/2018. 
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Biomass for Thermal Applications by the User – Version 07, valid from 22-July-16 to 31-October-

1724.  

Step 2.2: Update the data and parameters  

In addition to the parameters updated at Step 2.1. which were required by the latest version of 

methodology, the parameters EFCO2,f, Df,m and FRf,m are now monitored according to a necessity 

of the applied methodology and their values can be seen at Methodological Tool “Project and 

leakage emissions from road transportation of freight”. 

2.5 Additionality 

The project is not mandated by any systematically enforced law, statute or other regulatory 

framework or policies that give comparative advantage to less emissions-intensive technologies 

or activities relative to more emissions-intensive technologies or activities need not be taken into 

account. 

2.6 Methodology Deviations 

Not applicable. No methodology deviations were applied at the time of project revalidation  

3 QUANTIFICATION OF GHG EMISSION REDUCTIONS AND REMOVALS. 

3.1 Baseline Emissions 

The calculation of emission reductions are described on Section 3.4 below. 

Emission Reductions  

 

Where: 

BEy: Baseline emissions during the year y in tCO2e 

fNRB,y: Fraction of woody biomass used in the absence of the 
project activity in year y that can be established as non-
renewable biomass (fNRB)1 

NCVbiomass: Net calorific value of the non-renewable woody biomass that 
is substituted (IPCC default for wood fuel, 0.015 TJ/tonne) 

                                                 

24 Switch from non-renewable biomass for thermal applications by the user. Available at 
<https://cdm.unfccc.int/filestorage/J/2/H/J2H1I470Y38ZS6WFCEOPM5NBVRG9QX/EB90_repan12_AMS-
I.E_%28v07.0%29.pdf?t=TkF8cDY5amNtfDBKEXPmn2lVifTAJdOu8OGk> Last visit on: 21/03/2018. 
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EFprojected 
fossil fuel: 

Emission factor for the substitution of non-renewable woody 
biomass by similar consumers. Use a value of 81.6 t 
CO2/TJ2  

B y: Quantity of woody biomass that is substituted or displaced in 
tonnes 

By is determined using the following option: 

Calculated from the thermal energy generated in the project activity as: 

 

Where: 

HGp,y  : Quantity of thermal energy generated by the renewable 
energy in the project in year y in TJ. 

ηold : Efficiency of the system being replaced 

  

Where: 

SGE: Specific energy which has to be generated in the process to 
produce a certain amount of ceramic units in TJ/tonnes of 
ceramic units fired. 

PRy: Amount of product produced in year y in tonnes of ceramic 
units 
 

  

Where: 

SFE: Specific fuel energy needed for the process to produce a 
certain amount of ceramic units in TJ/ tonnes of ceramic units 

  

Where: 

BFy: Consumption of non-renewable biomass per tonne of ceramic 
units fired in year y (tonnes/tonnes of pieces) 
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Using the Equations 3, 4 and 5 in the Equation 2, it results to: 

  

3.2 Project Emissions 

According to applied Methodology 25  the project emissions could be a result of biomass 

transportation of a distance over 200Km or emissions from energy consumption associated with 

processing of biomass residue. If the biomass providers are located over a distance of 200 Km of 

the Ceramic factory, project emissions will be calculated using the Methodological tool “Project 

and leakage emissions from transportation of freight” – 0.1.1.0 where it will be use the option B 

“using conservative default values”. The emissions caused by transportation will be monitored 

during the verification to ensure the distance is less than 200Km; however, if it is over than 

200km, project emissions will be calculated through the following equation: 

 

3.3 Leakage 

Leakage is estimated as 0 (zero) tCO2e during the entire crediting period. 

The Methodology AMS-I.E v.7 and the General guidance on leakage in biomass project activities 

predicts the following possible three sources of leakage: 

A) If the project activity includes substitution of non-renewable biomass by renewable biomass, 

leakage in the production of renewable biomass must be considered. 

                                                 

25 Available at <https://cdm.unfccc.int/methodologies/PAmethodologies/tools/am-tool-16-v4.pdf > Last visit on: 
21/03/2018. 
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The leakage from biomass projects, like this project activity, should also be estimated according 

to the “General guidance on leakage in biomass project activities” (attachment C of appendix B)26 

of Indicative Simplified Baseline and Monitoring Methodologies for Selected Small-Scale CDM 

Project Activity Categories, which identifies different emission sources based on the type of 

biomass considered (described in the table below). 

 

Biomass Type Activity/ Source 

Shift of pre 

project 

activities 

Emissions from 

biomass 

generation/ 

cultivation 

Competing 

use of 

biomass 

Biomass from 

forests 

Existing forests - - X 

New forests X X - 

Biomass from 

croplands or 

grasslands 

(woody or non-

woody) 

In the absence of the 

project the land 

would be used as a 

cropland/wetland 

X X - 

In the absence of the 

project the land will 

be abandoned 

- X - 

Biomass 

residues or 

waste 

Biomass residues or 

wastes are collected 

and use. 

- - X 

Observing Table above, the possible sources of leakage of the present project activity is the 

competing use of forest residues (sawdust, wood residue), Açaí pits, Brazilian nut husk and 

Native wood from forest management. All of these biomasses have enough availability as shown 

below demonstrating the lack of leakage for each biomass.  

Forest Residues (Sawdust, Wood residue) 

                                                 

26 Document available at: <http://cdm.unfccc.int/methodologies/SSCmethodologies/AppB_SSC_AttachmentC.pdf>. 
Last visit on: 21/03/2018. 
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Forest Residues are used for the ceramic devices burning. The production of wood generates a 

large amount of residues, which can be reused to generate thermal energy. Considering that 

around 22% of the wood produced generates forest residue27 and that the production of wood in 

the State of Pará (PA) was of 5,368,861 m³28 in 2016 than, the production of forest residues was 

around 1,181,149 m³ per year. 

The project activity average consumption of forest residues would be around 17,221.87 m³ per 

year, which represents less than 1% of the total production of these residues generated in the 

State of Pará. This way this renewable biomass did not have potential to generate leakage 

emissions due to its high availability. 

Açaí pits 

In terms of açaí pits, the State of Pará is the largest producer of açaí (Euterpe oleraceae) in 

Brazil. The pits are easily found, once the açai is the basis of the daily diet of the population in 

this state, where is widely cultivated. Nevertheless, its residues are still without adequate 

economic destination. 

The production of açaí in the State of Pará in the year of 2016 was 131.836 tonnes29. The pit 

corresponds to 85% of the weight of açaí30; therefore the açaí pit production was around 112,060 

tonnes in the year of 2016.  

The project activity average consumption of açai pits would be around 4,033.23 tonnes per year, 

which represents less than 1% of the total production of these residues generated in the State of 

Pará. This way this renewable biomass did not have potential to generate leakage emissions due 

to its high availability. 

Brazilian nut husk 

Brazilian nut, known as Castanha da Amazônia, is a nut from Castanheira tree (Bertholletia 

excelsa). It is abundant in Amazon Biome where it can be found the hedgehog of fruit, within 

spherical shape and average weight of 2.4 kg. Each hedgehog stores 25 nuts. However, only the 

                                                 

27 BRITO EO. Estimativa da produção de Resíduos na Indústria Brasileira de Serraria e Laminação de Madeira. Rev. 
da Madeira. v.4. n.26. 1995, pp. 34-39. 
28According to IBGE (Geographic and Statistic Brazilian Institute). Available at: < 
https://cidades.ibge.gov.br/brasil/pa/pesquisa/16/12705> Last visit on: 21/03/2018. 
29 IBGE. Extração vegetal e silvicultura 2007. Available at: < 
https://cidades.ibge.gov.br/brasil/pa/pesquisa/16/12705>. Last visit on: 21/03/2018. 
30 Source: <http://minhasfrutas.blogspot.com/2008/12/importancia-economica-do-aai.html>. Last visit on: 21/03/2018. 

https://cidades.ibge.gov.br/brasil/pa/pesquisa/16/12705
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nut is utilized, and the residue becomes refuse. According to Oliveira et al31, each kilogram of 

Brazil-nut produces 1.4 kg of residues, including its shell and hedgehog. 

Based on IBGE32 data, the State of Pará produced 6,866 tonnes of Brazilian nut in 2016, thus, 

9,612 tonnes of residues were generated. 

For all this reasons the utilization of Brazilian nut husk as fuel turn out be a considerable 

destination for these kind of residue, and would provide an abundant source of renewable 

biomass if utilized in the proposed project activity 

Native wood from forest management 

The sustainable forest management plan can be organized into three stages: firstly, the division 

of the property in exploitable areas and areas of permanent preservation that are inaccessible to 

exploitation. The second stage is the planning of roads that connect the area with the primary 

roads. In the third stage, the allocated area is divided for exploration in blocks in order to sustain 

forest exploitation annually. Furthermore, the minimum requirements of the management plan are 

defined by Article 19 of Brazilian Forest Code, and are regulated by Decree 5975/0633. 

The total area properly regularized with sustainable forest management plan in the Amazon 

biome corresponds to around 766,589 hectares. There are around 253 sustainable forest 

management plans operating in this biome34. 

For all this reasons the utilization of Native wood from forest management as fuel turn out be a 

considerable destination for these kind of residue, and would provide an abundant source of 

renewable biomass if utilized in the proposed project activity 

B) Leakage relating to the non-renewable biomass shall be assessed from ex-post surveys of 

users and areas from where biomass is sourced. 

The following potential sources of this type of leakage could be identified: 

 Use/diversion of non-renewable biomass saved under the project activity by non-project 

households/users who previously used renewable energy sources. If this leakage 

                                                 
31 Oliveira, J. M. C.; Lobo, P. C. AVALIAÇÃO DO POTENCIAL ENERGÉTICO DE RESÍDUOS DE BIOMASSA 
AMAZÔNICA. Available at: <http://www.seeds.usp.br/pir/arquivos/congressos/AGRENER2002/pdf/0119.pdf >. Last 
visit on: 21/03/2018. 
32IBGE. Extração Vegetal e Sivicultura 2007. Available at: < https://cidades.ibge.gov.br/brasil/pa/pesquisa/16/12705>. 
Last visit on: 21/03/2018. 
33 BRASIL. Lei nº. 4.771, de 15 de setembro de 1965. Código Florestal. Diário Oficial [da] República Federativa 
do Brasil, Brasília, DF, 16 de set. 1965. Available at: <http://www.planalto.gov.br/ccivil_03/LEIS/L4771.htm>. Last 

visit on: 21/03/2018. 
34 CNIP, 2012. Available at: <http://www.mma.gov.br/images/arquivo/80238/CNUC_FEV18%20-%20C_Bio.pdf>. Last 
visit on: 21/03/2018. 
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assessment quantifies an increase in the use of non-renewable biomass used by the 

non-project households/users attributable to the project activity then baseline is adjusted 

to account for the quantified leakage. 

 Use of non-renewable biomass saved under the project activity to justify the baseline of 

other project activities can also be potential source of leakage. If this leakage assessment 

quantifies a portion of non-renewable biomass saved under the project activity that is 

used as the baseline of other project activity then baseline is adjusted to account for the 

quantified leakage. 

 Increase in the use of non-renewable biomass outside the project boundary to create 

non-renewable biomass baselines can also be potential source of leakage. If this leakage 

assessment quantifies an increase in use of non-renewable biomass outside the project 

boundary then baseline is adjusted to account for the quantified leakage 

The carbon credits incomes stimulate the use of renewable biomass to other ceramic companies 

presenting a huge possibility for sustainable development in the region. Therefore, the sources of 

leakages mentioned above are not applicable as the project activity does not displace the use of 

renewable biomass of a non-project user, due to the likely decrease in the use of non-renewable 

biomass in the region and there is current great amount of renewable biomasses available locally 

as described before. The non-renewable biomass employed which would be employed in this 

project activity is not being saved for other project activity, since other ceramics were already 

consuming wood from non-sustainable forest management (common practice). 

The project will contribute to reduce the use of non-renewable biomass, especially due to the 

incentive of carbon credits. Therefore, it can be concluded that this source of leakage, until the 

date of this monitoring report, is not considered for this project activity. This leakage was 

monitored in order to guarantee the project conservativeness. 

C) If the equipment is transferred from another activity or if the existing equipment is transferred 

to another activity, leakage is to be considered. 

The leakage is not applicable for this project activity as there was no transference of equipment, 

in spite of new equipment had to be acquired. 

3.4 Net GHG Emission Reductions and Removals 

This category comprises small thermal appliances that displace the use of non-renewable 

biomass by introducing new renewable energy end-user technologies. The project’s emissions 

from the combustion of native wood are accounted in the same way as fossil fuel combustion, 

once it is not renewable and emits CO2. 

The Emission Reductions are estimated based on the equation below: 
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Where: ERy: Emission Reductions in year y in tCO2e  

PEy: Project Emissions in year y in tCO2e  

LEy: Leakage Emissions in year y in tCO2e 

 

 

Year 

Estimated 

baseline 

emissions or 

removals 

(tCO2e) 

Estimated 

project 

emissions or 

removals 

(tCO2e) 

Estimated 

leakage 

emissions 

(tCO2e) 

Estimated net 

GHG emission 

reductions or 

removals 

(tCO2e) 

2018 29,828 0 0 29,828 

2019 29,828 0 0 29,828 

2020 29,828 0 0 29,828 

2021 29,828 0 0 29,828 

2022 29,828 0 0 29,828 

2023 29,828 0 0 29,828 

2024 29,828 0 0 29,828 

2025 29,828 0 0 29,828 

2026 29,828 0 0 29,828 

2027 29,828 0 0 29,828 

Total 298,280 0 0 298,280 

4 MONITORING 

4.1 Data and Parameters Available at Validation 

 

Data / Parameter EFprojected fossil fuel 

Data unit tCO2/TJ 

Description Emission factor for the substitution of non-renewable woody 

biomass by similar consumers. 

Source of data AMS-I.E.: Switch from non-renewable biomass for thermal 

applications by the user - Version 7.0. Available at: 

https://cdm.unfccc.int/methodologies/DB/9LFOR81TCT5FLI1AJY

P46CQY8O2J79 Last visit on: 21/03/2018. 

Value applied 81.6 

https://cdm.unfccc.int/methodologies/DB/9LFOR81TCT5FLI1AJYP46CQY8O2J79
https://cdm.unfccc.int/methodologies/DB/9LFOR81TCT5FLI1AJYP46CQY8O2J79
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Justification of choice of 

data or description of 

measurement methods 

and procedures applied 

This value represents the emission factor of the substitution fuels 

likely to be used by similar users, on a weighted average basis. It 

is assumed that the mix of present and future fuels used would 

consist of a solid fossil fuel (lowest in the ladder of fuel choices), a 

liquid fossil fuel (represents a progression over solid fuel in the 

ladder of fuel use choices) and a gaseous fuel (represents a 

progression over liquid fuel in the ladder of fuel use choices). 

Thus a 50 per cent weight is assigned to coal as the alternative 

solid fossil fuel (96 t CO2/TJ) and a 25 per cent weight is assigned 

to both liquid and gaseous fuels (71.5 t CO2/TJ for kerosene and 

63.0 t CO2/TJ for liquefied petroleum gas (LPG). 

 Purpose of Data The fossil fuel likely to be used by similar consumers is taken from 

the applied methodology. 

This parameter was used to calculate baseline emissions from the 

use of the fossil fuel that would be used in the baseline scenario, 

in the absence of non-renewable wood. 

Comments Applicable for stationary combustion in the manufacturing 

industries and construction. 

 

Data / Parameter ρ wood 

Data unit tonne/m³ 

Description Specific gravity of non-renewable wood 

Source of data Sources: 

LORENZI. H. Árvores Brasileiras: Manual de Identificação e 

Cultivo de Plantas Arbóreas Nativas do Brasil. vol.1. 4.ed. Nova 

Odessa. SP: Instituto Plantarum. 2002. 

LORENZI. H. Árvores Brasileiras: Manual de Identificação e 

Cultivo de Plantas Arbóreas Nativas do Brasil. vol.2. 4.ed. Nova 

Odessa. SP: Instituto Plantarum. 2002. 

QUIRINO. W. F. et al. Poder Calorífico da Madeira e de Resíduos 

Lignocelulósicos. Biomassa & Energia. v.1. n.2. p. 173-182. 2004. 

Available at: <http://www.renabio.org.br/06-B&E-v1-n2-2004-173-

182.pdf>. Last visit on: 21/03/2018. 

Value applied 0.67 

Justification of choice of 

data or description of 

measurement methods 

and procedures applied 

The species used to calculate the value are typical trees of 

Amazon Biome that are usually employed as fuel in the ceramic 

factories of the region. 

The amount of wood used in the baseline was measured in 

volume unit. 

 Purpose of Data This parameter was used to calculate baseline emissions from the 

use of non-renewable fuel that would be used in the baseline 

scenario. The amount of wood used in the baseline was measured 
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in volume units, so this data is used to convert measured values to 

tonnes. 

Comments The species used to calculate the average value are typical trees 
of Amazon Biome that are usually utilized as fuel in the ceramic 
industries of the region. 

Data will be kept for two years after the end of the crediting period 

or the last issuance of carbon credits for this project activity, 

whichever occurs later. 

 

Data / Parameter BFy 

Data unit Tonnes of native wood per tonnes of ceramic units fired 

Description Baseline consumption of non-renewable biomass per tonnes of 

ceramic units produced in year y 

Source of data Historical data from  the project proponent 

Value applied 0.81 

Justification of choice of 

data or description of 

measurement methods 

and procedures applied 

The value was acquired through the average consumption and 

production of ceramic units during the years when the ceramic 

industry used to consume non-sustainable wood. This value is in 

accordance with the data acquired in other ceramics that employ 

the same type of kiln. 

The parameter can not be updated because the historical situation 

does not exist anymore as a result of the CDM project activity35. 

The value was employed to calculate the real amount of wood 

displaced to maintain the ceramic production in the baseline 

scenario. 

 Purpose of Data The purpose of the data is to provide the consumption of non-

renewable biomass per tonnes of ceramic units produced in a year 

in the baseline scenario. 

Comments Data will be kept for two years after the end of the crediting period 

or the last issuance of carbon credits for this project activity, 

whichever occurs later. 

 

Data / Parameter EFCO2,f 

Data unit g CO2/t km 

Description Default CO2 emission factor for freight transportation activity f 

Source of data TOOL12 Methodological tool: Project and leakage emissions from 

transportation of freight Version 01.1.0 Available at: 

https://cdm.unfccc.int/methodologies/PAmethodologies/tools/am-

tool-12-v1.1.0.pdf Last visit on: 21/03/2018. 

                                                 
35 Methodological Tool: “Assessment of the validity of the original/current baseline and update of the baseline at the 
renewal of the crediting period”. Available at: <http://cdm.unfccc.int/methodologies/PAmethodologies/tools/am-tool-
11-v3.0.1.pdf>. Last visit on: January, 2018. 

https://cdm.unfccc.int/methodologies/PAmethodologies/tools/am-tool-12-v1.1.0.pdf
https://cdm.unfccc.int/methodologies/PAmethodologies/tools/am-tool-12-v1.1.0.pdf
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Value applied 
Vehicle class 

Vehicle class Emission factor 

(g CO2/t km) 

Heavy vehicles 129 

Light vehicles 245 
 

Justification of choice of 

data or description of 

measurement methods 

and procedures applied 

The emission factor has been derived based on custom design 

transient speed-time-gradient drive cycle (adapted from the 

international FIGE cycle), vehicle dimensional data, mathematical 

analysis of loading scenarios, and dynamic modelling based on 

engine power profiles, which, in turn, are a function of gross 

vehicle mass (GVM), load factor, speed/acceleration profiles and 

road gradient 

Purpose of Data This parameter is utilized to calculate the project emission due to 

the freight transportation of biomass from the suppliers to the 

ceramic industry. 

Comments Data will be kept for two years after the end of the crediting period 

or the last issuance of carbon credits for this project activity, 

whichever occurs later. 

 

4.2 Data and Parameters Monitored  

 

Data / Parameter PRy 

Data unit Tonnes of ceramic devices  

Description Production of ceramic devices 

Source of data Controlled by the project proponent. 

Description of 

measurement methods 

and procedures to be 

applied 

The amount of ceramic pieces produced is monitored by counting 

the total production of one year, based on data from last crediting 

period. 

This parameter will be monitored by the project proponent 

(meaning the ceramic owner). The amount will be acquired by 

counting the total production of the period considered for the 

ceramic factory and data will be aggregated on a monthly and 

yearly basis. 

Frequency of 

monitoring/recording 

Annually. 

Value applied 37,823.53 

Monitoring equipment No monitoring equipment is used to determine this parameter. 

Production is counted by trained personnel on Kamiranga 

ceramic. 

QA/QC procedures to be 

applied 

The ceramic has an internal control of the quantity of pieces 

produced. It will be rechecked according to the biomass employed 

and the kiln consumption of renewable biomass. 
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Purpose of data This parameter is used to calculate baseline emissions and the 

total energy produced in order to compare to the thermal energy 

necessary in the VCS PD (QA/QC table). 

Calculation method The ceramic industry has an internal control of the quantity of 

ceramic tonnes produced. It was rechecked according to the 

biomass employed in the ceramic kilns.  

Comments Data will be kept for two years after the end of the crediting period 

or the last issuance of carbon credits for this project activity, 

whichever occurs later. 

 
Data / Parameter NCVbiomass 

Data unit TJ/tonne of wood 

Description Net Calorific Value of non-renewable woody biomass that is 

substituted 

Source of data AMS-I.E.: Switch from non-renewable biomass for thermal 

applications by the user - Version 7.0. Available at: 

https://cdm.unfccc.int/methodologies/DB/9LFOR81TCT5FLI1AJY

P46CQY8O2J79 Last visit on: 21/03/2018. 

The value informed in the applied methodology is based on IPCC 

default for wood fuel. 

Description of 

measurement methods 

and procedures to be 

applied 

This parameter is record by the ceramic in a sheets with the 

distance between the ceramic and the furnisher.  

Information in section 3.2 – Project Emissions  

Frequency of 

monitoring/recording 

Annually  

Value applied 0.015 

Monitoring equipment No monitoring equipment is used to determine this parameter. 

QA/QC procedures to be 

applied 

- 

Purpose of data This value provides the energy generated by the amount of wood 

that would be used in the absence of the project. 

Calculation method - 

Comments Data will be kept for two years after the end of the crediting period 

or the last issuance of carbon credits for this project activity, 

whichever occurs later. 

https://cdm.unfccc.int/methodologies/DB/9LFOR81TCT5FLI1AJYP46CQY8O2J79
https://cdm.unfccc.int/methodologies/DB/9LFOR81TCT5FLI1AJYP46CQY8O2J79
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Data / Parameter Qrenbiomass 

Data unit Tonnes per month 

Description Amount of renewable biomass utilized  

Source of data The ceramic owner measure the dimensions of the trucks that 

delivery the biomass and with this information a receipt is issue by 

ceramic employees containing the total volume of biomass and 

the price paid, as an internal control 

Description of 

measurement methods 

and procedures to be 

applied 

The amount of biomass was monitored in accordance to the 

volume measured from the truck dimensions.  

The VCS PD establishes that values in the receipts described in 

m³ (when applicable), shall be converted into tonnes through the 

specific gravity of each biomass. The specific gravity values of 

each renewable biomasses used in this project are: 

Sources of data: 

 

Biomass Specific gravity 

(tonnes/m³) 

Sawdust 0.35 

Wood residue 0.76 

Açaí pits 0.72 

Native wood from Forest 

Management  

0.67 

Brazilian nut husk 0.24 

 

Sawdust: 

SIMIONI. F. J. Análise diagnóstica e Prospectiva da cadeia 

produtiva de energia de biomassa de origem florestal no 

planalto sul de Santa Catarina. Curitiba. 2007. Available at: 

<http://hdl.handle.net/1884/10294>. Last visit on: 21/03/2018. 

Wood Residue: 

SILVA, S.A.M., et AL. Avaliação da distribuição da densidade 

em MDF a partir da técnica da onda de ultra-som. Scientia 

Forestalis. n. 74, p. 19-26, junho 2007. The values are available 

at: <http://www.ipef.br/publicacoes/scientia/nr74/cap02.pdf>. Last 

visit on: 21/03/2018 

Açaí Pits: 

PADILHA et al. Avaliação do Potencial dos Caroços de Açaí 
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para a geração de energia. Biomassa & Energia. v. 2. n. 3. p. 

231-239. 2005. Available at: <http://www.renabio.org.br/07-B&E-

029-JLPadilha-2005-p231-239.pdf>. Last visit on: 21/03/2018 

Native wood from forest management 

Considered to be the same as for native firewood. Please check 

parameter ρ wood on section 4.1 of the VCS PD for more 

information. 

Brazilian nut husk 

Available at:  

<http://www.proceedings.scielo.br/img/eventos/agrener/n6v1/035t

01.gif>. Last visit on: 21/03/2018. 

Frequency of 

monitoring/recording 

Monthly 

Value applied The applied value was based on the last Crediting period: 

Biomass Qrenbiomass 

Forest residues (sawdust, wood 

residue) 
656.88 

Açaí pits 118.46 

Native wood from Forest 

Management  
0 

Brazilian nut husk 0 
 

Monitoring equipment No monitoring equipment is used to determine this parameter. 

QA/QC procedures to be 

applied 

The ceramic has monthly records of the quantity of biomass 

acquired. It will be rechecked according to the receipts of 

purchase. 

Purpose of data This parameter will be used to : 

a.     Compare the total energy produced in the current credit 

period to the thermal energy that would be necessary 

according to the VCS PD estimates (QA/QC table); 

b.     Demonstrate that the Project fits in small scale category 

for biomass renewable energy projects (capacity 

<45MWth); 

Calculation of leakage emissions due to competing use of 

biomass. 

Calculation method The energy generated by the amount of renewable biomass will 

be calculated based on the Net Calorific Value of each biomass, 

as can be seen on the VCUs Estimatives Calculation 

spreadsheet. 

Values in the receipts from biomass providers may be described 

http://www.renabio.org.br/07-B&E-029-JLPadilha-2005-p231-239.pdf
http://www.renabio.org.br/07-B&E-029-JLPadilha-2005-p231-239.pdf


 PROJECT DESCRIPTION: VCS Version 3 

 

v3.3 33 

in m³ or in tonnes, therefore if the receipts are in m³ it is 

necessary the conversion to tonnes through the specific gravity of 

each biomass.  

Comments Data will be kept for two years after the end of the crediting period 

or the last issuance of carbon credits for this project activity, 

whichever occurs later. 

 

Data / Parameter Origin of Renewable Biomass 

Data unit Not applicable 

Description Renewable origin of the biomass 

Source of data Controlled by the project proponent 

Description of 

measurement methods 

and procedures to be 

applied 

This information will be given by the biomasses providers. The 

biomasses (sawdust, wood residue, acai pits, ) are considered 

renewable as fulfilling the options described in the methodology 

applied. 

Frequency of 

monitoring/recording 

Each monitoring period. 

Value applied Not applicable. 

Monitoring equipment No monitoring equipment was used to determine this parameter. 

QA/QC procedures to be 

applied 

The biomasses were considered renewable as they were in 

accordance with the definition given by the Annex 18 of the 23rd 

meeting of the Executive Board from the Clean Development 

Mechanism36. 

Purpose of data The objective of this data is monitoring the origin of the different 

types of biomasses utilized in the project.  

Calculation method Not applicable. 

Comments Data will be kept for two years after the end of the crediting period 

or the last issuance of carbon credits for this project activity, 

whichever occurs later. 

 

Data / Parameter Leakage of non-renewable biomass 

Data unit tCO2e 

Description Leakage resulted from the non-renewable biomass 

Source of data Monitored 

                                                 
36  CDM – Executive Board.  Annex 18 definition of renewable biomass. EB 23. Available at: < 
https://cdm.unfccc.int/EB/023/eb23_repan18.pdf >. Last visit on: 21/03/2018 
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Description of 

measurement methods 

and procedures to be 

applied 

The sources of leakages predicted in the applied methodology will 

be monitored. Scientific articles, official statistical data, regional 

and national surveys will be assessed in order to ensure that there 

was no leakage from non-renewable biomass (or to estimate the 

leakage). Please see Section 3.3: “Leakage”.   

Frequency of 

monitoring/recording 

Annually 

Value applied 0 

Monitoring equipment No monitoring equipment is used to determine this parameter 

QA/QC procedures to be 

applied 

Data available regarding the ceramic industries fuel consumption 

will be used to monitor the leakage. 

Purpose of data Calculation of leakage emissions. This parameter is used to 

evaluate if there is any source of indirect emission related to non-

renewable biomass. If applicable, leakage emissions are used to 

adjust emission reductions resulting from the project. 

Calculation method Not applicable. 

Comments Data will be kept for two years after the end of the crediting period 

or the last issuance of carbon credits for this project activity, 

whichever occurs later. 

 

Data / Parameter ƒNRB.y 

Data unit Percentage 

Description Fraction of woody biomass used in the absence of the project 

activity in year y that can be established as non-renewable 

biomass using survey methods or government data or approved 

default country specific fraction of non-renewable biomass (fNRB) 

values available on the CDM website. 

Source of data Survey methods. 

Description of 

measurement methods 

and procedures to be 

applied 

The monitoring of this parameter will be based on national and 

international articles, databases and data monitored by the project 

developer such as project activities at the same region. The 

sources will provide information about the availability of woody 

biomass in the Amazon biome.  

Frequency of 

monitoring/recording 

Annually. 

Value applied 79.54% 

Monitoring equipment No monitoring equipment is used to determine this parameter. 

QA/QC procedures to be 

applied 

The monitoring of this parameter was based in national and 

international articles and database every monitoring period. The 
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sources provided information about the sustainable use of 

Amazon biome 

Purpose of data The purpose of the data is to determine the fraction of biomass 

(wood) which would be used in the absence of the project activity 

in year y.  

Calculation method More detailed information in the VCU Estimates spreadsheet.  

Comments Data will be kept for two years after the end of the crediting period 

or the last issuance of carbon credits for this project activity, 

whichever occurs later. 

 

Data / Parameter Renewable biomass surplus 

Data unit tonnes or m³ 

Description Amount of renewable biomass available 

Source of data Monitored 

Description of 

measurement methods 

and procedures to be 

applied 

It will be used to calculate the leakage of renewable biomass. 

The sources of leakages predicted in methodology applied will be 

monitored. The measurement of the leakage will be based in 

national and international articles and databases every monitoring 

period. These sources will provide information about the biomass 

availability in the project activity’s region. The bibliographic 

references are described on the section 3.3 “Leakage”. 

Frequency of 

monitoring/recording 

Annually 

Value applied 
Biomass Surplus Year 

Forest residues (sawdust, 

wood residue) 
1,181,149 m³/year 2016 

Açaí pits 112,060 tonnes/year 2016 

Native wood from Forest 

Management  
2,411,429 m³/year 2012 

Brazilian nut husk 9,612 tonnes/year 2016 
 

Monitoring equipment No monitoring equipment is used to determine this parameter. 

QA/QC procedures to be 

applied 

Data available regarding the ceramic industry fuel consumption 

will be employed to monitor the leakage. 

Purpose of data Calculation of leakage emissions due to competing use of 

biomass 
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Calculation method The amount of biomass used by the project activity in each year of 

the crediting period will be compared to total biomass available. 

Comments Data will be kept for two years after the end of the crediting period 

or the last issuance of carbon credits for this project activity, 

whichever occurs later. 

 

Data / Parameter Df,m 

Data unit Kilometer 

Description Return trip distance between the origin and destination of freight 

transportation activity f in monitoring period m 

Source of data Monitored 

Description of 

measurement methods 

and procedures to be 

applied 

Determined once for each freight transportation activity f for a 

reference trip using the vehicle odometer or any other appropriate 

sources (e.g. on-line sources) 

Frequency of 

monitoring/recording 

To be updated whenever the distance changes 

Value applied 0 (to be monitored during crediting period) 

Monitoring equipment No monitoring equipment is used to determine this parameter. 

QA/QC procedures to be 

applied 

Data available regarding the ceramic industry freight of biomass 

transportation. 

Purpose of data This parameter is used to calculate project emissions for freight 

that exceeds 200 km.  

Calculation method Information in section 3.2 – Project Emissions 

Comments This parameter was not monitored during the first crediting period. 
Values will be monitored at the Monitoring Report from now on. 
Data will be kept for two years after the end of the crediting period 
or the last issuance of carbon credits for this project activity, 
whichever occurs later. 

 

Data / Parameter FRf,m 

Data unit tonnes 

Description Total mass of freight transported in freight transportation activity f 

in monitoring period m 

Source of data Records by project participants or records by truck operators 

Description of 

measurement methods 

and procedures to be 

applied 

This parameter is record by the ceramic in a sheets with the 

distance between the ceramic and the furnisher.  

Information in section 3.2 – Project Emissions 

Frequency of 

monitoring/recording 

Annually 
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Value applied 0 (to be monitored during crediting period) 

Monitoring equipment No monitoring equipment is used to determine this parameter. 

QA/QC procedures to be 

applied 

Data available regarding the ceramic industry freight of biomass 

transportation. 

Purpose of data This parameter is used to calculate project emissions  for freight 

that exceeds 200 km.  

Calculation method Information in section 3.2 – Project Emissions 

Comments This parameter was not monitored during the first crediting period. 
Values will be monitored at the Monitoring Report from now on. 
Data will be kept for two years after the end of the crediting period 
or the last issuance of carbon credits for this project activity, 
whichever occurs later. 

 

4.3 Monitoring Plan 

The monitoring is done with the aim of determining the most approximate quantity of non-

renewable wood that in the absence of the project would be used in the ceramic’s kilns and 

consequently the amount of GHG that would be emitted in tonnes of CO2e. Section 3.2 describes 

data and parameters monitored, as well as the procedures involved on the monitoring plan.  

Ceramic personnel are responsible to monitor the operating conditions on the factory, including 

the amount of renewable biomass consumed and the monthly production of ceramic devices 

(parameters Qrenbiomass and PRy). Ceramic personnel are also responsible to store invoices, 

receipts of sales and other documents related to purchase or acquisition of biomass.  

Based on this information, Sustainable Carbon is responsible to assess if the biomasses are from 

renewable origin, to evaluate if there is a surplus of renewable biomass and to calculate emission 

reductions, including an assessment of leakage emissions and the determination of parameter 

ƒNRB.y.  Sustainable Carbon also assists the Ceramic personnel to double check the monitored 

data on biomass consumption and ceramic units production.  

In the current monitoring period Sustainable Carbon performed an analysis to verify if biomass 

and production data are being correctly filled in the monitoring spreadsheets.  

Analysis on production data is performed by a series of comparisons between different 

measurement points of production (molding machine, kiln loading and kiln unloading) to detect 

inconsistencies or suspicious data. Analysis on biomass data is performed by a series of 

comparisons between the amount of biomass and the cost over months to identify inconsistencies 

or unexpected variations in these parameters. 
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Sustainable Carbon is responsible for providing the required guidance to the ceramic factory, to 

register Biomass and Production data, in order to minimize errors, including assisting the factory 

in case the person in charge of the project monitoring is replaced. 

The responsible for the monitoring plan are Mr. Raimundo Nonato Fernandes and Mr. Sigifério 

Alves de Oliveira, from Kamiranga ceramic. Sustainable Carbon technical team (including those 

members described on Section 1.3) was also involved in the project monitoring.  

5 SAFEGUARDS 

5.1 No Net Harm 

The only negative impact identified is that the project activity will generate ashes due to the 

burning of the biomass, but this impact will be mitigated by using the ashes as fertilizer. 

The burning of the new biomasses also emits particulate material and CO2, as well as when 

using native wood. However, GHG emission reductions will be improved since they are 

renewable biomasses which have carbon neutral lifecycles. 

The SOCIALCARBON indicators will evaluate if there are positive social and environmental 

impacts from the Project Activity. The SOCIALCARBON methodology uses a set of analytical 

tools that assess the social, environmental and economic conditions of communities affected by 

the project and demonstrates the project’s contribution to sustainable development through 

continuous monitoring. 

5.2 Environmental Impact 

Environmental Factor Environmental Impact Classification 

Soil Improvements of soil 
conditions because of the 
vegetation conservation 

Positive 

Climate GHG emission reduction Positive 

 
Water/ hydric resources 

Preservation of groundwater 
quality 

Positive 

Water/ hydric resources Preservation of the water 
cycle renewal 

Positive 

Energy No more use a polluting 
residues as fuel for energy 
production 

Positive 

Fauna Biodiversity preservation Positive 
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Flora  Biodiversity preservation Positive 

The project does not cause any further negative impacts since all the energy generated is result 

of the best natural resources available. On the contrary, the project activity will improve the local 

environmental conditions by establishing proper treatment for the renewable biomasses and also 

by contributing to the reduction of the deforestation rate. 
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Environmental Laws related to the plant activities 

The Environmental National Policy, Política Nacional do Meio Ambiente - PNMA, instituted by the 

Brazilian Law 6.938/81, establishes that the construction, installation, amplification and operation 

of any enterprise or activity which may exploit natural resources, and are considered potentially 

pollutant, or capable of degrading the environment, will be possible only if they obtain a previous 

environmental permission; according to the Brazilian Constitution of 1988. One of the tools settled 

by the PNMA, in order to monitor and study the potential impacts generated by these kinds of 

enterprises, is the Environmental Impact Assessment (EIA). However, an EIA was not required 

for the project activity. 

Besides that, as mentioned in the section 1.11, the CONAMA Resolution nº 237/97 establishes 

that ceramic companies must have an operational license as well as a clay extraction license, 

both emitted by competent municipal, state or federal authority, under a valid time, Kamiranga 

ceramic have an Operating License (LO Nº032/2016) emitted by the Municipal Secretary of the 

Environment and valid until December 13th 2020. The Operating License to clay extraction (LO 

Nº039/2016) emitted by the Municipal Secretary of the Environment and valid until December 

14th 2020 

5.3 Local Stakeholder Consultation 

The formal stakeholder consultation was carried out during the validation of the project. Currently, 

the company’s administrative employees are available to receive any kind of suggestions and 

comments from the community through telephone, e-mail or even personally. 

5.4 Public Comments 

Not applicable.  

 


