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1 PROJECT DETAILS
1.1 Summary Description of the Project and its Implementation Status
The main purpose of this project activity is to generate clean form of electricity through renewable
solar energy source. The project is a bundled project activity which involves installation of 220
MW solar project in different states of India through SPVs.
Over the 10 years of first crediting period, the project will replace anthropogenic emissions of
greenhouse gases (GHG’s) estimated to be approximately 432,770 tCOze per year, thereon
displacing 461,967 MWh/year amount of electricity from the generation-mix of power plants
connected to the Indian grid, which is mainly dominated by thermal/fossil fuel based power plant.
The details of the SPVs for the project and their location of installation are mentioned in the table
below:-
Sl. Capacity Connection
No Name of SPVs (MW) COD with Grid State Usage
50 26/04/2018
1 E’ﬁﬁ%&%ﬂﬁ/;‘?{_‘fmg‘; 50 | 08/04/2018 | Indian Grid | Maharashtra | el
30 22/04/2018
Shapooriji Palloniji
2 Infrastructure Capital 50 26/09/2018 Indian Grid Tamil Nadu | Sale to Grid
Company Private Limited
3 Suryoday One Energy 40 30/04/2018 | Indian Grid Karnataka | Sale to Grid
Private Limited
Scenario existing prior to the implementation of project activity:
The scenario existing prior to the implementation of the project activity, is electricity delivered to
the grid by the project activity that would have otherwise been generated by the operation of grid-
connected power plants and by the addition of new generation sources, as reflected in the
combined margin (CM) calculations described in the “Tool to calculate the emission factor for an
electricity system”.
Baseline Scenario:
As per the applicable methodology, a Greenfield power plant is defined as “a new renewable
energy power plant that is constructed and operated at a site where no renewable energy power
plant was operated prior to the implementation of the project activity’.
As the project activity falls under the definition of a Greenfield power plant, the baseline scenario
as per paragraph 22 of Section 5.2.1 of applied methodology is the following:
If the project activity is the installation of a Greenfield power plant, the baseline scenario is
electricity delivered to the grid by the project activity would have otherwise been generated by the
operation of grid-connected power plants and by the addition of new generation sources, as
reflected in the combined margin (CM) calculations described in the “Tool to calculate the
emission factor for an electricity system”.
Hence, pre-project scenario and baseline scenario are the same.
Total emission reductions achieved in this monitoring period:
v3.1



VCS

JOINT PROJECT DESCRIPTION & MONITORING REPORT: vCS Version 3

1.2

1.3

1.4

During the Current Monitoring Period from 08/04/2018 to 25/06/2019 (First and last date included)
the project activity has supplied 377,913.08 MWh of electricity, and thus contributing to the GHG
reductions 354,005 tCOze.

Sectoral Scope and Project Type

The project activity falls under the following Sectoral scope and Project Type:

Sectoral Scope
Project Type
Project Category

: 01 - Energy industries (renewable / non-renewable sources)
: | - Renewable Energy Projects
Grid-connected electricity generation

from renewable sources

ACMO0002- Version 19.0!

The project is not a grouped project activity.

Project Proponent

Organization name

Solar Edge Power and Energy Private Limited

Contact person

Mr. Sunil Kulkarni

Title

Director

Address 70, Nagindas Master Road, Fort, Mumbai- 400023, India
Telephone +9188793446297
Email sunil.kulkarni@shapoorji.com

Organization name

Shapooriji Pallonji Infrastructure Capital Company Private Limited

Contact person

Mr. Sunil Kulkarni

Title

Director

Address 70, Nagindas Master Road, Fort, Mumbai- 400023, India
Telephone +9188793446297
Email sunil.kulkarni@shapoorji.com

Organization name

Suryoday One Energy Private Limited

Contact person

Mr. Sunil Kulkarni

Title

Director

Address 41/44, Minoo Desai Marg, Colaba, Mumbai- 400005, India
Telephone +9188793446297
Email sunil.kulkarni@shapoorji.com

Other Entities Involved in the Project

Organization name

EKI Energy Services Limited

Role in the project

Project Consultant

Contact person

Manish Dabkara

! http://cdm.unfccc.int/methodologies/DB/VJI9AX539DIMLOPXN2AYIUR1IN4IYGD
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1.5

1.6

1.7

Title CEO & MD

Address EnKing Embassy, Office No 201, Plot 48, Scheme 78, Part 2, Vijay
Nagar, Indore- 452010, Madhya Pradesh, India.

Telephone +91-731-4289086

Email manish@enkingint.org

Project Start Date

Start date of the project activity is the earliest date of interconnection with the grid i.e. 08-04-
2018. This is the date of commissioning of 50 MW solar PV project activity by Solar Edge Power
& Energy Pvt. Ltd.

The details of the commissioning dates of the individual project activity are mentioned in the
section 1.1 of this report.

Project Crediting Period
Crediting Period Start date: 08-April-2018
Crediting Period End date: 07-April-2028

The project activity adopts renewable crediting period of 10 years period which can be renewed
for maximum 2 times.

Project Scale and Estimated GHG Emission Reductions or Removals

The project is a large scale project that involves setting up of 220 MW of Solar power project.

Project Scale

Project

Large project v

As the estimated annual average GHG emission reductions or removal per year is 432,770 tCOze
which is more than 300,000 tonnes of COze per year, thus the project falls in the category of
Large Project.

Estimated GHG emission
Year reductions or removals
(tCO2e)

Year 1 442,732

Year 2 440,518

Year 3 438,305

Year 4 436,091

Year 5 433,877

Year 6 431,664

Year 7 429,450

Year 8 427,236
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1.8

Year 9 425,023

Year 10 422,809

Total estimated ERs 4,327,705
Total number of crediting years 10

Average annual ERs 432,770

Description of the Project Activity

The project activity involves the installation of Solar PV project. The total installed capacity of the
project is 220 MW of Solar PV plant located at different states in India. The project is promoted by
Solar Edge Power and Energy Private Limited, Shapoorji Pallonji Infrastructure Capital
Company Private Limited and Suryoday One Energy Private Limited.

The Project activity is a new facility (Greenfield) and the electricity generated by the project will be
exported to the Indian electricity grid. The project will therefore displace an equivalent amount of
electricity which would have otherwise been generated by fossil fuel dominant electricity grid. The
Project Proponent plans to avail the VCS benefits for the project.

In the Pre- project scenario the entire electricity, delivered to the grid by the project activity, would
have otherwise been generated by the operation of grid-connected power plants and by the
addition of new generation sources.

The project shall result in replacing anthropogenic emissions of greenhouse gases (GHG’s)
estimated to be approximately 432,770 tCOze per year, thereon displacing 461,967 MWh/year
amount of electricity from the grid over the 10 years crediting period.

Solar PV Project Technology Details —

The project activity aims to harness solar energy through installation of Solar PV project with total
installed capacity of 220 MW. The technical details of the project activity is provided below.

The technical specification of 40 MW solar project by Suryoday One Energy Private Limited

Sl. No. | Technical details of the equipment? Description
1 Technology Used Solar PV technology (Poly-Crystaline)

No. of Modules- 164734
Model capacity- 340 Wp

16 Inverters
2750 KW

2 Number of modules and their capacity

3 Number of Inverters & Capacity

The technical specification of 50 MW solar project by Solar Edge Power and Energy Private
Limited

SI. No. | Technical details of the equipment?® Description
1 Technology Used Solar PV technology (Poly-Crystaline)
; : JA Solar
2 Number of modules and their capacity Model capacity- 325 Wp

2 It is to be noted that in future there is possibility of change in module configuration, however project
capacity in total will remain same as 40 MW.
3 It is to be noted that in future there is possibility of change in module configuration, however project
capacity in total will remain same as 50 MW.
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Number of Inverters & Capacity

25 Inverters
2000 KW

The technical specification of 50 MW solar project by Shapoorji Pallonji Infrastructure Capital
Company Private Limited

Sl. No.

Technical details of the equipment*

Description

1

Technology Used

Solar PV technology (Poly-Crystaline)

2

Number of modules and their capacity

No. of Modules- 164880
Model capacity- 325 Wp, 330 Wp

3

Number of Inverters & Capacity

20 Inverters
2750 KW

The technical specification of 30 MW solar project by Solar Edge Power and Energy Private

Limited

Sl. No.

Technical details of the equipment®

Description

1

Technology Used

Solar PV technology (Poly-Crystaline)

2

Make of modules and their capacity

Model capacity- 117.5 Wp (JA Solar),
325 Wp (First Solar)

3

Number of Inverters & Capacity

15 Inverters
2000 KW

The technical specification of 50 MW solar project by Solar Edge Power and Energy Private

Limited

Sl. No.

Technical details of the equipment®

Description

1

Technology Used

Solar PV technology (Poly-Crystaline)

2

Make of modules and their capacity

JA Solar
Model capacity- 325 Wp

3

Number of Inverters & Capacity

25 Inverters
2000 KW

Feeder Connectivity details of the solar plant have been

mentioned below

Sl. No Name of SPVs C?&W;ty Feeder Connectivity
Solar Edge P dE P 50 132 KV Muktainagar
1 olar Edge Power and Energy Private 50 132 KV GSS Pangri,
Limited

30 Beeed

5 Shapooriji Pallonji Infrastructure Capital 50 110 KV,
Company Private Limited Nallamanaickenpatti

3 Suryoday One Energy Private Limited 40 110 KV

4 It is to be noted that in future there is possibility of change in module configuration, however project
capacity in total will remain same as 50 MW.
> It is to be noted that in future there is possibility of change in module configuration, however project
capacity in total will remain same as 30 MW.
¢ It is to be noted that in future there is possibility of change in module configuration, however project
capacity in total will remain same as 50 MW.
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1.9 Project Location
The details of the project locations are mentioned in the table below
Sl. Capacity . .
No Name of SPVs (MW) Village Taluka District State
Wadhave,
Solar Edae P q 50 Hartale & | Muktainagar Jalgaon
1 olar bage Fower an Manpur Maharashtra
Energy Private Limited 50 Parli - Beed
30 Parli - Beed
Shapooriji Palloniji
2 Infrastructure Capital 50 Thenkarai | Vembakottai | Virudhunagar | Tamil Nadu
Company Private Limited
Suryoday One Energy Gokak .
3 Private Limited 40 Falls Gokak Belagavi Karnataka
The Geo-Coordinate details of the project are mentioned in the table below
Sl. N PV Capacity Distri Lati N Lonai E
No ame of SPVs (MW) istrict State atitude (N) ongitude (E)
Solar Edae P d 50 Jalgaon 21° 01’ 37.85" | 75° 59' 32.28"
olar ge rower an 50 Beed
V| Energy Private Limited Maharashtra | 4. 55: 21.06" | 76° 21' 29.28"
30 Beed
Shapooriji Palloniji
2 Infrastructure Capital 50 Virudhunagar | Tamil Nadu | 9°33 14.52” | 77° 53 03.25”
Company Private Limited
3 | Suryoday One Energy 40 Belagavi Karnataka | 16° 10" 40.92" | 74° 47’ 22.56"
Private Limited
The project location have been highlighted in the maps shown below
For Tamil Nadu State
v3.1
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1.10  Conditions Prior to Project Initiation
The project is a Greenfield solar power project and does not involve generation of GHG
emissions for the purpose of their subsequent reduction, removal or destruction. Prior to the
initiation of the project activity, the equivalent amount of electricity would have been drawn from
grid connected or new power plants, in Indian Grid. The grid is predominantly coal based and
therefore is a major source of carbon dioxide emissions in India. The main emission in the pre
project scenario is the power plants connected to the Indian Grid, and main GHG involved is COs.
The baseline identified in section 2.4 is same as the pre-project scenario.
1.11  Compliance with Laws, Statutes and Other Regulatory Frameworks
The Project has received necessary approvals for development and commissioning for each PV
Plant from the state Nodal agencies and is in compliance to the local laws and regulations.
The relevant national laws and regulations pertaining to generation of energy in India are:
. Electricity Act 2003
. National Electricity Policy 2005
. Tariff Policy 2006
v3.1 10
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1.12

1.12.1

1.12.2

The Project activity conforms to all the applicable laws and regulations in India:

» Power generation using solar energy is not a legal requirement or a mandatory
option.

 There are state and sectoral policies, framed primarily to encourage solar power
projects. These policies have also been drafted realizing the extent of risks involved
in the projects and to attract private investments.

* The Indian Electricity Act, 2003 (May 2007 Amendment) does not influence the
choice of fuel used for power generation.

» There is no legal requirement on the choice of a particular technology for power
generation.

Ownership and Other Programs
Project Ownership

As per VCS Program Definitions version 3.7, the project ownership is the legal right to control and
operate the project activities.

Solar Edge Power and Energy Private Limited, Shapoorji Pallonji Infrastructure Capital
Company Private Limited and Suryoday One Energy Private Limited are the project
proponents (PP) of project activity and they have the legal right to control and operate the project
activities.

The project ownership has been demonstrated through below supporting documents:

1. Commissioning certificates — The letter from respective State Nodal Agency to Solar
Edge Power and Energy Private Limited, Shapoorji Pallonji Infrastructure Capital
Company Private Limited and Suryoday One Energy Private Limited, for the
commissioning of the respective generation facilities indicates that, PP have the legal
right to control and operate the project activities.

2. Power Purchase Agreements — The Power Purchase Agreements signed by Solar
Edge Power and Energy Private Limited, Shapoorji Pallonji Infrastructure Capital
Company Private Limited and Suryoday One Energy Private Limited, indicates that, PP
have the legal right to control and operate the project activities.

Based on above evidences, the project ownership is with Solar Edge Power and Energy
Private Limited, Shapoorji Pallonji Infrastructure Capital Company Private Limited and
Suryoday One Energy Private Limited.

Emissions Trading Programs and Other Binding Limits

Net GHG emission reductions or removals generated by the Project will not be used for
compliance with an emissions trading program or to meet binding limits on GHG emissions in any
Emission Trading program or other binding limits.

v3.1
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1.12.3

1.124

1.12.5

1.13

Other Forms of Environmental Credit

The Project has no intend to generate any other form of GHG-related environmental credit for
GHG emission reductions or removals claimed under the VCS Program.

However, it can be crosschecked that PP is not claiming REC benefits, the same can be verified
with the REC accreditation body of India”.

Participation under Other GHG Programs

The project has neither been registered, nor seeking registration under any other GHG programs.
The project is seeking registration only in VCS program.

Projects Rejected by Other GHG Programs

The Project is not rejected by other GHG programs.

Additional Information Relevant to the Project

Eligibility Criteria

This is not a grouped project activity. Thus, this section is not applicable for this project.
Leakage Management

Not applicable to the project activity.

Commercially Sensitive Information

No commercially sensitive information has been excluded from the public version of the project
description.

Sustainable Development
Contribution to sustainable development:

Ministry of Environment and Forests, has stipulated economic, social, environment and
technological well-being as the four indicators of sustainable development. The project
contributes to sustainable development using the following ways.

Social well-being: The project would help in generating employment opportunities during the
construction and operation phases. The project activity will lead to development in infrastructure
in the region like development of roads and also may promote business with improved power
generation.

7 https://recreqistryindia.nic.in/index.php/general/publics/accredited regens pdf

v3.1
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2.1

2.2

Economic well-being: The project is a clean technology investment in the region, which would
not have been taken place in the absence of the VCS benefits the project activity will also help to
reduce the demand supply gap in the state.

Technological well-being: The successful operation of project activity would lead to promotion
of Solar based power generation and would encourage other entrepreneurs to participate in
similar projects

Environmental well-being: Solar being a renewable source of energy, it reduces the
dependence on fossil fuels and conserves natural resources which are on the verge of depletion.
Due to its zero emission the Project activity also helps in avoiding significant amount of GHG
emissions and specific pollutants like SOx, NOx, and SPM associated with the conventional
thermal power generation facilities.

Further Information

Not Applicable

APPLICATION OF METHODOLOGY
Title and Reference of Methodology

Title : Grid-connected electricity generation from renewable sources

Reference : The project activity meets the eligibility criteria of large scale project as it is
more than 15 MW

Methodology : ACMO0002: Grid-connected electricity generation from renewable sources -
Version 19.08

Type | : Energy industries (renewable / non-renewable sources)

Category : Approved Consolidated Methodology (ACMO0002)

Tools referred with above methodology and applicable for project activity are:

+ Tool to calculate the emission factor for an electricity system® - Version 07.0 (EB 100,
Annex 04)

+ Methodological Tool- Tool for the demonstration and assessment of additionality'® -
Version 07.0.0 (EB 70, Annex 08)

Applicability of Methodology

The project activity involves generation of grid connected electricity from renewable solar energy.
The project activity has a proposed capacity of 220 MW which will qualify for a large scale CDM
project activity under Type-| of the large scale methodologies. The project status is corresponding
to the methodology ACMO0002 version 19.0 and applicability of methodology are discussed below.

8 http://cdm.unfcce.int/methodologies/DB/VJI9AX539DIMLOPXN2AYQUR1N4IYGD

9 http://cdm.unfcce.int/methodologies/PAmethodologies/tools/am-tool-07-v7.0.pdf

10 hitp://cdm.unfcce.int/methodologies/PAmethodologies/tools/am-tool-01-v7.0.0.pdf

v3.1
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Applicability Criterion Project Case

1. This methodology is applicable to grid- | The project activity is a Renewable
connected renewable energy power | Energy Project i.e. Solar Power Project

generation project activities that: which falls under applicability criteria
(a)Install a Greenfield power plant; option 1 (a) i.e., “Install a Greenfield
(b)Involve a capacity addition to (an) existing | power plant”. Hence the project activity

plant(s); meets the given applicability criterion.

(c)Involve a retrofit of (an) existing operating
plants/units;

(d)Involve a rehabilitation of (an) existing
plant(s)/unit(s); or

(e)Involve a replacement of (an) existing

plant(s)/unit(s)
2. The methodology is applicable under the | The option (a) of applicability criteria 2 is
following conditions: applicable as project is renewable

(a)The project activity may include renewable | energy solar power plant/unit.
energy power plant/unit of one of the
following types: hydro power plant/unit with
or without reservoir, wind power plant/unit,
geothermal power plant/unit, solar power
plant/unit, wave power plant/unit or tidal
power plant/unit;

(b)In the case of capacity additions, retrofits,
rehabilitations or replacements (except for
wind, solar, wave or tidal power capacity
addition projects the existing plant/unit
started commercial operation prior to the
start of a minimum historical reference
period of five years, used for the calculation
of baseline emissions and defined in the
baseline emission section, and no capacity
expansion, retrofit, or rehabilitation of the
plant/unit has been undertaken between the
start of this minimum historical reference
period and the implementation of the
project activity.

3. In case of hydro power plants, one of the
following conditions shall apply:'

(a) The project activity is implemented in
existing single or multiple reservoirs, with
no change in the volume of any of the
reservoirs; or

(b) The project activity is implemented in
existing single or multiple reservoirs, where
the volume of the reservoir(s) is increased
and the power density calculated using
equation (3), is greater than 4 W/m?; or

(c) The project activity results in new single or
multiple reservoirs and the power density,

The project is installation of new solar
based electricity generation plants (not a
hydro power plant). Hence this criterion
is not applicable.

" Project participants wishing to undertake a hydroelectric project activity that result in a new reservoir or
an increase in the volume of an existing reservoir, in particular where reservoirs have no significant
vegetative biomass in the catchments area, may request a revision to the approved consolidated
methodology.
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(d)

calculated using equation (3), is greater

than 4 W/m?; or

The project activity is an integrated hydro

power project involving multiple reservoirs,

where the power density for any of the

reservoirs, calculated using equation (3), is

lower than or equal to 4 W/m2, all of the

following conditions shall apply:

The power density calculated using the total

installed capacity of the integrated project,

as per equation (4), is greater than 4 W/m?2;

Water flow between reservoirs is not used

by any other hydropower unit which is not a

part of the project activity;

Installed capacity of the power plant(s) with

power density lower than or equal to

4 W/m? shall be:

a. Lower than or equal to 15 MW; and

b. Less than 10 per cent of the total
installed capacity of integrated hydro
power project.

In the case of integrated hydro power
projects, project proponent shall:

The project is solar power project and
thus the criterion is not applicable to this
project activity.

Demonstrate that water flow from upstream
power plants/units spill directly to the
downstream reservoir and that collectively
constitute to the generation capacity of the
integrated hydro power project; or

The project is solar power project and
thus the criterion is not applicable to this
project activity.

Provide an analysis of the water balance
covering the water fed to power units, with
all possible combinations of reservoirs and
without the construction of reservoirs. The
purpose of water balance is to demonstrate
the requirement of specific combination of
reservoirs constructed under CDM project
activity for the optimization of power output.
This demonstration has to be carried out in
the specific scenario of water availability in
different seasons to optimize the water flow
at the inlet of power units. Therefore this
water balance will take into account
seasonal flows from river, tributaries (if any),
and rainfall for minimum five years prior to
implementation of CDM project activity.

The project is solar power project and
thus the criterion is not applicable to this
project activity.

v3.1
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7. The methodology is not applicable to:

(a) Project activities that involve
switching from fossil fuels to
renewable energy sources at the
site of the project activity, since in
this case the baseline may be the
continued use of fossil fuels at the

(a) The project activity is
Greenfield and there is no switching
of fossil fuel to renewable energy.
Hence the criteria is not applicable to
the project activity

(b) The project is not a
biomass fired power plant. Hence the

site; criteria is not applicable to the project
) . . activity.
(b) Biomass fired power plants/units.
8. In the case of retrofits, rehabilitations,

replacements, or capacity additions, this
methodology is only applicable if the most
plausible baseline scenario, as a result of
the identification of baseline scenario, is
“the continuation of the current situation,
that is to use the power generation
equipment that was already in use prior to
the implementation of the project activity
and undertaking business as usual
maintenance”.

Not applicable, the solar project is a
Green field project activity and this
project is not the enhancement or up
gradation project.

9. In addition, the applicability conditions
included in the tools referred to below
apply.'?

Please refer tables below.

Tool to calculate the emission factor for an electricity system'® - Version 07.0 (EB 100, Annex 04)

Applicability Criterion

Project Case

This tool may be applied to estimate the OM, BM
and/or CM when calculating baseline emissions for
a project activity that substitutes grid electricity that
is where a project activity supplies electricity to a
grid or a project activity that results in savings of
electricity that would have been provided by the grid
(e.g. demand-side energy efficiency projects).

The project is a grid connected
Greenfield Solar power project and thus
the tool is applicable.

Under this tool, the emission factor for the project
electricity system can be calculated either for grid
power plants only or, as an option, can include off-
grid power plants. In the latter case, two sub-options
under the step 2 of the tool are available to the
project participants, i.e. option lla and option llb. If
option lla is chosen, the conditions specified in
“Appendix 2: Procedures related to off-grid power
generation” should be met. Namely, the total
capacity of off-grid power plants (in MW) should be
at least 10 per cent of the total capacity of grid
power plants in the electricity system; or the total

electricity generation by off-grid power plants (in

Steps involved in calculation of Emission
Factor is included in section B.6.3 of the
PDD as per the requirement of the tool

2 The condition in the “Combined tool to identify the baseline scenario and demonstrate additionality” that
all potential alternative scenarios to the proposed project activity must be available options to project
participants; does not apply to this methodology, as this methodology only refers to some steps of this

tool.

13 http://cdm.unfccc.int/methodologies/PAmethodologies/tools/am-tool-07-v7.0.pdf
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Applicability Criterion Project Case

MWh) should be at least 10 per cent of the total
electricity generation by grid power plants in the
electricity system; and that factors which negatively
affect the reliability and stability of the grid are
primarily due to constraints in generation and not to
other aspects such as transmission capacity.

In case of CDM projects the tool is not applicable if | Project is located in non-Annex | country
the project electricity system is located partially or | and hence the tool is applicable
totally in an Annex | country.

Under this tool, the value applied to the CO2z | The project is a Solar project and there is
emission factor of biofuels is zero. no involvement of biofuels.

» Methodological Tool- Tool for the demonstration and assessment of additionality- Version 07.0.0

(EB 70, Annex 08)
Applicability Criteria has been demonstrated in section on additionality below.

The project activity qualifies as Type | during every year of the crediting period in accordance with
applicable provisions for project activity eligibility as discussed above. Also the total installed
capacity of project activity is 220 MW which is applicable as per large scale project activities
methodology ACMO0002: Grid-connected electricity generation from renewable sources Version
19.0. The project capacity will be always remain the same and hence the project activity will
always be large scale project activities throughout the crediting period and thereafter.

2.3 Project Boundary

As per ACMO0002 version 19.0 - “The spatial extent of the project boundary includes the project
power plant and all power plants connected physically to the electricity system that the CDM
project power plant is connected to”.
The project boundary includes the solar project, sub-stations, grid and all power plants connected
to grid. The proposed project activity will evacuate power to the Indian grid. Therefore the entire
Indian grid and all connected power plants have been considered in the project boundary for the
proposed VCS project activity.

" Electricty G enerated from Solar plant. [ |

: Solar Plant ! a :! Trans former :

1 1

1 1

| |

1 Electricity ¥ 1

All Power Plants ~ - - -
: connected to Grid » Indian Grid E—— Sub Station :
1 1
Project Boundary
Energy Meter location
v3.1
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2.4

Source Gas | Included? Justification/Explanation
CO:2 Yes Main emission source
2 | Grid connected | CH, No Minor emission source
] electricit
a Y N20 No Minor emission source
o generation. : — :
Other No Project activity does not emit other forms of
GHG emissions
CO2 No No CO:2 emissions are emitted from the project
- Greenfield CHa No Project activity does not emit CHa
b Solar PV : — _
?—' Power Project N20 No Project activity does not emit N20O
Activity. Project activity does not emit other forms of
Other No o
GHG emissions

Baseline Scenario

As per the approved consolidated Methodology ACMO0002 (Version 19.0) para 22: “If the project
activity is the installation of a Greenfield power plant, the baseline scenario is electricity
delivered to the grid by the project activity would have otherwise been generated by the
operation of grid-connected power plants and by the addition of new generation sources, as
reflected in the combined margin (CM) calculations described in the “Tool to calculate the
emission factor for an electricity system’.

The project activity involves setting up of solar projects to harness the power of sun to produce
electricity and supply to the grid. In the absence of the project activity, the equivalent amount of
power would have been supplied by the Indian grid, which is fed mainly by fossil fuel fired
plants.

In the absence of the project activity, the equivalent amount of power would have been drawn
from the Indian grid. Hence, the baseline for the project activity is the equivalent amount of
power from the Indian grid.

The combined margin (EFgracmy) is the result of a weighted average of two emission factor
pertaining to the electricity system: the operating margin (OM) and build margin (BM).
Calculations for this combined margin must be based on data from an official source (where
available) and made publically available. The CEA database version 14 is the latest available
data at the time of PD submission to DOE for validation, hence same is considered for emission
factor calculations.

The combined margin of the Indian grid used for the project activity is as follows:

Parameter Value Nomenclature | Source

v3.1
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EFgria.cmy 0.9368 Combined margin CO:2 | Calculated as the weighted
tCO2/MWh emission factor for the | average of the operating
project electricity system | margin (0.75) & build margin
in yeary (0.25) values, sourced from
Baseline CO2 Emission
Database, Version 14.0, Dec
2018 published by Central
Electricity  Authority (CEA),
Government of India
EFgria,omy 0.9610 Operating margin  CO2 | Calculated as the last 3 year
tCO2/MWh emission factor for the | (2015-16, 2016-17, 2017-18)
project electricity system | generation-weighted average,
in yeary sourced from Baseline CO:2
Emission Database, Version
14.0, Dec 2018 published by
Central  Electricity Authority
(CEA), Government of India
EFgriaamy 0.8644 Build margin CO: | Baseline CO2 Emission
tCO2/MWh emission factor for the | Database, Version 14.0, May
project electricity system | 2018 published by Central
in yeary Electricity  Authority (CEA),
Government of India
2.5 Additionality
The table below is only applicable if the proposed project activity is a type of project activity which
is deemed automatically additional, as defined by the applied approved methodology or
standardized baseline.
Specify the methodology or standardized baseline that establish
automatic additionality for the proposed project activity (including the NA
version number and the specific paragraph, if applicable).
Describe how the proposed project activity meets the criteria for automatic NA
additionality in the relevant methodology or standardized baselines.
The present VCS project generates power using Solar PV energy which is a renewable, zero
emission source of energy. Baseline considerations for the project are based on approved
consolidated baseline methodology ACM0002 (Version 19.0). The methodology requires the
project investor to determine the additionality based on “Methodological Tool- Tool for the
demonstration and assessment of additionality”, Version 7.0.0. The step-wise approach to
establish additionality of the project activity has been followed, details of which are provided in the
following paragraphs:
v3.1
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STEP 0: First-of-its-kind project activities

Y Is the proposed project activity the first-of-its-kind?

I

STEP 1. Identification of alternatives to
the project activity consistent with
mandatory laws and regulations

v Ny

¥

STEP 2. Investment
analysis

STEP 3. Barrier analysis

Does sensitivity analysis

|

conclude that the proposed
CDM project activity is N
unlikely to be the most
financially attractive or is
unlikely ta be financially
attractive?

(1) Is there at least one
barrier preventing the
implementation of the

proposed project activity
without the CDM; and (2) Is at
least one alternative scenario,
other than proposed CDM
project activity, not prevented
by any of the identified
barriers?

Y ¥ optional

STEP 4. Common practice
analysis

(1) No similar activities can be
observed?

(2) If similar activities are

observed, are there essential

distinctions  between the

proposed CDM project activity

and similar activities that can

reasonably be explained?

A Project is

additional

A

Project is not
additional

In line with VCS Standard version 3.7, the additionality of the Project activity is ascertained in line
with the applicable guidance from the UNFCCC. The demonstration of additionality for the
proposed Project activity is being carried out in accordance with the additionality tool provided by
the UNFCCC i.e. “Tool for demonstration and assessment of Additionality” Version 07.0.0,. The

tool provides a step-wise approach to demonstrate additionality which is displayed below:

Step 0: Demonstration whether the proposed project activity is the first-of-its-kind

The proposed project activity is not the first-of-its-kind. Hence not applicable.

Step 1: Identification of alternatives to the project activity consistent with current laws and

regulations

Sub-step 1a: Define alternatives to the project activity:

v3.1
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Identify realistic and credible alternative(s) available to the project participants or similar project
developers that provide outputs or services comparable with the proposed VCS project activity.

The purpose of the project activity is to generate electrical power using solar energy and feed the
electricity generated to the grid. Hence, the following alternatives are considered:

Alternative 1: The proposed project activity not undertaken as a VCS project activity.

The PP could proceed with the implementation of the project without Carbon credit benefits. The
electricity produced from the renewable energy project would have been sold to the grid. This is
in compliance with all applicable legal and regulatory requirements and can be a part of the
baseline. However, the Project activity is not feasible without revenues from sale of Carbon
Credits. This argument has been discussed in step 2 of the Additionality section.

Alternative 2: No proposed project activity and equivalent amount of energy would have
been produced by the grid electricity system through its currently running power plants
and by new capacity addition to the grid i.e. Continuation of the present situation.

The PP would have continued without investment in Project activity with usual business activities.
The grid would continue with the fossil fuel based power projects and this would result in GHG
emissions. Hence, the new capacity add-on from a fossil fuel based power plant is appropriate,
realistic & credible baseline alternative for the project activity.

Outcome of Sub-step 1a: All the realistic alternatives for the project activity have been enlisted
above.

Thus though two alternatives are mentioned above as per step of additionality tool, the first
alternative is not possible as project activity is not viable without carbon credit benefits and
second alternative is the baseline scenario for the project activity as per methodology as
mentioned in section 2.4 of joint VCS PD & MR.

It is to be noted that being the green field project activity, “the baseline scenario is electricity
delivered to the grid by the project activity would have otherwise been generated by the operation
of grid-connected power plants and by the addition of new generation sources, as reflected in the
combined margin (CM) calculations described in the “Tool to calculate the emission factor for an
electricity system”.

Sub-step 1b: Consistency with mandatory laws and regulations:

The alternative(s) shall be in compliance with all applicable legal and regulatory requirements,
even if these laws and regulations have objectives other than GHG reductions, e.g. to mitigate
local air pollution. The project activity comes under white category as mentioned in section 1.11 of
this document, thus there shall be no necessity of obtaining the Consent to Operate” for White
category of industries. Since project activity falls under white category and the non-polluting
nature of project fulfils the compliance to the local laws and regulations (This sub-step does not
consider national and local policies that do not have legally-binding status.).

The relevant national laws and regulations pertaining to generation of energy in India are:

»  Electricity Act 2003
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» National Electricity Policy 2005
» Tariff Policy 2006

The Project activity conforms to all the applicable laws and regulations in India:

» Power generation using renewable energy is not a legal requirement or a mandatory
option.

» There are state and sectoral policies, framed primarily to encourage solar power projects.

» These policies have also been drafted realizing the extent of risks involved in the projects
and to attract private investments.

» The Indian Electricity Act, 2003 (May 2007 Amendment) does not influence the choice of
fuel used for power generation.

» There is no legal requirement on the choice of a particular technology for power
generation.

The both alternatives are in compliance with laws and regulations required. There is no any
mandatory requirement to implement the project activity.

Outcome of Sub-step 1b: Hence, both the alternatives enlisted above are found to comply with
the mandatory laws and regulations taking into account the enforcement of the legislations in the
region or country and EB decisions on national and/or sectoral policies and regulations. Since
solar projects are categorised as white category, no any consent to operate required from
pollution control board.

However, Alternative 2 has been selected as the appropriate baseline alternative for this project
activity in line with methodology.

Step 2: Investment analysis

Determine whether the proposed project activity is economically or financially less
attractive than at least one other alternative, identified in step 1, without the revenue from
the sale of emission reductions credits. To conduct the investment analysis, use the
following sub-steps:

Sub-step 2a: Determine appropriate analysis method

The Project activity envisages to export the power to Indian grid and the revenues from the sale
would be generated in accordance with the terms and tariffs established in the Power Purchase
Agreement (PPA). Thus, simple cost analysis (Option 1) cannot be used as the analysis method
as the sale of the units of generated electricity shall result in a revenue stream during the
operations of the Project activity.

In the absence of the project activity grid electricity would have been the obvious choice for the
Project which requires no investment. Hence investment comparison analysis (Option Il) is also
not appropriate for the project activity.

After eliminating Option | and Option Il, the use of Benchmark analysis (Option Ill) is the method
of analysis that has been selected as the most suitable method. This method determines the
attractiveness of the project activity for the investors, as well as provides a measure of the
viability of the investment to generate revenues during its operation, as compared with other
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avenues and investment options. Hence, the Benchmark analysis method is to be employed for
analysis of the said project.

Sub-step 2b (Option Ill): Apply benchmark analysis

The investment analysis using Benchmark analysis approach (Option Ill) has been chosen.
Further, this method illustrates the evaluation of the Project by the PP before the decision to
undertake the project was taken and management approval granted.

Choice of Financial Indicator:

According to the “Tool for demonstration and assessment of Additionality”, the financial indicator
can be based either on (1) project IRR or (2) equity IRR. There is no general preference between
the approaches (1) or (2). The benchmark chosen for analysis shall be fully consistent with the
choice of approach. Therefore in accordance with the guidance, the relevant financial indicator for
project activity has been chosen as post tax equity IRR.

Choice of Benchmark:

As per Investment Analysis tool, Required/expected returns on equity are appropriate
benchmarks for an equity IRR. The Equity IRR is considered as the financial indicator and the
benchmarks used is cost of equity. Hence, the benchmarks used are applicable to the project
activity and the type of IRR calculation presented

At the time of decision made of project activity, the methodological tool "Investment Analysis"
(version 7 & 8) were the latest available tools to the PP at the time of decision making. However,
the request for registration for Version 7 could be submitted till 31/10/2017 and for version 8 the
registration request could be submitted till 28/11/2018. Hence, PP has used Methodological Tool
for Investment Analysis version 09 (EB 101, Annex 11). Upon comparison of the detail of version
07.0, 08.0 and version 09.0 of the methodological tools it was observed that, there is no major
difference in the versions except for the change of default value for benchmark calculation. The
default value as mentioned in version 07 was 11.06% for the group 1 projects in India, in the
version 08 it was 10.73% for group 1 project in India and Value as mentioned in version 09 is
9.79% for group 1 project in India which is clearly more conservative than version 07 & 08 values.
Hence, version 09 is used which is appropriate and more conservative for benchmark calculation
and PP has considered the same tool for default value of return on equity for the respective
SPVs. The default value of Return on Equity for Group-1 projects in India is 9.79 % as per EB
101, Annex 11.

As per paragraph 7 of Appendix A of the above mentioned document, “In situations where an
investment analysis is carried out in nominal terms, project participants can convert the real term
values provided in the table below to nominal values by adding the inflation rate. The inflation rate
shall be obtained from the inflation forecast of the central bank of the host country for the
duration of the crediting period. If this information is not available, the target inflation rate of the
central bank shall be used. If this information is also not available, then the average forecasted
inflation rate for the host country published by the IMF (International Monetary Fund World
Economic Outlook) or the World Bank for the next five years after the start of the project activity
shall be used”. For the concerned project activity, the inflation rate has been considered from the
inflation forecast published by the Reserve Bank of India.
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Default Value Benchmark:

As per EB 101, Annex 11, the cost of equity is determined by selecting the values provided in the
Appendix, i.e. Default values for cost of equity (expected return on equity) is presented below:

The appendix in EB 101, Annex 11, specifies default value of expected return on equity in real
terms for Energy Industries (Group 1) in India = 9.79%

The Required return on equity (benchmark) was computed in the following manner:

Nominal Benchmark'# = {(1 + Real Benchmark) * (1 + Inflation rate)} - 1

Where:

- Default value for Real Benchmark = 11.06% (as per Appendix of EB 101, Annex 11)

- Inflation Rate forecast for by Reserve Bank of India (RBI) (i.e. Central Bank of India) for India
Benchmark estimation:

(i) For Solar Edge Power and Energy Private Limited at 50 MW Mukaitnagar, Maharastra

Appendix in EB 101 Annex 11 specifies default value of expected return on equity in real terms
for Energy Industries (Group 1) in India = 9.79%

Inflation Forecast for India as per RBI website'®:

Since RBI publishes the inflation forecast for 5 years and 10 years, PP has considered the
maximum 10 year inflation considering the renewable crediting period of total 30 years.

Benchmark . Document Decision
Calculations Value Sources Link Date making Date

Default Value for India

as per UNFCCC 9.79% EB 101, Annex 11 29-11-2018

guidelines

Inflation forecast (WPI https:/rbi.org.in/Scripts/ 50-09-17

Mean) as per RBI for 4.00% PublicationsView.aspx?i 06-04-17

10yrs d=17458

Eenchmark (with 10yrs 14.18% | Calculated

orecast)

Thus benchmark of 14.18 % has been selected for this project activity.
(ii) For Solar Edge Power and Energy Private Limited at 50 MW BEED, Maharashtra

Appendix in EB 101 Annex 11 specifies default value of expected return on equity in real terms
for Energy Industries (Group 1) in India = 9.79%

Inflation Forecast for India as per RBI website'®:

4 As per Fisher Equation, https:/en.wikipedia.org/wiki/Fisher equation
15 hitps://rbi.org.in/Scripts/PublicationsView.aspx?id=17458
16 hitps://rbi.org.in/Scripts/PublicationsView.aspx?2id=17458
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Since RBI publishes the inflation forecast for 5 years and 10 years, PP has considered the
maximum 10 year inflation considering the renewable crediting period of total 30 years.

Benchmark . Document Decision
Calculations Value Sources Link Date making Date

Default Value for India

as per UNFCCC 9.79% EB 101, Annex 11 29-11-2018

guidelines

Inflation forecast (WPI https://rbi.org.in/Scripts/ 50-09-17

Mean) as per RBI for 4.00% PublicationsView.aspx?i 06-04-17

10yrs d=17458

Ee”"hmark (with 10yrs | 14 18% | Calculated

orecast)

Thus benchmark of 14.18 % has been selected for this project activity.

(iii) For Solar Edge Power and Energy Private Limited at 30 MW BEED, Maharashtra

Appendix in EB 101 Annex 11 specifies default value of expected return on equity in real terms
for Energy Industries (Group 1) in India = 9.79%

Inflation Forecast for India as per RBI website'”:

Since RBI publishes the inflation forecast for 5 years and 10 years, PP has considered the
maximum 10 year inflation considering the renewable crediting period of total 30 years.

Benchmark . Document Decision
Calculations Value Sources Link Date making Date

Default Value for India

as per UNFCCC 9.79% EB 101, Annex 11 29-11-2018

guidelines

Inflation forecast (WPI https://rbi.org.in/Scripts/ 50-09-17

Mean) as per RBI for 4.00% PublicationsView.aspx?i 06-04-17

10yrs d=17458

Ee”"hmark (with 10yrs | 44 18% | Calculated

orecast)

Thus benchmark of 14.18 % has been selected for this project activity

(iv) For Shapooriji Pallonji Infrastructure Capital Company Private Limited

Appendix in EB 101, Annex 11 specifies default value of expected return on equity in real terms
for Energy Industries (Group 1) in India = 9.79%

Inflation Forecast for India as per RBI website'®:

Since RBI publishes the inflation forecast for 5 years and 10 years, PP has considered the
maximum 10 year inflation considering the renewable crediting period of total 30 years.

Benchmark
Calculations

Value

Sources Link

Document
Date

Decision
making Date

17 https://rbi.org.in/Scripts/PublicationsView.aspx ?id=17458
18 https://rbi.org.in/Scripts/PublicationsView.aspx ?id=17458
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Default Value for India

as per UNFCCC 9.79% EB 101 Annex 11 29-11-18

guidelines

Inflation forecast (WPI https://rbi.org.in/Scripts/ 20-09-17
Mean) as per RBI for 4.00% PublicationsView.aspx?i 06-04-17

10yrs d=17458

Benchmark (with 10yrs 14.18% | Calculated

Forecast)

Thus benchmark of 14.18% has been selected for this project activity.
(v) For Suryoday One Energy Private Limited

Appendix in EB 101, Annex 11 specifies default value of expected return on equity in real terms
for Energy Industries (Group 1) in India = 9.79%

Inflation Forecast for India as per RBI website'®:

Since RBI publishes the inflation forecast for 5 years and 10 years, PP has considered the
maximum 10 year inflation considering the renewable crediting period of total 30 years.

Benchmark . Document Decision
Calculations Value Sources Link Date making Date
Default Value for India
as per UNFCCC 9.79% EB 101 Annex 11 29-11-18
guidelines
Inflation forecast (WPI https://rbi.org.in/Scripts/ 10-01-18
Mean) as per RBI for 4.00% PublicationsView.aspx?i 06-04-17
10yrs d=17458
E(f:‘ecchans‘grk (with 10y1s | 14 18% | Calculated

Thus benchmark of 14.18% has been selected for this project activity.

Sub-step 2c¢: Calculation and comparison of financial indicators (only applicable to
Options Il and lil):

The Post tax Equity IRR is evaluated for the entire lifetime of the project activity, i.e. 25 years. It is
calculated based on the cash outflows from and cash inflows into the project activity.

Key Assumptions supporting financial projections are provided in excel spreadsheet to the DOE
and the same has also been provided in the appendix-1 of this report.

Based on result of IRR excel spreadsheets, equity IRR is less than Benchmark.

This substantiates that the investment is not financially attractive (Equity IRR for the project
activity is less than the Benchmark). Thus it can be easily concluded that project activity is
additional & is not business as usual scenario.

Sub-step 2d: Sensitivity Analysis

19 hitps://rbi.org.in/Scripts/PublicationsView.aspx?id=17458
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Addressing Guidance 28 & 29 of EB 101, Annex 11, following factors has been subjected to
sensitivity analysis:

1. PLF

2. O&M Cost
3. Project Cost
4. Tariff

The rationale of sensitivity is, "The ultimate objective of the sensitivity analysis is to determine the
likelihood of the occurrence of a scenario other than the scenario presented, in order to provide a
cross-check on the suitability of the assumptions used in the development of the investment
analysis."

The results of sensitivity analysis show that even with a variation of +10% & -10% in project cost,
O&M cost, PLF and Tariff Rate Equity IRR is significantly lower than the benchmark. And it is
evident from the results given above; the project remains additional even under the most
favourable conditions.

Probability to breach the benchmark:

Sensitivity Parameter 1: PLF

PLF considered in financials for is as per Third Party DPR which is in line with “Guidelines
for the reporting and validation of Plant load factors” stated in EB 48 Annex11 option
3(b).

Hence, variation in PLF of more than 10% is unlikely to happen, as the PLF has been reported
as per the Third Party Report based on long term data.

Sensitivity Parameter 2: O&M

The sensitivity analysis reveals that O&M will breach the benchmark at negative values and is
hypothetical case. Since the O&M cost is subject to escalation (as evidence by the O&M
agreement) and also subject to inflationary pressure, any reduction in the O&M costs is highly
unlikely. Hence, the reduction in the O&M cost is highly unlikely.

Sensitivity Parameter 3: Project Cost

Project Cost for financial analysis is considered from DPR of the project activity, being
available at the time of investment making decision to go ahead with the project activity. The
actual project cost is lower than the DPR cost. Since the Purchase Order cost is firm, there is
no possibility of project cost going below this level. However, Sensitivity is carried out for
threshold level below which benchmark is not breached.

Sensitivity Parameter 4: Tariff Rate

The tariff is determined by PPA which is fixed for entire lifetime of the project activity. Hence,
there is no probability to get variation for the same. However, Sensitivity is carried out for +/-
10% even then the benchmark is not breached.

Outcome of Step 2:

This substantiates that the investment is not financially attractive (Equity IRR for the project
activity is less than the Benchmark Equity IRR) for any of the investor. Thus it can be easily
concluded that project activity is additional & is not business as usual scenario.

Step 3: Barrier analysis

Barrier analysis has not been used.

Step 4: Common practice analysis
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For the concerned project activity, Common Practice Analysis has been carried out separately for
all SPVs.

(i) For 130 MW solar project in Maharashtra by Solar Edge Power and Energy Private
Limited

Stepwise approach for common practice analysis has been carried out as per Methodological tool
“Common Practice”, version 03.1 EB 84, Annex 7:

Step (1): Calculate applicable capacity or output range as +/-50% of the total design capacity or
output of the proposed project activity.

Range Capacity Unit
+50% 195 MW
Capacity of the proposed project activity 130 MW
-50% 65 MW

Step (2): Identify similar projects (both CDM and non-CDM) which fulfil all of the following
conditions:

(a) The projects are located in the applicable geographical area;
(b) The projects apply the same measure as the proposed project activity;

(c) The projects use the same energy source/fuel and feedstock as the proposed project activity,
if a technology switch measure is implemented by the proposed project activity;

(d) The plants in which the projects are implemented produce goods or services with comparable
quality, properties and applications areas (e.g. clinker) as the proposed project plant;

(e) The capacity or output of the projects is within the applicable capacity or output range
calculated in Step 1;

(f) The projects started commercial operation before the project design document (CDM-PDD) is
published for global stakeholder consultation or before the start date of proposed project activity,
whichever is earlier for the proposed project activity.

Identification of the similar projects (CDM and non-CDM) is carried out as per sub-steps of Step
(2) as follows:

a) As the project is located in Maharashtra state of India, therefore, projects in the geographical
area of Maharashtra have been chosen for analysis. The project activity involves generation of
electricity from solar energy. The project activity are located in the states of Maharashtra in India
and the policy applicable for the solar projects is regulated by respective state policy. The
policies/tariff for each state is regulated by State Electricity Regulatory Commissions of respective
states and they differ for respective states. The project implemented in different states are
claimed as different since the policies and regulations differ in each state. Each state have
different policies regarding renewable energy, hence Maharashtra state is considered as
geographical region for common practice analysis.

b) The project activity is a green-field solar power project and uses measure (b) “Switch of
technology with or without change of energy source including energy efficiency improvement as
well as use of renewable energies”. Therefore, projects applying same measure (b) are
candidates for similar projects.
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¢) The energy source used by the project activity is solar. Hence, only solar energy projects have
been considered for analysis.

d) The project activity produces electricity; therefore, all power plants that produce electricity are
candidates for similar projects.

e) The capacity range of the projects is within the applicable capacity range from 65 MW to 195
MW.

f) The start date of the concerned project activity is 08-April-2018. Therefore projects, which have
started commercial operation before 08-April-2018, have been considered for analysis.

Number of Similar projects, which fulfil above-mentioned conditions, have been identified from the
list of the list of State wise commissioning status of grid connected Solar Power Projects, which is
published by MNRE, India®°. Hence, the number of similar projects identified, which fulfil above-
mentioned conditioned are

Nsolar= 1

The list of projects identified, has been provided in the table below. The projects that are listed in
either CDM, VCS or GS mechanisms, were identified and their web-link has also been provided.

Sl. No Project Investor State Capacity (MW) | Reference weblinks

1 M/s Morries Energy Ltd Maharashtra 216 -

Step (3): Within the projects identified in Step 2, identify those that are neither registered CDM
project activities, project activities submitted for registration, nor project activities undergoing
validation. Note their number Nai.

The project activities, which have got registered or are under validation have been excluded in
this step. From the above list of the projects identified, the project under Sl. No 1 is not registered
under any mechanism. So, after excluding the registered and under validation projects the total
number of projects under Nai is

Nan = 1

Step (4): Within similar projects identified in Step 3, identify those that apply technologies that are
different to the technology applied in the proposed project activity. Note their number Nait.

As per the tool on Common Practice, the project activities have been separated from the different
technologies on the basis two criteria:

1. Size of Installation — Since project activity is large scale project, small and micro scale projects
are considered as different technology project. Based on this criteria, there are no any different
technology project out of similar identified projects.

2. Investment climate on the date of the investment decision — The solar projects developed
under different phases and different batches of National Solar Mission (NSM) can considered as
different technology projects. For proposed project activity, there are no any different technology
project considered out of similar identified projects.

20 http://mnre.gov.in/file-manager/UserFiles/state-wise-commissioned-grid-connected-solar-power-

projects.htm
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Hence, projects where either of the conditions is satisfied those projects are counted for
calculating Naitt projects.

Nait =0

Step (5): Calculate factor F= 1-Nuitt/Nai representing the share of similar projects (penetration rate
of the measure/technology) using a measure/technology similar to the measure/technology used
in the proposed project activity that deliver the same output or capacity as the proposed project
activity.

- Naitt/Nau
-(0/1) =1

Calculate  F=1
F=1
As per methodological tool “common practice” version 03.1, the proposed project activity is a

“common practice” within a sector in the applicable geographical area if the factor F is greater
than 0.2 and Nai - Nait is greater than 3.

Thus if both conditions are fulfilled, then project activity will be a common practice. Otherwise, the
project activity is treated as not a common practice.

Outcome of Common Practice analysis:
As,
i. F = 1; which is greater than 0.2

ii. Nan- Naitt = 1; which is not greater than 3

The project activity does not satisfy second condition. Hence, project activity is not a common
practice.

Thus, the proposed project activity is not a “common practice” within a sector in the
applicable geographical area.

The above discussions show that solar power development is not a common practice and the
project activity is not financially attractive; hence the project activity is additional.

(ii) For 50 MW solar project in Tamil Nadu by Shapoorji Pallonji Infrastructure Capital
Company Private Limited

Stepwise approach for common practice analysis has been carried out as per Methodological tool
“Common Practice”, version 03.1 EB 84, Annex 7:

Step (1): Calculate applicable capacity or output range as +/-50% of the total design capacity or
output of the proposed project activity.

Range Capacity Unit
+50% 75 MW
Capacity of the proposed project activity 50 MW
-50% 25 MW

Step (2): Identify similar projects (both CDM and non-CDM) which fulfil all of the following
conditions:

(a) The projects are located in the applicable geographical area;
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(b) The projects apply the same measure as the proposed project activity;

(c) The projects use the same energy source/fuel and feedstock as the proposed project activity,
if a technology switch measure is implemented by the proposed project activity;

(d) The plants in which the projects are implemented produce goods or services with comparable
quality, properties and applications areas (e.g. clinker) as the proposed project plant;

(e) The capacity or output of the projects is within the applicable capacity or output range
calculated in Step 1;

(f) The projects started commercial operation before the project design document (CDM-PDD) is
published for global stakeholder consultation or before the start date of proposed project activity,
whichever is earlier for the proposed project activity.

Identification of the similar projects (CDM and non-CDM) is carried out as per sub-steps of Step
(2) as follows:

a) As the project is located in Tamil Nadu state of India, therefore, projects in the geographical
area of Tamil Nadu have been chosen for analysis. The project activity involves generation of
electricity from solar energy. The project activity are located in the states of Tamil Nadu in India
and the policy applicable for the solar projects is regulated by respective state policy. The
policies/tariff for each state is regulated by State Electricity Regulatory Commissions of respective
states and they differ for respective states. The project implemented in different states are
claimed as different since the policies and regulations differ in each state. Each state have
different policies regarding renewable energy, hence Tamil Nadu state is considered as
geographical region for common practice analysis.

b) The project activity is a green-field solar power project and uses measure (b) “Switch of
technology with or without change of energy source including energy efficiency improvement as
well as use of renewable energies”. Therefore, projects applying same measure (b) are
candidates for similar projects.

¢) The energy source used by the project activity is solar. Hence, only solar energy projects have
been considered for analysis.

d) The project activity produces electricity; therefore, all power plants that produce electricity are
candidates for similar projects.

e) The capacity range of the projects is within the applicable capacity range from 25 MW to 75
MW.

f) The start date of the concerned project activity is 26-Sep-2018. Therefore projects, which have
started commercial operation before 26-Sep-2018, have been considered for analysis.

Number of Similar projects, which fulfil above-mentioned conditions, have been identified from the
list of the list of State wise commissioning status of grid connected Solar Power Projects, which is
published by MNRE, India?'. Hence, the number of similar projects identified, which fulfil above-
mentioned conditioned are

Nsolar= 11

21 http://mnre.gov.in/file-manager/UserFiles/state-wise-commissioned-grid-connected-solar-power-

projects.htm
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The list of projects identified, has been provided in the table below. The projects that are listed in
either CDM, VCS or GS mechanisms, were identified and their web-link has also been provided.

Sl. No Project Investor State Capacity (MW) | Reference web-links
M/s. Welspun Solar Tech 50
1 (P) Ltd
M/s. Welspun Solar Tech 50 These projects are of
(P) Lid Welspun group. The
M/s.Welspun total capacity is 249
Renewables Energy 50 MW which is beyond
> Limited our CPA range.
M/s.Welspun Hence, these are
Renewables Energy 50 excluded from the
Limited CPA analysis.
3 Welspun Renewable 49
Energy Pvt Ltd
4 M/s.Ramnad Solar Power 72 These projects are of
Ltd Ramnad group. The
total capacity is 144
MW which is beyond
5 M/s.Ramnad Renewable 70 our CPA range.
Energy Ltd Tamil Nadu Hence, these are
excluded from the
CPA analysis.
6 l\/_l/s: Sei Phoebus (P) 50 )
Limited
M/s.Kamuthi Renewable hitp.// www.vcspr(_)iec_t
7 Energy Ltd 72 databasg.orq/#/plpell
ne details/PL1768
8 M/s.SEI Adhavan Power 50 )
Private Limited
. https://www.vcsprojec
9 géagfll’:?\?;?elri\i/riﬂe d 50 tdatabase.org/#/proje
ct details/1789
http://www.vcsproject
10 M/s Giriraj Enterprises 40 database.org/#/projec
t details/1670
11 Shapooriji Pallonji Solar 30 )
Private Limited

Step (3): Within the projects identified in Step 2, identify those that are neither registered CDM
project activities, project activities submitted for registration, nor project activities undergoing
validation. Note their number Nai.

The project activities, which have got registered or are under validation have been excluded in
this step. From the above list of the projects identified, the project under SI. No 6, 8 & 11 are not
registered under any mechanism. So, after excluding the registered and under validation projects
the total number of projects under Nai is

Nan =3

Step (4): Within similar projects identified in Step 3, identify those that apply technologies that are
different to the technology applied in the proposed project activity. Note their number Nai.
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As per the tool on Common Practice, the project activities have been separated from the different
technologies on the basis two criteria:

1. Size of Installation — Since project activity is large scale project, small and micro scale projects
are considered as different technology project. Based on this criteria, there are no any different
technology project out of similar identified projects.

2. Investment climate on the date of the investment decision — The solar projects developed
under different phases and different batches of National Solar Mission (NSM) can considered as
different technology projects. For proposed project activity, there are no any different technology
project considered out of similar identified projects.

Hence, projects where either of the conditions is satisfied those projects are counted for
calculating Naitt projects.

Nait =0

Step (5): Calculate factor F= 1-Nuitt/Nai representing the share of similar projects (penetration rate
of the measure/technology) using a measure/technology similar to the measure/technology used
in the proposed project activity that deliver the same output or capacity as the proposed project
activity.

Naitt/Nau

Calculate 1-
1-(0/3) =1

F=
F:
As per methodological tool “common practice” version 03.1, the proposed project activity is a
“common practice” within a sector in the applicable geographical area if the factor F is greater
than 0.2 and Nai - Nait is greater than 3.

Thus if both conditions are fulfilled, then project activity will be a common practice. Otherwise, the
project activity is treated as not a common practice.

Outcome of Common Practice analysis:
As,

i. F = 1; which is greater than 0.2

ii. Nan- Naitt = 3; which is not greater than 3

The project activity does not satisfy second condition. Hence, project activity is not a common
practice.

Thus, the proposed project activity is not a “common practice” within a sector in the
applicable geographical area.

The above discussions show that solar power development is not a common practice and the
project activity is not financially attractive; hence the project activity is additional.

(iii) For 40 MW solar project in Karnataka by Suryoday One Energy Private Limited

Stepwise approach for common practice analysis has been carried out as per Methodological tool
“Common Practice”, version 03.1 EB 84, Annex 7:

Step (1): Calculate applicable capacity or output range as +/-50% of the total design capacity or
output of the proposed project activity.
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Range Capacity Unit
+50% 60 MW
Capacity of the proposed project activity 40 MW
-50% 20 MW

Step (2): Identify similar projects (both CDM and non-CDM) which fulfil all of the following
conditions:

(a) The projects are located in the applicable geographical area;
(b) The projects apply the same measure as the proposed project activity;

(c) The projects use the same energy source/fuel and feedstock as the proposed project activity,
if a technology switch measure is implemented by the proposed project activity;

(d) The plants in which the projects are implemented produce goods or services with comparable
quality, properties and applications areas (e.g. clinker) as the proposed project plant;

(e) The capacity or output of the projects is within the applicable capacity or output range
calculated in Step 1;

(f) The projects started commercial operation before the project design document (CDM-PDD) is
published for global stakeholder consultation or before the start date of proposed project activity,
whichever is earlier for the proposed project activity.

Identification of the similar projects (CDM and non-CDM) is carried out as per sub-steps of Step
(2) as follows:

a) As the project is located in Karnataka state of India, therefore, projects in the geographical
area of Karnataka have been chosen for analysis. The project activity involves generation of
electricity from solar energy. The project activity are located in the states of Karnataka in India
and the policy applicable for the solar projects is regulated by respective state policy. The
policies/tariff for each state is regulated by State Electricity Regulatory Commissions of respective
states and they differ for respective states. The project implemented in different states are
claimed as different since the policies and regulations differ in each state. Each state have
different policies regarding renewable energy, hence Karnataka state is considered as
geographical region for common practice analysis.

b) The project activity is a green-field solar power project and uses measure (b) “Switch of
technology with or without change of energy source including energy efficiency improvement as
well as use of renewable energies”. Therefore, projects applying same measure (b) are
candidates for similar projects.

c) The energy source used by the project activity is solar. Hence, only solar energy projects have
been considered for analysis.

d) The project activity produces electricity; therefore, all power plants that produce electricity are
candidates for similar projects.

e) The capacity range of the projects is within the applicable capacity range from 20 MW to 60
MW,

f) The start date of the concerned project activity is 30-Mar-2018. Therefore projects, which have
started commercial operation before 30-Mar-2018, have been considered for analysis.
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Number of Similar projects, which fulfil above-mentioned conditions, have been identified from the
list of the list of State wise commissioning status of grid connected Solar Power Projects, which is
published by MNRE, India?2. Hence, the number of similar projects identified, which fulfil above-
mentioned conditioned are

Nsolar= 8

The list of projects identified, has been provided in the table below. The projects that are listed in
either CDM, VCS or GS mechanisms, were identified and their web-link has also been provided.

Sl. No Project Investor State Capacity (MW) | Reference weblinks
Welspun Renewables Energy 34 These projects are of
Pvt Ltd Welspun group. The
total capacity is 84
1 MW which is beyond
Welspun Renewables Energy 50 our CPA range.
Pvt Ltd Hence, these are
excluded from the
CPA analysis.
. https://cdm.unfcce.int/
> Etr:joruka Power Corporation 20 Projects/DB/Applus]
501572247.73/view
Atria Brindavan Power
3 Private Ltd (M/s C.S.Sundar 20 -
Raju)
https://www.vcsprojec
4 Renew Saur Urja Pvt Ltd 50 tdatabase.org/#/proje
ct_details/1851
ReNew Solar Power Pvt. Ltd. Karnataka 50 https://www.vcsprojec
5 tdatabase.org/#/pipeli
ReNew Solar Power Pvt. Ltd. 20 ne details/PL2031
Bhalki (Renew Solar Power) 20
Chincholi (Renew Solar 20
Power) https://www.vcsprojec
6 Humnabad (Renew Solar 20 tdatabase.org/#/proje
Power) ct details/1851
Siraguppa (Renew Solar 20
Power)
Sun Edison Energy Holdings
7 Singapore Pte Ltd (M//s SEI 30 -
Diamond Pvt Ltd)
Azure Sunrise Power Ltd 50
(Azure power India Pvt Ltd https://impact.sustain
8 Azure Sunrise Power Ltd 50 -
(Azure power India Pvt Ltd cert.com/public proje
Azure Sunrise Power Ltd 40 cts/1895
(Azure power India Pvt Ltd

Step (3): Within the projects identified in Step 2, identify those that are neither registered CDM
project activities, project activities submitted for registration, nor project activities undergoing
validation. Note their number Nau.

22 hitp://mnre.gov.in/file-manager/UserFiles/state-wise-commissioned-grid-connected-solar-power-

projects.htm
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The project activities, which have got registered or are under validation have been excluded in
this step. From the above list of the projects identified, the project under SIl. No 3 & 7 are not
registered under any mechanism. So, after excluding the registered and under validation projects
the total number of projects under Nai is

Nan = 2

Step (4): Within similar projects identified in Step 3, identify those that apply technologies that are
different to the technology applied in the proposed project activity. Note their number Nai.

As per the tool on Common Practice, the project activities have been separated from the different
technologies on the basis two criteria:

1. Size of Installation — Since project activity is large scale project, small and micro scale projects
are considered as different technology project. Based on this criteria, there are no any different
technology project out of similar identified projects.

2. Investment climate on the date of the investment decision — The solar projects developed
under different phases and different batches of National Solar Mission (NSM) can considered as
different technology projects. For proposed project activity, there are no any different technology
project considered out of similar identified projects.

Hence, projects where either of the conditions is satisfied those projects are counted for
calculating Naitt projects.

Nait =0

Step (5): Calculate factor F= 1-Nuitt/Nai representing the share of similar projects (penetration rate
of the measure/technology) using a measure/technology similar to the measure/technology used
in the proposed project activity that deliver the same output or capacity as the proposed project
activity.
Calculate  F=1 - Naitt/Nai

F=1-(0/2) =1

As per methodological tool “common practice” version 03.1, the proposed project activity is a
“common practice” within a sector in the applicable geographical area if the factor F is greater
than 0.2 and Nai - Nait is greater than 3.

Thus if both conditions are fulfilled, then project activity will be a common practice. Otherwise, the
project activity is treated as not a common practice.

Outcome of Common Practice analysis:
As,

i. F = 1; which is greater than 0.2

ii. Nan- Naitt = 2; which is not greater than 3

The project activity does not satisfy second condition. Hence, project activity is not a common
practice.

Thus, the proposed project activity is not a “common practice” within a sector in the
applicable geographical area.

The above discussions show that solar power development is not a common practice and the
project activity is not financially attractive; hence the project activity is additional.
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2.6

3.1

Methodology Deviations

There is no methodology deviation.

ESTIMATED GHG EMISSION REDUCTIONS AND REMOVALS
Baseline Emissions

As per the approved consolidated Methodology ACM0002 (Version 19.0) para 42:

Baseline emissions include only CO2 emissions from electricity generation in fossil fuel fired
power plants that are displaced due to the project activity. The methodology assumes that all
project electricity generation above baseline levels would have been generated by existing grid-
connected power plants and the addition of new grid- connected power plants. The baseline
emissions are to be calculated as follows:

BEy = EGpy,y X EFgria,cmy

Where:

BEy = Baseline emissions in year y (t CO2/yr)

EGeruy = Quantity of net electricity generation that is produced and fed into the grid as a
result of the implementation of the CDM project activity in year y (MWh/yr)

EFgria.cmy = Combined margin CO2 emission factor for grid connected power generation in

year y calculated using the latest version of the “Tool to calculate the emission
factor for an electricity system” (t CO2/MWh)

As per methodoloqy, combined grid emission factor as per the “Tool to calculate the
emission factor for an electricity system” version 07 is calculated as below.

CO:2 Baseline Database for the Indian Power Sector, Version 14, Dec 201822 published by Central
Electricity Authority (CEA), Government of India has been used for the calculation of emission
reduction.

As per Methodological tool: Tool to calculate the emission factor for an electricity system (Version
07.0, EB 100, Annex 4), following six steps have been followed:

) Step 1: Identify the relevant electricity systems;

) Step 2: Choose whether to include off-grid power plants in the project electricity system
optional);

) Step 3: Select a method to determine the operating margin (OM);

) Step 4: Calculate the operating margin emission factor according to the selected method;

) Step 5: Calculate the build margin (BM) emission factor;
f) Step 6: Calculate the combined margin (CM) emission factor.

c
d
e

(a
(b
(
(
(
(
(

Step 1: Identify the relevant electricity systems

As described in tool “For determining the electricity emission factors, identify the relevant project
electricity system. Similarly, identify any connected electricity systems”. It also states that “If the
DNA of the host country has published a delineation of the project electricity system and
connected electricity systems, these delineations should be used”. Keeping this into
consideration, the Central Electricity Authority (CEA), Government of India has divided the Indian

23 http://www.cea.nic.in/reports/others/thermal/tpece/cdm co2/user quide veri4.pdf
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Power Sector into five regional grids viz. Northern, Eastern, Western, North-eastern and
Southern.

However since August 2006, however, all regional grids except the Southern Grid had been
integrated and were operating in synchronous mode, i.e. at same frequency. Consequently, the
Northern, Eastern, Western and North-Eastern grids were treated as a single grid named as
NEWNE grid from FY 2007-08 onwards for the purpose of this CO2 Baseline Database. As of 31
December 2013, the Southern grid has also been synchronised with the NEWNE grid, hence
forming one unified Indian Grid. Since the project supplies electricity to the Indian grid, emissions
generated due to the electricity generated by the Indian grid as per CM calculations will serve as
the baseline for this project.

Table: Geographical Scope of Indian Electricity Grid

Northern Eastern Western North-Eastern Southern
. . . Arunachal Andhra
Chandigarh Bihar Chhattisgarh Pradesh Pradesh
Delhi Jharkhand Guijarat Assam Karnataka
Haryana Orissa Daman & Diu Manipur Kerala
Himachal West Dadar& Nagar .
Pradesh Bengal Haveli Meghalaya Tamil Nadu
Jammu & . Madhya .
Kashmir Sikkim Pradesh Mizoram Telangana
. Andaman &
Punjab . Maharashtra Nagaland Puducherry
Nicobar
Rajasthan Goa Tripura Lakshadweep
Uttar Pradesh
Uttarakhand

Step 2: Choose whether to include off-grid power plants in the project electricity system
(optional)

Project participants may choose between the following two options to calculate the operating
margin and build margin emission factor:

Option I: Only grid power plants are included in the calculation.
Option II: Both grid power plants and off-grid power plants are included in the calculation.

The Project Participant has chosen only grid power plants in the calculation.

Step 3: Select a method to determine the operating margin (OM)

The calculation of the operating margin emission factor (EFgrigomy) is based on one of the
following methods, which are described under Step 4:

(a) Simple OM; or

(b) Simple adjusted OM; or

(c) Dispatch data analysis OM; or
(d) Average OM.

The data required to calculate Simple adjusted OM and Dispatch data analysis OM is not possible
due to lack of availability of data to project developers. The choice of other two options for
calculating operating margin emission factor depends on generation of electricity from low-cost/
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must-run sources. In the context of the methodology low cost/must run resources typically include
hydro, geothermal, wind, low cost biomass, nuclear and solar generation.

Share of Must-Run (Hydro/Nuclear) (% of Net Generation)

2013-14 2014-15 2015-16 2016-17 2017-18

India 18.6% 16.8% 15.1% 14.6% 14.3%
Data Source: Central Electricity Authority (CEA) database Version 14, Dec’2018%

The above data clearly shows that the percentage of total grid generation by low-cost/ must-run
plants (on the basis of average of five most recent years) for the Indian grid is less than 50 % of
the total generation. Thus the Average OM method cannot be applied, as low cost/must run
resources constitute less than 50% of total grid generation.

The simple OM emission factor is calculated as the generation-weighted average CO2 emissions
per unit net electricity generation (tCO2/MWh) of all generating power plants serving the system,
not including low-cost/must-run power plants/units.

For the simple OM, the simple adjusted OM and the average OM, the emissions factor can be
calculated using either of the two following data vintages:

Ex-ante option: if the ex-ante option is chosen, the emission factor is determined once at the
validation stage, thus no monitoring and recalculation of the emissions factor during the crediting
period is required.

OR

Ex-post option: if the ex-post option is chosen, the emission factor is determined for the year in
which the project activity displaces grid electricity, requiring the emissions factor to be updated
annually during monitoring.

PP has chosen ex-ante option for calculation of Simple OM emission factor using a 3-year
generation-weighted average, based on the most recent data available at the time of submission
of the PD to the DOE for validation.

OM determined at validation stage will be the same throughout the crediting period. There will be
no requirement to monitor & recalculate the emission factor during the crediting period.

Step 4: Calculate the operating margin emission factor (EFgyrig,omsimpley) according to the
selected method

The operating margin emission factor has been calculated using a 3 year data vintage:

Net Generation in Operating Margin (GWh) (incl. Imports)

2015-16 2016-17 2017-18

INDIAN Grid 871,753 916,278 960,693
Simple Operating Margin (tCO2/MWh) (incl. Imports)

2015-16 2016-17 2017-18

INDIAN Grid 0.9655 0.9636 0.9543

Weighted Generation Operating Margin

24 http://www.cea.nic.in/reports/others/thermal/tpece/cdm co2/user quide veri4.pdf
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| INDIAN Grid | 0.9610 |

Step 5: Calculate the build margin (BM) emission factor (EFgriq,sm,y)

As per Methodological tool: “Tool to calculate the emission factor for an electricity system”
(Version 07.0, EB 100, Annex 4) para 72:

In terms of vintage of data, project participants can choose between one of the following two
options:

(a) Option 1 - for the first crediting period, calculate the build margin emission factor ex ante
based on the most recent information available on units already built for sample group m at the
time of PD submission to the DOE for validation. For the second crediting period, the build margin
emission factor should be updated based on the most recent information available on units
already built at the time of submission of the request for renewal of the crediting period to the
DOE. For the third crediting period, the build margin emission factor calculated for the second
crediting period should be used. This option does not require monitoring the emission factor
during the crediting period.

(b) Option 2 - For the first crediting period, the build margin emission factor shall be updated
annually, ex post, including those units built up to the year of registration of the project activity or,
if information up to the year of registration is not yet available, including those units built up to the
latest year for which information is available. For the second crediting period, the build margin
emissions factor shall be calculated ex ante, as described in Option 1 above. For the third
crediting period, the build margin emission factor calculated for the second crediting period should
be used.

Option 1 as described above is chosen by PP to calculate the build margin emission factor for the
project activity. BM is calculated ex-ante based on the most recent information available at the
time of submission of PD and is fixed for the entire crediting period.

Build Margin (tCO2/MWHh) (not adjusted for imports)
2017-18
INDIAN Grid 0.8644

Step 6: Calculate the combined margin (CM) emission factor (EFgria,.cm,y)

As per Methodological tool: “Tool to calculate the emission factor for an electricity system”
(Version 07.0, EB 100, Annex 4) para 81:

The calculation of the combined margin (CM) emission factor (EFgria,cmy) is based on one of the
following methods:

(a) Weighted average CM; or
(b) Simplified CM.

PP has chosen option (a) i.e weighted average CM to calculate the combined margin emission
factor for the project activity.

The combined margin emissions factor is calculated as follows:
EFgrig,cmy = EFgria,omy” Wom + EFgria,sm,y* Wem
Where:

EFgria,amy = Build margin CO:2 emission factor in year y (t CO2/MWh)
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EFgria,omy = Operating margin CO2 emission factor in year y (t CO2/MWh)
Wowm = Weighting of operating margin emissions factor (per cent)
Wem = Weighting of build margin emissions factor (per cent)

The following default values should be used for Wom and Waw:

Wind and solar power generation project activities: Wom= 0.75 and Wsv= 0.25 (owing to their
intermittent and non-dispatchable nature) for the first crediting period and for subsequent crediting
periods. Since project activity is of solar power generation, the above weightage has been
considered for OM and BM.

Therefore, EFgriacmy  =0.9610 * 0.75 + 0.8644 * 0.25
= 0.9368 t CO/MWh

Baseline emission factor (EF,):

The baseline emission factor is calculated using the combined margin approach as described in
Step 6 above:

Therefore, EFy = EFgria.cmy = 0.9368 t CO2/MWh.

BEy = 461,967 x 0.9368 = 432,770 tCO2 (round down value)

3.2 Project Emissions
As per the approved consolidated Methodology ACMO0002 (Version 19.0) para 34: “For most
renewable energy power generation project activities, PEy= 0. However, some project activities
may involve project emissions that can be significant. These emissions shall be accounted for as
project emissions by using the following equation:
PE, = PErry + PEgpy + PEnpy
Where:
PEy = Project emissions in year y (t COze/yr)
PErry = Project emissions from fossil fuel consumption in year y (t COz2/yr)
PEcry = Project emissions from the operation of dry, flash steam or binary geothermal power
plants in year y (t CO2¢/yr)
PEnr,y = Project emissions from water reservoirs of hydro power plants in year y (t COze/yr)
As the project activity is the installation of a new grid-connected Solar PV Power plant and does
not involve any project emissions from fossil fuel, operation of dry, flash steam or binary
geothermal power plants, and from water reservoirs of hydro power plants. Therefore PErey,
PEcry , PEnpry are equal to zero and thus, PEy = 0.

3.3 Leakage
No other leakage emissions are considered. The emissions potentially arising due to activities
such as power plant construction and upstream emissions from fossil fuel use (e.g. extraction,
processing, transport etc.) are neglected.

v3.1

41



VCS

JOINT PROJECT DESCRIPTION & MONITORING REPORT: vCS Version 3

34 Estimated Net GHG Emission Reductions and Removals
To calculate the estimated Emission Reductions from the project activity, the degradation factor
of 0.5% has been taken into account from the second year onwards. The calculation is shown in
the table below.
Net _ . Net ger_leration Ba_sel_ine Proje_act Leakage Emiss_ion
Year Generation Deglj:radatlon 5 Wléht_ emissions | emissions reductions
MWh/Year actor O er | (1COe) | (tCOe) | (tCO ) | (tCOz)
Year 1 472,601 0.00% 472,601 442,732 0 0 442,732
Year 2 472,601 0.50% 470,238 440,518 0 0 440,518
Year 3 472,601 1.00% 467,875 438,305 0 0 438,305
Year 4 472,601 1.50% 465,512 436,091 0 0 436,091
Year 5 472,601 2.00% 463,149 433,877 0 0 433,877
Year 6 472,601 2.50% 460,786 431,664 0 0 431,664
Year 7 472,601 3.00% 458,423 429,450 0 0 429,450
Year 8 472,601 3.50% 456,060 427,236 0 0 427,236
Year 9 472,601 4.00% 453,697 425,023 0 0 425,023
Year 10 472,601 4.50% 451,334 422,809 0 0 422,809
Total 4,726,010 4,619,675 4,327,705 0 0 4,327,705
Total number of
crediting years
Annual average
over the 472,601 461,967 432,770 0 0 432,770
crediting period

Emission Reductions are calculated as follows:

ERy = BE, - PE,

Where:
ERy = | Emission reductions in year y (t COze/yr)
BEy = | Baseline emissions in year y (t CO2/yr)
PEy = | Project emissions in year y (t CO2e/yr)

Therefore, Net GHG Emission Reductions and Removals are calculated as follows:

ER, = BE, - PE,
Estimated Estimated . Estimated net
~ ) Estimated . .
baseline project GHG emission
.. . . leakage .
Year emissions or emissions or .. reductions or
emissions
removals removals (tCOse) removals
(tCO2e) (tCO2e) 2 (tCO%e)
Year 1 442,732 0 0 442,732

v3.1

42



VCS

JOINT PROJECT DESCRIPTION & MONITORING REPORT: vCS Version 3

Year 2 440,518 0 0 440,518
Year 3 438,305 0 0 438,305
Year 4 436,091 0 0 436,091
Year 5 433,877 0 0 433,877
Year 6 431,664 0 0 431,664
Year 7 429,450 0 0 429,450
Year 8 427,236 0 0 427,236
Year 9 425,023 0 0 425,023
Year 10 422,809 0 0 422,809
Total 432,770 0 0 432,770
4 MONITORING
4.1 Data and Parameters Available at Validation
Data / Parameter EFgrid,omy
Data unit tCO2/MWh
Description Operating Margin CO2 emission factor in year y
Source of data Calculated from CEA database, Version 14, Dec 20182
Value applied 0.9610

Justification of choice of
data or description of
measurement methods
and procedures applied

Calculated as per “Tool to calculate the emission factor for an
electricity system, version 07” as 3-year generation weighted
average using data for the years 2015-16, 2016-17 & 2017-18.
The data are obtained from “CO2 Baseline Database for Indian
Power Sector” version 14, published by the Central Electricity
Authority, Ministry of Power, Government of India.

Purpose of Data

For the calculation of the Baseline Emission

Comments This parameter is fixed ex-ante for the entire crediting period.
Data / Parameter EFgrig,Bmy

Data unit tCO2/MWh

Description Build Margin CO2 emission factor in year y

Source of data Calculated from CEA database, Version 14, Dec 20182
Value applied 0.8644

Justification of choice of
data or description of
measurement methods
and procedures applied

Calculated as per “Tool to calculate the emission factor for an
electricity system, version 07” as per the latest data available for
the most recent year 2017-18. The data is obtained from “CO:2
Baseline Database for Indian Power Sector” version 14, published
by the Central Electricity Authority, Ministry of Power, Government
of India.

Purpose of Data

For the calculation of the Baseline Emission

Comments

This parameter is fixed ex-ante for the entire crediting period.

25 http://www.cea.nic.in/reports/others/thermal/tpece/cdm co2/user quide veri4.pdf

26 http://www.cea.nic.in/reports/others/thermal/tpece/cdm co2/user quide veri4.pdf
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Data / Parameter EFgria,cm,y

Data unit tCO2/MWh

Description Combined Margin CO2 emission factor in year y

Source of data Calculated from CEA database, Version 14, Dec 2018%”
Value applied 0.9368

Justification of choice of
data or description of
measurement methods
and procedures applied

The combined margin emissions factor is calculated as follows:

EF grid,cmy= EFgrig;omy* Wom + EFgria, Bm,y* Wem
Where:
EFgrig,smy= Build margin CO2 emission factor in year y (tCO2/MWh)
EFgrig,omy= Operating margin CO2 emission factor in year y
(tCO2/MWh)
Wowm = Weighting of operating margin emissions factor (%) = 75%
Waewm= Weighting of build margin emissions factor (%) = 25%

Purpose of Data

For the calculation of the Baseline Emission

Comments

4.2

This parameter is fixed ex-ante for the entire crediting period.

Data and Parameters Monitored

For Karnataka Site

Data / Parameter EGp,,,
Data unit MWh/y
Description Quantity of net electricity generation supplied by the project

plant/unit to the grid in year y in MWh

Source of data

Monthly B-Forms

Description of
measurement methods
and procedures to be
applied

Net electricity supplied to the grid by the project plant in a given
month = Export, kWh — Import, kWh. The Export & Import values
for the particular month are available from the B-Forms.

However, the Invoicing is done by deducting 115% of Import and
transmission losses (if any) from the Export value.

So, for the Emission Reduction calculations, the calculation of the
Net Electricity should be done as

Net Electricity = Export — 115% of Import — transmission losses.
This can be cross-checked from the monthly Invoices raised by

the PP. The crosscheck mechanism can be referred from the
actual ER sheet.

Frequency of
monitoring/recording

Continuous measurement & monthly recording

Value applied

93,942 (estimated)

Monitoring equipment

The electricity exported / supplied by the plant to pooling
substation and further to substation. This meter also measures
electricity imported by the plant from the grid.

QA/QC procedures to be

The meters is approved, tested & sealed by the State Utility. The

27 http://www.cea.nic.in/reports/others/thermal/tpece/cdm co2/user quide veri4.pdf
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applied

meters are in the custody of State Utility. The frequency of
calibration is once in 5 years. 2 The monthly electricity
supplied/exported by the project activity in the Form-B report is
cross checked with the monthly invoices of sale to the State SEB.
In the absence or delay in the meter calibration appropriate
Guidelines will be applied appropriately to confirm the
conservativeness of metering.

The metering arrangement, accuracy class of meters, calibration
frequency is under control of state electricity board and PP do not
have any control on it. PP is getting value of net electricity
supplied to grid and the same is considered the monitoring
parameter.

The billing is raised based on substation meters.

Purpose of data

Calculation of baseline emissions

Calculation method

Thus, Net electricity supplied to the grid by the project plant in a
given month = Export— 115% of Import — transmission losses (if
any).

Comments

Data will be archived in paper & electronic form for two years after
the end of crediting period or of the last issuance of VCUs for this
project activity, whichever occurs later.

For Maharastra Site

Data / Parameter EGp, ,
Data unit MWh/y
Description Quantity of net electricity generation supplied by the project

plant/unit to the grid in year y in MWh

Source of data

Monthly joint meter reading reports

Description of
measurement methods
and procedures to be
applied

The difference of final value of export and import is used for
monthly values of net electricity supplied to the grid by the project
activity and same value will be considered for ER calculations.

Frequency of
monitoring/recording

Continuous measurement & monthly recording

Value applied

277,481 (estimated)

Monitoring equipment

The electricity exported / supplied by the plant to pooling
substation and further to substation. This meter also measures
electricity imported by the plant from the grid.

QA/QC procedures to be
applied

The meters is approved, tested & sealed by the State Utility. The
meters are in the custody of State Utility. The frequency of
calibration is once in 5 years. 2 The monthly electricity
supplied/exported by the project activity in the JMR report is
cross checked with the monthly invoices of sale. In the absence
or delay in the meter calibration appropriate Guidelines will be
applied appropriately to confirm the conservativeness of
metering.

28 http://www.aegcl.co.in/Metering Requlations Of CEA 17 03 2006.pdf

29 http://www.aegcl.co.in/Metering Requlations Of CEA 17 03 2006.pdf
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The metering arrangement, accuracy class of meters, calibration
frequency is under control of state electricity board and PP do not
have any control on it. PP is getting value of net electricity
supplied to grid and the same is considered the monitoring
parameter.

The billing is raised based on substation meters.

Purpose of data Calculation of baseline emissions

Calculation method Thus, Net electricity supplied to the grid by the project plant in a
given month = Export, kWh — Import, kWh

Comments Data will be archived in paper & electronic form for two years after

the end of crediting period or of the last issuance of VCUs for this
project activity, whichever occurs later.

For Tamil Nadu Site

Data / Parameter EGp, ,

Data unit MWh/y

Description Quantity of net electricity generation supplied by the project
plant/unit to the grid in year y in MWh

Source of data Monthly joint meter reading reports

Description of The difference of final value of export and import is used for

measurement methods monthly values of net electricity supplied to the grid by the project

and procedures to be activity and same value will be considered for ER calculations.

applied

Frequency of Continuous measurement & monthly recording

monitoring/recording

Value applied 101,178 (estimated)

Monitoring equipment The electricity exported / supplied by the plant to pooling

substation and further to substation. This meter also measures
electricity imported by the plant from the grid.

QA/QC procedures to be | The meters is approved, tested & sealed by the State Utility. The
applied meters are in the custody of State Utility. The frequency of
calibration is once in 5 years. 3 The monthly electricity
supplied/exported by the project activity in the JMR report is
cross checked with the monthly invoices of sale. In the absence
or delay in the meter calibration appropriate Guidelines will be
applied appropriately to confirm the conservativeness of
metering.

The metering arrangement, accuracy class of meters, calibration
frequency is under control of state electricity board and PP do not
have any control on it. PP is getting value of net electricity
supplied to grid and the same is considered the monitoring
parameter.

The billing is raised based on substation meters.
Purpose of data Calculation of baseline emissions

30 hitp://www.aegcl.co.in/Metering Regulations Of CEA 17 03 2006.pdf
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Calculation method Thus, Net electricity supplied to the grid by the project plant in a
given month = Export, kWh — Import, kWh
Comments Data will be archived in paper & electronic form for two years after

the end of crediting period or of the last issuance of VCUs for this
project activity, whichever occurs later.

4.3 Monitoring Plan
The monitoring plan is developed in accordance with the modalities and procedures for CDM
project activities and is proposed for grid-connected solar power project being implemented. The
monitoring plan, which will be implemented by the project participant describes about the
monitoring organisation, parameters to be monitored, monitoring practices, quality assurance,
quality control procedures, data storage and archiving.
The authority and responsibility for registration, monitoring, measurement, reporting and
reviewing of the data rests with the project participant. PP proposed the following structure for
data monitoring, collection, data archiving and calibration of equipments for this project activity.
The team comprises of the following members:
‘ COM Team ‘
Revi_ev.\linz the monthly and annual generation
. :::::-:;amahﬁpermmmofme
PropEet Btivily.
@ ¥ !d!ntiffir{ the apportunities for future
. :-::m:iﬂ!m! aelanad b project
activity.
‘ Shift In- Charge ‘ * Implementation of corrective apprapriate
e
* Review of manthly repart.
- Erdusig calibration of maniterng equipdient
L4 as and when required.
*  Monitoring and reporting the GHG
performance related parameters following
the guidance provided in the project design
document
» . heg:ra.timn{r.non!M\ranﬂamual
Staff for HR, Finance etc Site Engineering . fl:er-c-[r:irl.‘:::r:n:di:mmciuimuiﬁmin
. ‘the reporting parameters.
Ensuving calibration of the manftaring
equipments as and when required.
Data Measurement
The export and import energy will be measured continuously using above mentioned Main and
Check meters located at the substations. Readings of meters shall be taken on monthly basis by
authorized officer of SEB in the presence of PP or representative of PP. Based on the Meter
Reading Statement to PP, invoices will be raised. These invoices can be used for cross checking
the meter readings taken for the respective project activity.
Data collection and archiving
Readings from meters will be collected in the presence of the plant in-charge. Export and Import
data would be recorded and stored in logs as well as in electronic form on a daily basis. The
records are checked periodically by the Plant Manager and discussed thoroughly with the plant
supervisor. The period of storage of the monitored data will be 2 years after the end of crediting
period or till the last issuance of VERSs for the project activity whichever occurs later.
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Emergency preparedness

The project activity will not result in any unidentified activity that can result in substantial
emissions from the project activity. No need for emergency preparedness in data monitoring is
visualized.

In the event that the main meter, which is used to record the net electricity exported by the
project, is found to be faulty it will be repaired or replaced and the data from the check meter will
be used in its place. In the unlikely event that the check meter fails it will also be repaired or
replaced.

Personnel training

In order to ensure a proper functioning of the project activity and a properly monitoring of
emission reductions, the staff will be trained. The plant helpers will be trained in equipment
operation, data recording, reports writing, operation and maintenance and emergency procedures
in compliance with the monitoring plan.

Metering Arrangement

Line diagram with metering arrangement for the solar project activity is shown below

For Karnataka Site
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T
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melering point
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. MM . Main Meter

Transmission cable

For Maharashtra Site
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Line Diagram
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For Tamil Nadu Site

Line Diagram
‘I/j_gl
W VeV
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metering point

Gnd

Main Meter

_ Transmission cable

QA/QC procedures

The energy meters at the feeders are maintained and owned by state electricity board. Neither
the project proponent nor the site personnel have any control over it. The records will be
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5.1

5.2

5.3

crosschecked with the records of sold electricity to state electricity board. The meters are
calibrated by state electricity board at-least once in five years.

Apportioning

In case the dates of a particular monitoring period do not match with the dates of the billing cycle,
the net electricity exported to the grid would be calculated from:

» Apportioning the net electricity exported to grid, as recorded in the consolidated Share
Certificate / JMR Report / Credit Notes certified by the respective state discom, based on
the number of days in the monitoring period and the number of days for which Share
Certificate / JMR Report / Credit Notes was prepared.

SAFEGUARDS
No Net Harm

The project activity does not involve any major construction activity. It primarily requires the
installation of the solar PV panels, interfacing the generators with the State Electricity Board by
setting up HT transmission lines and installation of other accessories.

The report on “Developmental Impacts and Sustainable Governance Aspects of Renewable
Energy Projects” prepared by MNRE dated September 2013. This report clearly mentioned that
solar PV project activity operations do not result in direct air pollution, noise pollution. Please refer
below web link for the same®'.

Thus, there is no any significant impact due to implementation of project activity on air, water, soil
quality and ambience are envisaged due to the project activity.

Environmental Impact

The project activity has no significant impact on the environment. Solar PV projects are not
included in the Schedule | of the EIA notification S.0.1533 (E) dated 14th September 2006°? and
thus an EIA is not required. Ministry of Environment & forests vide their OM J-11013/41/2006 - IA
Il (I) dated 13th May 20113 has re-affirmed this and exempted Solar PV power plants from EIA
and EC requirement.

Local Stakeholder Consultation

The details of the Stakeholder Meetings are as follows:

Name of Investor Capacit Project Location Date of Date of
pactly Village District State Invitation Meeting
Solar Edge Power & | 80 MW3* Parli - Maharashtra | 27/10/2017 | 03/11/2017

31 hitp://mnre.qgov.in/file-manager/UserFiles/report-on-developmental-impacts-of-RE.pdf

32 hitp://envfor.nic.in/legis/eia/so1533.pdf

33 hitp://moef.nic.in/downloads/public-information/OM-SolarPV.pdf

34 The same SPV has installed a 50 MW & 30 MW solar project in the same location. Hence, the local
stakeholder was carried out for the total capacity of 80 MW.
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Energy Pvt Ltd
Wadhave,
Solar Edge Power & 50 MW Hartale & Jalgaon Maharashtra | 25/10/2017 | 01/11/2017
Energy Pvt Ltd
Manpur
Suryoday One Gokak .
Energy Pvi Ltd 40 MW Falls Belagavi Karnataka | 09/02/2018 | 16/02/2018

Shapooriji Pallonji
Infrastructure Pvt Ltd

50 MW Thenkarai | Virudhunagar | Tamil Nadu | 01/11/2017 | 08/11/2017

In the introductory speech, the representative of Project Investor, welcomed the gathering and
given a brief about the climate mitigation project activity. Subsequent to the introductory speech,
stakeholders were explained about the electricity generation from solar project is an
environmental friendly power generation technology contributing to reduction in GHG emissions.
They were also explained about the benefits of the solar power projects like, increasing energy
availability and improving quality of power and its assistance to the local population by providing
employment opportunities to both skilled & unskilled labours.

The Minutes of meeting from LSH, invitation letter receipt copy are submitted to the DOE.

Meeting started with opening speech by representative of project participant. He introduced all
guests on dais. The representative of project participant explained Technical aspects of project to
stakeholders. He also explained about social, environmental & economic benefits of the project.
He also elaborated about carbon mechanism & its requirement for the current project. After the
detailed discussions, the session was open for questions from stakeholders.

Most of the questions were related to employment opportunities, economic development, benefits
from project to villagers and other development activities. The question raised by the villagers are
summarised below:

Q: Will there be free supply of power to the local people?

A: The generated power will be fed in the grid. Project promoter can't supply directly power to the
local people. They have to get authorized connection from Govt. body. But due to the project
activity the supply of power in the area will increase.

Q: Will there be employment generation due to the project activity for youth from the adjoining
areas?

A: Responding about the increased possibilities for employment of local youth due to the project
activity, it was pointed out that preference would be given for locals in the employment
opportunities.

Q: Will the project release any pollutants or hazardous, toxic or noxious substances to air?

A: No, not from what we know, there is no project emissions associated to the project & does not
have any negative impacts.

54 Public Comments
The project was open for Public Comments from 04-November-2019 to 04-December-2019. No
comments were received during this period. The same can be checked from the web link below
v3.1
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https://www.vcsprojectdatabase.org/#/pipeline details/PL1976

6 ACHIEVED GHG EMISSION REDUCTIONS AND REMOVALS
6.1 Data and Parameters Monitored
For Karnataka Site
Data / Parameter EGp,,,
Data unit MWh/y
Description Quantity of net electricity generation supplied by the project
plant/unit to the grid in year y in MWh.
Value applied: 11,802.92 MWh
Comments Data will be archived in paper & electronic form for two years after
the end of crediting period or of the last issuance of VCUs for this
project activity, whichever occurs later.
For Tamil Nadu Site
Data / Parameter EGp, ,
Data unit MWh/y
Description Quantity of net electricity generation supplied by the project
plant/unit to the grid in year y in MWh.
Value applied: 59,304.00 MWh
Comments Data will be archived in paper & electronic form for two years after
the end of crediting period or of the last issuance of VCUs for this
project activity, whichever occurs later.
For Maharashtra Site
Data / Parameter EGp,,,
Data unit MWh/y
Description Quantity of net electricity generation supplied by the project
plant/unit to the grid in year y in MWh.
Value applied: 306,806.16 MWh
Comments Data will be archived in paper & electronic form for two years after
the end of crediting period or of the last issuance of VCUs for this
project activity, whichever occurs later.
6.2 Baseline Emissions
BEy = EGry,y * EFgria.omy
Where:
BE,: Baseline emissions in year y (tCO2e/yr)
EGery,y: Quantity of net electricity generation that is produced and fed into the grid as a
result of the implementation of the VCS project activity in year y (MWh/yr)
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6.3

6.4

6.5

EFgriacm.y: Combined margin CO2 emission factor for grid connected power generation in
year y calculated using the latest version of the “Tool to calculate the emission
factor for an electricity system” (tCO2e/MWh)

Parameter Unit Value
EGeru,y MWh 377,913.08
EFgria.cmy tCO2e 0.9368
BEy = 377,913.08 * 0.9368
= 354,005 (rounded down values)

Project Emissions
Not Applicable, since project emissions are zero as per ACM0002 methodology.
Leakage

Not Applicable, since leakage emissions are zero as per ACM0002 methodology.

Net GHG Emission Reductions and Removals
Baseline Project ..
.. . .l Leakage Net GHG emission
emissions or | emissions or . . .
Year removals removals emissions reductions or
tCO2e removals (tCO.e
(tCOze) (tCO2e) (1COze) (tCOze)
2018 178,156 0 0 178,156
2019 175,849 0 0 175,849
Total 354,005 0 0 354,005

It is to be noted here that as per the estimated emission reduction to be achieved from the project
activity for the current monitoring period is 526,439 tCO2e, whereas actual emission reductions
achieved are 354,005 tCOze, which is approximately 33% lower than the estimated emission
reductions. The generation of electricity depends upon many other climatic conditions, which are
not within the control of the project participant. The lower generation during the current
verification period is due to certain natural conditions. Hence, it is acceptable.

Apart from above comparison, PP has calculated the estimated emission reduction comparison
with actual emission reductions based on operation days of each SPV. Based on actual
operational days, the estimation for operational days and actual emission reductions are
compared and found that, for Solar Edge Power & Energy Pvt. Ltd. SPV of 80 MW, the actual
emission reductions is higher than the estimated emission reductions. For other SPVs, the actual
emission reductions are lower than the estimated emission reductions. There is no impact on the
additionality of the projects due to increase or decrease of the PLF values. Please refer actual ER
sheet for the comparison calculations.

Project Investor Capacity (MW) Estimated Actual VCUs | %
VCUs during | during current | change
current monitoring
monitoring period
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period

Solar Edge Power & Energy | 50 124118 104371 -15.9%
Pvt. Ltd.

50 130269 183028 41%

30
Shapoorii Pallonji | 50 75675 55552 -26.59%
Infrastructure (Gujarat) Pvt.
Ltd
Suryoday One Energy Private | 40 24193 11054 -54.31%
Limited
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Appendix 1: Input Parameters and Assumptions for Additionality Assessment

1. Assumptions and Values considered for Financial and Sensitivity Analysis of 50 MW-
Mukaitnagar Solar Project by Solar Edge Power & Energy Pvt. Ltd.

Details of the project Source
State where the project is situated Maharashtra As per DPR
Total Capacity (MW) 50 As per DPR
Expected Date of Commissioning 27-Mar-18 As per offer letter
Life of the plant (Yrs.) 25 As per DPR
Generation of electricity
PLF (%) 24.45% As per DPR
Annual generation (kWh) 107,091,000 Calculated Value
Annual Degradation per year 0.5% As per DPR
Tariff rate at the decision making (INR/kWh) 4.43 As per DPR
Escalation in tariff rate 0.0%
Transmission & Wheeling Losses (%) 0.00%
Operation and maintenance cost and Insurance
O & M Expenses (INR Mn.) 30.00 As per DPR
O & M free for (Yr.) -
Escalation in the operational expenses (%) 5.00% As per DPR
Insurance (INR Mn.) 33.49 CERC order®
Administrative expenses 10.00
Financial parameters
Total Cost (INR Mn.) 3,349.00 As Per DPR
Loan Amount (INR Mn.) 2,511.75 As Per DPR
Equity Investment (INR Mn.) 837.25 As Per DPR
Term loan
Loan Amount (INR Mn.) 2,511.75 As Per DPR
Interest rate (%) 9.45% As Per DPR
Loan Tenure (Qtr.) 48 Assumption
Moratorium Period (Qtr.) - Assumption
Repayment Period (Qtr.) 48 Calculated Value
Repayment instalments value (INR Mn.) 52.328 Calculated Value
1st instalment from (Qtr. end) 30-Jun-18 Considered from the next Quarter

End

Book Depreciation (SLM Method)

Land -

Gross Depreciable Value (INR Mn.) 3,349.00 Calculated Value
Salvage Value (%) 10.00%

Salvage value (INR Mn.) 334.90 Calculated Value

35 hitp://www.cercind.gov.in/2016/orders/SO17.pdf
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Net Depreciable Value (INR Mn.) 3,014.10 Calculated Value
Residual Value (INR Mn.) 334.90 Calculated Value
IT Depreciation
IT Depreciation (%) 7.69% IT act®
Income Tax
Financial Year FY 2017-18
Income tax rate (%) 30.00% ézrzeEr(llysgome Tax Rule, Pg 29,
Corporate Tax / MAT (%) 18.50% As Per IT rule®®
Service Tax (%) 15.00% As Per Income Tax Rule®®
Surcharge (%) 10.00% As Per Income Tax Rule*
Education cess (%) 3.00% :sdP;a2r4l1ncome Tax Rule, Pg 5, 11
Final Tax rates
Income tax rate (%) 33.99% Calculated Value
MAT (%) 20.96% Calculated Value
Service Tax (%) 15.45% Calculated Value
Sensitivity Analysis
Sensitivity Analysis Equity IRR
Variation % -10% Normal 10% Breaching Value
PLF 6.27% 8.67% 11.20% 20.69%
Oo&M 8.95% 8.67% 8.42% -226.82%
Project Cost 11.13% 8.67% 6.78% -18.95%
Tariff Rate 6.27% 8.67% 11.20% 20.69%
Final Result

Equity IRR without CDM

Benchmark (Equity IRR)

8.67%

14.18%

36 https://www.incometaxindia.gov.in/charts%20%20tables/depreciation%20rates.htm

%7 http://indiabudget.nic.in/budget2015-2016/ub2015-16/fb/bill.pdf

38 hitps://www.bankbazaar.com/tax/corporate-tax.html

39 hitp://taxguru.in/service-tax/service-tax-rate-chart-effect-01062016.html

40 hitp://taxguru.in/income-tax/income-tax-rate-chart-assessment-year-201516-financial-year-201415.html

41 hitp://taxguru.in/income-tax/income-tax-rate-chart-slabs-for-ay-2017-18-fy-2016-17.html
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2. Assumptions and Values considered for Financial and Sensitivity Analysis of 50 MW at BEED,

Maharastra Solar Project by Solar Edge Power & Energy Pvt. Ltd.

Details of the project Source
State where the project is situated Maharashtra As per DPR
Total Capacity (MW) 50 As per DPR
Expected Date of Commissioning 9-Mar-18 As per offer letter
Life of the plant (Yrs.) 25 As per DPR
Generation of electricity
PLF (%) 24.28% As per DPR
Annual generation (kWh) 106,346,400 Calculated Value
Annual Degradation per year 0.50% As per DPR
Tariff rate at the decision making (INR/kWh) 4.43 As per DPR
Escalation in tariff rate 0.0%
Transmission & Wheeling Losses (%) 0.00%
Operation and maintenance cost and Insurance
O & M Expenses (INR Mn.) 30.00 As per DPR
O & M free for (Yr.) -
Escalation in the operational expenses (%) 5.00% As per DPR
Insurance (INR Mn.) 33.52 CERC order*?
Administrative expenses 10.00
Financial parameters
Total Cost (INR Mn.) 3,352.00 As Per DPR
Loan Amount (INR Mn.) 2,514.00 As Per DPR
Equity Investment (INR Mn.) 838.00 As Per DPR
Term loan
Loan Amount (INR Mn.) 2,514.00 As Per DPR
Interest rate (%) 9.45% As Per DPR
Loan Tenure (Qtr.) 48 Assumption
Moratorium Period (Qtr.) - Assumption
Repayment Period (Qtr.) 48 Calculated Value
Repayment instalments value (INR Mn.) 52.375 Calculated Value
1st instalment from (Qtr. end) 30-Jun-18 (E)rc:gsmered from the next Quarter
Book Depreciation (SLM Method)
Land -
Gross Depreciable Value (INR Mn.) 3,352.00 Calculated Value
Salvage Value (%) 10.00%
Salvage value (INR Mn.) 335.20 Calculated Value
Net Depreciable Value (INR Mn.) 3,016.80 Calculated Value
Residual Value (INR Mn.) 335.20 Calculated Value

42 hitp://www.cercind.gov.in/2016/orders/SO17.pdf
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IT Depreciation

IT Depreciation (%) 7.69% IT act*®
Income Tax
Financial Year FY 2017-18
Income tax rate (%) 30.00% ézr;’eEr(II;ﬁome Tax Rule, Pg 29,
Corporate Tax / MAT (%) 18.50% As Per IT rule*®
Service Tax (%) 15.00% As Per Income Tax Rule*®
Surcharge (%) 10.00% As Per Income Tax Rule*’
Education cess (%) 3.00% QﬁdP1e2r4I8ncome Tax Rule, Pg 5, 11
Final Tax rates
Income tax rate (%) 33.99% Calculated Value
MAT (%) 20.96% Calculated Value
Service Tax (%) 15.45% Calculated Value
Sensitivity Analysis
Sensitivity Analysis Equity IRR
Variation % Normal 10% Breaching Value
PLF 6.13% 8.53% 11.03% 21.35%
Oo&M 8.81% 8.53% 8.29% -231.88%
Project Cost 10.97% 8.53% 6.65% -19.44%
Tariff Rate 6.13% 8.53% 11.03% 21.35%

Final Results

Equity IRR without CDM

Benchmark (Equity IRR)

8.53%

14.18%

43 https://www.incometaxindia.gov.in/charts%20%20tables/depreciation%20rates.htm

#4 http://indiabudget.nic.in/budget2015-2016/ub2015-16/fb/bill.pdf

45 hitps://www.bankbazaar.com/tax/corporate-tax.html

46 hitp://taxguru.in/service-tax/service-tax-rate-chart-effect-01062016.html

47 hitp://taxguru.in/income-tax/income-tax-rate-chart-assessment-year-201516-financial-year-201415.html

48 hitp://taxguru.in/income-tax/income-tax-rate-chart-slabs-for-ay-2017-18-fy-2016-17.html
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3. Assumptions and Values considered for Financial and Sensitivity Analysis of 30 MW at BEED,
Maharastra Solar Project by Solar Edge Power & Energy Pvt. Ltd.

Details of the project Source
State where the project is situated Maharashtra As per DPR
Total Capacity (MW) 30 As per DPR
Expected Date of Commissioning 23-Mar-18 As per offer letter
Life of the plant (Yrs.) 25 As per DPR
Generation of electricity

PLF (%) 24.37% As per DPR
Annual generation (kWh) 64,044,360 Calculated Value
Annual Degradation per year 0.50% As per DPR
Tariff rate at the decision making (INR/kWh) 4.43 As per DPR
Escalation in tariff rate 0.0%
Transmission & Wheeling Losses (%) 0.00%

Operation and maintenance cost and Insurance
O & M Expenses (INR Mn.) 18.00 As per DPR
O & M free for (Yr.) -
Escalation in the operational expenses (%) 5.00% As per DPR
Insurance (INR Mn.) 20.07 CERC order
Administrative expenses 6.00

Financial parameters
Total Cost (INR Mn.) 2,007.00 As Per DPR
Loan Amount (INR Mn.) 1,505.25 As Per DPR
Equity Investment (INR Mn.) 501.75 As Per DPR
Term loan
Loan Amount (INR Mn.) 1,505.25 As Per DPR
Interest rate (%) 9.45% As Per DPR
Loan Tenure (Qtr.) 48 Assumption
Moratorium Period (Qtr.) - Assumption
Repayment Period (Qtr.) 48 Calculated Value
Repayment instalments value (INR Mn.) 31.359 Calculated Value
1st instalment from (Qtr. end) 30-Jun-18 (E)r?ggdered from the next Quarter
Book Depreciation (SLM Method)

Land -
Gross Depreciable Value (INR Mn.) 2,007.00 Calculated Value
Salvage Value (%) 10.00%
Salvage value (INR Mn.) 200.70 Calculated Value
Net Depreciable Value (INR Mn.) 1,806.30 Calculated Value
Residual Value (INR Mn.) 200.70 Calculated Value

IT Depreciation
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IT Depreciation (%) 7.69% IT act*
Income Tax
Financial Year FY 2017-18
o 5 As Per Income Tax Rule, Pg 29,
Income tax rate (%) 30.00% Para E()°
Corporate Tax / MAT (%) 18.50% As Per IT rule®
Service Tax (%) 15.00% As Per Income Tax Rule®
Surcharge (%) 10.00% As Per Income Tax Rule®
Education cess (%) 3.00% As Per5I4ncome Tax Rule, Pg 5, 11
and 12
Final Tax rates
Income tax rate (%) 33.99% Calculated Value
MAT (%) 20.96% Calculated Value
Service Tax (%) 15.45% Calculated Value
Sensitivity Analysis
Sensitivity Analysis Equity IRR
Variation % -10% Normal 10% Breaching Value
PLF 6.23% 8.63% 11.15% 20.86%
Oo&M 8.91% 8.63% 8.38% -227.85%
Project Cost 11.09% 8.63% 6.74% -19.09%
Tariff Rate 6.23% 8.63% 11.15% 20.86%
Final Result

Equity IRR without CDM Benchmark (Equity IRR)

8.63% 14.18%

49 https://www.incometaxindia.gov.in/charts%20%20tables/depreciation%20rates.htm

%0 http://indiabudget.nic.in/budget2015-2016/ub2015-16/fb/bill.pdf

51 hitps://www.bankbazaar.com/tax/corporate-tax.html

52 hitp://taxguru.in/service-tax/service-tax-rate-chart-effect-01062016.html

53 hitp://taxguru.in/income-tax/income-tax-rate-chart-assessment-year-201516-financial-year-201415.html

54 hitp://taxguru.in/income-tax/income-tax-rate-chart-slabs-for-ay-2017-18-fy-2016-17.html

v3.1

60




VCS

JOINT PROJECT DESCRIPTION & MONITORING REPORT: vCS Version 3

4. Assumptions and Values considered for Financial and Sensitivity Analysis of 50 MW, Tamil
Nadu by Shapoorji Pallonji Infrastructure (Gujarat) Pvt. Ltd

Details of the project Source
State where the project is situated Tamil Nadu As per DPR
Total Capacity (MW) 50 As per DPR
Expected Date of Commissioning 26-Sep-18 As per offer letter
Life of the plant (Yrs.) 25 As per DPR
Generation of electricity
PLF (%) 23.10% As per DPR
Annual generation (kWh) 101,178,000 Calculated Value
Annual Degradation per year 0.50% As per DPR
Tariff rate at the decision making (INR/kWh) 3.47 As per DPR
Escalation in tariff rate 0.0%
Transmission & Wheeling Losses (%) 0.00%
Operation and maintenance cost and Insurance
O & M Expenses (INR Mn.) 30.00 As per DPR
O & M free for (Yr.) -
Escalation in the operational expenses (%) 5.00% As per DPR
Insurance (INR Mn.) 23.02 CERC order®®
Administrative expenses 10.00
Financial parameters
Total Cost (INR Mn.) 2,301.80 As Per DPR
Loan Amount (INR Mn.) 1,726.35 As Per DPR
Equity Investment (INR Mn.) 575.45 As Per DPR
Term loan
Loan Amount (INR Mn.) 1,726.35 As Per DPR
Interest rate (%) 11.00% As Per DPR
Loan Tenure (Qtr.) 48 Assumption
Moratorium Period (Qtr.) - Assumption
Repayment Period (Qtr.) 48 Calculated Value
Repayment instalments value (INR Mn.) 35.966 Calculated Value
1st instalment from (Qtr. end) 31-Dec-18 Considered from the next Quarter

End

Book Depreciation (SLM Method)

Land -

Gross Depreciable Value (INR Mn.) 2,301.80 Calculated Value
Salvage Value (%) 10.00%

Salvage value (INR Mn.) 230.18 Calculated Value

55 hitp://www.cercind.gov.in/2016/orders/SO17.

pdf
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Net Depreciable Value (INR Mn.) 2,071.62 Calculated Value
Residual Value (INR Mn.) 230.18 Calculated Value
IT Depreciation
IT Depreciation (%) 7.69% IT act®®
Income Tax
Financial Year FY 2017-18
Income tax rate (%) 30.00% ézrzeEr(ll;Some Tax Rule, Pg 29,
Corporate Tax / MAT (%) 18.50% As Per IT rule®®
Service Tax (%) 15.00% As Per Income Tax Rule®®
Surcharge (%) 10.00% As Per Income Tax Rule®°
Education cess (%) 3.00% :r?dpf 2rel1ncome Tax Rule, Pg 5, 11
Final Tax rates
Income tax rate (%) 33.99% Calculated Value
MAT (%) 37.39% Calculated Value
Service Tax (%) 15.45% Calculated Value
Sensitivity Analysis
Sensitivity Analysis Equity IRR
Variation % -10% Normal 10% Breaching Value
PLF 5.15% 7.20% 9.29% 31.00%
Oo&M 7.51% 7.20% 6.89% -244.01%
Project Cost 9.10% 7.20% 5.71% -26.92%
Tariff Rate 5.15% 7.20% 9.29% 31.00%
Final Result

Equity IRR without CDM

Benchmark (Equity IRR)

7.20%

14.18%

56 https://www.incometaxindia.gov.in/charts%20%20tables/depreciation%20rates.htm

57 http:/indiabudget.nic.in/budget2015-2016/ub2015-16/fb/bill.pdf

58 hitps://www.bankbazaar.com/tax/corporate-tax.html

59 hitp://taxguru.in/service-tax/service-tax-rate-chart-effect-01062016.html

60 hitp://taxguru.in/income-tax/income-tax-rate-chart-assessment-year-201516-financial-year-201415.html

81 hitp://taxguru.in/income-tax/income-tax-rate-chart-slabs-for-ay-2017-18-fy-2016-17.html
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5. Assumptions and Values considered for Financial and Sensitivity Analysis of 40 MW, Karnataka

by Suryoday One Energy Private Limited.

Details of the project Source
State where the project is situated Karnataka As per DPR
Total Capacity (MW) 40 As per DPR
Expected Date of Commissioning 31-March-18 As per offer letter
Life of the plant (Yrs.) 25 As per DPR
Generation of electricity
PLF (%) 26.81% As per DPR
Annual generation (kWh) 93,942,240 Calculated Value
Annual Degradation per year 0.50% As per DPR
Tariff rate at the decision making (INR/kWh) 4.40 As per DPR
Escalation in tariff rate 0.0%
Transmission & Wheeling Losses (%) 0.00%
Operation and maintenance cost and Insurance
O & M Expenses (INR Mn.) 18.00 As per DPR
O & M free for (Yr.) -
Escalation in the operational expenses (%) 5.00% As per DPR
Insurance (INR Mn.) 28.29 CERC order®?
Administrative expenses 8.00
Financial parameters
Total Cost (INR Mn.) 2,828.50 As Per DPR
Loan Amount (INR Mn.) 2,121.38 As Per DPR
Equity Investment (INR Mn.) 707.13 As Per DPR
Term loan
Loan Amount (INR Mn.) 2,121.38 As Per DPR
Interest rate (%) 11.00% As Per DPR
Loan Tenure (Qtr.) 48 Assumption
Moratorium Period (Qtr.) - Assumption
Repayment Period (Qtr.) 48 Calculated Value
Repayment instalments value (INR Mn.) 44.195 Calculated Value
1st instalment from (Qtr. end) 30-Jun-18 (E)r?g&dered from the next Quarter
Book Depreciation (SLM Method)
Land -
Gross Depreciable Value (INR Mn.) 2,828.50 Calculated Value
Salvage Value (%) 10.00%
Salvage value (INR Mn.) 282.85 Calculated Value
Net Depreciable Value (INR Mn.) 2,545.65 Calculated Value

%2 hitp://www.cercind.gov.in/2016/orders/SO17.pdf
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Residual Value (INR Mn.) | 282.85 Calculated Value
IT Depreciation
IT Depreciation (%) 7.69% IT act®®
Income Tax
Financial Year FY 2017-18
Income tax rate (%) 30.00% ézr:eé(llgﬁome Tax Rule, Pg 29,
Corporate Tax / MAT (%) 33.00% As Per IT rule®®
Service Tax (%) 15.00% As Per Income Tax Rule®®
Surcharge (%) 10.00% As Per Income Tax Rule®”
Education cess (%) 3.00% :r? dP1e ?EBIBncome Tax Rule, Pg 5, 11
Final Tax rates
Income tax rate (%) 33.99% Calculated Value
MAT (%) 37.39% Calculated Value
Service Tax (%) 15.45% Calculated Value
Sensitivity Analysis
Sensitivity Analysis Equity IRR
Variation % -10% Normal 10% Breaching Value
PLF 6.28% 8.12% 10.03% 28.95%
Oo&M 8.26% 8.12% 7.98% -454.98%

Project Cost 10.04% 8.12% 6.62% -24.07%

Tariff Rate 6.28% 8.12% 10.03% 28.95%
Final Result

Equity IRR without CDM

Benchmark (Equity IRR)

8.12%

14.18%

63 https://www.incometaxindia.gov.in/charts%20%20tables/depreciation%20rates.htm

&4 http://indiabudget.nic.in/budget2015-2016/ub2015-16/fb/bill.pdf

65 hitps://www.bankbazaar.com/tax/corporate-tax.html

66 hitp://taxguru.in/service-tax/service-tax-rate-chart-effect-01062016.html

67 hitp://taxguru.in/income-tax/income-tax-rate-chart-assessment-year-201516-financial-year-201415.html

68 hitp://taxguru.in/income-tax/income-tax-rate-chart-slabs-for-ay-2017-18-fy-2016-17.html
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Appendix 2: Meter and Calibration Details

Meter and Calibration Details for 40 MW solar project by Suryoday One Energy Private Limited

Bay Number Bay-01 Bay-02
Meter Details Main Meter | Check Meter | Main Meter | Check Meter
Meter Serial No 18037240 18037249 18037252 18015450
Meter Make L&T L&T L&T L&T
Accuracy Class 0.2s 0.2s 0.2s 0.2s
Date of Calibration®® 01/03/2018 01/03/2018 01/03/2018 01/03/2018
Due date of next calibration | 28/02/2023 28/02/2023 28/02/2023 28/02/2023

Meter and Calibration Details for 50 MW solar project by Solar Edge Power & Energy Pvt. Ltd.

Meter Details Main Meter | Check Meter
Meter Serial No Y0280008 Y0280009
Meter Make Secure Secure
Accuracy Class 0.2s 0.2s
Date of Calibration™ 10/02/2018 10/02/2018
Due date of next calibration | 09/08/2023 09/08/2023

Meter and Calibration Details for 80 MW solar project by Solar Edge Power & Energy Pvt. Ltd.

Meter Details Main Meter | Check Meter
Meter Serial No 0289013 02839014
Meter Make Elster Elster
Accuracy Class 0.2s 0.2s
Date of Calibration™ 06/12/2017 06/12/2017
Due date of next calibration | 05/12/2022 05/12/2022

8 The Meters were calibrated on 01/03/2018. Since the calibration frequency of the meters are once in
five year, the calibration is valid during the current monitoring period. Hence, no error factor has been
applied due to delay in calibration.

0 The Meters were calibrated on 10/02/2018. Since the calibration frequency of the meters are once in
five year, the calibration is valid during the current monitoring period. Hence, no error factor has been
applied due to delay in calibration.

I The Meters were calibrated on 06/12/2018. Since the calibration frequency of the meters are once in
five year, the calibration is valid during the current monitoring period. Hence, no error factor has been
applied due to delay in calibration.
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Meter and Calibration Details for 50 MW solar project by Shapoorji Pallonji Infrastructure (Gujarat)
Pvt. Ltd.

Meter Details Main Meter | Check Meter
Meter Serial No 17074152 17076761
Meter Make L&T L&T
Accuracy Class 0.2s 0.2s
Date of Calibration 29/06/2018 29/06/2018
Due date of next calibration | 28/06/2023 28/06/2023

2 The Meters were calibrated on 29/06/2018. Since the calibration frequency of the meters are once in
five year, the calibration is valid during the current monitoring period. Hence, no error factor has been
applied due to delay in calibration.
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Appendix 3: Breakdown Details

The major break down details of Maharashtra 50 MW project site are provided below

Gen. Date | Customer Name State | MW | Breakdown Remark Breakdown Hrs.
01-10-18 | Solar Edge Power & Energy Pvt. Ltd. | MH 50 | Grid Down from EB 16.90
01-11-18 | Solar Edge Power & Energy Pvt. Ltd. | MH 50 | Grid Down from EB 16.90
01-12-18 | Solar Edge Power & Energy Pvt. Lid. | MH 50 | Grid Down from EB 16.90
01-01-19 | Solar Edge Power & Energy Pvt. Lid. | MH 50 | Grid Down from EB 12.70
01-02-19 | Solar Edge Power & Energy Pvt. Ltd. | MH 50 | Shut Down Taken By EB 12.70
01-03-19 | Solar Edge Power & Energy Pvt. Ltd. | MH 50 | Shut Down Taken By EB 12.70
01-04-19 | Solar Edge Power & Energy Pvt. Ltd. | MH 50 | Shut Down Taken By EB 12.80
01-05-19 | Solar Edge Power & Energy Pvt. Ltd. | MH 50 | Grid Down from EB 12.80
01-06-19 | Solar Edge Power & Energy Pvt. Ltd. | MH 50 | Grid Down from EB 12.80
01-07-19 | Solar Edge Power & Energy Pvt. Ltd. | MH 50 | Line Breakdown due to Earthfault 24.00

The major break down details of Maharashtra 80 MW project site are provided below

Gen. Date | Customer Name State | MW | Breakdown Remark Breakdown Hrs.
01-10-18 | Solar Edge Power & Energy Pvt. Ltd. | MH 80 | Grid Down from EB 16.90
01-11-18 | Solar Edge Power & Energy Pvt. Ltd. | MH 80 | Grid Down from EB 16.90
01-12-18 | Solar Edge Power & Energy Pvt. Ltd. | MH 80 | Line Breakdown due to Earthfault 24.00
01-01-19 | Solar Edge Power & Energy Pvt. Ltd. | MH 80 | Grid Down from EB 12.70
01-02-19 | Solar Edge Power & Energy Pvt. Ltd. | MH 80 | Line Breakdown due to Earthfault 12.70
01-03-19 | Solar Edge Power & Energy Pvt. Ltd. | MH 80 | Shut Down Taken By EB 12.70
01-04-19 | Solar Edge Power & Energy Pvt. Ltd. | MH 80 | Line Breakdown due to Earthfault 24.00
01-05-19 | Solar Edge Power & Energy Pvt. Ltd. | MH 80 | Grid Down from EB 12.80
01-06-19 | Solar Edge Power & Energy Pvt. Ltd. | MH 80 | Grid Down from EB 12.80
01-07-19 | Solar Edge Power & Energy Pvt. Ltd. | MH 80 | Line Breakdown due to Earthfault 24.00

The major break down details of Karnataka 40 MW project site are provided below

Gen. Date | Customer Name State MW | Breakdown Remark Breakdown Hrs.
01-10-18 | Suryoday One Energy Private Limited | Karnataka | 40 | Grid Down from EB 16.90
11-11-18 | Suryoday One Energy Private Limited | Karnataka | 40 | Grid Down from EB 16.90
01-12-18 | Suryoday One Energy Private Limited | Karnataka | 40 | Line Breakdown due to Earthfault 24.00
02-01-19 | Suryoday One Energy Private Limited | Karnataka | 40 | Grid Down from EB 12.70
10-02-19 | Suryoday One Energy Private Limited | Karnataka | 40 | Line Breakdown due to Earthfault 12.70
01-03-19 | Suryoday One Energy Private Limited | Karnataka | 40 | Shut Down Taken By EB 12.70
30-04-19 | Suryoday One Energy Private Limited | Karnataka | 40 | Line Breakdown due to Earthfault 24.00
01-05-19 | Suryoday One Energy Private Limited | Karnataka | 40 | Grid Down from EB 12.80
06-06-19 | Suryoday One Energy Private Limited | Karnataka | 40 | Grid Down from EB 12.80
15-07-19 | Suryoday One Energy Private Limited | Karnataka | 40 | Line Breakdown due to Earthfault 24.00
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The major break down details of Tamil Nadu 50 MW project site are provided below

Gen. Date Customer Name State MwW Breakdown Remark Breakdown Hrs.
Y Shapooriji Pallonji Infrastructure .
01-10-18 (Gujarat) Pvt. Ltd. Tamil Nadu | 50 | Shut Down Taken By EB 12.70
01-11-18 | Shapoorji Pallonji Infrastructure Tamil Nadu | 50 | Grid Down from EB 16.90
(Gujarat) Pvt. Ltd.
01-12-1g | Shapoorii Pallonji Infrastructure Tamil Nadu | 50 | Line Breakdown due to Earthfault 24.00
(Gujarat) Pvt. Ltd.
01-01-19 | Shapoorji Pallonji Infrastructure Tamil Nadu | 50 | Grid Down from EB 16.90
(Gujarat) Pvt. Ltd.
01-02-19 | Shapoori Pallonji Infrastructure TamilNadu | 50 | Line Breakdown due to Earthfault 24.00
(Gujarat) Pvt. Ltd.
A Shapooriji Palloniji Infrastructure .
01-03-19 (Gujarat) Pvt. Ltd. Tamil Nadu | 50 | Shut Down Taken By EB 12.70
01-04-19 | Shapoorii Pallonji Infrastructure Tamil Nadu | 50 | Grid Down from EB 16.90
(Gujarat) Pvt. Ltd.
01-05-19 | Shapoorii Pallonji Infrastructure Tamil Nadu | 50 | Grid Down from EB 16.90
(Gujarat) Pvt. Ltd.
s Shapooriji Pallonji Infrastructure .
01-06-19 (Gujarat) Pvt. Ltd. Tamil Nadu | 50 | Shut Down Taken By EB 12.70
e Shapooriji Palloniji Infrastructure . .
01-07-19 (Gujarat) Pvt. Ltd. Tamil Nadu | 50 | Line Breakdown due to Earthfault 24.00
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