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1 PROJECT DETAILS 

1.1 Summary Description of the Implementation Status of the Project 

Izmir Harmandalı Solid Waste Disposal Site (SWDS) Rehabilitation and Landfill Gas (LFG) Capture 

and Utilization Project is being implemented by İzmir Novtek Enerji Elektrik U ̈retim A.S ̧ 

The project activity is a Methane Gas Power Generating Plant with an installed capacity of 32.34 

MWe. The equivalent of 22 Janbacher gas engines with an installed capacity of 1.47 MWe (each). 

Project is built within the premises of Harmandalı Solid Waste Landfill Facility in Izmir province, 

as the third largest SWDS in Turkey. It is in operation and was commissioned together with the 

existing units.  

For the purpose of a sustainable waste management in which domestic wastes will be evaluated, 

it is planned to rehabilitate the Harmandalı Solid Waste Disposal Site that receives around 4,500 

tons of municipal waste coming from 23 different districts of Izmir province daily and to generate 

renewable electric power from landfill gas and the rehabilitation project was approved by the 

Ministry of Environment and Urbanization in Turkey. In 2021, an extra blower and instruments 

were installed in both booster units to support increasing installed power capacity as planned1. 

HMI was updated to reflect the change.  

Whilst providing sustainable development benefits to the host communities and the host country, 

the project activity reduces greenhouse gas (GHG) emissions mainly by  

• preventing GHG emissions, methane in particular, from being emitted directly to the 

atmosphere from waste at the Harmandalı SWDS that would be otherwise left to be 

decomposed;  

• replacing the electricity that would have otherwise been generated by the national grid 

which is primarily dependent on fossil-fuel-based resources.  

The project was commissioned with generation of electricity from October 25th, 2019, which is 

regarded as the project start date.  

This project adopts the renewal crediting period of 7 years. The expected average annual 

emission reductions are 558,124 tCO2eq/y. Accordingly, the project is expected to generate 

3,906,866 tCO2eq emissions reduction throughout its first crediting period.  

During first Monitoring period, 2,445,711 tCO2eq emissions reduction has been achieved. 

 

 

1 Signed Technical and Economical Offer 
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Audit Type Period Program VVB Name Number of 

years 

Validation (First 

Crediting 

Period) 

25-10-2019 –  

24-10-2026 

VCS TUV SUD 
7 

Verification 

(First Monitoring 

Period) 

25-10-2019 –  

30-09-2022 

VCS Earthood 
3 

 

1.2 Sectoral Scope and Project Type 

The project falls into sectoral scope 01: Energy industries (renewable - / non-renewable sources) 

(Type I Component), sectoral scope 13: Waste handling and disposal (Type III Component). The 

project is not a grouped project.  

1.3 Project Proponent 

Organization name BIOTREND Çevre ve Enerji Yatırımları Anonim Şirketi 

Contact person Burak Sahin 

Title Plant Manager 

Address Kavacık Mahallesi, Ekinciler Caddesi, Ertürk Sokak No: 3/1, İç 

Kapı NO:1, Beykoz, 34810, İstanbul/TURKEY 

Telephone +90 216 680 00 00 

Email burak.sahin@biotrendenerji.com.tr 

 

Organization name Gaia Climate Finansal Danismanlik Hizmetleri ve Tic. A.Ş. 

Contact person Gediz S. Kaya 

Title Manager 

Address Maslak Meydan Sokak No:1 Beybi Giz Plaza Kat: 26 

Maslak/İstanbul 

Telephone +90 212 224 04 50 

Email gkaya@gaiaclimate.com 
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Organization name MUNDO VERDE CLIMATE SA 

Contact person Bryan Greenwood 

Title Director 

Address Rue Jean-Gabriel Eynard 8, 1205 Geneva SWITZERLAND 

Telephone +44 22 700 26 65 

Email greenwood@mundo-verde.ch 

 

1.4 Other Entities Involved in the Project 

N/A 

1.5 Project Start Date 

The project start date is 25-10-2019, as the operation start date with generation of electricity 

post commissioning.  

1.6 Project Crediting Period 

This project adopts the renewal crediting period of 7 years from 25-10-2019 to 24-10-2026 (the 

start and end dates are included).  

1.7 Project Location 

The project was implemented over an area of 57,705 square meter of area in K18-D4 

topographic section within acceptance boundary of Harmandalı Solid Waste Landfill Facility in 

İzmir Province, C ̧ig ̆li District, Harmandalı Gazi Mustafa Kemal Atatürk Quarter.  

The coordinates of the project location are latitude of +38.532753 and longitude of +27.074458.  

The detailed coordinates of the project border are presented in Table 1 and Mechanical Sorting 

Facility are provided below and shown on the maps shown below. 

Table 1 The detailed coordinates of the project border 

Point 

(Geographical-WGS-84)-(Degree, 

Fraction) 

Latitude Longitude 
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1  38.5336801  27.0734646  

2  38.5337262  27.0744744  

3  38.5335546  27.0746467  

4  38.5339237  27.0745633  

5  38.5342864  27.0739552  

6  38.5346899  27.0743839  

7  38.5333140  27.0758379  

8  38.5328429  27.0759469  

9  38.5320426  27.0764315  

10  38.5315624  27.0755172  

11  38.5314156  27.0748365  

12  38.5319088  27.0747228  

13  38.5317567  27.0744902  

14  38.5314940  27.0735485  

15  38.5315150  27.0735716  

16  38.5315562  27.0735106  

17  38.5315971  27.0734497  

18  38.5315190  27.0733645  

19  38.5315201  27.0733567  

20  38.5325749  27.0734351  
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Figure 1 Izmir province map view 

 

Figure 2 Project area map view 
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Figure 3 Mechanical Sorting Facility 

1.8 Title and Reference of Methodology 

The large-scale methodology ACM0001 Version 19, “Flaring or use of landfill gas 6” has been 

employed in the project activity.  

Applied tools:  

• TOOL02 “Combined tool to identify the baseline scenario and demonstrate additionality” 

(Version 07.0) (hereafter also referred to as “Additionality tool”).  

• TOOL03 “Tool to calculate project or leakage CO2 emissions from fossil fuel combustion” 

(Version 03.0).  

• TOOL04 “Emissions from solid waste disposal sites” (Version 08.1).  

• TOOL05 “Baseline, project and/or leakage emissions from electricity consumption and 

monitoring of electricity generation” (Version 03.0).  

• TOOL06 “Project emissions from flaring” (Version 04.0).  

• TOOL08 “Tool to determine the mass flow of a greenhouse gas in a gaseous stream” 

(Version 03.0):  

1.9 Participation under other GHG Programs 

The project has not been registered or is seeking registration under any other GHG programs. A 

declaration has been submitted to the VVB by PP. “ 
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1.10 Other Forms of Credit and Supply Chain (Scope 3) Emissions 

The project does not reduce GHG emissions from activities that are included in an emissions 

trading program or any other mechanism that includes GHG allowance trading.  

There is no relevant legislation in Türkiye that enforce such a public statement; therefore, this is 

not practicable. The voluntary Carbon Market in Türkiye is still in its early stages of development 

and there is a lack of understanding and awareness among businesses and the general public 

about the concept of VCUs and the benefits they can bring. 

In Türkiye, the transparency platform of the Energy Market Regulatory Authority (EPİAS) does not 

currently provide public statements regarding the VCU status of reduction and removal projects. 

This makes it not practicable for the project proponent to post such a statement. However, the 

proposed project fully complies with all relevant regulations and guidelines set forth by the 

Turkish government. All necessary measures have been taken to ensure the integrity and veracity 

of our emissions reductions and removals. The project has been thoroughly planned and 

researched to ensure maximum impact and effectiveness in reducing greenhouse gas emissions. 

In this project, emissions are reduced from the electricity sector in Türkiye by implementing 

renewable energy sources and energy efficiency measures. The produced good in this project is 

electricity, which falls under Scope 1 and 2 emissions of industrial producers. As such, there is 

no direct involvement of any specific producer or retailer of the impacted good or service in this 

project.  

The project's emissions reductions will be accurately tracked and verified by an independent third 

party, ensuring that the emissions reductions are real, measurable, and permanent. 

Furthermore, Türkiye has a centralized national grid system, which means that all electricity 

generated is fed into the same grid and distributed to all consumers. In this context, there is no 

potential risk of double counting or double claiming of emissions. 

 

1.11 Sustainable Development Contributions 

The Project will contribute to sustainable development in the following ways:  

• Increasing labor demand of skilled labor for the fabrication, installation, operation and 

maintenance of the methane recovery and electricity generation system and thus, contributing 

to the sustainable economic growth of the region,  

• Generating and dispatching electricity from a renewable and sustainable energy source to a 

grid nowadays reliant on fossil,  

• Contributing to the climate change fight by reducing CH4 emissions.  

• Constituting a new, clean and efficient technology model for the disposal and handling of waste  
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• Improving air quality (i.e. by reducing odor) and therefore having positive effects on the local 

environment.  

Nevertheless, it is still possible to note that the project will make positive contributions to at least 

three Sustainable Development Goals (SDGs). These are:  

SDG Goal 7: Affordable and Clean Energy  

The proposed Project is a waste to power project that will generate renewable energy by capturing 

methane from municipal waste and utilizing it to produce thermal and electric energy through 

gas engine systems. By supplying renewable energy generated at the plant to the national grid, 

the proposed Project will contribute to increasing the share of renewable energy in the global 

energy mix and the proportion of the population with primary reliance on clean fuels and 

technology.  

SDG Goal 8: Decent Work and Economic Growth  

The demand for food and electric energy is rapidly increasing in Turkey for various reasons, such 

as industrialization, urbanization, economic development, and population growth. The country's 

external dependence on agricultural products has intensified because the increasing demand 

cannot be met by a decreasing domestic agricultural production capacity which is due to several 

reasons, such as shrinkage of agricultural land, increasing migration to urban spaces from rural 

areas where agricultural production is densely located, and dramatic increase in the cost of 

inputs for agricultural production. Therewithal, Turkey, which cannot meet its increasing electricity 

demand due to the deprivation of conventional resources used to generate energy, such as coal, 

oil, and natural gas, has also become foreign-dependent on energy. Through its implementation, 

the proposed project activity will contribute to reducing Turkey's foreign dependency by 

generating renewable energy out of municipal wastes. In addition, as an LFG- based renewable 

energy technology implementation, the proposed project activity will achieve higher levels of 

economic productivity; hence, increasing the annual growth rate of real GDP per employed 

person. Moreover, it will increase the region's employment capacity while decreasing the 

unemployment rate.  

SDG Goal 13: Climate Action  

The proposed project activity will reduce GHG emissions by capturing and utilizing methane, one 

of the most potent GHGs triggering climate change. It is estimated that the average annual 

emission reduction that the proposed project will generate is around 558,124 tCO2eq. 
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Table 2 Sustainable Development Contributions 
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SDG Indicator Net Impact on SDG Indicator Current Project Contributions Contributions Over Project Lifetime 

1) 7.2  Amount of 

Renewable energy 

supplied to the 

power grid 

Implemented activities to 

increase 

554,345 MWh of electricity from 

renewable sources has been 

supplied to the power grid during 

the reporting period.  

It was estimated that the project will 

generate 1,426,826 MWh over the first 

crediting period . 

2) 8.5 Numbers of job 

opportunities 

Provided by the 

project  

Implemented activities to 

increase  

71 people have been employed 

by the project as long-term 

employees, of which 1 women are 

employed.  

71 people have been employed by the 

project as long-term employees by end of the 

reporting period, of which 1 women are 

employed.  

3) 13.0 Tonnes of 

greenhouse gas 

emissions avoided 

or removed  

Implemented activities to 

increase 

The project has achieved a total 

GHG emission reduction of  

2,445,711 tCO2e during the 

reporting period.  

The project estimated to achieve an 

accumulated 3,906,866 tCO2e GHG 

emission reduction by end of the first 

crediting period.  
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2  SAFEGUARDS 

2.1 No Net Harm 

The project meets all necessary environmental requirements such as solid waste, water pollution, 

noise control and air quality protection, it is therefore possible to claim that there is no net harm 

linked to the project.  

 

2.2 Local Stakeholder Consultation 

Invitation has been sent to the stakeholders between 13-14 September 2021 via, newspaper, 

Email, notice at public place and personal invitations. 

During the 14th of September, announcements were carried out to reach the identified 

stakeholders. First of all, invitation letters were posted in the bakery, supermarket, bus stop and 

restaurant, which are the most frequently visited spots in the Harmandalı region, to inform the 

local people. During the hanging of the invitation letters, all citizens found in the stores were 

informed by the project officer in order to register and participate in the meeting. 

The local stakeholder information meeting was held on 22-09-2021 as agreed. At the beginning 

of the meeting, it was explained in detail to the participants of the online meeting, which was 

held due to the Covid-19 outbreak, how questions about the project would be collected during 

the meeting and how they could give feedback. 

With the links shared by the moderator during the webinar, feedback on the project and meeting 

started to be received. Stating that during the project, feedback forms were left at the security 

booth at the project site entrance so that the stakeholders could give feedback, has been shared. 

Following the discussion on the Project’s impacts on sustainable development, the audience was 

invited to complete the Local Stakeholder Consultation Meeting Feedback Form. 9 out of 21 

attendees completed the forms which were shared on the chat. 

During this monitoring period, there were no negative comments received for the project. 

There is a system established by İzmir Novtek Enerji Elektrik U ̈retim A.S ̧. for maintaining 

communication with internal and external shareholders. External shareholders can reach the 

company via website or phone numbers and use default templates for this specific mechanism. 

There is also a specific box for collecting complaints, suggestions, or comments in on-site offices. 
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Most common method used by local shareholders are communicating with Plant Manager via 

village representative (Mukhtar).  

Plant managers are directly responsible for keeping communication with locals directly or through 

Mukhtars. Human resources department are responsible for communication with internal 

shareholders and corporate communication department is responsible for communicating with 

external shareholders. 

2.3 AFOLU-Specific Safeguards 

Since the project is a non-AFOLU project, this section is not required.  

3 IMPLEMENTATION STATUS 

3.1 Implementation Status of the Project Activity 

For the purpose of sustainable waste management, it was planned to rehabilitate the 

Harmandalı Solid Waste Landfill Area and with the completion of the rehabilitation project by 

phases and the commissioning of the Landfill Gas Power Generating Plant. Electric power will 

be generated from landfill gas and a significant investment will be realized in terms of 

renewable energy resources and an ecological restoration. There is no distribution of Natural 

gas through pipelines nor trucks to end users and it is not used for heat generation. 

There was a gradual implementation of gas engine commissioning and installed power capacity 

increase occurred during the first crediting period. Various material and service deliveries 

effected in the pandemic period. 32.340 MWe installed capacity was estimated for 01-01-2020 

in the project validation report however only 16.170 MWe installed capacity was achieved. 

Installed capacity reached to; 20.580 MWe on 03-07-2020, 23.520 MWe on 09-10-2020, 

24.990 MWe on 01-22-2020 and 32.340 MWe on 04-06-2021. Due to this change, moderately 

less electricity revenue was generated in 2019, 2020 and 2021 however plant load factor (PLF) 

was higher than estimated 80% in 2020 and 2021. 

 

In 2021, an extra blower and instruments were installed in both booster units to support 

increasing installed power capacity as planned. Due to this upgrade HMI is changed and two 

project flow diagrams, Figure 4 and Figure 5 are given to reflect the situation. During 

integration period (05-08-2021 – 21-01-2022), data storage in SCADA interrupted except for 

the biogas flow and Total biogas flow (cumulative). Data storage resumed after the completion 

of the upgrade on 29-01-2022. During this period, power production and biogas utilization 

wasn’t interrupted, however. 
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Figure 4 Flow Process Chart for the İzmir LFG Facility (Before HMI revision) 
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Figure 5 Flow Process Chart for the İzmir LFG Facility (After HMI revision) 

 

Rehabilitation of İzmir Harmandalı Solid Waste Landfill Area and Electric Power Generation from 

Landfill Gas” work has been delivered by İzmir Metropolitan Municipality to İzmir Novtek Enerji 

Elektrik Üretim A.Ş. on 01-06-2018 with site delivery protocol. 

The different units conforming the whole IZMIR LFG System are presented in the following 

sections: 

a. Landfill gas collection area: 
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The process of power generation from landfill gas is composed of various phases. The landfill gas 

is collected in sanitary landfill areas. The collected landfill gasses are absorbed by the blowers 

and transferred to the gas cooling and gas cleaning unit of the facility. 

The collection efficiency of the produced gas is estimated to be 60%, meaning that around 40% 

of the LFG produced is not collected. 

 

Figure 5 Landfill Gas Collection Area (yellow polygon) 

b. Gas cooling and cleaning area  

In the gas cleaning unit, landfill gas is processed and cleared of particles and moisture inside. 

The condensates (water) are sent to the water treatment plant of the municipality together with 

the leakage water. The cleaning unit is where the desulfurization of the gas takes place leaving 

the LFG with around 103 ppm of H2S.  

c. Flaring unit  

The facility has a Flaring unit to prevent the release of the landfill gas in case of any breakdown 

or failure in the facility or when the facility is out of service. The landfill gas would be flared in 

such conditions. There is one storage balloon with capacity of 10,000 m3 to ensure that constant 

volume is maintained, however it is not used when all LFG produced goes directly to the engines.  

d. Power generation by burning Landfill Gas in Internal combustion engines:  

The heart of the project is the 22 gas engines with an installed capacity of 1.47 MWe each, total 

capacity 32.34 MWe, where the LFG is burnt and converted into electric power. The generated 
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power is fed into the Grid, and it is further delivered to the consumers through power transmission 

lines.  

Since the internal combustion engines require less gas flow rate and are easier to switch on and 

off when compared to the gas turbines, they are more suitable for landfill gas power plants. 

Mostly all of the landfill gas power plants in our country consist of internal combustion engines.  

● Internal Combustion Gas engines (ICE): 

Internal combustion engines are the most suitable method for the utilization in landfill gas 

power plants.  

The engines installed in the project are Genset JGS 420 GS-L-L characterized by a high-power 

density and efficiency.  

Table 2 Technical specifications Janbacher Genset JGS 420 GS-L-L2 

Technical Specifications 

Electrical Output 1470 kW 

Voltage 480V-13.8kV  

Thermal Output 980-1.720kW  

Thermal Efficiency Up to 43% 

Fuel Type Flexible 

 

2 See document Fact sheets_TS 38409_Izmir Landfill JGS 420  
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Commissioning date of 11 gas engines 25-10-2019 

Commissioning date of 3 gas engines 03-07-2020 

Commissioning date of 2 gas engines 09-10-2020 

Commissioning date of 1 gas engines 01-11-2020 

Commissioning date of 5 gas engine 04-06-2021 

The gas engines were chronologically commissioned, see Table 2, since the first year (2019) 

started the LFG capture and stabilization of the system. In year 2023 the 22 engines are in 

commission. This was taken into account for the achieved emission reduction calculation. 

●Technology Units 

The technology employed will be the improvement of landfill gas collection and flaring through 

the installation of an active recovery system composed by:  

Table 3 Machine and Equipment Information 
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Table 4 Technical specification CONVECO S. r. l. Static closed chamber flare  

Technical specifications 

Capacity range Designed for combustion of 300 m3/h of biogas  

Flow capacity range (50-4000 m3/h) 

Combustion 

temperatures 

850-1200 °C 

Flame retention >0.3 sec 

Operation PLC 

Number  MACHINE AND EQUIPMENT (Type and Technical Properties)  

22  Gas Engine (With generator 1,470 kWh)  

6  Monoblock Concrete Kiosk (EUROBET) 7500*2500*3500 mm Type 2H (OG)  

1  Monoblock Concrete Kiosk (EUROBET) 5350*2500*3500 mm Type 2H (OG)  

7  Rectifier and Battery group  

5  Modular air insulated cable tie cell  

24  Modular air insulated breaker cable protection cubicle (2 spare)  

2  Modular air insulated current voltage measuring cell  

2  Modular air-insulated cut-off auto producer cubicle  

2  Modular air insulated fused transformer protection cubicle  

6  Input and output cubicle with modular air insulated switch disconnector  

5  Blower set  

2  Booster Unit  

1  Flare Unit  

1  Gas Storage (10,000 m3)  

22  Transformer (2,000 KVA)  

3 Transformer (800 KVA)  

8 Transformer neutral grounding resistor  
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Control panel 

visualization on from flare 

system. 

 

 

Project proponent has changed. During the validation process Biosolutions acted as project 

consultants and was one of the project proponents. PO has decided to continue the 

verification process with a different consultant hence the change to the project proponents. 

 

3.2 Deviations 

3.2.1 Methodology Deviations 

No methodology deviation is applied in the project.  
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3.2.2 Project Description Deviations 

During the first monitoring period, higher than LFG is generated. Electricity generation can be 

traced from, website of the transparency platform of the Energy Market Regulatory Authority 

(EPİAS)3 with the selection of time period and plant name (İZMİR ÇÖP GAZ ELKTRİK ÜRETİM 

TESİSİ). Peak LFG generation and electricity generation can be observed in Table 5 below. First 

monitoring period coincides with peak LFG and electricity generation where downward trend 

can be observed. 

Table 5 LFG Generation and Net electricity generation over time. 

 

Also, project emissions realized less than estimated amount during first monitoring period. 

According to VCS Standard v4.4 paragraph 3.20.2 sub point 1; “Where the deviation impacts 

the applicability of the methodology, additionality or the appropriateness of the baseline 

scenario, the deviation shall be described and justified in a revised version of the project 

description. This shall include a description of when the deviation occurred, the reasons for the 

deviation and how the deviation impacts the applicability of the methodology, additionality 

 
3 https://seffaflik.epias.com.tr/transparency/uretim/yekdem/lisansli-uretim-miktari/yekdem-lisansli-gercek-zamanli-
uretim.xhtml 
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and/or the appropriateness of the baseline scenario”. Due to increased net GHG emission 

reduction, deviation’s impact is investigated via three stages: 

 

Applicability of Methodology: 

Application Criteria Applicability 

 
 

As per paragraph 3.a of ACM0001: Install a new 

LFG capture system in an existing or new 

(Greenfield) SWDS where no LFG capture system 

was or would have been installed prior to the 

implementation of the project activity 

 

The project design consists of the 

development of new LFG capture systems. 

The baseline scenario at landfill site is the 

atmospheric release of LFG. The project 

therefore complies with this criterion. 

Project description deviations have no 

impact on this criterion therefore 

methodology is applicable. 

 

Application Criteria Applicability 

As per paragraph 3.b of ACM0001: Make an 

investment into an existing LFG capture system to 

increase the recovery rate or change the use of  

the captured LFG, provided that: (i) The captured 

LFG was vented or flared and not used prior to the 

implementation of the project activity instance; 

and (ii) In the case of an existing active LFG 

capture system for which the amount of LFG 

cannot be collected separately from the project 

system after the implementation of the project 

activity instance and its efficiency is not impacted 

on by the project system: historical data on the 

amount of LFG capture and flared is available. 

The baseline scenario is the atmospheric 

release of methane at site, that was vented 

and not used prior to the implementation of 

the project activity. The project design 

consists of the installation of new extraction 

infrastructure to recover LFG at site. The 

project therefore complies with criterion (i). 

Criterion (ii) does not apply because there 

was no existing active LFG capture system 

prior to the implementation of the project 

activity. 

Project description deviations have no 

impact on this criterion therefore 

methodology is applicable. 
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As per paragraph 3.c of ACM0001: Flare LFG 

and/or use the captured LFG in any (combination) 

of the following ways: (i) Generating electricity; (ii) 

Generating heat in a boiler, air heater or kiln (brick 

firing only) or glass melting furnace; and/or (iii) 

Supplying the LFG to consumers through a natural 

gas distribution network; (iv) Supplying 

compressed/liquefied LFG to consumers using 

trucks (v) Supplying the LFG to consumers through 

a dedicated pipeline. 

The project design consists of electricity 

generation only, and flaring will be carried 

out in emergency cases, such as failure of 

gas engines. 

The project therefore complies with these 

criteria, specifically (i). 

Project description deviations have no 

impact on this criterion therefore 

methodology is applicable. 

 

Application Criteria Applicability 

As per paragraph 3.d of ACM0001: Do not reduce 

the amount of organic waste that would be 

recycled in the absence of the project activity 

instance. 

The project does not reduce the amount of 

organic waste that would be recycled in the 

absence of the project activity. Since there 

is no prior separation of organic waste. 

As such there was no diversion of organic 

waste prior to project implementation. 

Furthermore, no diversion of organic waste 

has been done during the project 

implementation. Based on the FSR there are 

therefore no major organic waste recycling 

practices within the province. The project 

therefore complies with this criterion. 

Project description deviations have no 

impact on this criterion therefore 

methodology is applicable. 

As per paragraph 4.a of ACM0001: Atmospheric 

release of the LFG or capture of LFG and 

destruction through flaring to comply with 

regulations or contractual requirements, to 

address safety and odor concerns, or for other 

reasons. 

In this project the baseline scenario is the 

total atmospheric release of the gas and in 

the current project activities, the extracted 

gas is being used to produce electricity. 

Therefore, the project complies with this 

criterion. 

Project description deviations have no 

impact on this criterion therefore 

methodology is applicable. 
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As per paragraph 4.b of ACM0001: In the case that 

the LFG is used in the project activity instance for 

generating electricity and/or generating heat in a 

boiler, air heater, glass melting furnace or kiln: 

For electricity generation: that electricity would be 

generated in the grid or in captive fossil fuel fired 

power plants; and/or 

(ii) For heat generation: that heat would be 

generated using fossil fuels in equipment located 

within the project boundary; 

The electricity generated from the project 

activity is supplied to the grid. The generated 

electricity displaces electricity generated by 

the fossil fuel fired power plants in the grid. 

The project therefore complies with these 

criterions (i). Criterion (ii) does not apply 

because the project does not generate heat. 

Project description deviations have no 

impact on this criterion therefore 

methodology is applicable. 

 

Application Criteria Applicability 

As per paragraph 4.c of ACM0001: In the case of 

LFG supplied to the end user(s) through natural 

gas distribution network, trucks or the dedicated 

pipeline, the baseline scenario is assumed to be 

displacement of natural gas. 

This criterion is not applicable. The project 

does not supply LFG to the end user(s) 

through a natural gas distribution network, 

trucks, or dedicated pipeline. 

Project description deviations have no 

impact on this criterion therefore 

methodology is applicable. 

As per paragraph 4.d of ACM0001: In the case of 

LFG from a Greenfield SWDS, the identified 

baseline scenario is atmospheric release of the 

LFG or capture of LFG in a managed SWDS and 

destruction through flaring to comply with 

regulations or contractual requirements, to 

address safety and odor concerns, or for other 

reasons. 

This applicability criterion does not apply to 

the project activity instance because the 

LFG arises from existing SWDS’s. 

Furthermore, there are no requirements to 

capture LFG or destroy LFG through flaring 

in order to comply with regulations or 

contractual requirements, to address safety 

and odor concerns, or for other reasons. 

Project description deviations have no 

impact on this criterion therefore 

methodology is applicable. 
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As per paragraph 4 of TOOL02 “Combined tool to 

identify the baseline scenario and demonstrate 

additionality” (Version 07.0): The tool is applicable 

to all types of proposed project activities. However, 

in some cases, methodologies referring to this tool 

may require adjustments or additional 

explanations as per the guidance in the respective 

methodologies. This could include, inter alia, a 

listing of relevant alternative scenarios that should 

be considered in Step 1, any relevant types of 

barriers other than those presented in this tool 

and guidance on how common practice should be 

established. 

The project activity complies with this 

criterion. Additionality was proven by using 

the TOOL02 “Combined tool to identify the 

baseline scenario and demonstrate 

additionality”. 

Project description deviations have no 

impact on this criterion therefore 

methodology is applicable. 

 

Application Criteria Applicability 

As per paragraph 5 of ACM0001, this methodology 

is not applicable: a) In combination with other 

approved methodologies. b) If the management of 

the SWDS in the project activity instance is 

deliberately changed during the crediting in order 

to increase methane generation compared to the 

situation prior to the implementation of the project 

activity instance. 

a) The project only utilizes one methodology 

which is ACM0001 version 19. 

b) The project retains the same waste 

disposal practices for waste and the 

management of the landfill remains 

unchanged. 

The project therefore complies with these 

criteria. 

Project description deviations have no 

impact on this criterion therefore 

methodology is applicable. 
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As per paragraph 2 of TOOL03 “Tool to calculate 

project or leakage CO2 emissions from fossil fuel 

combustion” (Version 03.0): This tool provides 

procedures to calculate project and/or leakage 

CO2 emissions from the combustion of fossil fuels. 

It can be used in cases where CO2 emissions from 

fossil fuel combustion are calculated based on the 

quantity of fuel combusted and its properties. 

Methodologies using this tool should specify to 

which combustion process j this tool is being 

applied. 

The project activity complies with this 

criterion. The tool is applicable to the project 

as diesel may be used in generators for on- 

site power backup for the flares. 

This tool is used to calculate project and/or 

leakage CO2 emissions from the combustion 

of diesel in backup generations. It is used in 

cases where CO2 emissions from fossil fuel 

combustion are calculated based on the 

quantity of diesel combusted. 

Project description deviations have no 

impact on this criterion therefore 

methodology is applicable. 
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Application Criteria Applicability 

As per paragraphs 3.a and 3.b of TOOL04 

“Emissions from solid waste disposal sites” 

(Version 08.1), the tool can be used to determine 

emissions for the following types of applications:  3 

(a) Application A: The project mitigates methane 

emissions from a specific existing SWDS. Methane 

emissions are mitigated by capturing and flaring or 

combusting the methane (e.g. “ACM0001: Flaring 

or use of landfill gas” version 19). The methane is 

generated from waste disposed in the past, 

including prior to the start of the CDM project 

activity. In these cases, the tool is only applied for 

an ex-ante estimation of emissions in the project 

design document (CDM-PDD). The emissions will 

then be monitored during the crediting period using 

the applicable approaches in the relevant 

methodologies (e.g. measuring the amount of 

methane captured from the SWDS); 3 (b) 

Application B: The project avoids or involves the 

disposal of waste at a SWDS. An example of this 

application of the tool is ACM0022, in which 

municipal solid waste (MSW) is treated with an 

alternative option, such as composting or 

anaerobic digestion, and is then prevented from 

being disposed of in a SWDS. The methane is 

generated from waste disposed or avoided from 

disposal during the crediting period. In these cases, 

the tool can be applied for both ex ante and ex post 

estimation of emissions. These project activities 

may apply the simplified approach detailed in 0 

when calculating ba s e l in e  emissions. 

The project activity complies with paragraph 

3 (a) Application A because the project 

mitigates methane emissions from specific 

existing SWDSs. The tool is applied for the 

ex-ante estimation of emissions in the 

project description. Emissions will be 

monitored during the crediting period using 

the appropriate approaches referenced in 

the methodology ACM0001 Version 19.0. 

The project therefore complies with this 

criterion. 

Application B is not applicable because the 

project mitigates emissions from an existing 

SWDS, not the avoidance of waste at a 

SWDS. 

Project description deviations have no 

impact on this criteria therefore methodology 

is applicable. 
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As per paragraph 4 of TOOL04 “Emissions from 

solid waste disposal sites” (Version 08.1): These 

two types of applications are referred to in the tool 

for determining parameters. 

The project activity meets the applicability 

criterion Application A, as described above. 

Project description deviations have no 

impact on this criterion therefore 

methodology is applicable. 

 

Application Criteria Applicability 

As per paragraph 5 of the tool TOOL04 “Emissions 

from solid waste disposal sites” (Version 08.1): In 

the case that: (a) different types of residual waste 

are disposed or prevented from disposal; or that 

(b) both MSW and residual waste(s) are prevented 

from disposal, then the tool should be applied 

separately to each residual waste and to the MSW. 

Not applicable because the existing SWDSs 

are classified as general waste sites, 

meaning that they comprise of MSW and do 

not accept residual waste. Therefore, the 

tool is applied only to the MSW in the 

absence of residual waste. 

Project description deviations have no 

impact on this criterion therefore 

methodology is applicable. 
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Application Criteria Applicability 

As per paragraph 5 of TOOL05 "Baseline, project 

and/or leakage emissions from electricity 

consumption and monitoring of electricity 

generation” (Version 03.0): The tool is only 

applicable if one out of the following three 

scenarios applies to the sources of electricity 

consumption: 

(a) Scenario A: Electricity consumption from the 

grid. The electricity is purchased from the grid   

only, and either no captive power plant(s) is/are 

installed at the site of electricity consumption or, if 

any captive power plant exists on site, it is either 

not operating or it is not physically able to provide 

electricity to the electricity consumer; 

(b) Scenario B: Electricity consumption from (an) 

off-grid fossil fuel fired captive power plant(s). One 

or more fossil fuel fired captive power plants are 

installed at the site of the electricity consumer and 

supply the consumer with electricity. The captive 

power plant(s) is/are not connected to the 

electricity grid; or 

(c) Scenario C: Electricity consumption from the 

grid and (a) fossil fuel fired captive power plant(s). 

One or more fossil fuel fired captive power plants 

operate at the site of the electricity consumer. The 

captive power plant(s) can provide electricity to the 

electricity consumer. The captive power plant(s) 

is/are also connected to the electricity grid. Hence, 

the electricity consumer can be provided with 

electricity from the captive power plant(s) and the 

grid. 

The tool is applicable to the project since the 

tool is used to estimate project CO2 

emissions associated with the consumption 

of electricity. Scenario C applies to the 

project. The landfills may use standby diesel 

generators (captive power plants) for on-site 

power backup for the flares. The diesel 

generators. Hence, the project can be 

provided with electricity from the captive 

power plant(s) and the grid. The project 

therefore complies with this criterion. 

Project description deviations have no 

impact on this criterion therefore 

methodology is applicable. 
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Application Criteria Applicability 

As per paragraph 6 of TOOL05 "Baseline, project 

and/or leakage emissions from electricity 

consumption and monitoring of electricity 

generation” (Version 03.0): This tool can be 

referred to in methodologies to provide procedures 

to monitor amount of electricity generated in the 

project scenario, only if one out of the following 

three project scenarios applies to the recipient of 

the electricity generated: 

(a) Scenario I: Electricity is supplied to the grid; 

(b) Scenario II: Electricity is supplied to 

consumers/electricity consuming facilities; or 

(c) Scenario III: Electricity is supplied to the grid 

and consumers/electricity consuming facilities 

The project complies with Scenario 1: all 

generated electricity is supplied to the 

national grid in Turkey. 

Project description deviations have no impact 

on this criterion therefore methodology is 

applicable. 

As per paragraph 7 of TOOL05 "Baseline, project 

and/or leakage emissions from electricity 

consumption and monitoring of electricity 

generation” (Version 03.0): This tool is not 

applicable in cases where captive renewable 

power generation technologies are installed to 

provide electricity in the project activity, in the 

baseline scenario or to sources of leakage. The 

tool only accounts for CO2 emissions. 

The project complies with this criterion: 

There are no captive renewable power 

generation technologies installed to provide 

electricity in the project activity in the 

baseline scenario or to sources of leakage. 

Only CO2 emissions are accounted for. 

Project description deviations have no 

impact on this criterion therefore 

methodology is applicable. 

As per paragraph 2 of TOOL06 “Project emissions 

from flaring” (Version 04.0.0): This tool provides 

procedures to calculate project emissions from 

flaring of a residual gas. The tool is applicable to 

enclosed or open flares and project participants 

should document in the CDM-PDD the type of flare 

used in the project activity. 

The project complies with this criterion: 

project emissions are calculated in relation 

to the flaring of residual gas (LFG). 

Project description deviations have no 

impact on this criterion therefore 

methodology is applicable. 
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Application Criteria Applicability 

As per paragraph 3 of TOOL06 “Project emissions 

from flaring” (Version 04.0.0): 

 

This tool is applicable to the flaring of flammable 

greenhouse gases where: (a) Methane is the 

component with the highest concentration in the 

flammable residual gas; and 

(b) The source of the residual gas is coal mine 

methane or a gas from a biogenic  source (e.g. 

biogas, landfill gas or wastewater treatment gas). 

a) The composition of the Landfill gas is 

around 60% (Methane) 40% CO2. According 

to measurements is (57.4% CH4, 2.6% O2 

and 26.9% CO2) 

The residual gas is a biogenic source, it is a 

Landfill gas. 

Project description deviations have no 

impact on this criterion therefore 

methodology is applicable. 

As per paragraph 4 of TOOL06 “Project emissions 

from flaring” (Version 04.0.0): 

 

The tool is not applicable to the use of auxiliary 

fuels and therefore the residual gas must have 

sufficient flammable gas present to sustain 

combustion. In the case of an enclosed flare, there 

shall be operating specifications provided by the 

manufacturer of the flare and these shall be 

followed by the project participant. 

All the flares in the project activity are 

enclosed flares.  

Project description deviations have no 

impact on this criterion therefore 

methodology is applicable. 
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Application Criteria Applicability 

As per paragraph 5 of TOOL08 “Tool to determine 

the mass flow of a greenhouse gas in a gaseous 

stream” (Version 03.0): Typical applications of this 

tool are methodologies where the flow and 

composition of residual or flared gases or exhaust 

gases are measured for the determination of 

baseline or project emissions. 

The methodological tool ACM0001 Version 

19.0 refers to this tool for measurement of 

flow and composition of the residual or 

flared gases to determine baseline and 

project emissions. 

The tool is applicable to the project as the 

flow and composition of residual or flared 

gases will be measured for the 

determination of baseline or project 

emissions. The gaseous stream that the tool 

will be applied to is the LFG delivery pipeline 

to each item of equipment at each site. The 

greenhouse gas for which the mass flow will 

be determined is methane. 

Project description deviations have no 

impact on this criterion therefore 

methodology is applicable. 

As per TOOL08 “Tool to determine the mass flow 

of a greenhouse gas in a gaseous stream”  

(Version 03.0): Methodologies where CO2 is the 

particular and only gas of interest should continue 

to adopt material balances as the means of flow 

determination and may not adopt this tool as 

material balances are the cost-effective way of 

monitoring flow of CO2. 

This criterion is not applicable as CO2 is not 

the only gas of interest in the project activity. 

Project description deviations have no 

impact on this criterion therefore 

methodology is applicable. 

 

 

 

 

 

 

 



 Monitoring Report: VCS Version 4.2 

 33 

Application Criteria Applicability 

As per TOOL08 “Tool to determine the mass flow  

of a greenhouse gas in  a gaseous stream”  

(Version 03.0): The  underlying  methodology 

should specify: (a) The gaseous stream the tool 

should be applied to; (b) For which greenhouse 

gases the mass flow should be determined; (c) In 

which time intervals the flow of the gaseous  

stream should be measured; and Situations where 

the simplification offered for calculating the 

molecular mass of the gaseous stream (equations 

(3) or (17)) is not valid (such as the gaseous 

stream is predominantly composed of a gas other 

than N2). 

The project complies with these criteria: 
 

(a) The tool is applied to the residual gas 

stream in the landfill. Option F of the “Tool 

to determine the mass flow of a greenhouse 

gas in a gaseous stream” (Version 03.0) is 

used to calculate the mass flow of the 

gaseous stream. 

(b) The mass flow is determined for 

methane. 

(c) Monitoring is continuous. 

Project description deviations have no 

impact on this criterion therefore 

methodology is applicable. 

As per section I of TOOL11 “Assessment of the 

validity of the original/current baseline and update 

of the baseline at the renewal of the crediting 

period”, version 03.0.1: This tool provides a 

stepwise procedure to assess the continued 

validity of the baseline and to update the baseline 

at the renewal of a crediting period, as required by 

paragraph 49 (a) of the modalities and procedures 

of the clean development mechanism. The tool 

consists of two steps. The first step provides an 

approach to evaluate whether the current baseline 

is still valid for the next crediting period. The 

second step provides an approach to update the 

baseline in case that the current baseline is not 

valid anymore for the next crediting period. 

The project activity complies with the 

applicability criteria of this tool. The steps to 

assess the continued validity of the baseline 

and to update the baseline at the renewal of 

a crediting period have been undertaken in 

the baseline selection section of the 

Validation report. 

Project description deviations have no 

impact on this criterion therefore 

methodology is applicable. 

Project description deviations have no impact on the applicability of methodology therefore 

project remains in conformance with the methodology. 

To evaluate the effect of increased baseline emission on additionality, change in IRR is 

investigated. IRR is found to be 12.66% during validation report and decreased to 8.69% under 

following conditions: 

• Real net electricity generation is used for the years 2020 (2019 and 2020 together), 

2021 and 2022. Ex-ante assumption is not changed for the years after 2023.  
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• No changes in tariff rate 

8.69% IRR is under the 20% benchmark therefore project is considered additional. 

In the validation report, baseline scenario is “LFG3: Atmospheric release of the LFG or capture 

of LFG in an unmanaged SWDS and destruction through flaring to comply with regulations or 

contractual requirements, to address safety and odor concerns, or for other reasons” and “E3: 

Electricity generation in existing and/or new grid-connected power plants”. LFG generation peak 

and increased net emission reduction don’t affect the appropriateness of baseline therefore 

baseline scenario is applicable. 

All three items stated by VCS Standard v4.4 paragraph 3.20.2 sub point 1 is evaluated above. 

As a result, realized deviation does not break project’s compliance with methodology nor the 

appropriateness of the baseline scenario nor the additionality of the project. Project’s 

additionality is not affected by increased net ER generation. 

3.3 Grouped Projects 

The project is not a grouped project.  

4 DATA AND PARAMETERS 

4.1 Data and Parameters Available at Validation 

 

Data / Parameter φ 

Data unit Dimensionless 

Description Model correction factor to account for model uncertainties 

Source of data First order decay model from the “Tool to determine methane emissions 

avoided from dumping waste at a solid waste disposal site”. 

Value applied 0.75 

Justification of choice of 

data or description of 

measurement methods 

and procedures applied 

For baseline emissions: according to the “Tool to determine methane 

emissions avoided from dumping waste at a solid waste disposal site”. 

The appropriate factor was taken based on the application of the tool 

(A).See table below and the climate where the SWDS is located (Dry 

conditions). 

 Humid/Wet 

Conditions 

Dry Conditions 

Application A 0.75 0.75 

Application B 0.85 0.80 
 

 Purpose of Data Calculation of baseline emissions 
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Comments - 

 

Data / Parameter OXtop_layer 

Data unit Dimensionless 

Description Fraction of methane that would be oxidized in the top layer of the 

SWDS in the baseline 

Source of data Consistent with how oxidation is accounted for in the 

methodological tool “Emissions from solid waste disposal sites” 

which is based on an extensive review of published literature on 

this subject, including the IPCC 2006 Guidelines for National 

Greenhouse Gas Inventory. 

Value applied 0.1 

Justification of choice of 

data or description of 

measurement methods 

and procedures applied 

OXtop-layer is the fraction of the methane in the LFG that would 

oxidize in the top layer of the SWDS in the absence of the project 

activity. 

Under the project activity, this effect is reduced as a part of the 

LFG is captured and does not pass through the top layer of the 

SWDS. This oxidation effect is also accounted for in the 

methodological tool “Emissions from solid waste disposal sites”. 

 Purpose of Data The oxidation factor shall be included in the calculation of 

baseline emissions whereas the effect of oxidation is, as a 

conservative assumption, neglected under the project activity. 

Comments The oxidation factor represents the proportion of methane that is 

oxidized to CO2 This should be distinguished from the methane 

correction factor (MCF) which is to account for the situation that 

ambient air might intrude into the SWDS and prevent methane 

from being formed in the upper layer of SWDS. 

 

Data / Parameter F 

Data unit Dimensionless 

Description Volume fraction of methane in the SWDS gas. 

Source of data First order decay model from the “Tool to determine methane 

emissions avoided from dumping waste at a solid waste disposal 

site”. 

Value applied 0.5 

Justification of choice of 

data or description of 

measurement methods 

and procedures applied 

The default value 0,5 is recommended by the Tool to determine 

methane emissions avoided from dumping waste at a solid waste 

disposal site is applied. 



 Monitoring Report: VCS Version 4.2 

 36 

 Purpose of Data Calculation of baseline emissions. 

Comments - 

 

Data / Parameter MCF 

Data unit - 

Description Methane correction factor. 

Source of data First order decay model from the “Emissions from solid waste 

disposal sites”. 

Value applied 0.8 

Justification of choice of 

data or description of 

measurement methods 

and procedures applied 

For baseline emissions: according to the “Tool to determine 

methane emissions avoided from dumping waste at a solid waste 

disposal site” and to the IPCC Guidelines for National 

Greenhouse Gas Inventories (2006). The following values are to 

be considered: 

1.0 for anaerobic managed solid waste disposal sites. These 

must have controlled placement of waste (i.e., waste directed to 

specific deposition areas, a degree of control of scavenging and 

a degree of control of fires) and will include at least one of the 

following: (i) cover material; (ii) mechanical compacting; or (iii) 

leveling of the waste; 

0.5 for semi-aerobic managed solid waste disposal sites. These 

must have controlled placement of waste and will include all of 

the following structures for introducing air to waste layer: (i) 

permeable cover material; (ii) leachate drainage system; (iii) 

regulating pondage; and (iv) gas ventilation system; 

0.8 for unmanaged solid waste disposal sites ñ deep and/or with 

high water table. This comprises all SWDS not meeting the 

criteria of managed SWDS, and which have depths of greater 

than or equal to 5 meters and/or high water table at near ground 

level. Latter situation corresponds to filling inland water, such as 

pond, river or wetland, by waste; 

0.4 for unmanaged-shallow solid waste disposal sites. This 

comprises all SWDS not meeting the criteria of managed SWDS, 

and which have depths of less than 5 meters.  

Due to the fact that the baseline emissions correspond to an 

unmanaged SWDS. The value taken was 0,8. 

 Purpose of Data Calculation of baseline emissions. 

Comments - 
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Data / Parameter DOCf 

Data unit Dimensionless 

Description Fraction of degradable organic carbon that can decompose 

Source of data First order decay model from the “Tool to determine methane 

emissions avoided from dumping waste at a solid waste disposal 

site”. 

Value applied 0.5 

Justification of choice of 

data or description of 

measurement methods 

and procedures applied 

The default value 0,5 is recommended by the Tool to determine 

methane emissions avoided from dumping waste at a solid waste 

disposal site is applied. 

 Purpose of Data Calculation of baseline emissions. 

Comments - 

 

Data / Parameter DOCj 

Data unit Dimensionless 

Description Fraction of degradable organic carbon (by weight) in the waste 

type j. 

Source of data First order decay model from the TOOL 04 “Emissions from solid 

waste disposal sites” (Version 08.1). 

Value applied DOCj See table below 

Justification of choice of 

data or description of 

measurement methods 

and procedures applied 

For baseline emissions: according to the TOOL 04 “Emissions 

from solid waste disposal sites”, following values are applied for 

the different waste types of j. 

 

Waste Type j DOC j (% wet waste) 

Wood and wood products 43 

Pulp, paper, and cardboard 

(other than sludge) 

40 

Food, food waste, beverages, 

and tobacco (other than 

sludge) 

15 

Textiles 24 

Garden, park, and yard waste 20 

Glass, plastic, metal, other 

inert 

0 

 

 Purpose of Data Calculation of baseline emissions. 
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Comments - 

 

Data / 

Parameter 

kj 

Data unit 1/yr 

Description Decay rate for the waste type j. 

Source of 

data 

First order decay model from the TOOL 04 “Emissions from solid waste disposal 

sites” (Version 08.1). 

Value applied kj See table below 

Justification 

of choice of 

data or 

description of 

measurement 

methods and 

procedures 

applied 

For baseline emissions: 

according to the TOOL 

04“Emissions from solid waste 

disposal sites”, following values 

are applied for the different 

waste types of j.Type of Waste 

Climate Zone 

Boreal and Temperate Tropical 

(MAT ≤ 20 C) (MAT > 20 C) 

Dry Wet Dry Moist 

and 

Wet 

(MAP/PET 

< 1) 

(MAP/PET 

> 1) 

(MAP < 

1000 

mm) 

(MAP 

>= 

1000 

mm) 

Default Default Default Default 

Slowly 

degrading 

waste 

Paper/textile waste 0.04 0.06 0.045 0.07 

Wood/straw waste 0.02 0.03 0.025 0.035 

Moderately 

degrading 

waste 

Other (non-food) 

organic 

putrescible/Garden 

and park waste) 

0.05 0.1 0.065 0.17 

Rapidly 

degrading 

waste 

Food 

waste/Sewage 

sludge 

0.06 0.185 0.085 0.4 

 

 Purpose of 

Data 

Calculation of baseline emissions. 

Comments MAT - mean annual temperature, MAP -Mean annual precipitation, PET - 

potential evapotranspiration. MAP/PET is the ratio between the mean annual 

precipitation and the potential evapotranspiration. 

The values applied are for Climate Zone: Boreal and temperate (MAT ≤ 20 C), 

and dry (MAP/PET < 1)  
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Data / Parameter Wtotal 

Data unit tons 

Description The amount of waste disposed in the landfill sites in year x 

Source of data Historical waste data and waste projections4 

Value applied Year W_total 

(t/y) 

Year W_total 

(t/y) 

Year W_total 

(t/y) 

1992 879,802 2019 1,830,183 2031 2,534,408 

1993 903,997 2020 1,880,513 2032 2,604,104 

1994 928,857 2021 1,932,227 2033 2,675,717 

1995 954,400 2022 1,985,363 2034 2,749,299 

1996 980,646 2023 2,039,961 2035 2,824,905 

1997 1,007,614 2024 2,096,060 2036 2,902,590 

1998 1,035,324 2025 2,153,701 2037 2,982,411 

1999 1,063,795 2026 2,212,928 2038 3,064,427 

2000 1,093,049 2027 2,273,784 2039 3,148,699 

2001 1,123,108 2028 2,336,313 2040 3,235,288 

2002 1,153,994 2029 2,400,561 2041 3,324,259 

2003 1,185,728 2030 2,466,577 2042 3,415,676 

2004 1,218,336     

2005 1,251,840     

2006 1,286,266     

2007 1,321,638     

2008 1,357,983     

2009 1,395,328     

2010 1,433,699     

2011 1,473,126     

2012 1,513,637     

2013 1,555,262     

2014 1,598,032     

2015 1,641,977     

2016 1,687,132     

2017 1,733,528     

 
4 The data are taken from the validated PDD. 
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2018 1,781,200     
 

 Purpose of Data Calculation of baseline emissions. 

Comments - 

 

Data / Parameter GWPCH4 

Data unit t CO2 e/t CH4 

Description Global warming potential of methane. 

Source of data Decisions under UNFCCC and the Kyoto Protocol (a value of 28 is 

to be applied) 

Value applied 28 

Justification of choice of 

data or description of 

measurement methods 

and procedures applied 

- 

 Purpose of Data Calculation of baseline emissions. 

Comments - 

 

Data / Parameter EFCO2,grid, y 

Data unit tCO2e/MWh 

Description Emission factor for the Turkish National Grid 

Source of data Published data from The Ministry of the Energy and Natural 

Resources in Turkey 

Value applied 0.5706 

Justification of choice of 

data or description of 

measurement methods 

and procedures applied 

Obtained from the most recent official national grid emission 

factor data published by the Ministry of the Energy and Natural 

Resources in Turkey5 

 Purpose of Data Used in 

• Calculation of baseline emissions 

• Calculation of project emissions 

Comments Fixed value for the first crediting period 

 

Data / Parameter TDLj,y 

Data unit % 

 
5 https://enerji.gov.tr/evced-cevre-ve-iklim-turkiye-ulusal-elektrik-sebekesi-emisyon-faktoru 
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Description Average technical transmission and distribution losses for 

providing electricity to source j in year y 

Source of data Calculated from the Data Provided by Turkish Electricity 

Transmission Corporation (TEI ̇AS ̧)6 in accordance with 

Methodological Tool: Baseline, project and/or leakage emissions 

from electricity consumption and monitoring of electricity 

generation, Version 3.0  

Value applied 0.11 

Justification of choice of 

data or description of 

measurement methods 

and procedures applied 

The annual average value based on the most recent data 

available within Turkey is used from the data provided by TEİAŞ. 

In accordance with the Methodological Tool, for the data from the 

relevant year, 2021, is absent, most recent figures are used, but 

not older than 5 years. Accordingly, the annual network losses for 

the years 2019, 2018, and 2017 are taken into account in 

calculating TDLj,y.. 

 Purpose of Data Used in 

• Calculation of project emissions 

Comments Fixed value for the first crediting period  

 

 

Data / Parameter SPECflare 

Data unit Temperature 850 - 1200 °C 

Flow rate 400—2000 m3/h 

Description Stainless steel burner with multiple nozzle 

• Combustion range: 25-50% methane 

• Combustion temperature 850 - 1200 °C 

• Operating logic managed by PLC 

• Designed for combustion of 300 m3/h of 

biogas. (Flow range 50 to 1500 m3/h) 

• Flame retention >0.3 sec 

Source of data Conveco Company (booster unit manufacturer) 

Value applied Enclosed flare 

Justification of choice of data or 

description of measurement 

methods and procedures applied 

High temperature combustion and extraction system 

A UV sensor is used for flare detection and ensures 

safety. Total flared biogas volume is tracked and 

displayed in booster HMI. 

 
6 https://webim.teias.gov.tr/file/9248a331-e529-47ca-8c49-22f8705f5810?download 
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 Purpose of Data Calculation of project emissions from residual gas 

Comments Please find the specifications on the O&M manual of 

equipment7.  

 

Data / Parameter ρ CH4, n 

Data unit kg/m3 

Description Density of methane gas at reference conditions 

Source of data Default value of TOOL 06 

Value applied 0.716 

Justification of choice of 

data or description of 

measurement methods 

and procedures applied 

- 

 Purpose of Data Determination of the methane mass flow of the residual gas 

Comments Fixed value used for calculating baseline emissions 

 

4.2 Data and Parameters Monitored 

 

Data / Parameter 
Management of SWDS 

Data unit 
- 

Description 
Management of SWDS 

Source of data 
Original design of the landfill 

Description of 

measurement methods 

and procedures to be 

applied 

Project participants should refer to the original design of the 

landfill to ensure that any practice to increase methane 

generation have been occurring prior to the implementation of 

the project activity. Any change in the management of the SWDS 

after the implementation of the project activity should be 

justified by referring to technical or regulatory specifications. 

Frequency of 

monitoring/recording 
Annually 

Value monitored 
PO stated that there is no change to the design.  

Monitoring equipment 
 

 
7 O&M Manual of Booster Unit 



 Monitoring Report: VCS Version 4.2 

 43 

QA/QC procedures to be 

applied 
- 

Purpose of the data Calculation of baseline emissions 

Calculation method 
- 

Comments 
- 

 

Data / Parameter EGPJ,y 

Data unit 
MWh 

Description 
Amount of electricity generated using LFG by the project activity 

in year y 

Source of data 
Electricity Market Operator Company (EPIAS) records  

Description of 

measurement methods 

and procedures to be 

applied 

Monitor net electricity generation by the project activity using LFG 

Frequency of 

monitoring/recording 
Continuous measurement every 10 min (24/7) all year and data 

can be downloaded and saved anytime 

Value monitored 
2019 (25-10-2019 – 31-12-2019): 16,757.68MWh 

2020: 156,915.8MWh 

2021: 213,292.36MWh 

2022 (01-01-2022 – 30-09-2022): 167,378.82MWh 

Monitoring equipment 
Calibrated electricity meter 

QA/QC procedures to be 

applied 
Electricity meter is subject to regular (in accordance with 

stipulation of the meter supplier) maintenance and testing by 

regulation to ensure accuracy and transmission system operator 

is responsible of calibrating these meters, which is a 

government-owned corporation. The readings are double 

checked by the electricity distribution company. The calibration of 

meter, including the frequency of calibration, will be done in 

accordance with national standards or requirements set by the 

meter supplier or requirements set by the grid operators. The 

accuracy class of the meter is in accordance with the stipulation 

of the meter supplier and/or as per the requirements set by the 

grid operators or national requirements. 
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Model Serial Number Date of 

Calibration 

Accuracy 

Class 

SL7000 84260488 14.10.2019 C 

Turkish legislation enforces calibration on electricity meters every 

10 years8 

 

Purpose of the data 
Calculation of baseline emissions 

Calculation method 
 

Comments 
This parameter is required for calculating baseline emissions 

associated with electricity generation (BEEC,y) using the 

methodological tool “Baseline, project and/or leakage emissions 

from electricity consumption and monitoring of electricity 

generation” 

 

Data / Parameter ECPJ,y 

Data unit 
MWh 

Description 
Amount of electricity consumed by the project activity in year y 

Source of data 
Electricity meters 

Description of 

measurement methods 

and procedures to be 

applied 

Sources of consumption shall include, where applicable, 

electricity consumed for the operation of the LFG capture system, 

for any processing and upgrading of the LFG, for transportation 

of the LFG to the flare or other applications (boilers, power 

generators), for the compression of the LFG into the natural gas 

network, etc. 

Frequency of 

monitoring/recording 
Continuous measurement and monthly recording 

Value monitored 
2019 (25-10-2019 – 31-12-2019): 933 MWh 

2020: 8,572 MWh 

2021: 12,175 MWh 

2022(01-01-2022 - 30-09-2022): 10,493 MWh 

Monitoring equipment 
Electricity meter 

 
8 https://www.resmigazete.gov.tr/arsiv/22000.pdf 
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QA/QC procedures to be 

applied 
Electricity meter will be subject to regular (in accordance with 

stipulation of the meter supplier) maintenance and testing to 

ensure accuracy. The meter is calibrated and maintained by the 

grid company.  The readings will be double checked by the 

electricity distribution company. The calibration of meter, 

including the frequency of calibration, will be done in accordance 

with national standards or requirements set by the meter 

supplier or requirements set by the grid operators. The accuracy 

class of the meter should be in accordance with the stipulation of 

the meter supplier and/or as per the requirements set by the grid 

operators or national requirements 

Model Serial Number Date of 

Calibration 

Accuracy 

Class 

SL7000 84260488 14.10.2019 C 

Turkish legislation enforces calibration on electricity meters every 

10 years9 

 

Purpose of the data Calculation of project emissions 

Calculation method 
 

Comments 
This parameter is required for calculating project emissions from 

electricity consumption due to an alternative waste treatment 

process t PEEC,y) using the methodological tool “Baseline, 

project and/or leakage emissions from electricity consumption 

and monitoring of electricity generation” 

 

Data / Parameter Opj,h 

Data unit 
- 

Description 
Operation of the equipment that consumes the LFG 

Source of data 
Project participants 

Description of 

measurement methods 

and procedures to be 

applied 

Operation hours for gas engines that combust LFG is monitored 

Frequency of 

monitoring/recording 
Hourly 

 
9 https://www.resmigazete.gov.tr/arsiv/22000.pdf 
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Value monitored 
Year Total operation time (hours) 

2019 (25-10-2019 – 31-12-

2019) 

1,037.801 

2020 8,164.298 

2021 7,332.422 

2022 (01-01-2022 - 30-09-

2022) 

5,181.345 

 

Monitoring equipment 
Flare program logic controller 

QA/QC procedures to be 

applied 
- 

Purpose of the data Calculation of baseline emissions 

Calculation method 
Calculated in the workbook using a formula that checks the flow 

from the flow meters against the flare temperature and UV 

sensor and or electricity flow meter. 

When there is no flow recorded by flowmeter that is located 

before flare or gas engines, equipment that destroys methane is 

not working and Opj,h=0.  

Comments 
None 

 

Data / Parameter Vi,t,db 

Data unit 
m3 gas i/m3 dry gas 

Description 
Volumetric fraction of greenhouse gas I in a time interval t on a 

dry basis 

Source of data 
Measurement 

Description of 

measurement methods 

and procedures to be 

applied 

Continuous in-situ analyzers 

Frequency of 

monitoring/recording 
Continuous measurement and hourly recording 

Value monitored 
2019 (25-10-2019 – 31-12-2019): 0.5685 (average) 

2020: 0.5723 (average) 

2021: 0.5716 (average) 
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2022 (01-01-2022 – 30-09-2022): 0.5250 (average) 

Monitoring equipment 
Infrared Gas Analyzer 

The instrument is calibrated regularly utilizing a certified span 

gas on site until the unit is no longer able to be calibrated on 

site. Should the instrument not be able to be calibrated then the 

instrument sensor is replaced. 

There are 4 gas analyzer units on-site, two of them are 

stationary, continuous measurement devices (SWG 100) and 

part of booster units. Remaining two is mobile devices used for 

inspecting landfill site regularly.  

Model Serial 

Number 

Calibration 

Date 

Device Purpose 

SWG100 Biogas 081008 06.01.2022 Continuous 

Measurement* 

SWG100 Biogas 081088 06.01.2022 Continuous 

Measurement* 

OPTIMA7 BIO 319231 07.11.2022 On-site 

measurement 

OPTIMA7 BIOGAS 322252 18.04.2022 On-site 

measurement 

*Methane content data is obtained with stationary continuous 

measurement devices. 

 

QA/QC procedures to be 

applied 
On-site calibration for stationary gas analyzers conducted on 27-

05-2021 (for both gas analyzers of booster units 1&2), 09-06-

2021 (for gas analyzer of booster unit 1 only), 06-01-2022 (for 

both gas analyzers of booster units 1&2), and 08-11-2022 (for 

both gas analyzers of booster units 1&2). 

NDIR (infrared) sensor (responsible for measuring CH4 and CO2) 

is replaced in year 2021 for gas analyzer 081088 (booster unit 

1). 

A pressurized test tube with known gas concentration is used for 

initial readings then device is calibrated. After calibration, gas 

analyzer is tested again with test tube to see if calibration is 

conducted properly. 
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When the calibration period is delayed, device accuracy rate 3%10  is 

subtracted from methane content readings. Baseline emission 

calculation utilized these corrected methane content (%). 

 
Gas Analyzer of 

Booster unit 1 

Gas Analyzer of 

Booster unit 2 

Period Calibration status Calibration status 

25-10-2019 –  

22-04-2020 
Calibrated Calibrated 

22-04-2020 –  

27-05-2021 
Calibration delayed Calibration delayed 

28-05-2021 –  

23-11-2020 
Calibrated Calibrated 

24-11-2020 –  

06-12-2021 
Calibrated Calibration delayed 

07-12-2021 –  

06-01-2022 
Calibration delayed Calibration delayed 

07-01-2022 –  

05-07-2022 
Calibrated Calibrated 

05-07-2022 –  

30-09-2022 
Calibration delayed Calibration delayed 

 

Purpose of the data Calculation of Baseline Emissions 

Calculation method 
Not Applicable 

Comments 
This parameter will be monitored in Option F as per the applied 

“Tool to determine the mass flow of a greenhouse gas in a 

gaseous stream” (Version 02.0.0). 

The OPTIMA 7 is a mobile measuring device, not for continuous 

measuring. Mobile gas analyzers are used on-site to measure 

methane availability of landfill regions and measure LFG 

pressure to spot clogs in gas collection system. 

 

Data / Parameter CAPEX and OPEX 

Data unit 
Currency (TL) 

Description 
Total investment to implement the project and total cost to 

operate the project. 

Source of data 
Engineering, procurement and construction contracts; and 

maintenance contracts. 

 
10 https://www.mru.eu/fileadmin/user_upload/files/bedienungsanleitungen-en/9512EN_USER_MANUAL_SWG100-
BIOGAS.pdf 
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Description of 

measurement methods 

and procedures to be 

applied 

Measured and calculated 

Frequency of 

monitoring/recording 
At the first issuance request after each phase of the project is 

fully implemented. 

Value monitored 
CAPEX: 

2019: 66,237,137.11 TL 

2020: 26,165,272.6 TL 

2021: 5,936,834.835 TL 

2022: 59,311,994 TL 

OPEX: 

2019: 1,388,4887.89 TL 

2020: 236,061,049.88 TL 

2021: 173,161,775 TL 

2022: 299,862,957 TL 

 

Monitoring equipment 
Not applicable 

QA/QC procedures to be 

applied 
The VVB should only verify that the data provided corresponds to 

the data from independent financial auditors. 

Purpose of the data In order to collect the information that is required for the update 

of the provisions in section 5.3.1 of ACM0001 (version 19). 

Project activities that are registered using these simplified 

procedures are required to report cost and revenue information 

at the first issuance request after each phase of the project is 

fully implemented. 

Calculation method 
Not applicable 

Comments 
- 

 

Data / Parameter Tariff or electricity exported 

Data unit 
Currency – Lira 

Description 
Tariff of electricity exported 

Source of data 
Power Purchase Agreement 
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Description of 

measurement methods 

and procedures to be 

applied 

Monitored annually. In the absence of data from the relevant 

year, most recent figures should be used, but not older than 5 

years. 

Frequency of 

monitoring/recording 
At the first issuance request after each phase of the project is 

fully implemented 

Value monitored 
13.3 $ /kWh 

Monitoring equipment 
- 

QA/QC procedures to be 

applied 
Audited by professional, independent financial auditors. The VVB 

should only verify that the data provided corresponds to the data 

from independent financial auditors 

Purpose of the data - 

Calculation method 
- 

Comments 
The monitoring of this parameter is only required for projects 

applying the simplified procedures to identify the baseline 

scenario and demonstrate additionality. Parameter in accordance 

with the applied ACM0001. 

 

Data / Parameter V,t,db 

Data unit 
m3 gas / hours 

Description 
Volumetric flow of the gaseous stream in time interval t on a dry 

basis 

Source of data 
Measurement 

Description of 

measurement methods 

and procedures to be 

applied 

Volumetric flow measurement should always refer to the actual 

pressure and temperature. Instruments with recordable 

electronic signal (analogical or digital) are required 

Frequency of 

monitoring/recording 
Continuous measurement and hourly recording 

Value monitored 
2019 (25-10-2019 – 31-12-2019): 3,879.51 (average) 

2020: 8,527.65 (average) 

2021: 8,900.19 (average) 

2022(01-01-2022 - 30-09-2022): 13,200.85 (average) 

Monitoring equipment 
Flow meter  
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Periodic calibration against a primary device provided by an 

independent accredited laboratory is mandatory for all projects 

applying large scale methodology(ies). Calibration and frequency 

of calibration is according to manufacturer’s specifications. 

Model Serial Number Calibration Date 

Deltabar S PMD75 NB00BB0109D 13-11-2018 

Deltabar S PMD75 NB00BD0109D 14-11-2018 

Deltabar S PMD75 P707E70109D 07-08-2019 

Deltabar S PMD75 P707E80109D 07-08-2019 

Deltabar S PMD75 P707E90109D 07-08-2019 

Deltabar S PMD75 P707EA0109D 07-08-2019 
 

QA/QC procedures to be 

applied 
- 

Purpose of the data Calculation of Baseline Emissions 

Calculation method 
Not applicable 

Comments 
Aggregated value of Booster 1 & 2. E&H recommends calibration 

every 1-4 years. Interval is depending on extremities of 

environment. 

 

Data / Parameter T 

Data unit 
o C 

Description 
Temperature of the gaseous stream in time interval t 

Source of data 
Measurement 

Description of 

measurement methods 

and procedures to be 

applied 

Booster unit temperature sensor (thermocouple) 

Frequency of 

monitoring/recording 
Continuous measurement and hourly recording 

Value monitored 
2019 (25-10-2019 – 31-12-2019): 33.45 

2020: 48.48 

2021: 49.06 
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2022 (01-01-2022 – 30-09-2022): 54.79 

Monitoring equipment 
Temperature sensors of Booster Units 1 & 2 

Periodic calibration against a primary device provided by an 

independent accredited laboratory is mandatory for all projects 

applying large scale methodology(ies). Calibration and frequency 

of calibration is according to manufacturer’s specifications. 

Flowmeter Model Serial Number Calibration 

Date 

Deltabar S PMD75 NB00BB0109D 13-11-2018 

Deltabar S PMD75 NB00BD0109D 14-11-2018 

Deltabar S PMD75 P707E70109D 07-08-2019 

Deltabar S PMD75 P707E80109D 07-08-2019 

Deltabar S PMD75 P707E90109D 07-08-2019 

Deltabar S PMD75 P707EA0109D 07-08-2019 
 

QA/QC procedures to be 

applied 
- 

Purpose of the data Calculation of Baseline Emissions 

Calculation method 
Not applicable 

Comments 
Average value of Booster 1 & 2. Typical calibration period is every 

2-5 years. Interval is depending on extremities of environment. 

Calibrated along with flowmeters and Pressure Transmitters.  

 

Data / Parameter P 

Data unit 
Pascals (Pa) 

Description 
Pressure of the gaseous stream in time interval t 

Source of data 
Measurement 

Description of 

measurement methods 

and procedures to be 

applied 

Calculated via subtraction of depression value (in Pa) from 

absolute pressure of site.  

Frequency of 

monitoring/recording 
Continuous measurement and hourly recording 

Value monitored 
2019 (25-10-2019 – 31-12-2019): 88,283.03 
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2020: 91,556.09 

2021: 90,972.10 

2022 (01-01-2022 - 30-09-2022): 82,997.07 

Monitoring equipment 
Pressure sensors of Booster Units 1 & 2 

Periodic calibration against a primary device provided by an 

independent accredited laboratory is mandatory for all projects 

applying large scale methodology(ies). Calibration and frequency 

of calibration is according to manufacturer’s specifications 

Model Serial Number Calibration Date 

Deltabar S PMD75 NB00BB0109D 13-11-2018 

Deltabar S PMD75 NB00BD0109D 14-11-2018 

Deltabar S PMD75 P707E70109D 07-08-2019 

Deltabar S PMD75 P707E80109D 07-08-2019 

Deltabar S PMD75 P707E90109D 07-08-2019 

Deltabar S PMD75 P707EA0109D 07-08-2019 

 

 

QA/QC procedures to be 

applied 
 

Purpose of the data 
Calculation of Baseline Emissions 

Calculation method 
Not applicable 

Comments 
Average value of Booster 1 & 2, E&H recommends calibration 

every 1-4 years. Interval is depending on extremities of 

environment. 

 

Data / Parameter FCi,J,y 

Data unit 
tC/mass unit of the fuel 

Description 
Weighted average mass fraction of carbon in fuel type i in year y 

Source of data 
Onsite measurements 

Description of 

measurement methods 
Measurements should be undertaken in line with national or 

international fuel standards 
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and procedures to be 

applied 

Frequency of 

monitoring/recording 
Only valid for first monitoring period. 

Value monitored 
N/A 

Monitoring equipment 
N/A 

QA/QC procedures to be 

applied 
- 

Purpose of the data - 

Calculation method 
- 

Comments 
All fuels purchased in Turkey comply with legal standards. The 

facility has fuel analysis reports. 

 

Data / Parameter Wc,l,y 

Data unit 
Mass unit/volume unit 

Description 
Weighted average density of fuel type i in year y 

Source of data 
Measurements by the project participants 

Description of 

measurement methods 

and procedures to be 

applied 

Measurements should be undertaken in line with national or 

international fuel standards 

Frequency of 

monitoring/recording 
Only valid for first monitoring period. 

Value monitored 
N/A 

Monitoring equipment 
N/A 

QA/QC procedures to be 

applied 
- 

Purpose of the data - 

Calculation method 
- 

Comments 
All fuels purchased in Turkey comply with legal standards. The 

facility has fuel analysis reports. 
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Data / Parameter ρi,y 

Data unit 
Mass unit/volume unit 

Description 
Weighted average density of fuel type i in year y 

Source of data 
Measurements by the project proponent 

Description of 

measurement methods 

and procedures to be 

applied 

Measurements should be undertaken in line with national or 

international fuel standards 

Frequency of 

monitoring/recording 
Only valid for first monitoring period. 

Value monitored 
N/A 

Monitoring equipment 
N/A 

QA/QC procedures to be 

applied 
- 

Purpose of the data - 

Calculation method 
- 

Comments 
All fuels purchased in Turkey comply with legal standards. The 

facility has fuel analysis reports. 

 

Data / Parameter NCVi,y 

Data unit 
GJ per mass or volume unit (e.g. GJ/m³, GJ/ton) 

Description 
Weighted average net calorific value of fuel type i in year y 

Source of data 
Measurements by the project proponent 

Description of 

measurement methods 

and procedures to be 

applied 

Measurements be undertaken in line with national or 

international fuel standards 

Frequency of 

monitoring/recording 
Only valid for first monitoring period. 

Value monitored 
N/A 

Monitoring equipment 
N/A 

QA/QC procedures to be 

applied 
- 
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Purpose of the data - 

Calculation method 
- 

Comments 
All fuels purchased in Turkey comply with legal standards. The 

facility has fuel analysis reports. 

 

Data / Parameter EFCO2,I,y 

Data unit 
tCO2/GJ 

Description 
Weighted average CO2 emission factor of fuel type i in year y 

Source of data 
IPCC Report 

Description of 

measurement methods 

and procedures to be 

applied 

Measurements be undertaken in line with national or 

international fuel standards 

Frequency of 

monitoring/recording 
The CO2 emission factor be obtained for each fuel delivery, from 

which weighted average annual values be calculated. 

Value monitored 
74,100  

Monitoring equipment 
N/A 

QA/QC procedures to be 

applied 
- 

Purpose of the data - 

Calculation method 
- 

Comments 
IPCC data are eligible with national standards. 

 

Data / Parameter FCH4,EG,t 

Data unit 
kg 

Description 
Mass flow of methane in the exhaust gas of the flare on a dry 

basis at reference conditions in the time period t 

Source of data 
Measurements undertaken by a third-party accredited entity 

Description of 

measurement methods 

and procedures to be 

applied 

Values taken form the system that has been calibrated 
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Frequency of 

monitoring/recording 
Only valid for first monitoring period. 

Value monitored 
0 

Monitoring equipment 
- 

QA/QC procedures to be 

applied 
According to standard applied 

Purpose of the data - 

Calculation method 
- 

Comments 
The project implements an enclosed flare therefore, there is 

monitoring. Flare working hour is 0. 

 

Data / Parameter TEG,m 

Data unit 
°C 

Description 
Temperature in the exhaust gas of the enclosed flare in the 

minute m 

Source of data 
Project operator’s Monitoring reports 

Description of 

measurement methods 

and procedures to be 

applied 

Values display on the PLC of calibrated instruments 

Frequency of 

monitoring/recording 
Once per minute if the flare in is on meaning 100% operation 

Value monitored 
0 

Monitoring equipment 
 

QA/QC procedures to be 

applied 
Temperature measurement equipment should be replaced or 

calibrated in accordance with their maintenance schedule 

Purpose of the data 
- 

Calculation method 
- 

Comments 
The project implements an enclosed flare therefore, there is 

monitoring. Flare working hour is recorded as 0. 

 

Data / Parameter vi,RG,m 
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Data unit 
- 

Description 
Volumetric fraction of component i in the residual gas on a dry 

basis in the minute m where i = CH4, CO2, O2, H2S and others. 

Source of data 
Measurements by project operator using a continuous gas 

analyzer (values are recorded with the same frequency as the 

flow). 

Description of 

measurement methods 

and procedures to be 

applied 

Measurement are made on dry basis. Analyzers are periodically 

calibrated according to the manufacturer’s recommendation. 

Model Serial Number Calibration Date 

SWG100 Biogas 081008 06-01-2022 

SWG100 Biogas 081088 06-01-2022 

OPTIMA7 BIO 319231 07-11-2022 

OPTIMA7 BIOGAS 322252 18-04-2022 
 

Frequency of 

monitoring/recording 
Continuously. Values are to be averaged on a minute basis if 

flare is on operation 100% status. 

Value monitored 
 

Monitoring equipment 
Gas analyzer 

QA/QC procedures to be 

applied 
Analyzers must be periodically calibrated according to the 

manufacturer’s recommendation. 

Purpose of the data - 

Calculation method 
- 

Comments 
Project operators measure the content CH4, CO2, O2 and H2S. 

 

Data / Parameter vRG,m 

Data unit 
m3 

Description 
Volumetric flow of the residual gas on a dry basis at reference 

conditions in the minute m 

Source of data 
Measurements by project participants using a flow meter 

Description of 

measurement methods 

and procedures to be 

applied 

Measurements by project operator using a calibrated flow meter 
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Frequency of 

monitoring/recording 
Continuously.  

In flare operation is 100% or on. 

Value monitored 
2019 (25-10-2019 – 31-12-2019): 0 

2020: 0 

2021: 0 

2022 (01-01-2022 - 30-09-2022): 0 

Monitoring equipment 
Flow meter 

QA/QC procedures to be 

applied 
Flow meter is to be periodically calibrated according to the 

manufacturer’s recommendation 

Purpose of the data - 

Calculation method 
- 

Comments 
This parameter is monitored, project implements enclosed flare 

 

Data / Parameter MRG,m 

Data unit 
kg 

Description 
Mass flow of the residual gas on a dry basis at reference 

conditions in the minute m 

Source of data 
- 

Description of 

measurement methods 

and procedures to be 

applied 

Instruments with recordable electronic signal (analogical or 

digital) With calibrated instruments 

Frequency of 

monitoring/recording 
Continuous 

Value monitored 
 

Monitoring equipment 
Flow meter, Pressure and Temperature Transmitters 

QA/QC procedures to be 

applied 
Calibration and frequency of calibration is according to 

manufacturer’s specifications 

Purpose of the data Calculation of baseline emissions 

Calculation method 
Multiplication of Flow rate of methane gas with the calculated 

density. 
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Comments 
This parameter is monitored, project implements enclosed flare. 

Values are calculated with density and volumetric flow. 

 

Data / Parameter vO2,EG,m 

Data unit 
- 

Description 
Volumetric fraction of O2 in the exhaust gas on a dry basis at 

reference conditions in the minute m 

Source of data 
Measurements by project operator using a continuous gas 

analyser 

Description of 

measurement methods 

and procedures to be 

applied 

Extractive sampling analysers with water and particulates 

removal devices or in situ analysers for wet basis determination. 

Frequency of 

monitoring/recording 
Continuous 

Value monitored 
N/A 

Monitoring equipment 
 

QA/QC procedures to be 

applied 
Analyzers must be periodically calibrated according to the 

manufacturer’s recommendation. 

Purpose of the data - 

Calculation method 
- 

Comments 
This parameter is monitored, project implements enclosed flare.  

According to project owner, manufacturer stated there can be no excess 

oxygen in exhaust gas due to fact co-generation unit works with 100% 

burning efficiency at equipment’ respective capacity. 

 

Data / Parameter fcCH4,EG,m 

Data unit 
mg/m3 

Description 
Concentration of methane in the exhaust gas of the flare on a dry 

basis at reference conditions in the minute m 

Source of data 
Measurements by project operator using a continuous gas 

analyser 

Description of 

measurement methods 
Extractive sampling analysers with water and particulates 

removal 
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and procedures to be 

applied 

Frequency of 

monitoring/recording 
Continuously 

Value monitored 
0 

Monitoring equipment 
N/A 

QA/QC procedures to be 

applied 
Analysers must be periodically calibrated according to the 

manufacturer’s recommendation. 

Purpose of the data - 

Calculation method 
- 

Comments 
This parameter is monitored, project implements enclosed flare. 

According to project owner, manufacturer stated there can be no 

unburnt methane in exhaust gas due to fact co-generation unit works 

with 100% burning efficiency at equipment’ respective capacity. 

 

Data / Parameter Flamem 

Data unit 
Flame on or Flame off (0% or 100%) 

Description 
Flame detection of flare in the minute m 

Source of data 
Measure using a fixed installation optical flame detector with 

calibrated instrument 

Description of 

measurement methods 

and procedures to be 

applied 

Once per minute. Detection of flame recorded as a minute that 

the flame was on. 

Frequency of 

monitoring/recording 
Continuously 

Value monitored 
0 

Monitoring equipment A UV sensor is used for flare detection and ensures safety. Total flared 

biogas volume is tracked and displayed in booster HMI. 

QA/QC procedures to be 

applied 
Equipment shall be maintained and calibrated in accordance 

with manufacturer’s recommendations 

 

Purpose of the data Calculation of flared gas amount 

Calculation method 
N/A 
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Comments 
This parameter is monitored, project implements enclosed flare 

 

Data / Parameter Maintenancey 

Data unit 
Calendar dates 

Description 
Maintenance events completed in year y 

Source of data 
Project operator 

Description of 

measurement methods 

and procedures to be 

applied 

Record the date that maintenance events were completed in year 

y. Records of maintenance logs must include all aspects of the 

maintenance including the details of the person(s) undertaking 

the work, parts replaced, or needing to be replaced, source of 

replacement parts, serial numbers and calibration certificates 

Frequency of 

monitoring/recording 
Annual 

Value monitored 
Maintenance records 

Monitoring equipment 
Log book 

QA/QC procedures to be 

applied 
Records must be kept in a maintenance log for two years beyond 

the life of the flare 

Purpose of the data Tracking equipment down time. 

Calculation method 
N/A 

Comments 
This parameter is monitored, project implements enclosed flare 

4.3 Monitoring Plan 

The responsible entity for the monitoring system is Biotrend personnel. The monitoring activities 

will primarily involve four types of personnel: the Operation Site Manager, Field Operator, 

Electrical & Mechanical Operator and the Laboratory Operator. 

The Field Operators will perform activities such as monitoring and adjusting LFG extraction wells, 

checking operations of the blower and flare, recording data at the blower/flare station, routine 

maintenance of collection system components, preparing daily logs and completing checklists, 

and send data to the Operation Site Manager. 

The Operation Manager’s responsibilities include reviewing the data collected both manually by 

the Field Technicians and the one recorded automatically by analytical equipment, making 

recommendations and/or implementing system adjustments to maximize methane capture and 

destruction, scheduling monitoring and O&M activities, performing quality assurance checks on 
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operations, coordinating with system component manufacturers as needed, to maintain proper 

operations and calibration, and compiling data as required by the Methodology. 

Only for manual data collection, the Operation Manager will be responsible for reviewing the data 

collected. 

Project Management Responsibility 

The operators of the LFG recovery and electricity generation system will be responsible for 

collecting all data monitored on-site. The operating and maintenance personnel will be skilled 

technicians, with extensive experience in equipment operation, maintenance and calibration, and 

emergency procedures. Overall responsibility for the monitoring and maintenance of all 

requiredtasks and their adequate management lie with the project manager. Detailed roles and 

responsibilities of the relevant staff involved in VCS monitoring are placed. 

Training of Monitoring Personnel 

The monitoring personnel is trained in the beginning of the project; the purpose of this training 

is to operate the project in a well manner. Periodical training will be defined by Biotrend. 

 

Figure 6 Organizational Structure of the Carbon Project 

Data Analysis 

The collected data will be reviewed and analyzed on a daily basis by the Operation Manager. In 

case of a drift of one parameter the Manager or Technician can react quickly to fix potential 

problems. All data required for the emission reduction calculations will be kept in the onsite- 
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monitoring database. The Monitoring Manager will be the responsible to report the necessary 

information to Biotrend. 

The quality actions that will guarantee the success of the monitoring plan are the following: 

Maintenance Plan 

The LFG plant's computerized management and control system includes: the management of 

level management in gas meters through the level indicators; monitoring and control of the 

heating system; alarm management of minimum and maximum levels and security; and 

monitoring of the data analysis of the LFG analysis. With regards to the electricity generation 

component of the project, given that it dispatches electricity to the National Grid, measuring, 

recording, storing, aggregating, collating and reporting data and parameters will follow the 

procedure described by the authorities. 

The following aspects are core to the maintenance of the monitoring system in order to assure 

proper data 

monitoring during the project: 

• Equipment preventive maintenance  

• Equipment calibration 

All data collected as part of monitoring will be archived electronically and be kept at least for 2 

years after the end of the last crediting period. Regarding the monitoring equipment of the 

methane recovery component of the project, maintenance and calibration will be performed in 

line with manufacturers’ recommendations. With regards to the electricity meter, it is a high 

accuracy measurement device/s and meets all relevant metrological requirements prescribed by 

the state authority. Procedures for maintenance of the meter will be conducted in accordance 

with national procedures and standards. 

Quality assurance and Control (QA/QC) 

Quality control and quality assurance procedures will guarantee the quality of monitored data. 

All data is archived electronically, backed up regularly and kept at least for 2 years after the end 

of the last crediting period. There are corrective actions when the parameters are out of the 

permitted range. 

Regarding the monitoring equipment of the methane recovery component of the project, 

maintenance and calibration will be performed in line with manufacturers’ recommendations. 

With regards to the electricity meter, as mentioned above, it is a high accuracy measurement 

device/s and meets all relevant metrological requirements prescribed by the state authority. 

Procedures for maintenance of the meter will be conducted in accordance with national 

procedures and standards. 

Calibration plans: 
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The company MRU BACA GAZI LTD. performs regular site visits, starting from May 2021; ideally 

every 6 months for maintenance, device calibration and replacement of parts for gas analyzers 

when needed. The values of O2%, H2S ppm, CO2% and CH4% are measured. Please see the 

calibration certificates documents. 

The gas engines have their own monitoring system and parameters can be seen every time on 

the display. There is an internal storage of the data on PC and on the cloud. All data can be 

downloaded in an excel file. 

Emergencies Procedures 

The running hours of the power plants will be monitored as part of the monitoring procedures. In 

case of failure of one of the monitoring devices, portable instruments will be used in order to 

carry out periodic daily monitoring of the missing parameter(s). These data are recorded on 

paper. Biotrend defined emergency procedures according to the provider recommendations. 

 

5 QUANTIFICATION OF GHG EMISSION 

REDUCTIONS AND REMOVALS 

5.1 Baseline Emissions 

Baseline emissions scenario of the project is the methane from the open-air, SWDS, cand the 

electricity supplied by the grid to be substituted, which will be calculated as follows according to 

the methodology ACM0001 V.19. 

It comprises the following sources: 

(a) Methane emissions from the SWDS in the absence of the project activity; 

(b) Electricity generation using fossil fuels or supplied by the grid in the absence of the project 

activity; 

(c) Heat generation using fossil fuels in the absence of the project activity; and 

(d) Natural gas used from the natural gas network in the absence of the project activity. 

𝐵𝐸𝑦 = 𝐵𝐸𝐶𝐻4,𝑦 + 𝐵𝐸𝐸𝐶,𝑦 + 𝐵𝐸𝐻𝐺,𝑦 + 𝐵𝐸𝑁𝐺,𝑦 

Where: 

BEy = Baseline emissions in year y (t CO2e/yr) 

BECH4,y = Baseline emissions of methane from the SWDS in year y (t CO2e/yr) 
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BEEC,y = Baseline emissions associated with electricity generation in year y (t CO2/yr) 

BEHG,y = Baseline emissions associated with heat generation in year y (t CO2/yr) 

BENG,y = Baseline emissions associated with natural gas use in year y (t CO2/yr) 

 

BEy = 2,115,012+ 351,102 + 0 + 0 =  2,466,114 tCO2e 

 

Year BECH4,y (tCO2e) 
BEEC,y 

(tCO2e) 

Baseline Emission 

(tCO2e) 

(25-10-2019 - 

31-12-2019) 
116,975 10,613 127,588 

2020 598,563 99,385  697,948 

2021 649,696 135,092 784,788 

(01-01-2022 - 

30-09-2022) 
749,778 106,012 855,790 

 

Baseline emissions of methane from the SWDS (BECH4,y) 

Baseline emissions of methane from the SWDS are determined as follows, based on the amount 

of methane that is captured under the project activity and the amount that would be captured 

and destroyed in the baseline (such as due to regulations). In addition, the effect of methane 

oxidation that is present in the baseline and absent in the project is taken into account: 

𝐵𝐸𝐶𝐻4 = ((1 − 𝑂𝑋𝑡𝑜𝑝_𝑙𝑎𝑦𝑒𝑟) × 𝐹𝐶𝐻4,𝑃𝑗,𝑦 − 𝐹𝐶𝐻4,𝐵𝐿,𝑦) × 𝐺𝑊𝑃𝐶𝐻4 

Where: 

𝐵𝐸𝐶𝐻4,𝑦 = Baseline emissions of methane from the SWDS in year y (tCO2e/yr) 

𝑂𝑋𝑡𝑜𝑝_𝑙𝑎𝑦𝑒𝑟 = Fraction of methane in the LFG that would be oxidized in the top layer of the SWDS 

in the baseline (dimensionless) 

𝐹 𝐶𝐻4,𝑃𝐽,𝑦 = Amount of methane in the LFG which is flared and/or used in the project activity in 

year y (tCH4/yr) 

𝐹 𝐶𝐻4,𝐵𝐿,𝑦 = Amount of methane in the LFG that would be flared in the baseline in year y 

(tCH4/yr) 

𝐺𝑊𝑃 𝐶𝐻4 = Global warming potential of CH4 (tCO2e/tCH4) 

BECH4 = ((1-0.1) x  83,929.11– 0) x 28 = 2,115,012 tCO2e  

Ex post determination of FCH4,PJ,y 
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During the crediting period, FCH4,PJ,y is determined as the sum of the quantities of methane 

flared and used in power plant(s), boiler(s), etc as follows: 

𝐹𝐶𝐻4,𝑃𝐽,𝑦 = 𝐹𝐶𝐻4,𝑓𝑙𝑎𝑟𝑒𝑑,𝑦 + 𝐹𝐶𝐻4,𝐸𝐿,𝑦 + 𝐹𝐶𝐻4,𝐻𝐺,𝑦 + 𝐹𝐶𝐻4,𝑁𝐺,𝑦 

Where: 

𝐹 𝐶𝐻4,𝑃𝐽,𝑦 = Amount of methane in the LFG which is flared and/or used in the project activity in 

year y (tCH4/yr) 

𝐹 𝐶𝐻4,𝑓𝑙𝑎𝑟𝑒𝑑,𝑦 = Amount of methane in the LFG which is destroyed by flaring in year y (tCH4/yr) 

𝐹 𝐶𝐻4,𝐸𝐿,𝑦 = Amount of methane in the LFG which is used for electricity generation in year y 

(tCH4/yr) 

𝐹 𝐶𝐻4,𝐻𝐺,𝑦 = Amount of methane in the LFG which is used for heat generation in year y (tCH4/yr) 

𝐹 𝐶𝐻4,𝑁𝐺,𝑦 = Amount of methane in the LFG which is sent to the natural gas distribution network 

and/or dedicated pipeline and/or to the trucks in year y (tCH4/yr) 

The working hours of the gas engines are monitored, and no emission reduction should be 

claimed for methane destruction during non-working hours. 

The project utilizes the LFG only for power generation. Therefore: 

𝐹𝐶𝐻4,𝑃𝐽,𝑦 = 𝐹𝐶𝐻4,𝐸𝐿,,𝑦 

FCH4,PJ,y =  83,929.11 

𝐹 𝐶𝐻4,𝐸𝐿,𝑦 is determined using the “Tool to determine the mass flow of a greenhouse gas in a 

gaseous stream”. The following requirements apply: 

(e) As per the gaseous stream tool, if the LFG is used for multiple purposes (e.g. flaring or 

energy generation), and all methane destruction devices are verified to be operational (e.g. by 

means of flame detectors records, energy generated), a single flow meter may be used to 

record the flow into multiple destruction devices. The destruction efficiency of the least 

efficient among the destruction devices shall be used as the destruction efficiency for all 

destruction devices monitored by this flow meter. If there are any periods for which one or more 

destruction devices are not operational, paragraph 5 (a) and (b) of the Appendix of the "Tool to 

determine the mass flow of a greenhouse gas in a gaseous stream" tool shall be followed; 

(f) CH4 is the greenhouse gas for which the mass flow should be determined; 

(g) The simplification offered for calculating the molecular mass of the gaseous stream is valid 

(equations (3) or (17) in the tool); 

(h) The mass flow should be calculated on an hourly basis for each hour h in year y; 
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(i) The mass flow calculated for hour h is 0 if the equipment is not working in hour h (Opj,h=not 

working), the hourly values are then summed to a yearly unit basis. 

Amount of the methane used for power generation (𝐹𝐶𝐻4,𝐸𝐿,𝑦) The “Tool to determine the mass 

of a greenhouse gas in a gaseous stream” provides following 6 options for measuring mass 

flow of a greenhouse gas i in a gaseous stream Table. 

Option Flow gaseous stream Volumetric Fraction 

A Volume flow – dry basis Dry or wet basis 

B Volume flow – wet basis Dry basis 

C Volume flow – wet basis Wet basis 

D Mass flow – dry basis Dry or wet basis 

E Mass flow – wet basis Dry basis 

F Mass flow – wet basis Wet basis 

Option A is followed since the temperature of the gaseous stream is less than 60ºC. 

𝐹𝑖,𝑡 = 𝑉𝑡,𝑑𝑏 × 𝑣𝑖,𝑡,𝑑𝑏 × 𝝆𝑖,𝑡 

With: 

𝝆𝑖,𝑡 =
𝑃𝑡 × 𝑀𝑀𝑖

𝑅𝑢 × 𝑇𝑡
 

Where: 

𝐹 I,t = Mass flow of greenhouse gas i in the gaseous stream in time interval t (kg gas/h) 

V t,db = Volumetric flow of the gaseous stream in time interval t on a dry basis (m³ dry gas/h) 

v I,t,db = Volumetric fraction of greenhouse gas i in the gaseous stream in a time interval t on a 

dry basis (m³ gas i/m³ dry gas) 

ρ I,t = Density of greenhouse gas i in the gaseous stream in time interval t (kg gas i/m³ gas i) 

P t = Absolute pressure of the gaseous stream in time interval t (Pa) 

MM i = Molecular mass of greenhouse gas i (kg/kmol) 

R u = Universal ideal gases constant (Pa.m3/kmol.K) 

T t = Temperature of the gaseous stream in time interval t (K) 
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Year 

Absolute 

Pressure 

(Pa) 

Temperature 

(K) 

Total Flow 

(m3) 
vCH4,t,wb ρCH4 (tCH4/ m3) FCH4,PJ,y 

2019 88,283.03 303.59 8.100.254 0.5555 0.000716 4,641.89 

2020 91,556.09 318.62 56.586.536 0.5486 0.000716 23,752.21 

2021 90,972.10 319.2 59.920.054 0.5443 0.000716 25,781.61 

2022 82,997.07 324.93 49.948.736 0.4883 0.000716 29,753.11 

0.000716 tCH4/ m3 density value is selected as a fixed value in validation where density is not 

monitored parameter. Therefore, default value is used for calculating emission reductions. 

Baseline emissions associated with electricity generation (BEEC,y) 

The baseline emissions associated with electricity generation in year y (BEEC,y) shall be 

calculated using the "Methodological tool: Baseline, project and/or leakage emissions from 

electricity consumption and monitoring of electricity generation". When applying the tool: 

(a) The electricity sources k in the tool correspond to the sources of electricity generated 

identified in the selection of the most plausible baseline scenario; and 

(b) ECBL,k,y in the tool is equivalent to the net amount of electricity generated using LFG in year y 

(EGPJ,y). 

Taking into account the approach provided by the tool, baseline emissions are then calculated 

using the generic approach based on the quantity of electricity dispatched into the National 

Grid, an emission factor for electricity generation and a factor to account for transmission 

losses, as follows: 

𝐵𝐸𝐸𝐶,𝑦 = 𝛴𝐸𝐶𝐵𝐿,𝑘,𝑦 × 𝐸𝐹𝐸𝐿,𝑘,𝑦 × (1 + 𝑇𝐷𝐿𝑘,𝑦) 

Where; 

𝐸𝐶𝐵𝐿,𝑘,𝑦 = Net amount of electricity generated using LFG in year y (MWh/yr) 

𝐸𝐹𝐸𝐿,𝑘,𝑦 = Emission factor for electricity generation for source k in year y (t CO2/MWh) 

𝑇𝐷𝐿𝑘,𝑦 = Average technical transmission and distribution losses for providing electricity to source 

k in year y 

k = Sources of electricity generated in the baseline 
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The Emission Factor is given from Turkish National Electricity Network calculated annually and 

for the year 2020 the combined emission factor is 0,5706 tCO2/MWh. 

BEEC,y = 554,344.7 x 0.5706 x (1 + 0.11) = 351,102 

(i) Emission Factor calculation 

The Emission Factor is calculated as the Combined Margin (CM), comprised by two components: 

the Built Margin (BM) and the Operation Margin (OM). The BM evaluates the contribution of the 

power plants which would have been built if the project plant would not have been implemented. 

The OM evaluates the contribution of the power plants which would have been dispatched in the 

absence of the project activity. TOOL07 presents the following steps to calculate the Emission 

Factor: 

• STEP 1: Identify the relevant electricity systems: 

The sources of power in the Turkish electric system were taken from the Turkish Electricity 

transmission corporation. https://www.teias.gov.tr/en-US 

• STEP 2: Choose whether to include off-grid power plants in the project electricity system 

(optional) 

-OptionI: Only grid power plants are included in the calculation. 

- Option II: Both grid power plants and off-grid power plants are included in the calculation 

Option I of the tool is chosen, which is to include only grid power plants in the calculation. 

• STEP 3 - Select a method to determine the operating margin (OM). The calculation of the 

operating margin emission factor (EFgrid,OM,y) is based on one of the following methods: 

(a) Simple OM, or 

(b) Simple adjusted OM, or 

(c) Dispatch data analysis OM, or 

(d) Average OM. The simple operating margin can only be used where low-cost/must-run 

resources15 constitute less than 50% of total grid generation in: 1) average of 5 most recent 

years, or 2) based on long-term normalities for hydroelectricity production. Error! Reference 

source not found. shows the share of the electricity production in the turkey interconnected 

system. The results show the applicability of the simple operating margin. 
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Figure 7  Electricity generation in Turkish interconnected system by source. Source: 

http://www.teias.gov.tr/sites/default/files/2019-03/56%2893-2017%29.xls 

• STEP 4 - Calculate the operating margin emission factor according to the selected 

method 

Simple OM 

The simple OM emission factor is calculated as the generation-weighted average CO2 emissions 

per unit net electricity generation (tCO2/MWh) of all generating power plants serving the system, 

not including low-cost/must-run power plants/units. 

The simple OM may be calculated by one of the following two options: 

(a) Option A: Based on the net electricity generation and a CO2 emission factor of each power 

unit; or 

(b) Option B: Based on the total net electricity generation of all power plants serving the system 

and the fuel types and total fuel consumption of the project electricity system. Option B can only 

be used if: 

a. The necessary data for Option A is not available; and 

b. Only nuclear and renewable power generation are considered as low- cost/must-run power 

sources and the quantity of electricity supplied to the grid by these sources is known; and 

c. Off-grid power plants are not included in the calculation (i.e. if Option I has been chosen in 

Step 2) 

Under this option, the simple OM emission factor is calculated based on the net electricity 

generation of each power unit and an emission factor for each power unit, as follows: 
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𝐸𝐹𝑔𝑟𝑖𝑑,𝑂𝑀 𝑠𝑖𝑚𝑝𝑙𝑒,𝑦 =
∑ 𝐸𝐺𝑚,𝑦 × 𝐸𝐹𝐸𝐿,𝑚,𝑦𝑚

∑ 𝐸𝐺𝑚,𝑦𝑚
 

Where: 

EFgrid,OM simple,y = Simple adjusted operating margin CO2 emission factor in year y 

(tCO2/MWh) 

EGm,y = Net quantity of electricity generated and delivered to the grid by 

power unit m in year y (MWh) 

EFEL,m,y = CO2 emission factor of power unit m in year y (tCO2/MWh) 

m = All power units serving the grid in year y except low-cost/must-run 

power units 

y = The relevant year as per the data vintage chosen in Step 3 

• STEP 5 - Calculate the build margin (BM) emission factor The sample group of power units 

m used to calculate the build margin was determined following the procedure provided 

by the tool and BM emission factor shall be calculated based on the equation below:  

𝐸𝐹𝑔𝑟𝑖𝑑,𝐵𝑀 𝑠𝑖𝑚𝑝𝑙𝑒,𝑦 =
∑ 𝐸𝐺𝑚,𝑦 × 𝐸𝐹𝐸𝐿,𝑚,𝑦𝑚

∑ 𝐸𝐺𝑚,𝑦𝑚
 

Where: 

EFgrid,BM simple,y = Simple adjusted operating margin CO2 emission factor in year y 

(tCO2/MWh) 

EGm,y = Net quantity of electricity generated and delivered to the grid by 

power unit m in year y (MWh) 

EFEL,m,y = CO2 emission factor of power unit m in year y (tCO2/MWh) 

m = All power units serving the grid in year y except low-cost/must-run 

power units 

y = The relevant year as per the data vintage chosen in Step 3 

• STEP 6 – Calculate the combined margin (CM) emissions factor. The calculation of the 

combined margin (CM) emission factor is based on one of the following methods:  

(a) Weighted average CM; or  

(b) Simplified CM.  
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Since power grid is not located in LDC/SIDs/URC and the weighted average CM method (option 

A) is the preferred option, this method was considered. The combined margin emissions factor is 

calculated as follows:  

𝐸𝐹𝑔𝑟𝑖𝑑,𝐶𝑀,𝑦 = 𝐸𝐹𝑔𝑟𝑖𝑑,𝑂𝑀,𝑦 × 𝑤𝑂𝑀 + 𝐸𝐹𝑔𝑟𝑖𝑑,𝐵𝑀,𝑦 × 𝑤𝐵𝑀 

 

Where: 

EFgrid,OM,y = Operating margin CO2 emission factor in year y (tCO2/MWh)  

wOM = Weighting of operating margin emissions factor (%) 

EFgrid,BM,y = Build margin CO2 emission factor in year y (tCO2/MWh)  

wBM = Weighting of build margin emissions factor (%)  

As per the applicable “Tool to calculate the emission factor for an electricity system”, version 

07.0, the default weights for the operating margin and build margin emission factors for the 

proposed project activity is defined as:  

𝑤𝑂𝑀 = 0.50 𝑤𝐵𝑀 = 0.50  

Emission Factor is given from Turkish National Electricity Network, which is calculated annually 

and for the year 2021 the combined margin Emission factor was 0.5706 tCO2/MWh.  

5.2 Project Emissions 

In this section all project emission sources are taken into account; assumptions and 

simplifications are justified. Project emissions are calculated as follows: 

 

𝑃𝐸𝑦 =  𝑃𝐸𝐸𝐶,𝑦 + 𝑃𝐸𝐹𝐶,𝑦 + 𝑃𝐸𝐷𝑇,𝑦 + 𝑃𝐸𝑆𝑃,𝑦 + 𝑃𝐸𝐹𝐶,𝑗,𝑦 + 𝑃𝐸𝑓𝑙𝑎𝑟𝑒,𝑦 

 

Where: 

𝑃𝐸𝑦 = Project emissions in year y (tCO2/yr) 

𝑃𝐸𝐸𝐶,𝑦 = Emissions from consumption of electricity due to the project activity in year y (tCO2/yr) 
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𝑃𝐸𝐹𝐶,𝑦 = Emissions from consumption of fossil fuels due to the project activity, for purpose other 

than electricity generation, in year y (tCO2/yr) 

𝑃𝐸𝐷𝑇,𝑦 = Emissions from the distribution of compressed/liquefied LFG using trucks, in year y 

(tCO2/yr) 

𝑃𝐸𝑆𝑃,𝑦 = Emissions from the supply of LFG to consumers through a dedicated pipeline, in year y 

(tCO2/yr) 

𝑃𝐸𝐹𝐶,𝑗,𝑦 = Are the CO2 emissions from fossil fuel combustion in process j during the year y 

(tCO2/yr) 

𝑃𝐸𝑓𝑙𝑎𝑟𝑒,𝑦 = Project emissions from flaring of the residual gas in year y 

The project does not involve the distribution of compressed/liquefied LFG using trucks nor 

pipelines. Therefore, 𝑃𝐸𝐷𝑇,𝑦, 𝑃𝐸𝑆𝑃,𝑦,y will be 0. Hence, 𝑃𝐸𝑦 will be equal to 𝑃𝐸𝐸𝐶,𝑦 + 𝑃𝐸𝐹𝐶,𝑦. 

PEy = 20,377.2 + 24.62 = 20,401.8 

𝑃𝐸𝐸𝐶,𝑦 is determined by “Tool to calculate baseline, project and/or leakage emissions from 

electricity consumption” as follow: 

𝑃𝐸𝐸𝐶,𝑦 = ∑ 𝐸𝐶𝑃𝐽,𝑗,𝑦

𝑗

× 𝐸𝐹𝐸𝐿,𝑗,𝑦 × (1 + 𝑇𝐷𝐿𝑗,𝑦) 

Where: 

𝑃𝐸𝐸𝐶,𝑦 = Project emissions from electricity consumption in year y (tCO2/yr) 

𝐸𝐶𝑃𝐽,𝑗,𝑦 = Quantity of electricity consumed by the project electricity consumption source j in year 

y(MWh/yr) 

𝐸𝐹𝐸𝐿,𝑗,𝑧 = Emission factor for electricity generation for source j in year y(tCO2/MWh) 

𝑇𝐷𝐿𝑗,𝑦 = = Average technical transmission and distribution losses for providing electricity to source 

j in year y 

The “Tool to calculate baseline, project and/or leakage emissions from electricity consumption” 

provides 3 scenarios for different sources of electricity consumption. Since the electricity 

generated through the project is partly consumed by the project scenario A is applicable. In the 

case of applying scenario A, two options are available for determining emission factor. For this 

project, Option A1 (𝐸𝐹 EL,j,yy=𝐸𝐹grid,CM,y ) is chosen. 
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The Izmir LFG project does not take electrical energy from the grid since it is not allowed. However, 

the emissions generated by the project are calculated as if they were fed into the grid first and 

then taken from it. 

PEEC,y = 32,172.9 x 0.5706 x (1 + 0.11) = 20,377.2 

Project emissions from fossil fuel combustion 

According to regulation there is to have a captive power plant or urgency diesel generator in case 

of shortage on methane for electricity production in case the electricity needs to be maintained 

and the engines don’t provide it temporarily. 

CO2 emissions from fossil fuel combustion in process j are calculated based on the quantity of 

fuels combusted and the CO2 emission coefficient of those fuels, as follows: 

𝑃𝐸𝐹𝐶,𝑗,𝑦 = ∑ 𝐹𝐶𝑃𝐽,𝑗,𝑦

𝑗

× 𝐶𝑂𝐸𝐹𝑖,𝑦 

Where: 

𝑃𝐸𝐹𝐶,𝑗,𝑦 = Are the CO2 emissions from fossil fuel combustion in process j during the year y 

(tCO2/yr) 

𝐹𝐶𝑃𝐽,𝑗,𝑦 = Is the quantity of fuel type i combusted in process j during the year y (mass or volume 

unit/yr) 

𝐶𝑂𝐸𝐹i,y = Is the CO2 emission coefficient of fuel type i in year y (tCO2/mass or volume unit) 

I = Are the fuel types combusted in process j during the year y 

𝐶𝑂𝐸𝐹33 = 0,00268
𝑡𝐶𝑂2

𝐿
𝑓𝑢𝑒𝑙 

As per tool 3, in order to determine the parameter COEF, option A is the preferred approach as 

the necessary data is available. 

The project has two type of diesel generator 630 kVA Alimar Diesel generator and 450 kVA Alimar 

diesel generator. The fuel used in the project is commercial diesel fuel and the quantities are 

shown below. 

It is worth mentioning that records show a significant total diesel consumption for 2019 

(commission year). However, only the diesel consumption records from after commissioning date 

(25th of oct 2019) are taken into account. 
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Year Diesel oil consumption 

(L,y) 

COEF (kgCO2/L) PE FC 

(tCO2) 

2019 5,521.14 2.68 14.78 

2020 791 2.68 2.12 

2021 667.236 2.68 1.79 

2022 2219.88 2.68 5.94 

In the table above accounted the emissions form fossil fuel consumption ex post project activity.  

See all values in the excel sheet ‘Harmandali_Generator operation Schedule’ 

Project emissions from flaring 

Methodological TOOL06 show the calculation procedure to determine the project emissions form 

flaring the residual gas PE, flare based on the flare efficiency (flare) and the mass flow of 

methane to the flare (FCH4,RG,m). The flare efficiency is determined based on monitored data or 

default values. 

In the annex is attached an example of the store data form the monitoring values 

The methodological TOOL shows a procedure form three steps to calculate those emissions. The 

excel tool EB102_repan06_Tool06_Emissions from flare_ was planned to be used to calculates 

the project emissions from flaring, if working hours wouldn’t have been 0. 

(a) STEP 1: Determination of the methane mass flow of the residual gas;  

(b) STEP 2: Determination of the flare efficiency; 

(c) STEP 3: Calculation of project emissions from flaring. 

a. STEP 1: Determination of the methane mass flow of the residual gas 

The residual gas is monitored continuously in normal conditions (Nm3/h) every 10 min for 24/7. 

The mass flow of methane in the residual gas in (kg/m) is calculated 

𝐹𝐶𝐻4,𝑅𝐺,𝑡 = 𝑉𝑡,𝑑𝑏 × 𝑉𝐶𝐻4,𝑤𝑏,𝑡 × 𝜌𝐶𝐻4,𝑛 

Where: 

𝐅𝐂𝐇𝟒,RG,t = Mass flow of greenhouse gas (CH4) in the gaseous stream in time interval 

t (kg gas/h) 
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𝐕𝐭, 𝐰𝐛 = Volumetric flow of the gaseous stream in time interval t on a dry basis (m³ 

dry gas/h) 

VCH4,wb,t = Volumetric fraction of greenhouse gas CH4 in the gaseous stream in a 

time interval t on a dry basis (m³ gas i/m³ dry gas) 

CH4,n = Density of greenhouse gas CH4 in the gaseous stream at normal 

conditions t (kg gas i/m³ gas i) 

 

b. STEP 2: Determination of the flare efficiency; 

✓ Enclosed flare 

In this case the project implemented an enclosed flare, there are two options to determine 

the flare efficiency for minute m (ŋflare,m) 

(a) Option A: Apply a default value for flare efficiency;  

(b) Option B: Measure the flare efficiency. 

Option A is chosen because: 

(a) The temperature of the flare (TEG.m) and the flow rate of the residual gas to the flare (FRG,m) 

is within the convecos’s operating specification for the flare (SPECflare) in the minute m; 

- the operating temperature of Conveco’s flare system is 850 – 1200 °C, and according to 

records temperature were from (0°C to 40°C) due to weather conditions meaning not operation. 

Before electricity production (commission day October 25th 2019) production the thermocouples 

showed for 1 day in 22 and 23 September 2019 (3200 °C) before system was set, calibrated 

and producing energy. 

(b) The flame is detected in the minute m (Flame). 

The set of thermocouples, measure continuously temperature and allow the detection of the 

presence and absence of flame, which can be cross check with the flare working hours and 

amount of residual gas to flare. T (0) flare is the parameter can be read form the compiled store 

data from the control system. 

Since the enclose flare could be define as low height (8.40 m Height) flare the efficiency is 

adjusted 10 percentile points less form the default value: 

Ŋ flare,m 80% 

c. STEP 3: Calculation of project emissions from flaring. 
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𝑃𝐸𝑓𝑙𝑎𝑟𝑒,𝑦 = 𝐺𝑊𝑃𝐶𝐻4 × ∑ 𝐹𝐶𝐻4,𝑅𝐺,𝑚

525600

𝑚=1

× (1 − 𝜂𝑓𝑙𝑎𝑟𝑒,𝑚) ∗ 10−3  

Where: 

𝑃𝐸 𝑓𝑙𝑎𝑟𝑒,𝑦 = Project emissions from flaring of the residual gas in year y (tCO2e) 

𝐺𝑊𝑃 𝐶𝐻4 = Global warming potential of methane valid for the commitment period (tCO2e/tCH4) 

𝐹𝐶𝐻4,𝑅𝐺,𝑚 = Mass flow of methane in the residual gas in the minute m (kg) 

𝜂𝑓𝑙𝑎𝑟𝑒,𝑚 = Flare efficiency in the minute m 

Since the commission date the working hours of flare have been in zero (please refer to excel 

sheet ‘compiled data SD storage system Harmandali 2019/2020/2021/2022’ attached , 

Parameter flare working hours and Hour meter Flare can be read directly for crosschecking. 

Therefore: 

Flare working hours (h) 0 

PEflare,y (tCO2e) 0 

𝑃𝐸𝐹𝐶,𝑗,𝑦 is determined by “TOOL03 Methodological tool: Tool to calculate project or leakage CO2 

emissions from fossil fuel combustion. Version 03.0” . They are the CO2 emissions from fossil 

fuel combustion in process j during the year y (tCO2/yr). 

According to regulation there is to have a captive power plant or urgency diesel generator in case 

of shortage on methane or a break out. this only implement diesel and has no been used once, 

please refer to monitoring reports. Therefore, CO2 emissions from fossil fuel combustion in 

process is taken as zero. 

𝑃𝐸𝐹𝐶,𝑗,𝑦 = 0 

5.3 Leakage 

No leakage effects are accounted for under the ACM0001 Methodology. 

5.4 Net GHG Emission Reductions and Removals 

Emission reductions are calculated as follows: 

𝐸𝑅𝑦 = 𝐵𝐸𝑦 − 𝑃𝐸𝑦 

Where: 

ERy = Emission reductions in year y (tCO2e/yr) 

BEy = Baseline emissions in year y (tCO2e/yr) 
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PEy = Project emissions in year y (tCO2e/yr) 

The baseline emissions are calculated as follows: 

𝐵𝐸𝑦 = 𝐵𝐸𝐶𝐻4,𝑦 + 𝐵𝐸𝐸𝐶,𝑦 

Emissions of methane from the SWDS are calculated as follows: 

𝐵𝐸𝐶𝐻4 = ((1 − 𝑂𝑋𝑡𝑜𝑝𝑙𝑎𝑦𝑒𝑟
) × 𝐹𝐶𝐻4,𝑃𝐽,𝑦 − 𝐹𝐶𝐻4,𝐵𝐿,𝑦) × 𝐺𝑊𝑃𝐶𝐻4 

Year 
FCH4,PJ,y 

(tCH4) 

FCH4,BL,y 

(tCH4) 

GWPCH4 

(tCO2e/tCH4) 

BECH4,y 

(tCO2e/yr) 

2019 4,641.89 0 28 116,975 

2020 23,752.51 0 28 598,563 

2021 25,781.61 0 28 649,696 

2022 29,753.11 0 28 749,778 

Project emissions are calculated as follows: 

𝑃𝐸𝑦 = 𝑃𝐹𝐸𝐶,𝑦 + 𝑃𝐹𝐹𝐶,𝑦 + 𝑃𝐹𝐷𝑇,𝑦 + 𝑃𝐹𝑆𝑃,𝑦 

Project emissions from consumption of electricity by the project activity (PEEC,y) are calculated 

as follows: 

𝑃𝐸𝐸𝐶,𝑦 = ∑ 𝐸𝐶𝑃𝐽,𝑗,𝑦

𝑗

× 𝐸𝐹𝐸𝐿,𝑗,𝑦 × (1 + 𝑇𝐷𝐿𝑗,𝑦) 

Year 2019 2020 2021 2022 

EC PJ,j,y 
933.0  8,572.4  12,175.0  10,492.6  

PE EC,y 
590.9  5,429.5  7,711.2  6,645.6  

PE 
605.7  5,431.6  7,713.0  6,651.6  

 

 

 

 



 Monitoring Report: VCS Version 4.2 

 80 

Project emissions from consumption of electricity by the project activity 

Year 
Baseline Emission 

(tCO2e) 

Project 

Emission 

(tCO2e) 

Leakage 

Emission 

(tCO2e) 

Net GHG Emission 

Reduction (tCO2e) 

25-10-2019 - 

31-12-2019 

127,588 606  - 126,982 

2020 
697,948 5,432  - 692,516 

2021 
784,788 7,713  - 777,075 

01-01-2022 - 

30-09-2022 

855,790 6,652  - 849,138 

Total 
2,466,114 20,403 - 2,445,711 

 

Ex-ante 

emissions 

reductions

/removals 

Achieved 

emissions 

reductions

/removals 

Percent 

difference 

Justification for the difference  

1.548.894 2,445,711 57.90% 1. First monitoring period coincides 

with peak LFG generation and 

electricity production. Therefore, net 

GHG emission reduction surpassed 

estimated net GHG emission reduction. 

LFG generation and electricity 

production trend is already declining. 

 

2. During first monitoring period,  

More baseline emissions from methane 

avoidance are generated than ex-ante 

estimation. 

 

3. Project emissions realized as 

20,377.2 tCO2e where it was estimated 

184,700.36 tCO2e in validation. This 

factor also increased net GHG 

reductions.  
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4. In the IRR, net electricity generation 

is estimated to be 226,582,128 kWh 

with 80% plant load factor (PLF) 

assumption (365 days, 8784 working 

hours each year). Net electricity 

generation in 2020, 2021 and 2022 is 

under 226,582,128 kWh estimation. 

IRR has dropped to 16.04% from 

8.69%. 

 

5. In order to reach benchmark, tariff 

rate has to be almost 20% higher (15.9 

¢/kWh) which is not possible since 

project is already benefitting maximum 

tariff rate. 

 


