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1 PROJECT DETAILS 

1.1 Summary Description of the Implementation Status of the Project 

A summary description of the implementation status of the technologies/ measures (e.g., plant, 

equipment, process, or management or conservation measure) included in the project. 

The small-scale grouped project (henceforth referred to as SHINE CPA 6) has already been 

registered as CPA 10484-P1-0006-CP11 under registered CDM Programme of Activities (PoA) 

10484 titled:” SHINE – Distribution of LED Lightbulbs in India” which envisaged distribution of 

Light Emitting Diodes (LEDs) for domestic lighting in Uttar Pradesh. 

The wattage of baseline lamps to be replaced has been at the sole discretion of the Project 

Proponent/ Implementer, as well as the decision on  wattage of project lamp to replace a specific 

wattage of baseline lamp has also been with the Project Proponent/ Implementer as long as it is 

in compliance with applicability criteria set out in the applied CDM methodology namely the 

service level (which for lighting projects is light output) of the project equipment being between 

90 to 150 per cent of the service level of baseline equipment.  

Thus, under this grouped project, 60W ICL have been replaced with 7W LED and 100W ICL with 

12W LED as the lumen output is within the specified limit. Each project activity instance refers 

to number of project devices, i.e., number of LEDs distributed to each grid connected household. 

Maximum number of five LEDs (7 W and 12 W) were distributed to an individual grid connected 

household under a single project activity instance. Total 4,634,219 LEDs have been distributed 

in 928,699 grid connected households in the state of Uttar Pradesh (east) till the end of first 

monitoring period under VCS. No further distribution of project LEDs has been planned under 

this grouped project.  

Please refer Section 3.1 for details regarding implementation status of the grouped project.  

The relevant implementation dates (e.g., dates of construction, commissioning, and continued 

operation periods).  

Date of first LED installed 25-March-2021 

Date of last LED installed under this 

MP 

01-May-2022 

First ex post VCS Monitoring Survey 

dates 

07-July-2022 to 11-July-2022 

1st Monitoring Period under VCS 25-March-2021 to 31-May-2022 

Table 1: Implementation Dates for VCS 2700 

 

1 https://cdm.unfccc.int/ProgrammeOfActivities/cpa_db/S9LG8NV6RJQ4WBFE7K3PD5A2I0TYMU/view  

https://cdm.unfccc.int/ProgrammeOfActivities/cpa_db/S9LG8NV6RJQ4WBFE7K3PD5A2I0TYMU/view
https://cdm.unfccc.int/ProgrammeOfActivities/cpa_db/S9LG8NV6RJQ4WBFE7K3PD5A2I0TYMU/view
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The total GHG emission reductions or removals generated in this monitoring period.  

Total emission reduction achieved from all project activity instances under this grouped project 

is 538,063 tCO2e over the monitoring period of 25-March-2021 to 31-May-2022.  

1.2 Sectoral Scope and Project Type 

Sectoral scope: 03 Energy Demand. 

Project type: Type II – Energy Efficiency improvement project. 

Grouped Project: Yes  

1.3 Project Proponent 

Organization name Brightspark Energy Private Limited 

(Indian subsidiary and project management entity of CQC LLC) 

Contact person Tridip Kumar Goswami  

Title Chief- Carbon and Sustainability Accounting Team 

Address Level 14 & 15, Concorde Towers, UB City, 1 Vittal Mallya Road, 

Bangalore, Karnataka 

Telephone + 91 8075519856 

Email TGoswami@cquestcapital.com  

cqc-operations@cquestcapital.com 

1.4 Other Entities Involved in the Project 

Organization name Convergence Energy Services Limited 

Role in the project Project Implementation 

Contact person Mahua Acharya 

Title MD & CEO 

Address NFL Building,5th & 6th Floor, Core-III, SCOPE Complex 

Lodhi Road, New Delhi-110003 

Telephone +91-11-45801260 

Email - 

 

mailto:TGoswami@cquestcapital.com
mailto:cqc-operations@cquestcapital.com
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Organization name C-Quest Capital LED Asia Limited 

Role in the project Project Financing 

Contact person Ken Newcombe 

Title Director  

Address 38 Beach Road #29-11   

South Beach Tower 

Singapore (189767) 

Telephone +1-202 247-7976 

Email cqc-operations@cquestcapital.com 

1.5 Project Start Date 

Project start date refers to the date on which the project began generating GHG emission 

reductions or removals as per VCS Program Definitions v4.2.  

The grouped project is a non-AFOLU project, and the first energy efficient LED has been 

distributed on 25-March-2021 under this grouped project. Thus, the project start date is 

considered as 25-March-2021.  

1.6 Project Crediting Period 

Project Crediting Period refers to the date on which the project began generating GHG emission 

reductions or removals; equal to “Project Start Date", as per VCS Program Definitions v4.2. 

Fixed Crediting Period: 10 years  

Crediting Period Start Date: 25- March-2021 

Crediting Period End Date:  24-March-2031 

1.7 Project Location 

Under this grouped project, the LED distribution was envisaged to be carried out within the 

eastern Uttar Pradesh, within the Purvanchal Vidyut Vitaran Nigam Limited (PuVVNL). This state 

comprises the northern Circle in the grid map of India.   

The co-ordinates of each one of them are: 

District Latitude2 Longitude 

Varanasi  25° 19' 18.0'' N  82° 59' 14.2'' E 

Ghazipur  25° 35' 2.5'' N  83° 34' 37.2'' E  

 
2 https://www.mapsofindia.com/lat_long/ 

mailto:cqc-operations@cquestcapital.com
https://www.mapsofindia.com/lat_long/
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Chandauli  25° 15' 37.6'' N  83° 15' 58.5'' E  

Jaunpur  25° 44' 55.3'' N  82° 41' 54.3'' E  

Sant Rabidas Nagar 

(Bhadohi)  

25° 23' 14.1'' N  82° 34' 4.9'' E  

Mirzapur 25° 8' 1.3'' N 82° 33' 51.9'' E 

Sonbhadra  24° 24' 7.6" N 83° 03' 12.6" E  

Mau 25° 56' 58.6'' N 83° 33' 31.1'' E 

Azamgarh 26° 4' 19.4'' N 83° 11' 8.3'' E 

Ballia  25° 45' 30.6'' N 84° 8' 56.0'' E  

Deoria  26° 30' 0.0'' N 83° 46' 47.9'' E  

Kushinagar 26° 44' 23.5'' N  83° 53' 13.0'' E  

Gorakhpur  26° 45' 57.0'' N  83° 21' 53.7'' E  

Maharajganj  27° 8' 40.5'' N  83° 33' 43.8'' E  

Sant Kabir Nagar  26° 46' 48.0" N  83° 03' 36.0" E  

Basti  26° 49' 22.2'' N  82° 45' 48.3'' E  

Siddharthnagar  27° 18' 1.8" N  83° 05' 40.1" E  

Allahabad  25° 25' 57.2'' N  81° 51' 4.7'' E  

Pratapgarh  25° 53' 50.2'' N  81° 56' 43.0'' E  

Fatehpur  25° 55' 12.2'' N  80° 48' 35.9'' E  

Kaushambi  25° 21' 39.7'' N  81° 24' 11.4'' E  

Table 2: Coordinates of Project Location 

During this monitoring period, all project activity instances under this grouped project have been 

implemented in eastern Uttar Pradesh only. No further distribution of project devices has been 

planned under this grouped project by the Project Proponent.  

 

Grid Map of India 
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1.8 Title and Reference of Methodology 

AMS-II.C- Demand-side energy efficiency activities for specific technologies, Version 15.0. 

The project has also referred to following documents:  

• Methodology: AMS-I. D: Grid connected renewable electricity generation; Version 18.0  

• Standard: CDM project standard for Programmes of activities Version 02.0 

• Methodological tool 19: Demonstration of additionality of microscale project activities 

Version 09.0 

• Methodological tool 21: Demonstration of additionality of small-scale project activities 

Version 12.0 

• Guideline: General guidelines for SSC CDM methodologies Version 22.1 

1.9 Participation under other GHG Programs 

The “SHINE – Distribution of LED Lightbulbs in India-6 ” is registered as a Small-Scale Component 

Project Activity under the Clean Development Mechanism (CDM) and under the Programme of 

Activities “SHINE – Distribution of LED Lightbulbs in India” (Ref. PoA 10484).3 Evidence has been 

provided to the VVB that the emissions reductions arising from this program are not double 

counted under the CDM and VCS ,considering the issuance under VCS for the current monitoring 

period.  

The project has not been submitted for validation/certification under any other GHG or 

environmentally related program or mechanism, so it is not eligible to create another form of 

GHG-related environmental credit other than CERs and VCUs.  

1.10 Other Forms of Credit 

Emission Trading Programs and Other Binding Limits:  

The project didn’t reduce GHG emissions from activities that are included in an emissions trading 

program or any other mechanism that includes GHG allowance trading. 

Other Forms of Environmental Credit:  

The project has not sought or received another form of GHG-related environmental credit, 

including renewable energy certificates. 

1.11 Sustainable Development Contributions 

In accordance with paragraph 3.16.2 and 3.17.1 of VCS Standard, version 4.3, “Where project 

complete a validation or verification to the Sustainable Development Verified Impact Standard 

(SD VISta) Program at the same time as a VCS Program validation or verification, they are not 

 
3CDM documentation  can be accessed through: 

https://cdm.unfccc.int/ProgrammeOfActivities/poa_db/MN26BFZ0CHPIR47GQ1L3YES9XVKTUD/view (PoA) and 

https://cdm.unfccc.int/ProgrammeOfActivities/cpa_db/S9LG8NV6RJQ4WBFE7K3PD5A2I0TYMU/view  (SHINE – 

Distribution of LED Lightbulbs in India-6). 

https://cdm.unfccc.int/methodologies/DB/7Y44EN2RTD02AJ78JVWCGARE8W64KP
https://cdm.unfccc.int/ProgrammeOfActivities/cpa_db/S9LG8NV6RJQ4WBFE7K3PD5A2I0TYMU/view
https://cdm.unfccc.int/ProgrammeOfActivities/poa_db/MN26BFZ0CHPIR47GQ1L3YES9XVKTUD/view
https://cdm.unfccc.int/ProgrammeOfActivities/cpa_db/S9LG8NV6RJQ4WBFE7K3PD5A2I0TYMU/view


 Monitoring Report: VCS Version 4.1 

8 

 

required to conduct a separate demonstration of compliance with the requirements set out in 

this section 3.17 and 3.16.1.  

Status of project under SD VISta: The project has been listed on VERRA under SD VISta and its 

public comment period has closed on 20-October-2022. The project will be further pursued for 

validation and verification under SD VISta for the current monitoring period. Therefore, details of 

SDGs claimed, or safeguarding is not required to be mentioned in the monitoring report.  

2 SAFEGUARDS 

2.1 No Net Harm 

Under this grouped project, grid connected households, were provided with highly subsidized 

LEDs as a replacement of the ICLs or fluorescent lamps, thereby leading to reduction in GHG 

emissions through avoided use of fossil fuels ensuing from reduced consumption of electricity. 

In addition to reduced GHG emissions, the program will also result in reduced waste generation 

as LEDs last 25-50 times longer than the ICLs and do not contain toxic mercury as is the case 

with compact fluorescent lamp. Therefore, the LEDs distributed under this project presents 

positive environmental impacts wherever they are applied, and no negative environmental 

impacts have been identified during this monitoring period.  

2.2 Local Stakeholder Consultation 

The local stakeholder consultation was done at PoA level, prior to the registration of the PoA. Key 

institutional stakeholders like Standard making bodies, Manufacturers of LEDs and Electricity 

regulatory bodies act at the National level, so do leading NGOs active in this field. Moreover, the 

CDM PoA covers pan India. In view of the above, the stakeholder opinion has been sought at PoA 

level. This has been done through stakeholder meeting that was organized on 7-March-2018 in 

Hyderabad, India. 

A list of invitees was made prior to the stakeholder’s consultation meeting.  They were then 

contacted through calls, e-mails, public advertisements and follow-ups via word of mouth to 

ensure maximum participation. The stakeholder meeting was well attended, and the participants 

were actively involved. Through this meeting, it was evident to the PP representatives that not 

only did the stakeholders embrace the concept, but they also wanted to be educated about the 

product and kept in the loop regarding information about the success of project. Overall , the PP 

representatives believe the engagement was robust and beneficial to all parties involved. The 

program got positive feedback and participants appreciated the PP’s efforts for this community-

based project which in addition to reducing the GHGs would also lead to improvement in living 

condition owing to better lighting facilities.  
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The outcomes from the local stakeholder consultation are available in Section F of the CDM 

PoA-DD4.  

The mechanism for on-going communication with local stakeholders:  

PP conducts regular surveillance to observe that project LEDs are functioning properly and to get 

feedback from stakeholders on LED usage and its benefits. Also, LED users can contact Project 

Proponent for any concerns /comments on the project or project LEDs through consumer care 

number. The distributed LEDs carry a warranty of three years. If within this period, the bulb 

becomes non-functional then the project implementer will replace it free of cost at LED 

Replacement Centers. As on date, PP has replaced 836 LEDs (12W:  682 LED, 7W: 154 LED) as 

part of warranty scheme under this grouped project.   

2.3 AFOLU-Specific Safeguards 

This section is not applicable as the grouped project is a non-AFOLU project.   

3 IMPLEMENTATION STATUS 

3.1 Implementation Status of the Project Activity 

Maximum number of five LEDs (7 W and 12 W) were distributed to an individual grid connected 

household under a single project activity instance. Total 4,634,219 LEDs have been distributed 

to 928,699 grid connected households located in the state of eastern Uttar Pradesh till the end 

of monitoring period. The last date on which the LED was distributed under the current monitoring 

period was 01-May-2022. No further distribution of LEDs has been planned by the Project 

Proponent under this grouped project. During the current monitoring period, no incident or event 

occurred, that could affect GHG emissions reduction and implementation of the approved 

monitoring plan.  

3.2 Deviations 

2.1.1 Methodology Deviations 

The project did not apply any methodology deviation. 

2.1.2 Project Description Deviations 

The project did not apply any project description deviation. 

 
4 https://cdm.unfccc.int/ProgrammeOfActivities/poa_db/MN26BFZ0CHPIR47GQ1L3YES9XVKTUD/view (PoA)  

https://cdm.unfccc.int/ProgrammeOfActivities/poa_db/MN26BFZ0CHPIR47GQ1L3YES9XVKTUD/view
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3.3 Grouped Projects 

Each instance under this grouped project meets the eligibility criteria for the current monitoring 

period as stated below-  

S.No. Criteria Condition to be met Supporting Evidences 

1 Methodology Meet the applicability conditions set 

out in the methodology applied to the 

project: The project activity instance 

shall use AMS-II.C- Demand-side 

energy efficiency activities for specific 

technologies, Version 15.0. and shall 

meet all the applicability conditions.   

Details of how each project 

activity instance meets the 

requirements of the 

methodology can be 

confirmed from the registered 

CPA-DD5.  

2 Technology Use the technologies or measures 

specified in the project description: 

New LEDs will replace existing 

incandescent lamp (ICL). The lumen 

output of the project LEDs would be 

between 90%-150% of the lumen 

output of the baseline incandescent 

lamps. 

Technical Specifications of 

the LEDs provided by 

manufacturer has been 

provided to the VVB. 

3 Baseline 

Scenario 

New project activity instances are 

subject to the baseline scenario 

determined in the project description 

for the specified project activity and 

geographic area: The baseline is 

“continued use of existing luminaries 

in the households”. This also 

conforms to paragraph 51 of applied 

methodology according to which, 

“assumed baseline scenario is that 

lighting by the project lamps would 

have been provided by the lamps 

collected and replaced by the project 

activity”. 

Baseline Scenario can be 

confirmed from the registered 

registered CPA-DD6. 

 
5 https://cdm.unfccc.int/ProgrammeOfActivities/cpa_db/S9LG8NV6RJQ4WBFE7K3PD5A2I0TYMU/view  

6 https://cdm.unfccc.int/ProgrammeOfActivities/cpa_db/S9LG8NV6RJQ4WBFE7K3PD5A2I0TYMU/view   

 

https://cdm.unfccc.int/methodologies/DB/7Y44EN2RTD02AJ78JVWCGARE8W64KP
https://cdm.unfccc.int/ProgrammeOfActivities/cpa_db/S9LG8NV6RJQ4WBFE7K3PD5A2I0TYMU/view
https://cdm.unfccc.int/ProgrammeOfActivities/cpa_db/S9LG8NV6RJQ4WBFE7K3PD5A2I0TYMU/view
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4 
 

Additionality   Have characteristics with respect to 

additionality that are consistent with 

the initial instances for the specified 

project activity and geographic area: 

The financial indicator against which 

the Project activity instances will 

demonstrate investment barrier, shall 

be Net present value (NPV). 

Project Activity Instance NPV 

calculation spreadsheet.  

5 Defined 

geographic 

area 

Occur within one of the designated 

geographic areas specified in the 

project description:  

Eastern Uttar Pradesh, within the 

Purvanchal Vidyut Vitaran Nigam 

Limited (PuVVNL) network circle. 

Instances under this grouped 

project were implemented in 

eastern Uttar Pradesh only. 

No further distribution has 

been planned by the Project 

Proponent under this grouped 

project.  

Evidence: Project Activity 

Instance Database 

containing address, including 

Geographical Coordinates of 

each consumer to which LEDs 

were distributed. 

6 
 

Ownership 

 

Have evidence of project ownership, 

in respect of each project activity 

instance, held by the project 

proponent from the respective start 

date of each project activity instance:  

A default Beneficiary Agreement for 

end users including the provision that 

emission reductions generated by the 

project activity are owned by the 

Project Proponent will be provided for 

project activity instance 

Copy of Consent letter / 

record of consent given from 

End user to Project Proponent 

regarding emission reduction 

claims. 

 

7 
 

Start Date The project activity instance start date 

will be same as or later date than the 

grouped project start date.  

Copies of signed consent 

letter/record of consent given 

by End user to PP for first LED 

distributed under the grouped 

project.  
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8 Capacity limit 

 

 

 

Where a capacity limit applies to a 

project activity included in the 

project, no project activity 

instance shall exceed such limit:  

1. The aggregate energy savings by a 

single project activity instance 

shall not exceed the equivalent of 

60 GWh per year as mentioned in 

applicable methodology AMS II-C: 

Demand-side energy efficiency 

activities for specific technologies, 

Version 15.0 

2. Each project activity instance that 

exceeds one percent of the 

capacity limit (i.e., 0.6 GWh) shall 

be identified.  

3. Such instances shall be divided 

into clusters, whereby each cluster 

is comprised of any system of 

instances such that each instance 

is within one kilometer of at least 

one other instance in the cluster. 

Instances that are not within one 

kilometer of any other instance 

shall not be assigned to clusters.  

 

The grouped project consists 

of 928,699 project activity 

instances. Energy Savings 

from each instance have 

been calculated and provided 

in Project Activity Instance ER 

Spreadsheet.  

1. No project activity 

instance exceeds the 

equivalent of 60 GWh per 

year. Same can be 

verified by the Project 

Activity Instance ER 

Spreadsheet being 

submitted to the VVB.  

2. No Project Activity 

Instance exceeds one 

percent of capacity limit 

Same can be verified by 

the Project Activity 

Instance ER Spreadsheet 

being submitted to the 

VVB.  The maximum 

annual energy savings 

from each project activity 

instance are calculated 

to be 1.53 MWh which is 

well below 1% (i.e, 0.6 

GWh) of capacity limit 

(considering 

replacement of five 100 

W ICLs with five 12 W 

LEDs in a grid connected 

household).  Therefore, 

the project activity 

instances under this 

grouped project shall not 

be assigned to clusters.  
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9 Double 

counting 

The LED distributed in any project 

activity instance shall be uniquely 

identifiable based on the distribution 

records. Each LED distributed will 

have corresponding end user details 

(i.e., name, geographical coordinates, 

address, Unique Identification 

number etc.). 

Project Activity Instance 

Database containing 

combination of end user 

details, consumer number 

and address including 

Geographical Coordinates of 

each consumer to which LEDs 

are distributed. 

Table 3: Compliance of eligibility criteria at instance level 

For each new project activity instance, the above eligibility criteria have been confirmed within 

the project database at the time of verification.  

4 DATA AND PARAMETERS 

4.1 Data and Parameters Available at Validation 

Data / Parameter EFCO2, ELEC,y 

Data unit tCO2/MWh 

Description Combined margin emission factor for Indian grid calculated 

according to equation 16 of methodological tool 07- ‘Tool to 

calculate the emission factor for an electricity system’; version 

07 

Source of data CO2 Baseline Database for the Indian Power Sector, User Guide; 

Version 13.0 (June 2018)7 

Value applied 0.92 

Justification of choice of 

data or description of 

measurement methods 

and procedures applied 

The Project Proponent has applied the latest grid emission factor 

database available on the CEA website and fixed the value ex-

ante.  

 Purpose of Data Used in calculation of baseline emissions and project emissions 

Comments none  

 

 

 
7 https://cea.nic.in/cdm-co2-baseline-database/?lang=en  

https://cea.nic.in/cdm-co2-baseline-database/?lang=en
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Data / Parameter Li 12W 

Data unit Hours 

Description Rated average operating hours for LED type i 

Source of data Manufacturer ‘s specification 

Value applied 25,000 

Justification of choice of 

data or description of 

measurement methods 

and procedures applied 

The value has been determined from independent life-tests of 

the LEDs as per national or any other admissible test. The value 

has been fixed ex-ante. 

 Purpose of Data Used in calculation of baseline emissions and project emissions 

Comments none 

 

Data / Parameter Li 7W 

Data unit Hours 

Description Rated average operating hours for LED type i 

Source of data Manufacturer ‘s specification 

Value applied 25,000 

Justification of choice of 

data or description of 

measurement methods 

and procedures applied 

The value has been determined from independent life-test 

reports of the LEDs as per national standard IS 16012 (Part 2): 

2017. The value has been fixed ex-ante. 

 Purpose of Data Used in calculation of baseline emissions and project emissions 

Comments none 

 

4.2 Data and Parameters Monitored 

Data / Parameter ni baseline (60W) & (100W) 

Data unit Number 

Description Number of pieces of 60 W and 100 W baseline Incandescent 

Lamps replaced. 

Source of data Actual collection record as stored in database 
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Description of 

measurement methods 

and procedures to be 

applied 

At the time of the exchange of baseline ICL a record was kept of 

the number of replaced lamps. The data was recorded through a 

handheld device that relayed it in real time to a central Database 

Management System.  

Frequency of 

monitoring/recording 

Once at the time of project installation 

Value applied 60 W-1,470,909 

100 W- 3,163,310 

Monitoring equipment none 

QA/QC procedures to be 

applied 

Data was collected via smart phone or tablet app module 

connected to data cloud. This allows data validation checks to be 

enforced at the point of collection, hence minimizing errors.  

Purpose of data Calculation of baseline emissions  

Calculation method none 

Comments Data will be stored in the Data Management System for at least 

two years after the crediting period or the last issuance.  

 

Data / Parameter ni baseline scrapped (60 W & 100 W) 

Data unit Number 

Description Number of pieces of 60 W and 100 W baseline Incandescent 

Lamps destroyed. 

Source of data Actual destruction record 

Description of 

measurement methods 

and procedures to be 

applied 

The project involved one to one replacement of baseline lamp 

with project lamp. At the time of the exchange of baseline lamp, 

a record was kept of the replaced equipment. The collected 

baseline lamps were stored in separate boxes according to their 

wattages at a central facility. Each box had suitable labels with 

information about the type, number and wattage of baseline 

lamps stored in it. At the time of destruction, the contracted 

entity has ensured recording and independent verification of 

scrapped baseline lamps.  

Frequency of 

monitoring/recording 

Once  

Value applied 60 W- 1,470,909 

100 W- 3,163,310 
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Monitoring equipment None 

QA/QC procedures to be 

applied 

Number of baseline lamps that are destroyed will be cross 

checked with ni baseline (100 W) & (60 W) 

Purpose of data Requirement of the applied methodology 

Calculation method None 

Comments None 

 

Data / Parameter ni project (7 W, 12 W) 

Data unit Number 

Description Number of pieces of 7W,12 W project lamps distributed 

Source of data Actual collection record as stored in database 

Description of 

measurement methods 

and procedures to be 

applied 

Maximum five project LEDs have been distributed in each grid 

connected household of eastern Uttar Pradesh. The data was 

recorded through a handheld device that relayed information in 

real time to a central Database Management System.  

Frequency of 

monitoring/recording 

Once at the time of project installation 

Value applied 7 W- 1,470,909 

12 W- 3,163,310 

Monitoring equipment Once at the time of project installation 

QA/QC procedures to be 

applied 

Data was collected via smart phone or tablet app module 

connected to data cloud. This allowed data validation checks to 

be enforced at the point of collection, hence minimizing errors.  

Purpose of data Calculation of project emissions 

Calculation method None 

Comments None 

 

 Data / 

Parameter 

ni, operational (7 W, 12 W) 

Data unit Number 
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Description Total number of 7W, 12 W project lamps that are operational 

during monitoring period 

Source of data Ex-post monitoring survey of sample of non-metered 

households 

Description of 

measurement methods 

and procedures to be 

applied 

The ni operational value is calculated from the results of ni 

survey, as follows: 

• Obtain the ratio of the number project lamps of type ‘i’ 

with SHINE logo found installed & operating in the sample 

households and the number of lamps of type ‘i’ claimed to be 

distributed in the sample households 

• Multiply the ratio obtained by the total number of lamps 

of type i claimed to be distributed in the CPA area 

 

The claimed number of lamps is capped by the number of 

ICLs destroyed. 

Frequency of 

monitoring/recording 

Annually 

Value applied 7 W- 1,443,156(98.11%) 

12 W- 3,119,375(98.61%) 

 

Monitoring equipment Not applicable 

QA/QC procedures to be 

applied 

Monitoring survey was conducted by qualified and experience 

third party agency in accordance with the requirement of 

methodology so that the estimate of ni operational obtained is 

unbiased and reliable.  

Purpose of data Calculation of baseline and project emissions 

Calculation method None 

Comments None 

 

Data / Parameter ρi (baseline 60 W, 100 W) 

Data unit Watts 

Description Rated power of 60 W and 100 W baseline lamps replaced 

Source of data Actual collection record as stored in the database management 

system 
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Description of 

measurement methods 

and procedures to be 

applied 

At the time of the exchange of baseline lamp, nameplate data of 

wattage was recorded for each replaced lamp. The data was 

recorded through a handheld device that relayed it in real time to 

a central DMS.  

Frequency of 

monitoring/recording 

Once at the time of project installation 

Value applied  60 W and 100 W  

Monitoring equipment Once at the time of project installation 

QA/QC procedures to be 

applied 

Data was collected via smart phone or tablet app module 

connected to data cloud. This allowed data validation checks to 

be enforced at the point of collection, hence minimizing errors.  

Purpose of data Calculation of baseline emissions 

Calculation method none 

Comments none 

 

Data / Parameter ρi (project 7W, 12W) 

Data unit Watts 

Description Rated power of 7W,12W project LEDs (Watts) 

Source of data Actual distribution record as stored in the database management 

system 

Description of 

measurement methods 

and procedures to be 

applied 

Nameplate data for each project lamp was recorded at the time 

of distribution and was stored in a central DMS 

Frequency of 

monitoring/recording 

Once at the time of project installation 

Value applied 7W, 12W 

Monitoring equipment Once at the time of project installation 

QA/QC procedures to be 

applied 

Data was collected via smart phone or tablet app module 

connected to data cloud. This allows data validation checks to be 

enforced at the point of collection, hence minimizing errors.  

Purpose of data Calculation of project emissions 

Calculation method none 
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Comments none 

 

Data / Parameter Ly 

Data unit Percent 

Description Average annual technical grid losses 

Source of data Default value from methodology AMS- II.C. – version 15.  

Description of 

measurement methods 

and procedures to be 

applied 

Default value 

Frequency of 

monitoring/recording 

Fixed for crediting period 

Value applied 10% 

Monitoring equipment Once at the time of project installation 

QA/QC procedures to be 

applied 

Not applicable 

Purpose of data Calculation of baseline emissions and project emissions 

Calculation method none 

Comments This value shall not include non-technical losses such as 

commercial losses (e.g., theft/pilferage) 

 

Data / Parameter oi project (7W)/(12W) /baseline (60W)/(100W) 

Data unit Hours 

Description Average annual operating hours of type ‘i’ project/baseline lamp 

Source of data Result obtained from Monitoring Survey  

Description of 

measurement methods 

and procedures to be 

applied 

The operating hours were measured continuously for a period of 

90 days with the help of run time meters installed on a sample of 

lighting points. The data thus measured was used for calculating 

average daily operating hours. The value obtained has been 

multiplied with 365 days to give average annual operating hours 

of baseline/project lamps. Sample size was determined in 

accordance to guidelines for Sampling and surveys for CDM 

project activities and programmes of activities, version 09.  
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Frequency of 

monitoring/recording 

once, prior to or concurrent with the first ex-post monitoring 

Value applied 3299.6 

Monitoring equipment Run Time Meters 

QA/QC procedures to be 

applied 

Project database will be internally checked on a regular basis for 

any anomaly 

Purpose of data Baseline and project emission calculation 

Calculation method none 

Comments data will be stored in the project database for at least two years 

after the crediting period or the last issuance 

4.3 Monitoring Plan 

The following section elaborates upon the following key elements of the monitoring plan: 

1. As per the applied methodology AMS-II.C.; Version 15.0. (ii), the monitoring plan has been 

implemented at the following levels:   

i.  Distribution of project LEDs  

ii.  Collection and destruction of baseline lamps  

iii.  Ex-post Monitoring Survey  

2. Roles and Responsibilities of the parties 

1. Monitoring requirements as defined in methodology AMS-II.C.; Version 15.0. 

i.  Distribution of project LEDs  

The project has adopted a two-way approach, i.e., kiosk-based approach and direct 

installations in households to replace the ICLs with LED lightbulbs as represented in the 

following Figure 1. 
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Figure 1: LED Distribution and ICL Disposal Approach 

 

               Information regarding the following parameters was collected at the time of LED distribution: 

 

Parameter 

 

 

Description  Data 

Unit 

Monitoring 

Method 

Data 

Collection 

Method 

Frequency Sampling 

ρi (baseline 

60 W, 100 W) 

Electrical 

Power 

Demand of 

baseline 

lamps 

Watts  On-site visit by 

distribution team 

at the time of 

project 

implementation  

Data was 

collected via 

smart phone 

or tablet app 

module 

connected to 

data cloud. 

This was 

relayed in real 

time to a 

central DMS. 

Once at the 

time of grouped 

project 

implementation  

100 

percent of 

data was 

monitored 

ni baseline 

(60W) & 

(100W) 

Number of 

pieces of 

baseline 

lamps 

replaced  

Number 

ρi (project 

7W, 12W) 

Electrical 

Power 

Demand of 

Watts 
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project 

devices 

ni project 

(7 W,12 W) 

Number of 

project 

devices 

distributed 

Number 

Table 4: Monitoring Parameters under the grouped project 

ii. Process of collection and destruction of baseline lamps and its documentation:  

After the completion of LED installation stage, the collected ICLs were stored in separate 

boxes according to the wattage and clearly labelled as per their contents. These ICL boxes 

were transferred to centrally designated ICL storage facilities. Further arrangement was 

made with ICL waste disposal agency to collect ICLs from these centrally designated 

storage facilities (collection points) for the destruction of ICLs in safe manner. 

At the beginning of the monitoring interval, the PP verified whether the number of 

distributed LEDs was equal to or less than the number of returned and destroyed ICLs in 

the grouped project. Following the Random ICL Inspection, all ICLs collected were 

transported from the collection point to a disposal facility which is qualified and 

authorized to destroy ICLs (ICL Destruction Facility). Upon arrival at the ICL Destruction 

Facility, the waste disposal agency has ensured that there has been no change in the 

total number of ICLs from that recorded at the Collection Point. After the completion of 

ICL destruction, waste management company issued a “Certificate of Destruction” 

iii. Ex-post Monitoring Survey 

Monitoring survey was conducted through questionnaires along with physical 

observations by a competent third party hired by PP.  

The following parameters were monitored via ex-post monitoring survey: 

 

Parameter Description  Data 

Unit 

Monitoring 

Method 

Data Collection 

Method 

Frequency Sampling 

Oi project Average 

annual 

operating 

hours of 

project LEDs 

hours Remote 

Survey via 

data 

loggers 

The operating 

hours was 

measured 

continuously for 

a period of 90 

days with the 

help of run time 

meters installed 

on a sample of 

lighting points. 

The data thus 

measured was 

Once, 

concurrent 

with the first 

ex-post 

monitoring  

Random 

samples 

were 

collected 

from each 

using 

statistical 

tools. 

Sample size 

was 

determined 

to have at 
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used for 

calculating 

average annual 

operating hours. 

least 95% 

confidence 

level and 

10% 

maximum 

margin of 

error 

ni operational Number of 

group i 

project LEDs 

that are 

operational 

during time 

interval ‘t’  

number Survey 

through on-

site visit by 

third party 

monitoring 

team  

Visits to the 

premises, visual 

inspection, and 

interview with 

the LED user to 

assess whether:  

i. LEDs have 

project logo  

ii. LEDs were 

operational  

Annual Simple 

Random 

Sampling 

was carried 

out as per 

wattage of 

LEDs 

distributed 

using 

statistical 

tools. 

Sample size 

was 

determined 

to have at 

least 95% 

confidence 

level and 

10% 

maximum 

margin of 

error 

Table 5: Monitoring Parameters under the grouped project 

 

Description of the implemented sampling plan:   

(i) Sampling Design:  

Due to the large number of LEDs distributed as part of the grouped project, it was not 

economically feasible to monitor each individual LED distributed. Therefore, representative 

sampling was undertaken that is designed in line with the requirements of the “Standard for 

sampling and surveys for CDM project activities and programme of activities”, version 09.0.  

(ii)  Objective and Reliability Requirements:  

The objective of the 1st Monitoring Survey under VCS was to obtain an unbiased and reliable 

estimate of the proportion or mean of the following key variable over the course of the 

crediting period, and with 95/10 confidence/precision.  
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Monitored Parameters:  

Parameter Description of Parameter 

Oi project Operating hours of replaced ICL lamps or installed LEDs using run 

time meters 

ni operational Number of operational project lamps during the monitoring period 

(iii) Target Population:  

The proposed project activities employ a homogenous technology with similar operating 

characteristics i.e., LED; but are dispersed amongst many DISCOM connected consumers. The 

target population is the end user representative of the project scenario using the LED 

technology. A list of end users with contact details is maintained in the Project Database.  

  (iv)  Sampling Frame:  

The sampling frame is representative of the population and consists of all households where 

incandescent bulbs have been replaced by the LEDs under the grouped project.  

For each instance, the sample frame is developed from the respective state utility customer 

account records. The frame consists of currently active accounts with a unique service code. 

The units in the sampling frame shall meet the following criteria: 

- All units will have an alpha/ numerical identifier 

- All units can be easily traced –contact information, geographical location or other 

relevant information of beneficiary is present 

- Every element of the population is present only once in the frame 

- No elements from outside the population of interest are present in the frame 

Where information miss-match is observed, conservative assumptions would be applied. 

   (v)  Sampling Design   

Simple Random Sampling was applied on distribution database for each type of LED wattage 

and samples were randomly selected from the distribution database with the help of online 

software.  Combined monitoring survey has been carried out for all project activity instances 

under this grouped project.  

     Please refer to Table 4 regarding the approach followed for data collection of monitoring 

parameters- Oi project, ni operational.  

     (vi) Sample Size 

The sample size was calculated using the formula provided by Guidelines for Sampling and 

Surveys for CDM Project Activities and Programme of Activities (Version 04.0). The sample size 

calculation spreadsheet is being submitted to the verifying VVB. The sample size was adjusted 

on higher end to account for non-responses where the rate was determined by PP based on 

previous experience.  

For proportional parameters (Number of operational LEDs):  

To estimate the number of LEDs to be surveyed with a 10% margin of error at desired 

confidence level of 95%, the optimal sample size n is given by: 

     
    



 Monitoring Report: VCS Version 4.1 

25 

 

 Here,  

    n= Sample Size 

    N= Number of Households 

p= Expected proportion – conservative assumption of 90% has been applied for sample size                    

calculation 

                1.96= Represents the 95% confidence required 

                0.1= Represents the 10% precision required   

For mean value parameters (operational hours of LED), monitoring survey was carried out as 

part of first verification under VCS.  

Collected data -   

The data collected from the field surveys was compiled into the Excel spreadsheet and was 

shared with the VVB. Hard copies of the surveys forms are kept, and the database has a back-

up.  

Analysis of the collected data:  

Data obtained from the samples was used to estimate the values for the parameter described 

above. The values were then factored into the emissions reduction calculations.  

Demonstration of whether the required confidence/precision has been met.  

As part of the quality control on the data collected, the reliability calculation was performed, 

Reliability levels were set at 95% confidence and 10% precision.   

The summary is provided in table below: 

Grouped Project VCS 2700 LED Distributed 

7W LED 12 W LED 

Sample Size 43 43 

Number of LED Surveyed 53 72 

Number of LED found operational- ni  52 71 

LED Loss Rate for this MP 1.89% 1.39% 

Precision achieved 0.03% 2.74% 

Table 6: Summary of Monitoring Survey Results Analysis  

Details regarding Sample estimate for parameter Oi project and reliability check is being 

submitted in Operating hours Calculation spreadsheet being submitted to the VVB.  

Sample estimates of both parameters are within the required reliability precision.  

   

2. Roles and Responsibilities of the parties: 

 

The below flow-chart illustrates the roles and responsibilities of the parties during the implementation 

of the monitoring plan for the project. In the below flowchart, the project implementer is abbreviated 

to “Imp”, and can be the PP or another party authorized by the PP. The key elements of the ex-post 

monitoring survey approach have also been summarized below:  
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Figure 2:  Ex-post Monitoring survey Approach 

1. User registers LED: Project implementer collected/received the necessary information 

requested in the Registration process from the user. Means of collecting this information was 

through a registration process performed by ground team under both the types of distribution. 

In addition to registering the LEDs, a record was also maintained about the number of ICLs 

collected back from the beneficiaries. The project adopts a one-to-one mapping approach for 

replacing ICLs with LEDs. PP staff double checked the accuracy of information provided, and 

request for ground team additional clarifications if needed. 

2. Data logged into database: DA trained staff had input the data in the database automatically 

using a digital platform. DA staff double checked the information included on the database and 

checked for duplications. Any duplicate information has been investigated, and errors 

corrected or excluded from the database if it is a true duplicate entry. 

3. Spot-checking (ongoing): DA field staff randomly selected units included in the database and 

visit or contacted the LED lightbulbs households to cross-check the information on the 

database with the factual evidence in the field. Any inconsistencies found (e.g., change in the 

address of a user) were updated on the database, and in the case, LEDs were found to be no 

longer in use, they were clearly marked as such and excluded from emission reductions 

calculations. 
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4. Monitoring: DA followed the requirements as per methodology to collect the necessary 

information for a monitoring report. 

5. Preparation of monitoring report: The PP prepared the final monitoring report to be provided to 

the VVB for verification of emission reductions. A copy of the monitoring report will remain with 

the PP.  

 

Implementation and quality assurance and control and procedures used for handling any internal 

auditing performed and non-conformities identified: Project Proponent trained monitoring 

personnel on monitoring procedures, including provisions for maximizing response rates, 

documenting out-of-population cases, refusals and other sources of non-response. The monitoring 

survey included several questions to support the information on the key monitoring parameters. 

These included visual inspections to confirm LED use, check of randomly selected households.  

The PP coordinates and manages each DA and assist them in implementing each element of 

the monitoring plan. Also, regular audits conducted throughout the project lifetime ensures 

proper functioning of LED lightbulb and determination of the lifespan of the same . 

5  QUANTIFICATION OF GHG EMISSION 

REDUCTIONS AND REMOVALS 

5.1 Baseline Emissions 

According to paragraphs 20 and 21 of the applied methodology, Option 1 i.e. ‘Constant Load 

Equipment’s’ is applicable for the present project. Baseline emission is calculated using the 

following equations: 

BLrefBLrefCO2,ELEC,yyBLy GWPQEFEBE ,,, +=
 

As the project entails replacement of LED in place of ICLs hence no refrigerant is involved. The 

above equation is then modified as: 

CO2,ELEC,yyBLy EFEBE = ,  

BEy = Baseline emissions in year y (tCO2e) 

yBLE ,  
= Energy consumption for the baseline (ICLs) in year y (kWh) 

EFCO2,ELEC,Y = Electricity emissions factor. If electricity displaced is grid, the emission 

factor in year y shall be calculated in accordance with the provisions in 

AMS-I.D (tCO2/MWh). If electricity displaced is captive electricity, the 

emission factor in year y shall be calculated in accordance with the “Tool 

to calculate baseline, project and/or leakage emission from electricity 

consumption”  
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Energy consumption for baseline in year y is calculated as: 

 −=
i yiiiyBL lonE )1/((, 

 

Where, 

in  = Number of pieces of equipment of the group of ‘i’ baseline equipment 

(ICLs) replaced. 

i  
= Electrical power demand (kW) of the group of ‘i’ baseline equipment 

(e.g. 60W or 100W incandescent lamps). 

In the case of more than one type of ICLs are replaced, electrical power 

demand is the weighted average of the rated power (kW) of group i 

baseline equipment (ICLs). 

i  
= Average annual operating hours of the group of ‘i’ baseline equipment 

(ICLs). 

The operating hours of the baseline equipment in year y can be 

determined using surveys by continuous measurement of usage hours 

of baseline equipment for a minimum of 90 days. For a large population 

of baseline equipment: (a) Use a representative sample (sampling 

determined by a minimum 90% confidence interval and 10% maximum 

error margin); (b) Apply correction for seasonal variation, if any; and (c) 

Ensure that sampling is statistically robust and relevant, i.e. the 

selection of the equipment to be analysed for operating hours has a 

random distribution and is representative of target population (size, 

location). 

yl  
= 

 

 

 

 

 

 

 

 

 

 

  

Average annual technical grid losses (transmission and distribution) 

during year y for the grid serving the locations where the devices are 

installed, expressed as a fraction. This value shall not include non-

technical losses such as commercial losses (e.g. theft). The average 

annual technical grid losses will be determined using recent, accurate 

and reliable data available for the host country. This value can be 

determined from recent data published either by a national utility or an 

official governmental body. The reliability of the data used (e.g. 

appropriateness, accuracy/uncertainty, especially exclusion of non-

technical grid losses) will be established and documented by the project 

participant. A default value of 0.1 shall be used for average annual 

technical grid losses, if no recent data are available or the data cannot 

be regarded accurate and reliable 

 

0.95               

 

= Net to gross adjustment factor 

For 100 W ICLs replacing 12 W 

EBL,y = 0.95 x (0.9861x 0.1 x 3299.6) / (1- 0.10)  

= 343.45  kWh  

BE y = 343.45 x 0.92/1000 

 = 0.316 tCO2e/ICL/year   
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For 60 W ICL replacing 7 W 

EBL,y = 0.95 x (0.9811 x 0.06 x 3299.6) / (1- 0.10)  

= 205 .03 kWh  

BE y = 205.03 x 0.92/1000 

 = 0.189 tCO2e/ICL/year 

5.2 Project Emissions 

Project emissions on account of electricity used by the project equipment shall be calculated 

according to following equations: 

yrefCO2,ELEC,yyPEy PEEFEPE ,, +=
         

Where, 

yPE
 

= Project emissions in year y (tCO2e) 

yPJEP ,  
= Energy consumption in project activity in year y. This shall be determined 

ex post based on monitored values 

CO2,yEF
 

= Emission factor for electricity or thermal baseline energy. The emissions 

associated with grid electricity consumption should be calculated in 

accordance with the procedures of AMS-I.D. For fossil fuel displaced 

reliable local or national data for the emission factor shall be used; IPCC 

default values should be used only when country or project-specific data 

are not available or difficult to obtain 

PEref,y = Project emissions from physical leakage of refrigerant from the project 

equipment in year y (tCO2e/y)  

 

As the project entails replacement of LED in place of ICLs hence no refrigerant is involved. The 

above equation is then modified as: 

𝐸𝑃𝐸,𝑦 = 0.95 ∗∑(𝑛𝑖 × 𝜌𝑖 × 𝑜𝑖/(1 − 𝑙𝑦)

𝑖

 

  Where, 

in  = Number of group ‘i’ project devices operating during time interval t in 

year y. 

i  
= Electrical power demand (kW) of the group ‘i’ project devices 

measured during the time interval t in year y.   

i  
= Operating hours of group of ‘i’ project devices in the time interval t in 

year y   

  

0.95 = Net to gross adjustment factor 
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For calculating the project emissions for the current monitoring period, project emission per 

LED has been calculated for each type (i.e., each for 7W,12W) of project lamp and then 

apportioned according to the working days for each household as per the database in the ER 

calculation spreadsheet.  

For 12 W LEDs  

 = 0.95 x (0.9861 x 0.012 x 3,299.6) / (1- 0.10) 

  = 41.21 kWh 

   = 41.21*0.92/1000 

   = 0.038 tCO2e/LED/year 

For 7 W LEDs  

 = 0.95 x (0.9811 x 0.007 x 3,299.6) / (1- 0.10) 

  = 23.92kWh 

      = 23.92*0.92/1000 

   = 0.022 tCO2e/LED/year 

5.3 Leakage 

According to the applied methodology, leakage emissions have to be considered if the energy 

efficiency technology involves equipments transferred from another activity. In the proposed 

project activity, LEDs that will be distributed to the consumers are not transferred from another 

activity; hence leakage emissions are not applicable. 

5.4 Net GHG Emission Reductions and Removals 

The emission reduction by the grouped project have been calculated in accordance with 

equation 10, of the small-scale methodology AMS II.G., Version 15.0.  

ERy =(BEy - PEy) - LEy  

Where: 

ERy          = Emission reductions in year y (tCO2e) 

BEy          =  Baseline emission in year y (tCO2e) 

PEy          =  Project emission in year y (tCO2e) 
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LEy          =  Leakage emission in year y (tCO2e)  

Since, Leakage emission considered as Zero (0). Hence, 

 

ERy =BEy - PEy 

 

Year Baseline 

emissions or 

removals 

(tCO2e) 

Project emissions 

or removals 

(tCO2e) 

Leakage 

emissions 

(tCO2e) 

Net GHG 

emission 

reductions or 

removals 

(tCO2e) 

Year 2021 

(25-March- 

2021 to  

31-

December-

2021) 

174,807 20,840 0 153,967 

Year 2022 

(01-January-

2022 to 31-

May-2022) 

436,154 52,058 0 384,096 

Total 610,961 72,898 0 538,063 
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APPENDIX A: LIST OF ABBREVIATIONS 
AMS: Approved small scale Methodology 

BEPL: Brightspark Energy Private Limited 

CDM: Clean Development Mechanism 

CPA: Component Project Activity  

CQC: C-Quest Capital LLC 

DA: Distribution Agency 

DISCOM: Distribution Company 

EIA: Environmental Impact Assessment 

GHG: Greenhouse Gas Emissions  

ICL: Incandescent Lamps 

ISP: Independent Service Providers  

LED: Light Emitting Diode  

MoEF: Ministry of Environment and Forest 

ODP: Ozone Depleting Potential 

PD: Project Description 

PP: Project Proponent 

SDG: Sustainable Development Goals 

SD VISta: Sustainable Development Verified Impact Standard 

SME: Small and Medium Enterprises 

VCS: Voluntary Carbon Standard 

VVB: Validating and Verifying Body 

 


