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1 PROJECT DETAILS

1.1 Summary Description of the Project

A summary description of the technologies/measures to be implemented by the project

The Grouped Project activity “DelAgua Clean Cooking Grouped Project in Sierra Leone” aims
at distribution of Improved Cooking Stoves (ICS) in the Least Developed Country Sierra
Leonel. The project activity (interchangeably called “program” or GP for Grouped Project) is
yet to be implemented and is currently under the development stage.

The project proponent “DelAgua Health Rwanda (Voluntary) Limited” (DelAgua) is planning
to distribute 150,000 ICS in its first instance, and these are expected to be distributed to a
total of 1,000,000 ICS throughout the program’s lifetime. The ICS will be high efficiency
cooking devices, leading to a reduction in the indoor smoke levels, time spent on collection
of firewood used for cooking a specified quantity of meal, and reduction in the usage of
firewood compared with the pre-project scenario.

The location of the project

The project activity will be implemented in the host country of Sierra Leone. The Project
Activity Instances (PAls) will occur in geographically defined regions within Sierra Leone.
Further details on the program locations may be accessed through Section 1.12 of this
document.

An_explanation of how the project is expected to generate GHG emission reductions or
removals

The program is reducing the usage of firewood as fuel used for cooking at household level,
thereby, reducing the GHG emissions arising out of the burning of fossil fuels. This reduction
in the firewood usage at the household level will be achieved by the usage of project ICS for
cooking, as it has a higher thermal efficiency, therefore, consuming lesser amount of fuel
and time in cooking a specific amount of meal.

A brief description of the scenario existing prior to the implementation of the project

The scenario existing prior to the implementation of the project activity is usage of traditional
cooking devices (3 stone fire & rondereza), which have very low thermal efficiency value.
Because of the low thermal efficiency, the cooking devices used prior to the project
implementation consume huge amount of firewood. Due to the continuous collection of
firewood from an area, the quantity of firewood that may be used as cooking fuel reduces.

L https://unctad.org/topic/least-developed-countries/list
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This reduction in firewood leads to deforestation, where the time taken to collect woody
biomass increases.

The average annual and total GHG emission reduction expected from the grouped project is
expected to be 6,666,568 and 46,665,974 tCO2ze, respectively, over the first 7-year crediting
period.

Sectoral Scope and Project Type

The sectoral scope and project type is provided as below:
Sectoral Scope 03 — Energy demand

Type Il — Energy efficiency improvement projects

Activity category — non AFOLU

The project activity is designed as a Grouped Project Activity and includes several
Project Activity Instances (PAls) of the same activity type into one Project Description.
New instances shall be introduced to the grouped project activity at any monitoring

period, with a PAl defined as:

“Distribution of efficient cookstoves to a local community within a specific geographic
and climatic region in the project boundary.”

Project Eligibility

The Grouped Project Activity falls within the scope of the VCS Program. Also, none of the two
activities within the GP are listed in the category of excluded projects in Table 1 of the VCS
Standard ver. 4.3, and therefore, it is eligible under the scope of the VCS Program.

Table 1: VCS Program scope

Scope Applicability

The six Kyoto Protocol greenhouse gases. The program reduces GHG emissions
associated with the combustion of cooking

fuels. Gases included are CO2, CHa4, N20.

Ozone-depleting substances (ODS).
The program does not involve any ODS.

Project activites supported by a | The ICS distributed (& to be distributed) in
methodology approved under the VCS | the program uses the methodology
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Program through the methodology approval | “VMRO006 “Methodology for Installation
process. of High Efficiency Firewood Cookstoves”,
version 1.1.” which is a VCS approved
methodology.

Project  activities  supported by a
methodology approved under a VCS
approved GHG program, unless explicitly Not applicable.
excluded under the terms of Verra approval.

Table 2: Excluded project activities under the VCS Program

Excluded Activity Applicability
N/A.
Activities that reduce hydrofluorocarbon-23 | 1 program will reduce GHG emissions
(HFC-23) emissions associated with the combustion of cooking
fuels.
N/A

Grid-connected electricity generation using The program activities will be energy

hydro-power plants/units efficiency measures and will not generate
electricity from hydro-power plants/units.

N/A.

Grid-connected electricity generation using The program activities will be energy
wind, geothermal, or solar power efficiency measures and will not generate
plants/units electricity from wind, geothermal, or solar
power plants/units.

Utilization of recovered waste heat for, inter N/A.

alia combined cycle electricity generation | 1 program will involve energy efficiency

and the provision of heat for residential, measures and will not utilize recovered

commercial, or industrial use waste heat for any purposes.

Generation of electricity and/or thermal N/A
energy using biomass. This does not include '
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efficiency  improvements in  thermal
applications (e.g., cookstoves)

The program activities will surround energy
efficiency measures and will not generate
electricity using biomass. The GP includes
energy efficiency improvements in thermal
applications, i.e. cookstoves.

Generation of electricity and/or thermal
energy using fossil fuels, including activities
that involve switching from a higher carbon
content fuel to a lower carbon content fuel

N/A.

The program activities will not include the
generation of electricity and/or thermal
energy using fossil fuels, including
activities that involve switching from a
higher carbon content fuel to a lower
carbon content fuel.

Replacement of electric lighting with more
energy efficient electric lighting such as the
replacement of incandescent electrical
bulbs with CFLs or LEDs

N/A.

The program activities will not include the
replacement of electric lighting.

Installation and/or replacement of electricity
transmission lines and/or energy efficient
transformers

N/A.

The program activities will not include the
installation and/or replacement of
electricity transmission lines and/or
energy efficient transformers.

1.4 Project Design

] The project includes a single location or installation only

1 The project includes multiple locations or project activity instances, but is not being

developed as a grouped project

The project is a grouped project

Eligibility Criteria
Table 3: VCS Standard Eligibility Criteria




v VCS

How the new project activity

S No Criterion ) Evidence
instances comply
1 Project Activity Instances | Please refer the subsections | Please refer the
(PAIs) must meet the | below. subsections below.
applicability conditions set
out in the applied
methodology.
la Project activities shall be | Each PAI will distribute a) Manufacturer’s
implemented in domestic | technology that is appropriate specifications.
premises or in community- | for domestic use to household .
, b) Project ICS
based kitchens. end-users o
distribution
database
containing
unique
household end
user information.
1b The project stove shall have | ICS distributed in each PAI will 1.Ma.n.ufaf:turers
- . . specifications.
specified high-power | have a thermal efficiency of at
thermal efficiency of at | least 25%, and will be confirmed | 2- Information recorded
least 25% per the | by the end user that they were | N the househo!d visit
manufacturer’s using the firewood as the survey will establish that
L . . .., |the 'end user was
specifications and shall | cooking fuel in the project’s ) )
) ) exclusively using woody
exclusively use  woody | baseline. .
biomass as fuel for
biomass and can be single .
, _ g Each PAI will record the baseline | ooking purposes.
pot or multi-pot; in case of .
) ) and project fuel use to ensure
project stove replacing ,
] ] — | that wood fuel is the sole source
fossil fuel baseline stove, it
) of energy.
shall exclusively use
renewable biomass.
1c Both ‘Projects’ and ‘Large | PAls will comply with the GP | The GP is defined as a

Projects’ can use the

methodology

requirements

“Large Project”
according to the
guidelines set out in the
VMROO0O6 methodology
and can therefore apply
the methodology.
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1d Non-renewable biomass | Each PAl will demonstrate that | Publicly available
has been used in the | Non-renewable biomass has | reports23 are being used
project region since | been used in the project region | to confirm the biomass
31 December 1989, using | since 31 December 1989. usage in the host
survey methods or referring country since 1989.
to published literature,
official reports or statistics.
o ) ) 1. Monitoring surveys.
le For the specific case of | Biomass residues are not

biomass residues
processed as a fuel (e.g.
briquettes, wood chips), it

shall be demonstrated that:

(a)

exclusively

It is produced using
renewable
biomass (more than one
type of biomass may be
used).

(b) The consumption of the
fuel should be monitored
during the crediting period
and

(c) Energy for
renewable
processing (e.g. shredding
and compacting in the case
briquetting) may be
considered as equivalent to

the

use
biomass

of

upstream emissions

associated with the
processing of the displaced
fossil fuel and hence

disregarded.

processed as a fuel to be used in
the GP.

End users will be asked to state
their source of energy and
baseline appliance at the point
of distribution and during the
project monitoring.

Above information will be stored
in the monitoring database.

2. Project ICS
distribution poster
specific to the end-users
(sample photographs)

2 https://docs.wfp.org/api/documents/WFP-0000019952/download/

3 Page-17,Section Ill: Biomass & Household Energy
https://documentsl.worldbank.org/curated/en/156331468770400328/pdf/multi-page.pdf
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1f The Project Design | To avoid double counting of | 1. Project (GP)
Document shall explain the | emission reductions through the | Distribution  database
proposed method for | method of distribution, each | can be checked to verify
distribution of  project | cookstove has a unique | the distribution
devices including  the | identifier number and the | approach, alongwith the
method to avoid double | distribution of each stove is | distribution system
counting of emission | logged onto a database which | (includes both plan and
reductions such as unique | includes unique information for | execution steps)
identifications of product | each recipient established by the PP.
and end-user locations (e.g. ) )
Each PAI will have system for | 2. The VCS GP ICS units
programme logo) . i . , i
avoiding double counting with | will have unique
data being collected via a | engravings or  text
smartphone app (where | specifically mentioning
possible), or via paper forms, | the unitis strictly “not for
including: sale” alongwith the
o DelAgua logo.
1. Date of distribution
2. A unique serial number4 on
each technology
3. Available end-user data:
name, phone number,
address/physical location,
ID number
1g The Project Design | The End User Agreement a) End users will be
Document shall also explain | confirms that the ownership asked to sign the
how the proposed | rights of the ER/VCUs generated End User
procedures prevent double | by the PAIl reside with the PP. The Agreement and
counting of emission | signature of each end user this information
reductions, for example to | confirming their understanding will be stored in
avoid that project stove | of this agreement will be the monitoring
manufacturers, wholesale | collected at the point of database.
providers or others claim | distribution. i
. L b) Each PAl will
credit for emission )
include a

4 There are no similar programs running in the host country Sierra Leone where the same ICS models are
distributed by another entity under different program(s). If this is found during the project ICS monitoring or
verification, it shall be ensured that double counting is avoided by using distinct nomenclature for the unique ID code
of the ICS compared with the different programs, and also making sure that it has a distinct color, label, or marking.
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reductions from the project
devices.

The End User Agreement will be
in English and translated into a
local language where required. If
necessary, it will be read out to
the End User.

All rights to distribute the
delivered stoves and claim the
resultant GHG
reductions belong to the PP.

emissions

The GP will not include any PAI
that has been rejected by

statement on the
uniqueness  of
the Project and
by listing other
similar activities
(from other GHG
programme

registries) that
are taking place
within the project
boundary to
demonstrate its

measures specified in the
project description.

GP description are to be
distributed in the project. The
ICS will be chosen to deliver a
level of service at least
equivalent to the baseline
appliance.

unigueness.
another GP, or PA-DDs of any
other GHG programs.
Use the technologies or | Only ICS that conform with the | Manufacturer’s

specifications.

Apply the technologies or
measures in the same
manner as specified in the
project description.

The ICS distributed in the PAls
will adhere to the GP description
and replace biomass burned in
the baseline scenario.

Manufacturer’s
specifications.

Are subject to the baseline
scenario determined in the
project description for the
specified project activity
and geographic area.

All new PAls will be implemented
only in regions within the
geographic borders of Sierra
Leone subject to the same
baseline scenario determined in
Section 3.4 in this Project
Description.

The geographical location of the
project ICS can be traced
through the
provided in the distribution

information

database, which includes the

ICS Distribution
database
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latitude and longitude data of
the ICS distributed.

applies to a project activity
included in the project, no
PAI shall exceed such limit.
Further, no single cluster of
project activity instances
shall exceed the capacity

limit, determined as follows:

specified capacity limits
applicable, since there are no
capacity limits defined within
the applied methodology,
VMROOOG6, ver. 1.1. Therefore,
this eligibility criteria is not

applicable.

Have characteristics with | All PAls will use the activity a) An analysis of
respect to additionality that | method for demonstration of Sierra Leone
are consistent with the | additionality. government
initial instances for the programmes or
. ) o Step 1: Regulatory Surplus )
specified project activity policy for
and geographic area. There is no government cookstoves  will
mandated programme or policy be conducted
in host country of this project while describing
ensuring the distribution of new the PAI specific
project activity instances. eligibility
. ) conditions in the
Step 2: Positive List o
Monitoring
The inclusion of new project Report. See
activity instances will comply Section 3.5 of
with the positive list as it this document.
satisfies criterion 1 where it
- b) The End User
meets all the applicability ]
. Agreement  will
conditions of the methodology. ]
confirm that the
Where the project activity PAl “installs or
installs or distributes stoves at distributes
zero cost to the end-user and stoves at
has no other source of revenue discounted cost
other than the sale of GHG to the end-user
credits, the project activity shall and has no other
be deemed additional. source of
revenue other
than the sale of
GHG credits.
Where a capacity limit | The GP does not have any | N/A
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Each device that exceeds
one percent of the capacity
limit shall be identified.

Such
divided
whereby each cluster is

be
clusters,

instances shall
into

comprised of any system of
instances such that each
instance is within one
kilometer of at least one
the

cluster. Instances that are

other instance in
not within one kilometer of
any other instance shall not
be assigned to clusters.

None of the clusters shall
exceed the capacity limit
and project
activity instances shall be
added to the project that

no further

would cause any of the

clusters to exceed the

capacity limit.

Eligibility conditions specific to inclusion of New PAls

with at least one complete
set of eligibility criteria for
the inclusion of new project

instances. Partial

activity

7 The new PAlI must occur | The distribution of the ICS willbe | 1. Sample list of the
within one of the | within the jurisdictions of Sierra | beneficiaries that are to
designated geographic | Leone, and therefore, the | be provided the project
areas specified in the | project activity  will only | ICS will be shared.
project description distribute to the beneficiaries

that are in agreement with the
requirements of the program.
8 The new PAI must comply | The eligibility criteria set must | The MR will act as the

be complied by the PAls at all
points in time throughout the
crediting period. If at any point,
it is found that the PAI is not

documentary
compliance  summary.
However, for each

specific eligibility criteria
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compliance with multiple
sets of eligibility criteria is
insufficient.

complying with the set of
eligibility criteria, then it may be
excluded from the crediting for
the duration of the monitoring
period,
demonstrate the compliance of

the eligibility criteria.

until it is able to

(as laid down above), the
supporting evidence will
be provided by the PP.

The new PAlI must be
included in the monitoring
report with sufficient
technical, financial,
geographic other

relevant

and
information to
demonstrate  compliance
with the applicable set of
eligibility criteria and enable
sampling by the

validation/verification body.

The PAls will
technical, financial, geographic

include all the

and other relevant information
related to the compliance of the
applicable eligibility
criteria & also enable sampling
by the VVB.

set of

The MR for the specific
monitoring period will
act as the supporting
evidence for the stated
condition/requirement.

10

The
validated at the time of
against the
applicable set of eligibility
criteria.

new PAl must be

verification

The PAI(s) shall be part of the
monitoring, and therefore, will
be validated against the criteria
specified, by VCS
accredited/approved VVB.

an

The Verification Report
the VCS
template, shall be issued
by the approved VVB.
This  will
supporting
against

based on

act as the

evidence

this
requirement.

11

The new PAI
of
ownership, in
project
instance, held by the project
proponent the
respective start date of

must have
evidence project
respect of
each activity
from
each project
instance (i.e., the date upon

activity

which the project activity
instance began reducing or

removing GHG emissions).

The PAI related evidence on the
project ownership will be in the
form of a distribution end user
receipt poster. This will be
signed by the end user, and a
photograph of him/her holding
the poster along with the ICS will
be saved in the PAl database.

1. A photograph of the
PAI distribution first end
user holding the poster
along with the ICS.

2. A scan of the poster,
which will show the first
distribution date.

3. The distribution
database of the GP will
provide the start date in




v VCS

the form of the first sales
made by the PAI.

12 The new PAlI must have a | The GP is under planning stage | This can be verified
start date that is the same | right now, and therefore, the | through the GP
as or later than the grouped | PAls will have a start date later | distribution  database,
project start date. than the GP start date. wherein each PAl can be

verified for its start date.

13 The new PAlI must be | The PAI will be only eligible for | 1. The start date of the
eligible for crediting from | the crediting from its start date | PAl can be checked
the start date of the |through tothe end of the project | through the distribution
instance through to the end | crediting period (only). database.
of the project crediting

] 2.The end date of the GP
period (only). Note that L

) o crediting shall be

where a new project activity
] ) referenced from the VCS
instance starts in a ) )

. L ) Project Registry
previous verification period,

. webpage.
no credit may be sought for
GHG emission reductions or 3. The overlap of
removals generated during monitoring periods may
a previous verification be checked through the
period (as set out in Section previous monitoring
3.4.4 of the VCS Standard, reports (available
ver. 4.35) and new publicly on VCS project
instances are eligible for registry webpage for
crediting from the start of those periods).
the next verification period.
1.5 Project Proponent

Organization name

DelAgua Health Rwanda (Voluntary) Limited

Contact person Ajay Dixit

> The monitoring period of the monitoring report shall be a distinct time period that does not overlap with previous monitoring
periods. Projects shall not be eligible for crediting of GHG emission reductions generated in previous monitoring periods. In
addition, monitoring periods shall be contiguous with no time gaps between monitoring periods.
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Mr.

DelAgua Health Rwanda (Voluntary) Limited
¢/o Cafferata & Co., Poinciana & West Mall Drove,

Freeport, Grand Bahama, P.O. Box F-42614,

Commonwealth of the Bahamas

Telephone +250-790002992

Email ajay.dixit@delagua.org

1.6  Other Entities Involved in the Project

Organization name N/A

Role in the project |
Contact person

Title

Address

Telephone

Email

1.7 Ownership

DelAgua Health Rwanda (Voluntary) Limited is the owner of the VCS grouped project activity.

1.8 Project Start Date

The project start date is the date from which the distribution of first ICS unit will take place.
This is tentatively expected to be around 15/11/2022. So, the start date of the project
activity will be the actual date from which the distribution activities will start taking place,
which may be 15/11/2022 or later.

However, since the project activity will be retroactive distribution, the distribution shall start
before the submission of joint request for registration and issuance. This is duly accounting
the 30-day listing period, followed by atleast 1.5 months for the Validation and Verification
review and opinion from the contracted VVB.
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This section shall be revised at the time of validation and verification review, prior to the
submission of joint request for registration and issuance.

Project Crediting Period

The current estimate for the project crediting period is 15/11/2022 - 14/11/2029, which
will be 7 years, and twice renewable, as per the VCS requirements. However, the actual
crediting period will depend on the project start date (crediting period start date). This
section will be revised to bring in those changes at the time of validation and verification.

1.10 Project Scale and Estimated GHG Emission Reductions or Removals

The estimated annual GHG emission reductions/removals of the project are:
[J <20,000 tCO2¢e/year

L1 20,000 - 100,000 tCO2e/year

[J 100,001 - 1,000,000 tCO2¢e/year

>1,000,000 tCO2¢e/year

Project Scale

Project

Large project

Estimated GHG emission

reductions or removals

(tCO2¢)
15/11/2022 — 14/11/2023 2,151,496
15/11/2023 — 14/11/2024 6,969,909
15/11/2024 — 14/11/2025 8,040,851
15/11/2025 — 14/11/2026 7,803,414
15/11/2026 — 14/11/2027 7,489,906
15/11/2027 — 14/11/2028 7,257,183
15/11/2028 — 14/11/2029 6,953,215
Total estimated ERs 46,665,974
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1.11

Total number of crediting years 7

Average annual ERs 6,666,568

Description of the Project Activity

The project involves distribution of high thermal efficiency fuel-efficient improved cookstoves
(ICS) to replace the baseline cookstoves at household level in Sierra Leone.

The ICS units planned to be deployed under this project are Burn Kuniokoa Rocket Stove & the
SSM S32-X Rocket stove, which will reduce the fuel consumption to a great extent and
consequently reduce the GHG emissions from cooking activities. The project ICS will improve
the efficiency of combustion and thermal transfer to the pot compared with a traditional pot
support or three-stone fire. The reduction in the consumption of firewood from the usage of
project ICS will result in the GHG emissions avoided compared with the pre-project scenario.
This will be documented, monitored on periodic basis, and calculated for GHG emission
reductions by applying a valid version of applicable methodology. The information on the
methodology applied, and its applicable eligibility criteria are provided in Sections 3.1 & 3.2 of
this PD respectively.

A representative model of the ICS technology that is planned to be distributed is provided
below. The program will assure that the ICS technology being distributed to households shall
have minimum performance level, design specifications, and lifetime equivalent to the model
represented below.

ICS technologies planned under the GP for distribution:

1. Name of the stove model - Kuniokoa Generation 3 with Pot Skirt
Stove manufacturer - Burn

Stove Type - Natural Draft

Stove Body - Stainless Steel

Stove height - 32.1. cm

Stove diameter - 28.2 cm

Thermal efficiency - 51.3%

High Power Output - 2.9 KW

Stove lifetime - 10 years
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Figure 1: Kuniokoa Stove Model reference picture

2. Name of the stove model - S32-X with Pot Skirt
Stove manufacturer - SSM

Stove Type - Natural Draft

Stove Body - Stainless Steel

Stove height - 27 cm

Stove diameter - 32 cm

Thermal efficiency - 50.1%

Stove lifetime - 10 years

Figure 2: S32-X Stove Model reference picture

With pot skirt, the level of retention of heat surrounding the pot will be higher, giving the ICS a
higher thermal efficiency than using it without the pot skirt. Since the project ICS will be
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distributed with the pot skirt, the stove units will have increased efficiency, thus reducing the
firewood consumption to more than 50% than pre-project levels.

The project technology (ICS distributed under the GP) will achieve the equivalent or higher
levels of performance by consuming firewood at a much lower rate than the existing cooking
technologies in use, which include the 3 stone fire, rondereza, and conventional stoves without
any air vent, draft or chimney. The level of performance will be ensured by educating the local
population on the best usage practices for cooking daily meals. All this improved cooking will
be taking place at a significantly lower smoke levels, and encouragement to the people on
adopting the outdoor cooking option. This will lead to improved health of the people, in terms
of their respiratory health and the health of their eyes.

Data collection of ICS end-user

PP will collect the necessary information to uniquely identify households and end users, thus
creating a database of users (households) registered to be using project ICS within the GP
crediting period. To allow a unique registration, each ICS will be assigned a unique serial
number, which can be tracked through the barcode on the ICS package box, and QR code on
the stove body. This QR code label of unique serial number shall be mapped with the id of the
household to which it is distributed. The distribution database will be maintained on a
continuous basis, and shall be revised for any updates. The unique ICS serial number will be
recorded during the registration process together with the following information (wherever
appropriate and available):

e Name of ICS user or head of the household

e Address / GPS of ICS household

e Phone number of ICS user or household, where available.
e Improved Cooking Stove model

e Date of distribution/installation

e |CS serial number

The distribution database will be maintained electronically, and will be utilised towards
monitoring.

Project Location

For each PAl, the project boundary will be the geographic borders of Sierra Leone. The project
boundary for each Project Activity Instance is the physical, geographical location of the ICS
distributed within the geographical boundaries of Sierra Leone.
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Also, each individual distribution under the project technology will record the geographical
coordinates (i.e. lat/long data), which can be verified from the recorded data (monitoring
surveys).

The KML file will indicate the geographical boundaries of the host country Sierra Leone.

1.13 Conditions Prior to Project Initiation

The baseline scenario is the same as the conditions existing prior to the Grouped Project
implementation. Within the baseline scenario, majority of households use firewood® as the
cooking fuel, and traditional/conventional cooking technologies to meet their cooking needs.
The traditional cooking technologies mainly include the 3 stone fire, rondereza, and the
cooking structures made without chimney, grate or flue gas ventilation.

1.14 Compliance with Laws, Statutes and Other Regulatory Frameworks

Sierra Leone government or laws do not have any regulations on the distribution of improved
cookstoves to households within Sierra Leone.

1.15 Participation under Other GHG Programs
1.15.1 Projects Registered (or seeking registration) under Other GHG Program(s)

The grouped project activity is not registered under any other GHG Programs.

1.15.2 Projects Rejected by Other GHG Programs

The grouped project activity has not been rejected by any other GHG Programs.

1.16 Other Forms of Credit

1.16.1 Emissions Trading Programs and Other Binding Limits

Does the project reduce GHG emissions from activities that are included in an emissions
trading program or any other mechanism that includes GHG allowance trading?

] Yes No

1.16.2 Other Forms of Environmental Credit

6 Table 2.4: https://dhsprogram.com/pubs/pdf/FR365/FR365.pdf
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Has the project sought or received another form of GHG-related credit, including renewable
energy certificates?

] Yes No

1.17 Sustainable Development Contributions
1.17.1 Sustainable Development Contributions Activity Description

Following sustainable contributions are expected to be associated with the distribution of
ICS in Sierra Leone:

e The proposed project activity will reduce the indoor air pollution levels to a significant
level, thereby reducing the risks people face with the 3 stone fires or the traditional
cooking devices. The number of deaths among children per year accounted to the
indoor household air pollution” is high in Sierra Leone, and lack of quality health
interventions at local level increase the risk further. The lower respiratory disease
risk and improved indoor air quality will reduce the mortality rates caused due to it.

o Women in Sierra Leone spend a significant amount of time every day to collect
firewood. While using ICS, the less amount of fuel used for cooking means that they
must spend less time in the field collecting wood. This time saved by the women can
now be used towards better management of household, or can be used towards any
livelihood or income generating activity, e.g. farming, poultry, animal products, etc.

e The proposed project activity aims to distribute ICS to the Sierra Leone households
at a discounted cost, and this will reduce their reliance on the firewood fuel usage.
The project ICS models claim to reduce fuel usage by more than 50% than their
baseline consumption. This will save a significant amount of firewood fuel usage per
household on daily basis. The modern, improved cooking device will reduce the
firewood usage of beneficiary households, which consequently will allow them to lead
a healthy and less worried life.

e The proposed VCS project activity will be providing indirect employment to the
distribution team and provides them with the per diem for their services. These
contractual workers will support the distribution, and will act as the point of
program’s connectivity with the households. The project activity has a permanent
staff working from the office in the capital city of Freetown, and the management has
an office in Kigali (Rwanda), and the contractual staff as well as permanent staff will
be increased, based on the program’s success. The workforce will be trained from

7 Table 2.4: https://dhsprogram.com/pubs/pdf/FR365/FR365.pdf
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time to time, in order to meet the requirements of the monitoring data recorded at
the time of project ICS distribution.

e The GHG emissions caused by the burning of firewood will get reduced by the usage
of project ICS. The reduction in the firewood consumption compared with the
baseline levels provide the amount of GHGs avoided, by application of VCS
methodology VMROO0OG, ver. 1.1.

e The Grouped Project will monitor the SDG impacts, and will register for SD VISta, so
that the VCUs generated from the activity can be labelled with their monitored SDG
impacts..

1.17.2 Sustainable Development Contributions Activity Monitoring

The SDG indicators for the GP will be provided at the time of Validation and Verification. The
table containing the SDG indicators as well as the estimated impacts, alongwith the
monitoring plan shall be provided in the final PD&MR submitted against the request for
registration and monitoring of VCUs.
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Table 1: Sustainable Development Contributions?

Sequential row

E

S
©
o]
£
>
c
3
o
(04

number

SDG Target

SDG Target number

1.

[N

3.2

SDG Indicator

Net Impact on SDG Indicator

Number and text of /ndicate the project’s contribution

SDG indicator or, if tothe SDG Indicator (implemented

no official SDG
indicator is
applicable, user-
defined indicator

1.1.1 Proportion of
population below
the international
poverty line

3.3.3 Malaria
incidence per
1,000 population

activities to increase or decrease)

Implemented activities to decrease

Implemented activities to decrease

Current Project Contributions

Brief description of the quantifiable
impact of the project’s activities
related to the SDG indicator,
during the monitoring period.

No further changes this monitoring
period

Lowered the malaria incidence per
1,000 to 98 by distributing 200
additional bed nets and conducted
malaria prevention workshops.

Contributions Over Project Lifetime

Brief description of the cumulative quantifiable
impact of the project’s activities related to the
SDG indicator, over the project lifetime.

The project has increased the 65 participants’
total daily income from 1.20 USD/day to 2.57
USD/day, bringing them above the international
poverty line

Lowered the malaria incidence per 1,000 from
157 to 98

8 This table shall be updated at the time of Validation and Verification of the grouped project activity (GP). Since the GP is in the planning stage currently, the actual indicators
and monitoring plan for quantifying SDG impacts during the monitoring period shall be provided later. Currently, this table is not altered from its joint PD&MR template form.
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13.0

6.1

Tonnes of Implemented activities to increase
greenhouse gas
emissions avoided

or removed

Proportion of the Implemented activities to increase
rural population

who have easy

access to a safe

water supply

By conserving 400 ha of tropical
rainforest, Project X has prevented
the release of 250 thousand tonnes
of carbon into the atmosphere
during the monitoring period

Completed construction of 4
additional improved wells to provide
potable water to 230 people

Prevented the release of 750 thousand tonnes
of carbon into the atmosphere

Provided at least 10 liters of potable water per
day to 1,200 people, a 40% increase in the
catchment area, over the project lifetime by
constructing improved wells

25



v VCS

1.18 Additional Information Relevant to the Project

2.2

2.3

Leakage Management

Every project activity instance to be added to this Grouped Project will demonstrate that it
has applied the leakage management conditions required by the respective methodologies
if these are relevant to the project activity instance. If leakage is not relevant to the project
activity instance, then it shall be justified in the project description.

For further information on the application of the leakage factor, please refer Section 4.3 of
this document.

Commercially Sensitive Information

All information in this Grouped Project Description is public.

Further Information

Not applicable.

SAFEGUARDS

No Net Harm

The program will only result in positive impacts, and therefore will not lead to any harm to
the host country landscape or its population.

Local Stakeholder Consultation

Since the grouped project activity is going to be listed in the VCS pipeline, and the actual
activity is slated to begin from 15/11/2022, the LSC meeting will be conducted as per the
latest applicable version of VCS Standard, and will then be validated by a VVB at the time of
its validation. Other relevant requirements such as continued communication and grievance
mechanism redressal will also be established and get validated by approved third party VVB.

Environmental Impact
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Environmental Impact Assessment is not required for the project activity as per the
applicable Sierra Leone laws®.

2.4  Public Comments

As the Grouped Project is not listed under Verra yet, no public comments are available at this
point.

2.5 AFOLU-Specific Safeguards

This section is Not Applicable, since this a Non-AFOLU VCS Grouped Project Activity.

3 APPLICATION OF METHODOLOGY

3.1 Title and Reference of Methodology

The methodology applied to this GP is VMR0OO0OO06: Methodology for Installation of High
Efficiency Firewood Cookstoves, Version 1.1 version 1.110,

Other relevant CDM tools, guidelines, and standards applicable to the grouped project are
provide below.

e CDM TOOLO1 “Tool for the demonstration and assessment of additionality” Version
o7;

e CDM TOOL21 “Demonstration of additionality of small-scale project activities”
Version 13.1;

e CDM TOOL30 “Calculation of the fraction of non-renewable biomass” Version 03;

e CDM Guideline “Sampling and surveys of CDM project activities and programmes of
activities” version 04;

o CDM Standard “Sampling and surveys for CDM project activities and programmes of
activities” version 09.

9 Please refer First Schedule (Section — 24) in the EIA Laws of Sierra Leone to access the list of project activities that require an
EIA to be conducted. The URL to access the EIA Law is provided below.
URL: http://www.sierra-leone.org/Laws/2008-11.pdf

10 https://verra.org/wp-content/uploads/2021/07/VMR0006-Methodology-for-Installation-of-High-Efficiency-
Firewood-Cookstoves-v1.1.pdf
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Applicability of Methodology

Below is the methodological applicability criteria for the PAls that are going to be included
in the proposed VCS grouped Project Activity.

Table 4: Fulfilment of VMROO0O0B6, ver. 1.1 Applicability criteria for PAls to be included

No. Applicability Condition Justification of applicability
1 Project activities shall be implemented in | Each PAI will distribute technology that
domestic premises or in community- | is appropriate for domestic use to
based kitchens. household end users
2 The project stove shall have specified | ICS distributed in each PAl will have a
high-power thermal efficiency of at least | thermal efficiency of at least 25%
25% per the manufacturer’s ) )
o ) Each PAI will record the baseline and
specifications and shall exclusively use i
woody biomass and can be single pot or !orOJect fuel use to ensure that wood fuel
] ) ) is the sole source of energy.
multi-pot; in case of project stove
replacing fossil fuel baseline stove, it shall
exclusively use renewable biomass.
. . PAls  will comply with the GP
3 Both ‘Projects’ and ‘Large Projects’ can requirements
use the methodology
4 Non-renewable biomass has been used in | Each PAl will demonstrate that Non-
the project region since 31 December | renewable biomass has been used in
1989, using survey methods or referring | the project region since 31 December
to published literature, official reports or | 1989.
statistics.
5 For the specific case of biomass residues | Biomass residues are not processed as
processed as a fuel (e.g. briquettes, wood | a fuel to be used in the GP.
chips), it shall be demonstrated that:
(@) It is produced using exclusively
renewable biomass (more than one type
of biomass may be used).
(b) The consumption of the fuel should be
monitored during the crediting period and
(c) Energy use for renewable biomass
processing (e.g. shredding and
compacting in the case of briquetting)
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may be considered as equivalent to the
upstream emissions associated with the
processing of the displaced fossil fuel and
hence disregarded.

The Project Design Document shall
explain the proposed
distribution of project devices including

the method to avoid double counting of

method for

emission
identifications of product and end-user
locations (e.g. programme 10g0)

reductions such as unique

In order to avoid double counting of
through the
method of distribution, each cookstove
has a unique identifier number and the
distribution of each stove is logged onto

emission reductions

a database which includes unique

information for each recipient

Each PAI will have system for avoiding
double counting with data being
collected via a smartphone app (where
possible), or via paper forms, including:

4. Date of distribution

5. A unique serial number on each
technology

Available end-user data: name, phone
number, address/physical location, ID
number

The CDM-PDD or CDM-PoA-DD/CPA-DD
shall also explain how the proposed
procedures prevent double counting of
emission reductions, for example to avoid
that
wholesale providers or others claim credit

project stove manufacturers,
for emission reductions from the project

devices.

The End User Agreement confirms that
the ownership rights of the ER/VCUs
generated by the PAI reside with the PP.
The signature of each end
confirming their understanding of this
agreement will be collected at the point
of distribution.

user

The End User Agreement will be in

English and translated into a local
language where required. If necessary,

it will be read out to the End User.

All rights to distribute the delivered
the
emissions reductions belong to the PP.

stoves and claim resultant
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The GP will not include any PAI that has
been rejected by another GP, or
CPA/VPA-DDs of any other GHG
programs.

3.3 Project Boundary

The Grouped Project boundary is defined as per the applied methodologies VMR-0006, ver.
1.1.

Table 5: The GHG sources & sinks within the project boundary

Included? | Justification/Explanation
CO2 Yes

Major source

Source 1 -
0 Emission from burning CHa Yes Major source
D of non-renewable
(7)) g .
Il Biomass, i.e. Woody NoO  Yes Major source
o Biomass for household ? )
cooking requirements
Other No No other source identified
CO2 Yes Major source
Source 1 -
B Emission from burning CHs  Yes Major source
L*N Oof non-renewable
2 Biomass, i.e. Woody
& ,i.e. .
Biomass for household N20 IS MENR7EEI(ES
cooking requirements
Other No Not applicable

Figure 2: Project boundary mapt showing physical locations of the Host country, where
Grouped Project distribution is planned

11 Source: NATIONS ONLINE PROJECT; URL: https://www.nationsonline.org/oneworld/map/sierra_leone map2.htm

30


https://www.nationsonline.org/oneworld/map/sierra_leone_map2.htm

Y VCS

Joint Project Description & Monitoring Report: VCS Version 4.1

p
5 _Falaba |

‘6»_/ 97\ Musaia g{ 3/ Gbe&,.&

o — -
5\ , o
— \ e
/ Coya ( % Q—B\af\o\dla a Fotombu P(; <
) . (Kabala /

1S £ / / \ é 7 i - ﬁ‘\\

N {( Fandle e Ly / e
30' s \o//KamakWIe r\_/ /g(omadug&/ Bendugu
k \\ .

ukuna {0 Kamalu Fadugu gL\‘
i L /° \ pasbe_
L \,\; ==

)
{
ubreka /1 "

)
.{*‘_j adina X< “/ — $
) —Jct. L’osn;-; Mansa ] /<
Vi /‘{é’uf cles = ¢Kurubonl
\t \

I </"\JE:'@\Ilk}allz-)

] ras
N /%l{[nbun/a o Bendug} b ;"Eg/«/ / \\: "\

- 9200 M~

A,\/ // é / !
Mange/ 7[ & ! N
Kortmaw is. I Manbols /g‘v/\ J \ \ // - s ﬁ'KaV"“}'*'$'\ Fd T

on Lok/ \/ — | SO o ¢ 4/ L= ]

sl Vi ,—1 Y s / o

s B »f*/\\? Y Magpprak \’v‘\) 8, el \oYomadu b
A ,\ ~ lﬂ\gf £ M;;}o’(oka Masmgbl " Koidu-Sefadu
L““Q' S Pe el br s ; s B V = ?\\ Ye/nge 3—0}‘% // o 4
. : o 0 o
L _Freeto " T <1 {Masiaka Mile 91 /{“ ‘2° / % A\ Niaiama- | ’a'?m( r $ el
mgton // oo 1Yele R Sewafe oTongo \Gz%‘ndorhun« i RO R{ ]
Has s S A Yonlba a Q\ TU“Q'Q[Q s \ v f ,+ 4 Koind|
“sondo \Bradford ‘ / \; “ " (o o
& Waterloo Y Mongeri // Falla i :
R\ / " Rotitunk / o) Y oo 3
\J O n| & ‘ —p angum
= & .pTaiama 3 0 Manbw
i Yawri / Bauy;\ | Sﬁ)yanjba 'Ei&N'aJ\;\\ E bara 5 i Boa"b‘{q‘ s
Sl Bay AN Jv‘( /C? £ j“\ e " Lagoo 77»4’
Mano | e
[~ 8°00 DSFU\ = 8°00" —|

Sembehun
i ] »génre s / )@"V?{
By e ’/ B& ikonko Blp\ enema /
« Gpangbal uny)e o 2 / 9ma /
tewomao ‘ \Tokpombu
_ ""rbro R ' 4 KPe O’ﬁmbundu / i > 1
Turtie 1s. < R = 2

b P Sherbro I.
. Bonthe .7
Al

- 7°30
ATLANTIC |OCEAN

SIERRA LEONE

National capital
Provincial capital =
District capital

City, town

Major airport

—--— International boundary
Main road

I 6°30'— Secondary road

= — = Railroad

——
13°30' 13°00' 12°30'
1 1 1

- 7°00'—

>00@ @©Q

oqre

As per the VCS PD template requirements, the diagram of the equipments distributed under
the grouped project is provided in Section 1.

The systems that were applied for the distribution activity to take place, are described in the
Section 5.3 of this document.

Flow of mass and energy in the project activity:
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Baseline Scenario:

Cooking through burning firewood

E—

Mass of fuel - mi1, Energy - E1

Fuel used for cooking Conventional cooking
meals, Woody Biomass using 3-stone fire
Project Scenario:

Cooking through burning firewood

E—

Mass of fuel - m2, Energy - E2

Fuel used for cooking Efficient cooking using
meals, Woody Biomass Project ICS

Here, the change in mass of firewood between baseline and project scenario is m1>m2.
The change in energy consumed for cooking between baseline and project scenario is
E1<E2.

Baseline Scenario

The grouped project activity baseline is the usage of inefficient, conventional cooking devices
by majority of the population of Sierra Leone.

Additionality

The applied methodology provides the two options to choose from, within the activity method,
to demonstration additionality. This is elaborated below.

Activity Method
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Step 1: Regulatory Surplus

There is no mandated government programme or policy in host country of this project
ensuring the distribution of domestic fuel-efficient cookstoves. The project is not mandated
by any law, statute or other regulatory framework, or for UNFCCC non-Annex | countries, any
systematically enforced law, statute or other regulatory framework.

Households may only participate voluntarily in this project. It is hereby confirmed that the
proposed project is a voluntary coordinated action by DelAgua.

Step 2: Positive List

As per the justifications provided in the Section 3.2 above, the program meets the
applicability conditions of the methodology which represent the positive list.

The project installs the ICS at discounted cost to the household and has no other source of
revenue other than the distribution of GHG credits.

The project is neither implemented as part of a funded government scheme nor is supported
by ODA funds.

Based on the above discussion, it is concluded that the program is fulfilling the additionality
requirements stated under the activity method.

Therefore, the GP is considered as additional.
Methodology Deviations

The VCS GP is yet to be listed under Verra, and is not undergoing/planning any
methodological deviations, from the applied methodology VMROOOG ver. 1.1.

ESTIMATED GHG EMISSION
REDUCTIONS AND REMOVALS

Baseline Emissions

Methodology VMROOOG6, ver. 1.1 does not account for baseline emissions separately, but
instead quantifies emission reductions as a function of the reduction in the amount of non-
renewable biomass fuel consumption in the efficient project stoves as compared to baseline
stoves. Please refer section 4.4 below.

Project Emissions
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Methodology VMROO0O0G6, ver. 1.1 does not account for project emissions separately, but
instead quantifies emission reductions as a function of the reduction in the amount of non-
renewable biomass fuel consumption in the efficient project stoves as compared to baseline
stoves. Please refer section 4.4 below.

Leakage

Leakage shall be considered as default 0.95 in accordance with section 8.3 of VMRO006
ver. 1.1.

Estimated Net GHG Emission Reductions and Removals

Equation for Improved Cookstove as per VMR0O006

FRy=) ) ERy.ij
i Ji

Equation (1)

Where:

i = Indices for the situation where more than one type/model of improved cook stove is
introduced to replace three-stone fire

j = Indices for the situation where there is more than one batch of improved cook stove of
type i

ERy = Emission reductions during year y in t CO2e

ERy,i,j = Emission reductions by improved cook stove of type i and batch j during yeary in t
CO2e

ERy,ij = Bysavings,ij * fNrBy X NCVwoodfuel X (EFwfco2 + EFwfnon-co2) * Ny,ij X 0.95 Equation (2)

Where:

By,savings,ij = Quantity of woody biomass that is saved in tonnes per improved cook stove of
type i and batch j during year y
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fnrey = Fraction of woody biomass that can be established as non-renewable biomass
(fNRB)12

Nwoodiuel = Net calorific value of the non-renewable woody biomass that is substituted or
reduced (IPCC default for wood fuel, 0.0156 TJ/tonne)

EFwico2 = CO2 emission factor for the use of wood fuel in baseline scenario (IPCC default
for wood fuel, 112 tC02/TJ)

EFwnonco2 = Non-CO2 emission factor for the use of wood fuel in baseline scenario (IPCC
default for wood fuel, 26.23 tC02/TJ)
Ny,ij = Number of improved cook stoves of type i and batch j operating during year y

0.95 = Discount factor to account for leakage

The quantify of woody biomass saved By,savings,i,j due to implementation of improved
cook stoves will be estimated as follows:

)
E}-‘.b't!'l;f'rt,t_.'h‘.[._.l = Bm!-r.[ * (1 - o ) Equation (3)
Hnew.f.j
r.-llnew.:'._f
E}-‘..‘-'LEUIET!,(_.'.\'.[._.' = By:‘l.new.e..mrre'}' = Mot -1 Equation (4)
fe)

Where:

Bois = Annual quantity of woody biomass that would have been used in the absence of the
project activity (in tonnes per device) to generate useful thermal energy equivalent to that
provided by the improved cook stove. The value of B old has been sourced from baseline field
surveys.

Nowa = Efficiency of baseline cookstove

Nnew,ij = Efficiency of the improved cook stove type i and batch j determined through water
boiling test (WBT).

12 Default values endorsed by designated national authorities and approved by the Board are available at
https://cdm.unfccc.int/DNA/fNRB/index.html
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Efficiency of the improved cookstove will be updated as per equation below:
Nnew,i,y = Np X (DFn) ¥1 x 0.94 Equation (5)

Where:
ne = Efficiency of project stove (fraction) at the start of project activity

DFw1 = Discount factor to account for efficiency loss of project cookstove per year of
operation (fraction). This value may be based on actual monitoring or based on
manufacturer’s declaration on expected loss in efficiency or through publicly available
literature on relevant industry standards. Alternatively default value of 0.99 efficiency loss
per year can be considered.

0.94 = Adjustment factor to account for uncertainty related to project cookstove efficiency
test.

If project households continue to use baseline cookstoves along with improved cookstoves,
Bold shall be adjusted ex-post based on the percentage of project households found to
continue such practice according to Equation 6 below. For such cases, the quantity of woody
biomass saved By,savings,i.j due to implementation of improved cook stoves shall be
calculated using an adjusted value to account for ex-post use of baseline stoves in addition
to improved cookstove.

Bold,adjusted = Boid X (1 - Uy) Equation (6)
Where:

Bold,adjusted = Adjusted Bold to account the ex-post usage of firewood in baseline cookstove(s)
by project households in addition to improved cookstove (in tonnes per device)

My = Baseline stove usage factor to account for use of baseline cookstoves along with
improved cookstoves.

Sample VCU estimates (based on the calculation for first year of ICS monitoring estimates):

If the baseline stove usage is 19% of the total cooking in the first year, then the factor uy will
be 0.19.

And based on that,
Bold,adjusted = 7.634- (1 - 0.19) tonnes/year
Or Bold,adjusted = 6.18354 tonnes/year
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By,savings,ij13 = 6.18354 x (1 - (0.1/0.4727)) ton firewood/household/annum

Or Bysavings,ij = 4.875 ton firewood/household/annum

ERy,j = Bysavings.ij X fNrBy X NCVwoodfuel X (EFwfco2 + EFwfnonco2) X Ny,ij x 0.95
ERy,i,j = 4.875 x 0.9214 x 0.0156 x (112+26.23) x 150,000 x 0.95
ERy,i,j = 1,078,375 ton CO2/annum?15,

Detailed calculations on the VERSs, for both (i) estimates throughout the crediting period, and
(ii) actual VERs obtained in the first monitoring period, are provided in the ER Sheet.

Emission Reduction Estimate for Improved Cookstove16

Estimated Estimated project | Estimated | Estimated net GHG

baseline emissions or leakage emission

emissions or removals emissions reductions or

removals (tCOze) (tCO2e) removals

(tCO2€) (tCO2e)
15/11/2022 — 14/11/2023 2,151,496 - - 2,151,496
15/11/2023 — 14/11/2024 6,969,909 - - 6,969,909
15/11/2024 — 14/11/2025 8,040,851 - - 8,040,851
15/11/2025 — 14/11/2026 7,803,414 - - 7,803,414
15/11/2026 — 14/11/2027 7,489,906 - - 7,489,906
15/11/2027 — 14/11/2028 7,257,183 - - 7,257,183
15/11/2028 — 14/11/2029 6,953,215 - - 6,953,215
Total 46,665,974 - ; 46,665,974

13 Assuming here that all the ICS distributed were of Kuniokoa model (bearing 51% thermal efficiency), and there was no loss in
efficiency due to the non-usage of pot skirt.

14fyre value is estimated using the studies conducted by the PP. This is to be validated by VVB at the time of registration.
15 The sample calculations are for Kuniokoa ICS distribution plan, and ER estimates are made for its first year of operations.

16 For the crediting period estimates, due consideration was given to the discount factors, thus using realistic figures for the
project scenario.
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The VCS methodology, VMRO00O06 is applicable to both ‘Projects’ and ‘Large Projects’. Hence
there are no limits on volume of credits from Improved Cookstove component that can be
certified per annum.

S MONITORING

5.1 Data and Parameters Available at Validation

Data/parameter fixed ex-ante for Improved Cookstove instances

Data / Parameter Boi

Description Annual quantity of woody biomass that would have been used
in the household in the absence of the project activity to
generate useful thermal energy equivalent to that provided by
the project devices

Source of data CDM Approved Standardized Baseline ASB0018 VER. 1.017.
Value applied: 7.634

IV il e o ke IR (- RJdll | he data applied is using the CDM Approved Standardized
data or description of Baseline, and there is no other reliable data that is valid for
measurement methods the project boundary.

and procedures applied

Purpose of Data Calculation of emission reductions
Boia Will remain fixed for the entire crediting period.

Data / Parameter Ne
Efficiency of project stove at the start of project activity

7 https://cdm.unfccc.int/methodologies/standard base/2015/sb65.html
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Source of data Manufacturer’s Specifications

VeI ek Kuniokoa!® Generation 3:
o (0.4387 for project stove without skirting
e (.51 for project stove with pot skirting
S32-X19:
e 0.4300 for project stove without skirting
e 0.5010 for project stove with pot skirting

Sl RugeCXO i This data is fixed ex-ante as per applied methodology

data or description of VMRO0O006 ver. 1.1.
measurement methods

and procedures applied

Purpose of Data Calculation of emission reductions

Comments A pot-skirt is distributed alongwith the project stove. If at the
time of monitoring, the pot skirt is identified as not being used,
then the parameter will be calculated as a weighted average
of the efficiency of a skirted stove and a non-skirt stove for the
number of ICS with (and without) skirt.

Data / Parameter Life Span

Description State the operating lifetime of project device for projects
opting Equation 6 (above) for updating project stove efficiency
during project crediting period.

Manufacturer’s specifications

Value applied: 10 years

Justification of choice of ENJ/N
data or description of
measurement methods

and procedures applied

18 CREEC lab Certification reports provided to the VVB.

19 CREEC lab Certification reports provided to the VVB.
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Purpose of Data Calculation of emission reductions
_

Net calorific value of the non-renewable woody biomass
0.0156 TJ/tonne

Justification of choice of ENJ/N
data or description of
measurement methods

and procedures applied

Purpose of Data Calculation of emission reductions
_

CO2 emission factor for woody biomass
112 tCO2/TJ

Justification of choice of ENJ/N
data or description of
measurement methods

and procedures applied

Purpose of Data Calculation of emission reductions
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]

Non-CO2 emission factor for woody biomass
26.23 tCO2/TJ

Justification of choice of ENJ/N
data or description of
measurement methods

and procedures applied

Purpose of Data Calculation of emission reductions
_

Leakage Factor
net to gross adjustment factor to account for the leakage
Default as per VMRO0006, ver. 1.1, Section 8.3

VS LG Ru FWCXO i |n-line with the applied methodology VMR0006, ver. 1.1
data or description of Section 8.3.

measurement methods
and procedures applied

Purpose of Data Calculation of emission reductions
-
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Data / Parameter frey

Description Fraction of woody biomass that can be established as non-
renewable biomass
fnre studies conducted by PP.
Value applied 0.95

VSN RuEGIMCRU il The value is calculated using the data compiled and studies

data or description of conducted by PP,
measurement methods

and procedures applied

Purpose of Data Calculation of emission reductions

Comments -

Data and Parameters Monitored

Data/parameter monitored for Improved Cookstove instances

Data / Parameter Ny,i j

Description Number of project devices of type i and batch j operating during yeary

Description of Measured directly from Project database. A discount shall be applied based on
measurement the percentage of devices that are operational during the monitoring period, as
methods and determined by the sample survey. For instance, if survey results show that 10%
LS BICEE: Il of the devices are nonoperating, an adjustment factor of 0.9 shall be applied to
number of project devices commissioned in a particular batch. Separate samples
shall be taken for each batch.

Simple random sampling approach will be used in sampling surveys. Minimum
sample size will be determined as per the following guidelines:

— Project target population < 300: Minimum sample size 30
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— Project target population 300 — 1000: Minimum sample size 10% of
group size

Project target population > 1000: Minimum sample size 100

Frequency of Atleast once every two years
monitoring/recording

as operating in the monitoring period.

2. Here, the batch j is not segregated in a PAIl. Every distribution under a PAl may
be considered as a separate batch.

3. The current numbers provided for the parameter are meant for ex-ante ER
calculation, and are based on the distribution plan, which may change at the time
of actual implementation.

g Distribution Distribution Total
Value applied estimates for estimates for S32- Distribution
Kuniokoa X
1 15/11/2022 —
14/11/2023 141,075 141,075 282,150
2 15/11/2023 —
14/11/2024 470,250 470,250 940,500
3 15/11/2024 —
14/11/2025 465,500 465,500 931,000
4 15/11/2025 —
14/11/2026 465,500 465,500 931,000
5 15/11/2026 —
14/11/2027 460,750 460,750 921,500
6 15/11/2027 —
14/11/2028 460,750 460,750 921,500
7 15/11/2028 —
14/11/2029 456,000 456,000 912,000
equipment
applied
Calculation of emission reductions
1. This parameter only accounts for the number of project ICS that are identified

Data / Parameter Nold

Data unit Fraction
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Description

Source of data

Description of
measurement methods
and procedures applied

Frequency of
monitoring/recording

Value applied:

Monitoring equipment

QA/QC procedures
applied

Purpose of data

Calculation method

Comments

Efficiency of baseline stove

Calculated using the Default value as specified in VMRO0006
methodology and the data obtained through the distribution
surveys

If the device is a three stone fire using firewood (not charcoal),
or a conventional device with no improved combustion air
supply or flue gas ventilation, that is without a grate or a
chimney, a default value of 0.1 is used as per the applied
methodology; for other types of devices, a default value of 0.2
is used.

Fixed for each individual household at first HH visit

0.1
N/A

N/A

Calculation of emission reductions.
N/A

The value is recorded at the time of distribution, through the
distribution survey. If the baseline cooking device is traditional
device (e.g. Rondereza) or a 3 stone fire, without any grate or
chimney, then as per VMRO0O00QG, ver. 1.1, the applied value will
be 0.1.

In case there is any other unimproved cooking device identified
as baseline cooking device, then the applied value for the
parameter will be 0.2.

The average of the noa recorded for total project ICS
households (in the distribution surveys) will be calculated for
VCU calculations.

For ex-ante estimates, the applied value is 0.1 (assumption
for the ex-ante calculations for crediting period-1), which
will vary for each monitoring period, based on the actual data
obtained at the time of distribution.
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Efficiency of the device of each type i and batch j
Calculated as per the equation 5 of the applied methodology

Description of Efficiency of the improved cookstoves will be estimated each
MECSNICUENCUEEEIN | car using equation (5) above where loss in efficiency per year
and procedures applied : . L

is calculated, and therefore no direct measurement is involved.

Frequency of Annually
monitoring/recording

Value applied:

ICS efficiency value for instances where pot-skirt is being
used:

Crediting Project Technology Efficiency value

Period

Year Kuniokoa S32-X
Year-1 0.4794 0.4709
Year-2 0.4746 0.4662
Year-3 0.4699 0.4616
Year-4 0.4652 0.4570
Year-5 0.4605 0.4524
Year-6 0.4559 0.4479
Year-7 0.4513 0.4434

ICS efficiency value for instances where pot-skirt is not being
used:

Crediting Project Technology Efficiency value
Period .
o Kuniokoa S32-X

Year-1 0.4124 0.4042
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Monitoring equipment

QA/QC procedures
applied

Purpose of data
Calculation method

Comments

Data / Parameter

Description

Source of data

Description of
measurement methods
and procedures applied

Year-2 0.4082 0.4002
Year-3 0.4042 0.3962
Year-4 0.4001 0.3922
Year-5 0.3961 0.3883
Year-6 0.3922 0.3844
Year-7 0.3882 0.3805

N/A
N/A

Calculation of emission reductions
As per equation (6) above

The parameter will be calculated as a weighted average of the
efficiency of a skirted stove and a non-skirted stove, taking into
consideration the usage of pot skirt. Surveys shall be
conducted to determine the number of cooking events that
occur with and without a pot skirt.

Here, the batch j is not segregated in a PAI. Every distribution
under a PAI may be considered as a separate batch.

My

Fraction

Adjustment to account for any continued use of pre-project
devices during the year y

Monitoring

If both the improved cookstove and baseline cookstoves are
used together then surveys shall be conducted to record the
average continued operation of baseline cookstoves in a
sample of households. The surveys should be designed to
capture the cooking habits and stove usage of households in
the region, including quantification of use of baseline
cookstoves, by formulating questions and/or collecting
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the adjustment factor will be 0.25.

Frequency of At least once every two years

monitoring/recording

Value applied: S.No.  Year Wy Value Applied
1| 15/11/2022 — 14/11/2023 0.81
2 | 15/11/2023 — 14/11/2024 0.79
3 | 15/11/2024 — 14/11/2025 0.77
4 | 15/11/2025 — 14/11/2026 0.75
5 | 15/11/2026 — 14/11/2027 0.73
6 | 15/11/2027 — 14/11/2028 0.71
7 | 15/11/2028 — 14/11/2029 0.69

Monitoring equipment N/A

QA/QC procedures N/A

applied

Purpose of data Calculation of emission reductions

Calculation method N/A

Comments The applied values are assumptions (to calculate the VCU

5.3  Monitoring Plan

estimates for the first crediting period), and the actual value of
pre-project device usage will be identified using the monitoring
surveys, and shall be appropriately applied.

evidences to determine the frequency of usage of both the
improved cookstoves and baseline cookstoves.

For example, if there were 3 baseline cookstoves in a
household and it was determined during the survey that use of
one of them continues during the crediting period then a
conservative adjustment factor of 0.33 is applied to Bold.
Another example would be the case where there was only one
baseline cookstove per household and its use during the
project period continues along with the improved cookstove to
meet 25% of the cooking needs of the household in which case

The VCS Grouped Project in Sierra Leone will be following VCS standard requirements applicable,

alongwith the methodological requirements on monitoring a grouped non-AFOLU large project activity.

The Monitoring Plan is elaborated in multiple sub-sections for the sake of clarity.
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1)

2)

Team Involved: The DelAgua team involved in the GHG operations management is the local staff
based in Sierra Leone alongwith the senior management.

The key responsibilities are shared by the team as follows:

DelAgua DelAgua

Regional
Director
Africa

Carbon
Operations

Senior
Programme

Manager Manager S
Manages GHG & anages qst ountry
Manages Program Sustainability aspects affairs

Roles and Responsibility:

Chairman - Supervises the overall programme at strategy and financial side.

CEO - Acts as central point of strategy, programme management, finance, and technical domains of
the programme.

Regional Director - Responsible for the regional level programme implementation and expansion
planning and implementation.

Senior Programme Manager - Manages the programme at implementation level, and acts as an
internal technical reviewer for the programme documents and procedures.

Carbon Operations Manager - Manages the operations for GHG emission mitigation programme,
from planning to implementation stage. Additionally manages the Sustainability aspects of the
programme.

Country Director - Supports programme in the operations and management at the host country level,
and acting as point of communication between DelAgua and government of Sierra Leone.

The collective responsibilities of DelAgua as the Project Participant will be the following:
e Acts as the project managing entity

o Development of PDD

48



v VCS

Registration of the project with VERRA

e Inclusion of new PAls upon satisfaction of the eligibility criteria stipulated in the PDD
e Authorized entity for any official communication with the VERRA and VVB

e Manage and archive the database for all appliances

e QA/QC of database during distribution & data collection

e Maintain local repair/replacement facilities

e Education and public awareness raising during initial distribution as well as periodic
education campaigns.

o Data collection during distribution & delivery of data to database

e QA/QC of data collection

3) Quality Assurance and Quality Control:

The quality assurance and quality control of the programme is managed by the quality management
standard of DelAgua. The following points summarize the DelAgua view on quality:

i)

vi)

Wherever any instrument is used in the program for meeting any of the objectives, it is
ensured that the team involved is competent and trained for the operation, handling, and
maintenance of the same.

The teams involved in the programme operations are trained on a periodic basis, to cater for
any of the improvements/updates introduced to the programme.

Refresher trainings are conducted whenever there is an activity resuming after a brief period
of time.

The documents drafted for the programme are reviewed internally as well as in line with the
requirements of the VCS ver. 4.2 (i.e. Validated and Verified by VCS approved third party
auditors, VVB).

The quality of programme is maintained throughout its operation period, and the feedback is
recorded from the end-users on continuous basis.

There are safeguards defined to maintain the degree of reliability and conservativeness prior
to stating any claims on the performance of the programme in its operations. These
safeguards are defined in-line with the requirements of the VCS Standard.

4) Training and Maintenance Procedures:

i)

The training of teams involved in various procedures related to the project activity
implementation and monitoring will be conducted through modules defined for those
procedures.
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ii) The modules for training of resources will be revised on a periodic basis, accounting for the
need-based improvements in the training programs or the procedural requirements.

iii) The data that is recorded in the monitoring surveys is collected and stored electronically,
and then uploaded to the central database management system, where it is maintained
online on a subscription-based server host.

iv) The data is also stored offline, within the hard disk drives. The data collection procedures do
not involve any paper records, to reduce the environmental footprint of the programme.

v) The project related data will be stored for two years after the implementation period is over
for the project activity.

Calculation of Emission Reductions:

Emission reductions will be calculated using the results of the most recent survey data. The updated
parameters adjust all emission reduction results for the year monitored.

Sampling Plan:

The sampling plan is intended to enable the discovery of unbiased and reliable estimates of
monitored parameter values used in the GHG emission reduction calculations. The sampling plan
design is based on the CDM Guideline: Sampling and surveys for CDM project activities and
programmes of activities, version 4.

Sampling Design:

a)

c)

Objectives and Reliability Requirements -

The Sampling activities are defined at the Grouped Project-level and the sampling plan presented
here will apply to assess parameter values in PAls to be included in the GP, either individually or
in groups.

Samples will be calculated on a 90/10 confidence/precision for individual PAls on an annual
basis, or 95/10 confidence/precision basis for groups of PAls or sampling on a biennial basis.
This is in accordance with the Para 11 of the CDM Sampling Standard, ver. 09.0.

In cases where the confidence/precision are not achieved, the lower bound of the confidence
interval of the parameter value may be chosen as an alternative to repeating the survey efforts.

Parameter values may be estimated by applying a sampling in accordance with the latest version
of the CDM Sampling Standard for a single PAl or a group of PAls. A single sampling plan covering
a group of PAls is justified when either the homogeneity of included PAls relative to the
parameters of interest can be demonstrated or the differences among the included PAls is taken
into account in the sample size calculation.

Target Population -

The target population is the combined unique entries of ICS users by PAI in the monitoring
database from which the sample is being drawn.

Sampling Method -
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For each survey, the sampling method is determined by using a random sample of the total
population of distributed ICS from records generated in the monitoring database and based on
the precision requirements listed above, and as required by the methodology and guidance in
the CDM Sampling Standard.

Cross-PAl sampling may be carried out. In such cases, 95/10 confidence/precision will be
applied.

d) Sample Size -

The sample size for each monitoring activity will be the total number of ICS distributed and
included in the monitoring database. A sample size calculation sheet will be used to calculate
the number of samples.

Oversampling will be conducted to ensure that the required level of precision is met.

Since the project activity is following the VCS approved methodology VMROO0OG, ver. 1.1, it will be
decided at the time of monitoring whether the option provided under the methodology (of using
100 samples if population is >100029) will be applied or the equations provided in the CDM
Standard for sampling (demonstrated below) will be used. This will depend on the parameter to
be monitored, whether the option applies in-line with the methodological requirements or not.

The CDM Sampling Standard equations used for calculation of sample size are provided below -

For proportion-based parameters:

2 _ Equation (1)
- 1.645* N x p(1- p)
(N-1)x0.1 x p* +1.645 p(1- p)

Where:

n = Sample size

N = Total number of households (640,000)

p = Our expected proportion (0.50)

1.645 = Represents the 90% confidence required

0.1 = Represents the 10% relative precision (0.1x0.5=0.05 = 5% points

either side of p)

20 Applied methodology VMR0O0O06, ver. 1.1, Page 11: Baseline Survey of Local Usage. Project proponent shall carry out a survey
of usage prior to implementation of the project activity following the sampling approach described in the latest version of CDM
document Sampling and surveys for CDM project activities and programme of activities. Alternatively, the project participant
may follow the simple random sampling approach and the minimum sample size should be determined as per the following
guidelines:

e Project target population < 300: Minimum sample size 30
e Project target population 300 — 1000: Minimum sample size 10% of group size

e Project target population > 1000: Minimum sample size 100
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For mean-based parameters:

\ 1.6452NV Equation (1 8)
T (N-1)x0.1* +1.645°V

Where:
2

v _ [ SD ]

mean
n = Sample size
N = Total number of households
Mean = Our expected mean (3.5 hours)
SD = Our expected standard deviation (2.5 hours)
1.645 = Represents the 90% confidence required

e) Sampling Frame -

The Sampling Frame will be the monitoring database (distribution database) which may
contain information from multiple PAls and therefore allows for sampling to be applied per
PAl or as a group of PAls.

6 ACHIEVED GHG EMISSION
REDUCTIONS AND REMOVALS

6.1 Data and Parameters Monitored

Currently, the GP has not started its operations. Therefore, the actual achieved values for the
monitoring parameters would’ve been provided here.

The parameters obtained during the first monitoring period, alongwith the actual VCUs
obtained shall be provided in the PD&MR document at the time of validation.

Data / Parameter2t

Indicate the unit of measure

21 The tables shall be added at the time of validation, based on the actually monitored parameters.
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Description Provide a brief description of the data/parameter
Value applied: Provide the monitored value for the data/parameter

Comments Provide any additional comments

Baseline Emissions

There are no separate baseline emissions calculation provided in the applied methodology.
Therefore, the ERs calculated as actuals shall be provided in Section 6.5 of this report.

Project Emissions

There are no separate project emissions calculation provided in the applied methodology.
Therefore, the ERs calculated as actuals shall be provided in Section 6.5 of this report.

Leakage

Net to gross adjustment factor of 0.95 shall be multiplied with the ERs calculated, thus
accounting for the leakage requirements provided in the methodology.

Net GHG Emission Reductions and Removals

The GP has not started yet, as it is under planning stage at this point. Once the activity is
operational, the parameters shall be checked during the monitoring period, and actual ERs
shall be calculated in-line with the methodological requirements and will be provided here.

The template version of the table for VCUs achieved is not altered. The actuals shall be
provided in the table at the time of validation.

Baseline Project Leakage Net GHG emission
emissions or emissions or emissions reductions or removals
removals removals (tCO2¢e) (tCO2¢)
(tCO2ze) (tCOze)

Year A

Year...

Total
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