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PROJECT DETAILS

Summary Description of the Implementation Status of the Project

The Project is a landfill gas (LFG) capture and combustion project located at the Springfield Road
Landfill (the “Landfill”). Landfill gas is actively captured at the solid waste disposal site (SWDS)
and combusted in either the on-site flare or the on-site electricity generation facility. Under this
project condition, methane is converted to CO2 through combustion which results in measurable
emission reductions.

The Landfill was opened in 1966 and received waste until 2014; it was permanently closed in
2016. The Landfill consists of three areas: The East Fill, the West Fill, and the Expansion, all of
which are tied into the LFG capture system which collects and destroys methane at the facility.

The project activity consists of two stages:

Stage 1 (2005 - 2010)

In December 2004 the small flare was decommissioned and on June 3, 2005, a larger flare was
commissioned. Along with a new flare, 87 wells were installed across all three areas of the
Landfill, in addition to the existing 14. The wellfield was further expanded in 2006 with the
addition of five new wells in the Expansion area. This stage of the Project is owned and operated
by Henrico.

Stage 2 (2010 - present)

This stage involves the installation of a 4 MW power generating facility on site that combusts the
landfill gas to generate electricity using twelve recycled Detroit Diesel dual-fuel compression
ignition engines. This is owned and operated by Ingenco Distributed Energy (“Ingenco”) and
became operational in September 2010. In Fall 2010, an additional 18 wells were installed
across the Landfill.

The power generating facility is owned and operated by Ingenco Distributed Energy (“Ingenco”)
and became operational in 2010. During this monitoring period, there were no significant
shutdowns of the facility. When the facility was not receiving LFG, the gas was instead sent to the
flare for combustion which was also operating under normal conditions during the monitoring
period.

Atotal of 56,152 t CO2e of emission reductions were generated in the monitoring period between
January 1, 2019 - December 31, 2019.

Sectoral Scope and Project Type

Project Category: Sectoral Scope 13 (Waste Handling and Disposal) and Sectoral Scope 1
(Energy)
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Project Type: Individual project

1.3 Project Proponent
The gas collection system and flare are owned and operated by the County of Henrico.

o]-Ti[rz dleJa M E-10 [l County of Henrico - Department of Public Utilities
Contact person Jon Clary, P.E.
Title Division Director - Solid waste and Recycling

Address P.0. Box 27032
Richmond, VA 23273

Telephone (804) 727-8217

Email cla06@co.henrico.va.us

The power generation facility is owned and operated by Ingenco.

(o]g-Ei[F2 i [oJa Mt [cBll Ingenco Distributed Energy
Contact person Thomas Fabrie
Title Chief Financial Officer

Address 2250 Dabney Road
Richmond, VA 23230

Telephone (804) 521-3578

thomas.fabrie@riverviewpwr.com

1.4  Other Entities Involved in the Project

olf-rlilre W IMEINEN Blye Source LLC

GUENNRGCRY (IS Project Developer

Contact person IRIIETRVLTIEL

WER Director, Engineering & Technical Services

LUCICESN 1605 - 840 7th Ave SW
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NEIE (403) 262-3026 ext. 259

ICIE LW Calgary, AB Canada, T2P 3G2

Project Start Date

The project start date is June 3, 2005 when the Landfill began collecting and destructing landfill
gas from the project collection system in Stage 1.

Project Crediting Period
January 1, 2019 - December 31, 2028

The Project’s first crediting period was January 1, 2009 - December 31, 2018.

Project Location

The Landfill is a municipal solid waste landfill located on a 192-acre site in Henrico County,
Virginia. It is located immediately northeast of Nuckols Road and north of Interstate 295.

The address of the facility is:
10600 Fords Country Lane
Glen Allen, Henrico County, VA, 23060
The latitude and longitude of the facility are as follows:
Latitude: 37°40°45”
Longitude: 77°33'58”

Title and Reference of Methodology

The Methodology used for the Project is ACMOO0O1 Large-scale Consolidated Methodology:
“Flaring or use of landfill gas” (version 19.0).

The tools applied by the Project are:

TOOL 11: Assessment of the validity of the original/current baseline and update of the baseline
at the renewal of the crediting period (version 3.0.1)

TOOL 5: “Baseline, project and/or leakage emission from electricity consumption and
monitoring of electricity generation” (version 3.0)

TOOL 8: “Tool to determine the mass flow of a greenhouse gas in a gaseous stream” (version
3.0)

Tool 3: “Tool to calculate project or leakage CO2 emissions from fossil fuel combustion” (version
3.0).

Tool 6: “Project emissions from flaring” (version 3.0)
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1.9  Participation under other GHG Programs
The Project does not reduce GHG emissions that are included in any other emissions trading
program or any other mechanism that includes GHG allowance trading. The Project is not
registered under any other GHG program than the Verified Carbon Standard.

1.10 Other Forms of Credit

This Project is not included in any other emissions trading program or any other mechanism
that includes GHG allowance trading.

This Project has not received any other form of GHG-related environmental credit during this
monitoring period.

1.11 Sustainable Development

Currently, the Project is not associated with any nationally stated sustainable development
priorities.

2  SAFEGUARDS

2.1 No Net Harm

There are no potential negative environmental and socio-economic impacts from this Project.

2.2 Local Stakeholder Consultation
No concerns have from local stakeholders have been brought forth during this reporting period,
or since the Project’s initial validation.

Any new changes to the Landfill or Project operations are shared with the public at this time
and local stakeholders can submit any input and raise concerns as they see fit. Additionally,
guestions or comments can be submitted directly to the Landfill Manager or Public Works
Director at any time and will be addressed as needed.

2.3 AFOLU-Specific Safeguards

This Section is not applicable as this is a non-AFOLU project.

3 IMPLEMENTATION STATUS

3.1 Implementation Status of the Project Activity
The Project was fully operational during the monitoring period. There were no changes to the
operations at the facility that impacted the quantification.
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3.2 Deviations

3.2.1 Methodology Deviations

There are no methodology deviations applied during this monitoring period.

3.2.2 Project Description Deviations

There are no project description deviations applied during this monitoring period.

3.3 Grouped Projects

This section is not applicable as this is not a grouped project.

4 DATA AND PARAMETERS

4.1 Data and Parameters Available at Validation

Data / Parameter OXtop_layer
Data unit Dimensionless

Description Fraction of methane that would be oxidized in the top layer of the
Landfill in the baseline

Source of data Methodology

o
=

Value applied

B dlifer=xule s Mol Mol a ol -Xo i Value provided in the Methodology
data or description of
measurement methods
and procedures applied

Purpose of Data Calculation of baseline emissions

Comments

Data / Parameter FcraBLy

Data unit t CH4

Description Amount of methane in the LFG that would have been flared in the
baseline

Source of data Calculated



v VCS

Value applied 375.82 t CHa/yr

IVl o Mo e 1 oio-Nei@ Three years of historical flare data between 2002-2004 is used
data or description of to determine this value as per equations 13 & 14 of ACMOOO1.
measurement methods
and procedures applied

Purpose of Data Calculation of baseline emissions
Comments Calculated based on parameters LFGgL, WcHa,BL, and PCHa4.

.
Historic volume of landfill gas sent to the flare in the baseline
43,704,080 m3 / yr

VIS ile= o Mo R 1 oI -Nei1d Three years of historical flare data between 2002-2004 is used
data or description of to determine this value. This value was measured continuously
measurement methods using a Fluid Components International ST98 Thermal Gas Flow
O RWGIELIEEETIEVIN Veter and corrected to standard temperature and pressure
conditions of 68 degrees F and 1 atm. Calibration was performed
annually, but calibration records were not routinely kept until
2009.

Purpose of Data Calculation of baseline emissions

Comments

Historic average methane fraction of the LFG in the baseline

BV H il o Mo Ao 1 oI s-Rei1@ Three years of historical flare data between 2002-2004 is used
data or description of to determine this value. This value was measured by Henrico
measurement methods County personal approximately monthly with a Landtec Gem 500
CUNCIELDICERLBIEIN oas analyzer. Calibration was performed before every
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Purpose of Data

Comments

Data / Parameter
Data unit
Description
Source of data

Value applied

Justification of choice of
data or description of
measurement methods
and procedures applied
Purpose of Data

Comments

Data / Parameter
Data unit
Description
Source of data

Value applied

Justification of choice of
data or description of
measurement methods
and procedures applied

Purpose of Data

Comments

measurement, but calibration records were not routinely kept
until 2009.

Calculation of baseline emissions

GWPcHa
t CO2¢e / t CHa
Global warming potential of methane

Reference

N
o1

IPCC fourth assessment report

Calculation of baseline and project emissions

This value will be updated throughout the 10-year crediting
renewal period to align with the latest published IPCC value

PcH4

t CHa / m3 CH4

Density of methane at 68F, 1 atm
Reference

0.000667

This value is selected as flow meters on the Henrico site are
calibrated to standard temperature and pressure conditions
(68F, 1atm). Value is reference from the UNFCCC inputs received
on consolidated methodologies.

Calculation of baseline emissions

https://cdm.unfccc.int/methodologies/inputsconsmeth/MGM_m

ethane.pdf


https://cdm.unfccc.int/methodologies/inputsconsmeth/MGM_methane.pdf
https://cdm.unfccc.int/methodologies/inputsconsmeth/MGM_methane.pdf
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Data / Parameter

Data unit
Description

Source of data

Value applied
Justification of choice of
data or description of
measurement methods
and procedures applied
Purpose of Data

Comments

Data / Parameter
Data unit
Description

Source of data

Value applied
Justification of choice of
data or description of

measurement methods
and procedures applied

Purpose of Data

Comments

Data / Parameter
Data unit
Description
Source of data

Value applied

Nflare

%

Efficiency of the flare
Reference

98%

Value is used based on guidance from the US EPA for flares
operated within the requirements for 40 CFR 60.18.

Calculation of baseline emissions

https://www3.epa.gov/airtoxics/flare/201 2flaretechreport.pdf

NEL

%

Efficiency of the electricity generation engines

Reference

100%

Engines are continuously maintained and operated under lean
burn conditions, therefore can reasonably be expected to destroy
100% of LFG methane. Destruction is cross referenced against

electricity generation data to ensure operation.

Calculation of baseline emissions

EFer

Ibs CO2 / MWh

Emission factor for the grid that supplies electricity
Reference

743.3


https://www3.epa.gov/airtoxics/flare/2012flaretechreport.pdf
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IVl o Mo e s oI =N Value is obtained using the US EPA eGRID summary tables 2018
data or description of Region SRVC. This is the most accurate source of this data.
measurement methods

and procedures applied

Purpose of Data Calculation of project emissions

Comments This value will be updated to align with the most recent
published eGRID values
https://www.epa.gov/energy/emissions-generation-resource-
integrated-database-egrid

Average transmission and distribution losses in the grid

VIS U ile=alo Moo 1 oI =X Value is obtained using the US EPA eGRID summary tables 2018

data or description of Region SRVC. This is the most accurate source of this data.
measurement methods
and procedures applied

Purpose of Data Calculation of project emissions

Comments This value will be updated to align with the most recent
published eGRID values.
https://www.epa.gov/energy/emissions-generation-resource-
integrated-database-egrid

CO2 emission coefficient for propane
Calculated
0.005297 t CO2¢e/gal

VIS utile= o iR Mo s oile - Noj COEF = NCV * EF which are both reference values
data or description of



https://www.epa.gov/energy/emissions-generation-resource-integrated-database-egrid
https://www.epa.gov/energy/emissions-generation-resource-integrated-database-egrid
https://www.epa.gov/energy/emissions-generation-resource-integrated-database-egrid
https://www.epa.gov/energy/emissions-generation-resource-integrated-database-egrid
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measurement methods
and procedures applied
Purpose of Data Calculation of project emissions

COEF diesel

CO2 emission coefficient for diesel
Calculated

0.010210 t CO2¢e/gal

VATl rilo (e e s oile - Xoj COEF = NCV * EF which are both reference values
data or description of

measurement methods

and procedures applied

Purpose of Data Calculation of project emissions

Energy content of propane

U.S. EPA Guidelines
https://afdc.energy.gov/fuels/fuel_comparison_chart.pdf

Justification of choice of
data or description of
measurement methods
and procedures applied

Purpose of Data Calculation of project emissions

Data / Parameter NCVdiesel



https://afdc.energy.gov/fuels/fuel_comparison_chart.pdf
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Data unit MMBtu / gal

Description Energy content of diesel

Source of data Reference

Value applied 0.128488

U.S. EPA Guidelines

LIS e https://afdc.energy.gov/fuels/fuel_comparison_chart.pdf

data or description of
measurement methods
and procedures applied

Purpose of Data Calculation of project emissions

Comments

Data / Parameter EFco2,propane

Data unit t CO2e / MMBtu

Description CO2 emission factor for propane
Source of data Reference

Value applied 0.06287

IV alile= o Re ot oo - No 8 US EPA Emission Factors for Greenhouse Gas Inventories
data or description of
measurement methods

and procedures applied

https://www.epa.gov/sites/production/files/2018-
03/documents/emission-factors _mar_ 2018 O.pdf

Purpose of Data Calculation of project emissions

Comments

Data / Parameter EFco2,diesel

Data unit t CO2e / MMBtu

Description CO2 emission factor for diesel
Source of data Reference

Value applied 0.07946

IV ESHlilo=Nulo s Mo el a o) lo-Neoj US EPA Emission Factors for Greenhouse Gas Inventories

data or description of


https://afdc.energy.gov/fuels/fuel_comparison_chart.pdf
https://www.epa.gov/sites/production/files/2018-03/documents/emission-factors_mar_2018_0.pdf
https://www.epa.gov/sites/production/files/2018-03/documents/emission-factors_mar_2018_0.pdf
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measurement methods

and procedures applied

https://www.epa.gov/sites/production/files/2018-
03/documents/emission-factors_mar_2018 O.pdf

Table 2 shows 10.21 kg CO2/gal.

Purpose of Data Calculation of project emissions

Comments

Data and Parameters Monitored

Data / Parameter

Data unit

Description

Source of data

Description of
measurement methods
and procedures to be
applied

Frequency of
monitoring/recording

Value monitored
Monitoring equipment

QA/QC procedures to be
applied

Purpose of data

Calculation method

Comments

Fcha,py
t CHa/yr

Total amount of methane in the LFG collected and destroyed by
the project system at standard temperature and pressure (68 F,
1 atm)

Continuously monitored

Flow rates of methane to the landfill gas flare and electricity
generating engines are calculated based on continuous
monitored. Fcua,py is calculated by summing FcHa fiared,y and
FcraELy.

Continuously monitored

2815.1
See applicable parameters

See applicable parameters

Calculation of baseline emissions

Methane content sent to the flare and the Ingenco engines is
calculated each month. FcHa fiared,y and Fcha Ly are summed to
calculate the total methane captured and destroyed by the
system.

See sample calculations in Section 5 for exact methodologies.


https://www.epa.gov/sites/production/files/2018-03/documents/emission-factors_mar_2018_0.pdf
https://www.epa.gov/sites/production/files/2018-03/documents/emission-factors_mar_2018_0.pdf
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Data / Parameter

Source of data

Description of
measurement methods
and procedures to be
applied

Frequency of
monitoring/recording

Value monitored
Monitoring equipment

QA/QC procedures to be
applied
Purpose of data

Calculation method

Comments

Data / Parameter

Source of data

FcHa fiared,y
t CHa/yr

Amount of methane in captured LFG which is destroyed by
flaring.

The amount of methane sent to the flare is calculated based on
continuous monitoring. Project emissions from the flare are
calculated using continuous monitoring and a flare efficiency
factor. Fcha,fiaredyy iS calculated as the difference between FcHa,sent
to flare,y, and PEfIare,y.

Calculated value

Annual

109.90
See applicable parameters

See applicable parameters

Calculation of baseline emissions

FcHa fiared,y is determined as the difference between the amount of
methane supplied to the flare and any methane emissions from
the flare.

See sample calculations in Section 5 for exact methodologies.

Flare efficiency is not monitored, and a default value is used, as
per the parameter nare in section 4.1.

FCH4,sent to flare,y
t CHa/yr
Amount of methane in the LFG which is sent to the flare in yeary

Calculated based on LFGfiare, Wcha and pcha as per CDM Tool 8:
Tool to determine the mass flow of a greenhouse gas in a
gaseous stream.
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Description of
measurement methods
and procedures to be
applied

Frequency of
monitoring/recording
Value monitored
Monitoring equipment

QA/QC procedures to be
applied
Purpose of data

Calculation method

Comments

Data / Parameter

Source of data

Description of
measurement methods
and procedures to be
applied

Frequency of
monitoring/recording
Value monitored
Monitoring equipment

QA/QC procedures to be
applied

Calculated value

Continuous

112.15
See applicable parameters

See applicable parameters

Calculation of baseline emissions

Measured flowrate of landfill gas is multiplied by the measured
methane percentage and methane density at standard
temperature and pressure.

See sample calculations in Section 5 for exact methodologies.

PEfIare,y
t CO2e /yr

Project emissions from flaring of the residual gas stream in year
y

Calculated based on Fchua sent to flare and Nsare 8s per CDM Tool 6:
“Project emissions from flaring”.

Calculated value

Annual

56.07
See applicable parameters

See applicable parameters
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Purpose of data

Calculation method

Comments

Data / Parameter

Description

Source of data

Description of
measurement methods
and procedures to be
applied

Frequency of
monitoring/recording

Value monitored

Monitoring equipment

QA/QC procedures to be
applied

Purpose of data

Calculation method

Comments

Calculation of project emissions

Methane sent to the flare is multiplied by the destruction
efficiency of the flare and the global warming potential of
methane to determine project emissions.

See sample calculations in Section 5 for exact methodologies.

LFGfIare
m3

Volume of landfill gas sent to flare at normal temperature and
pressure.

Measured

Volume of landfill gas to the flare is measured by an orifice plate
flowmeter. Data is continuously monitored and recorded by
Henrico data collection software.

Continuous monitoring. Readings are recorded every five
minutes.

346,478

Rosemount Orifice Plate Model 1595C flowmeter with a
Rosemount 3095 Multi-Variable Pressure Transmitter

SN: 135079

The calibration schedule will follow manufacturer’s
recommendations. Rosemount guarantees meter stability for a
10 year period. For enhanced surety, the project developer has
the meter inspected and calibrated at least every 3 years. If the
meter is non-functioning for any reason, Ingenco personal will
identify this during equipment inspections and repair or replace
the malfunctioning meter.

Calculation of baseline emissions
Measured value

Data is recorded at 68F and 1atm.
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Data / Parameter

Description

Source of data

Description of
measurement methods
and procedures to be
applied

Frequency of
monitoring/recording

Value monitored

Monitoring equipment

QA/QC procedures to be
applied

Purpose of data

Calculation method

Comments

Flow is measured on a wet basis and the flow meter is located at
the blower / flare station. In particular, it is located after the
condensate knockout pot and after the blowers.

WCH4

m3 CHa/m3 LFG

Average methane fraction of the LFG
Measured

The methane fraction in the LFG is normally measured using a
continuous gas analyzer. Due to malfunction with the analyzer, a
backup meter was used which records a daily value for methane
concentration.

Daily

50.5%

Primary meter:
FAU-TDL Gas Analyzer
SN: 1037

Backup meter:
Landtec GEM 2000

SN: GM12536

The calibration schedule will follow manufacturer’s
recommendations. Ecotec’s recommended maintenance
practices are to have the meter inspected for proper operation
once annually. If the meter is non-functioning for any reason,
Henrico personal will identify this during equipment inspections
and repair or replace the malfunctioning meter.

Landtec’s recommended maintenance practices are to have the
meter inspected and calibrated bi-annually. In the case that the
meter is not calibrated within the recommended range, the
meter will display an error message on its screen warning that
the meter is out of calibration.

Calculation of baseline emissions

Measured value

If the regular field checks of the continuous gas analyzer identify
a drift greater than 5% over- or under-reporting, a conservative
drift factor will be applied in the calculations.
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Data / Parameter FcHaELy

Description Amount of methane in the landfill gas which is destroyed by
electricity generation.

Source of data Calculated based on LFGeiectricity, Wena and pcha as per CDM Tool
8: Tool to determine the mass flow of a greenhouse gas in a
gaseous stream.

Description of Calculated value
measurement methods

and procedures to be

applied

Frequency of Continuous
monitoring/recording

Value monitored 2,705.19

Monitoring equipment See applicable parameters

QA/QC procedures to be See applicable parameters
applied
Purpose of data Calculation of baseline emissions

Calculation method Measured flowrate of landfill gas is multiplied by the measured
methane percentage and methane density at standard
temperature and pressure.

See sample calculations in Section 5 for exact methodologies.

Comments

Data / Parameter LFGetectricity
.

Description Volume of landfill gas sent to power generation unit at standard
temperature and pressure.

Source of data Measured
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Description of
measurement methods
and procedures to be
applied

Frequency of
monitoring/recording

Value monitored

Monitoring equipment

QA/QC procedures to be
applied

Purpose of data

Calculation method

Data / Parameter

Source of data

Description of
measurement methods
and procedures to be
applied

Frequency of
monitoring/recording

Value monitored
Monitoring equipment

Volume of landfill gas to the Ingenco power generation unit is
measured by a flowmeter. Data is continuously monitored and
recorded by Ingenco data collection software.

Continuous monitoring. Readings are recorded every five
minutes.
8,479,100

Rosemount Orifice Plate, Model 1595C with Rosemount 3095
Multi-Variable Pressure Transmitter

SN: 306661

The calibration schedule will follow manufacturer’s
recommendations. Rosemount guarantees meter stability for a
10 year period. For enhanced surety, the project developer has
the meter inspected and calibrated at least every 3 years. If the
meter is non-functioning for any reason, Ingenco personal will
identify this during equipment inspections and repair or replace
the malfunctioning meter.

Calculation of baseline emissions

Measured value

Data is recorded at 68F and 1atm.

ECPJ,y
MWh/yr
Quantity of electricity consumed by the Project in year y

Calculated using supplier invoices from the Henrico and Ingenco
facilities as per the “Tool to determine baseline, project and / or
leakage emissions from electricity consumption”.

Review of supplier invoices for electricity consumed at both the
Henrico Landfill facility and the Ingenco power generation facility.
These invoices are based off direct measurement by commercial
electricity meters.

Monthly

49.64

n/a
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QA/QC procedures to be
applied
Purpose of data

Calculation method

Comments

Data / Parameter

Source of data

Description of
measurement methods
and procedures to be
applied

Frequency of
monitoring/recording
Value monitored
Monitoring equipment

QA/QC procedures to be
applied
Purpose of data

Calculation method

Data / Parameter

n/a

Calculation of project emissions

Electricity usage by the Henrico Landfill facility and the Ingenco
power generation facility are summed to generate this value.

PEpropane

t CO2e/yr

CO2 emissions from propane combustion in the flare in yeary
Calculated based on FCpropane and COEFpropane as per the CDM
“Tool to determine project or leakage CO2 emissions from fossil

fuel combustion”.

Calculated value

Annually

0.2
See applicable parameters

See applicable parameters

Calculation of project emissions

Quantity of propane combusted is multiplied by an appropriate
emission factor to determine total emissions.

See sample calculations in Section 5 for exact methodologies.

PEdiesel
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Source of data

Description of
measurement methods
and procedures to be
applied

Frequency of
monitoring/recording

Value monitored
Monitoring equipment

QA/QC procedures to be
applied

Purpose of data

Calculation method

Comments

Data / Parameter

Description

Source of data

Description of
measurement methods
and procedures to be
applied

Frequency of
monitoring/recording

Value monitored

CO2 emissions from diesel combustion at the Ingenco facility in
yeary

Calculated based on FCdieset and COEFdiesel as per the CDM “Tool

to determine project or leakage CO2 emissions from fossil fuel
combustion”.

Calculated value

Monthly

458.4
See applicable parameters

See applicable parameters

Calculation of project emissions

Quantity of diesel combusted is multiplied by an appropriate
emission factor to determine total emissions.

See sample calculations in Section 5 for exact methodologies.

FCpropane
Gallons/yr

Volume of propane combusted by the flare in the project activity
in yeary

Measured

Review of supplier invoices for propane consumed at the facility.
Invoices are based upon commercial fuel meters.

Invoiced on an as-delivered basis

35.3
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Monitoring equipment Commercial fuel meters

QA/QC procedures to be 3rd party statements/invoices are used to ensure accuracy of
applied data.

Purpose of data Calculation of project emissions
Calculation method Measured Value

Data / Parameter FCaiesel

Description Volume of diesel combusted by Ingenco engines in the project
activity in yeary

Source of data Measured

Description of Volume of diesel consumed by the Ingenco engines is monitored
measurement methods by a Coriolis flowmeter. Data is continuously monitored and

andlprgcedures to be recorded by Ingenco data collection software.
applie

Frequency of Continuous monitoring. Readings are recorded hourly.
monitoring/recording

Monitoring equipment Micromotion Coriolis Flowmeter
SN: 14354124
QA/QC procedures to be Coriolis meter is equipped with Smart Meter Verification that

applied continuously monitors performance indicators to ensure
measurement accuracy.

Ingenco technicians regularly cross reference diesel
consumption against electricity generation data to ensure it
behaves as expected.

Purpose of data Calculation of project emissions
Calculation method Measured Value

Data / Parameter Triare
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Source of data

Description of
measurement methods
and procedures to be
applied

Frequency of
monitoring/recording
Value applied
Monitoring equipment

QA/QC procedures to be
applied

Purpose of data
Calculation method

Comments

Data / Parameter

Description

Source of data

Description of
measurement methods
and procedures to be
applied

Frequency of
monitoring/recording
Value applied

Monitoring equipment

Degrees F
Temperature of the landfill gas flare tip
Measured

Flame temperature is continuously monitored by thermocouple
installed in the flare tip.

Continuous

135 F
LFG Industries Type k thermocouple data logger

The thermocouple meter will be calibrated annually to ensure
proper function.

Verification of landfill gas flare operation.
n/a

Landfill gas destruction is double checked against flare
temperature to ensure that destruction is not claimed when the
flare is not operational.

EGenlngenco
MWh/yr

Electricity generated by the Ingenco engines during the project
period. This is used to ensure operation of the energy plant.

Measured

Records from commercial electricity meters.

Continuous

13,505.89

Commercial wattmeter or similar.
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QA/QC procedures to be n/a
applied

Purpose of data Verification of operation of Ingenco engines

Calculation method n/a

Landfill gas destruction is double checked against generation
data from the Ingenco engines to ensure that destruction is not
claimed when engines are not operational.

Comments

4.3 Monitoring Plan

The purpose of monitoring is to measure the quantity of methane captured by the Project Activity
that would have been released to the atmosphere in the baseline condition. While Henrico County
owns and operates the landfill, they have contracted with Draper Aden Associates to monitor the
data and manage necessary compliance reporting and recordkeeping requirements. On a
monthly basis, Draper Aden Associates performs a QC review and, if errors are detected, a design
engineer analyzes the data to determine if adjustments need to be made. Bluesource receives
both the adjusted data and the raw data from Draper Aden Associates and performs their own
internal calculations to determine the carbon offset credits generated during the verification
period.

If Draper Aden and Associates detect errors in the data stemming from potential equipment
failure, Henrico County and Ingenco employees will be informed to arrange for calibration, repair,
or replacement of meters or infrastructure. In the interim period where equipment is out of
commission, handheld meters will be used to sample values regularly to ensure continued
operation.

A summary of all monitored parameters and the relevant maintenance procedures are detailed
below in Table 1 and Table 2, and the configuration of applicable meters can be seen in Figure

=

Table 1: Summary of Monitored Data

Monitored Parameter

Data Source

Monitoring Frequency

Responsible Party

Gas Flow to Flare

Rosemount 3095
multi-variable
pressure transmitter

Continuous, logged
every 5 minutes

Henrico Technicians
and Draper Aden
Associates

CHa4 Concentration at
Flare

FAU-TDL data logger

Continuous, logged
every 5 minutes

Henrico Technicians
and Draper Aden
Associates

CH4 Concentration at
Ingenco Facility

Landtec Gem 2000
data logger

Daily

Ingenco Technicians
and Draper Aden
Associates

Flare Temperature

LFG Industries Type k
thermocouple data

logger

Continuous, logged
every 5 minutes

Henrico Technicians
and Draper Aden
Associates

Gas Flow to Engines

Rosemount 3095
multi-variable

pressure transmitter

Continuous, logged
every 5 minutes

Ingenco Technicians
and Draper Aden
Associates
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CH4 Concentration at | Landtec Gem 2000 Daily Ingenco Technicians

Engines data logger and Draper Aden
Associates

Operation of Logs of power Hourly Ingenco Technicians

Generation Engines

sent to the grid
for purchase

Table 2: Summary of Monitoring Equipment Maintenance

Equipment

Maintenance
Procedure

Maintenance
Frequency

Responsible Party

Rosemount Orifice
Plate Model 1495C
to Flare

Professional
calibration at least
every 3 years;

Inspection should
Draper Aden
Associates note
irregular data

Calibrated every 3
years;

Data summarized
and inspected
monthly

Henrico Technicians
and Draper Aden
Associates

Rosemount Orifice
Plate Model 1495C
to Engines

Professional
calibration at least
every 3 years;

Inspection should
Draper Aden
Associates note
irregular data

Calibrated every 3
years;

Data summarized
and inspected
monthly

Henrico Technicians
and Draper Aden
Associates

FAU-TDL data logger

Professional
calibration at least
every year;

Inspection should
Draper Aden
Associates note
irregular data

Calibrated every
year;

Data summarized
and inspected
monthly

Henrico Technicians
and Draper Aden
Associates

Landtec Gem 2000
Continuous Gas
Analyzer

Professional
calibration every 6
months;

Calibrated every 6
months;

Data summarized
and inspected
monthly

Ingenco Technicians
and Draper Aden
Associates

LFG Industries Type
K Thermocouples

Professional
calibration at least
every year;

Inspection should
Draper Aden
Associates note
irregular data

Calibrated every
year;

Data summarized
and inspected
monthly

Ingenco Technicians
and Draper Aden
Associates

Generator Operating
Data

Calibration per
manufacturer’s
specifications and
regulations regarding

Calibrated every 6
months;

Ingenco Technicians
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Figure 1: Configuration of the Main Landfill Gas Collection and Control Technologies

Baseline Emissions
Gas Flow

Baseline emissions are monitored using two Rosemount Orifice Plate Model 1495C continuous
gas flow meters (both with Rosemount 3095 Multi-Variable Pressure Transmitter) that measure flow
on a wet basis and normalizes flow to standard temperature and pressure conditions. Data is
recorded at 68 F & 1 atm. Landfill gas flow is metered continuously at the blower / flare station
and at the Ingenco plant, with readings being taken every five minutes. A Red Lion data logger is
installed to record flow, methane concentration and flare temperature continuously.

The flow meter to the flare (SN 135079) was factory calibrated 11/23/2015, 11/22/20186,
11/8/2017, 11/14/2018 and 11/13/2019 and was found to be operating per manufacturer
specifications. On a go forward basis, the flowmeter will continue to be calibrated by certified
technicians at least every three years as per the project developer’s policies.

The flow meter to the Ingenco plant (SN 306661) was factory calibrated on 9/1/2010 before it
was installed and came online 9/8/2010. The flow meter was also calibrated 10/19/15,
10/4/16, 10/25/17, 10/7/18, and 11/14/19 and found to be operating per manufacturer
specifications. On a go forward basis, the flowmeter will continue to be calibrated by certified
technicians at least every three years as per the project developer’s policies.

Flare Operation

Two LFG Industries Type k thermocouples are used to ensure the flare and pilot flame are burning.
The data logger records flare temperature to show whether or not the flare was burning. Henrico
has verified that when the station is running (i.e. showing a landfill gas flow rate), the flare is also
burning. In the event that gas flow is recorded to the flare at a time when a flame is not detected,
or the flare temperature falls outside of manufacturer's recommended values, destruction
efficiency of the flare will be treated as 0% as per CDM Tool 06 (version 3.0).

During every monthly site visit, the temperature readout from the main flame thermocouple’s
(upper) is recorded. During these visits, if the temperature reading were to be inconsistent with
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the flame condition (i.e., temp reading indicating that the flame was burning while it was not or
vice versa) this would have been apparent. Both thermocouples were successfully calibrated by
the manufacturer 11/23/15, 11/22/16, 11/8/17, 11/14/18 and 11/13/19. On a go forward
basis, the thermocouples will continue to be calibrated annually by certified technicians.

Engine Operation

Electricity generation records from the twelve dual-fuel combustion engines are collected to
demonstrate methane destruction. These records are compared with monitored landfill gas flow
data and, in the event that gas flow is measured to the engines during a time period when no
electricity generation is recorded, the destruction efficiency of these engines will be considered
0% for that time period. All electricity generation data will be obtained from commercial electricity
meters maintained by Ingenco.

Gas Composition

Gas composition (CH4, CO2, O2 and balance gases) was measured during the reporting period by
a Landtec Gem 2000 gas analyzer. The gas analyzer (SN# GM12536) is designed by Landtec to
monitor the methane, carbon dioxide, and oxygen content of landfill gas. Landfill gas is sampled
daily as this meter is intended for use as a backup to the continuous meter. As this handheld
analyzer was used as the primary meter for the duration of the monitoring period, an identical
Landtec Gem 2000 gas analyzer (SN# GM10769) was used on days the primary meter was
removed for calibration.

The primary Landtec Gem 2000 meter (SN# GM12536) was calibrated on 10/11/2019,
04/19/2019, and 10/14/2019. The backup Landtec meter was calibrated on August 30, 2019.
On a go forward basis, the primary Landtec flowmeter will continue to be calibrated on a 6 month
interval by certified technicians as per manufacturer’'s recommendations, while the backup
Landtec meter will be calibrated as required by the project..

Gas composition is normally monitored by the FAU-TDL continuous gas monitor. During the
reporting period, this meter reported unreliably due to a damaged connection to the data
collection system. Data collected using the Landtec Gem backup meter was therefore utilized for
the entire monitoring period.

Pre-project Gas Flow

The quantity of landfill gas collected from the pre-existing landfill gas to energy system is
determined based on historical records of the flow and methane concentration of gas from 2002
through 2004. The flow of gas from the pre-existing system was measured continuously using a
Fluid Components International ST98 thermal mass flowmeter and recorded on a strip chart
located at the blower / flare station. This flowmeter was factory calibrated. Data was aggregated
on a daily and monthly basis and entered into spreadsheets by the Landfill Operator.

The quantity of methane generated in the baseline condition is determined based on the quantity
of landfill gas combusted in the project activity.

Project Emissions

Project emissions associated with flaring landfill gas, electricity consumption and fuel usage are
estimated using both measured and default values.

Flaring Emissions

Emissions associated with methane destruction by flaring are determined based on the flare’s
destruction efficiency and the mass flow rate of methane in the gas stream (determined from the
volumetric flow rate of landfill gas and the volumetric fraction of methane in the landfill gas being
flared). The composition and flow rate of landfill gas flared are determined as outlined above.
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5.1

Following the Methodology, the flare’s operating parameters are to be continuously monitored to
ensure compliance with the requirements of regulation 40 CFR 60.18. Accordingly, the
temperature of the flare is monitored using a thermocouple and temperatures are recorded on
the Red Lion data logger located at the blower / flare station.

Electricity and Fossil Fuel Combustion Emissions

Project emissions related to electricity consumption are estimated based on the quantity of
electricity supplied to the facility according to supplier invoices. Emissions from propane
consumptions are similarly estimated based on the quantity of propane supplied to the facility
according to supplier invoices. Diesel consumption by the electricity generation engines is
measured continuously using the Micromotion Coriolis Flow meter. This flow meter is equipped
with Smart Meter Verification, which continuously monitors the meter for reading drift and will
display an error if it is found out of calibration. Should this error occur, certified maintenance and
calibration will be conducted.

Monitoring Roles and Responsibilities

The County of Henrico’s Public Works Department has partnered with engineering consultant
Draper Aden Associates (DAA) to oversee monitoring activities. In particular, DAA handles all the
operations and management of gas collection system and has field technicians that balance the
well field and downloads the data from the Red Lion data logger for off-site storage. DAA also
assists the County in areas of permitting. DAA staff download the facility data from the data logger
and submits data to Bluesource for integration into emission reductions calculations. Bluesource
saves the raw data files and then after applying the appropriate emission reduction parameters
creates the emission reduction calculator that undergoes an internal QA/QC procedure.

Note that all relevant documents and records have been retained since 2002 and will be retained
for a period of at least two years following the end of the Project’s crediting period. All records
will be available for review by a verification body.

A listing of the variables that will be monitored, including the source of data and a description of
measurement methods and QA/QC calibration procedures are provided in Sections 5.1 & 5.2
above. It will be the responsibility of Henrico County staff to measure all variables and retain
records for verification.

QUANTIFICATION OF GHG EMISSION
REDUCTIONS AND REMOVALS

Baseline Emissions

Baseline emissions are calculated with the following equations. No emission reductions are
claimed for grid-connected electricity generation that is offset by electricity produced from LFG
destructed at the Ingenco facility as these environmental attributes are not owned by Henrico.
Further, no thermal energy is produced using the LFG, and the baseline scenario also does not
include natural gas used from the natural gas network in the absence of the project activity.
Therefore, the equation for baseline emissions is:

BEy = BECH4,y
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Where,
BEy = Baseline emissions in year y (t CO2¢e/yr)
BEcHa,y = Baseline emissions from the Landfill in yeary (t CO2¢e/yr)

Determination of BEcha4

Baseline emissions of methane from the Landfill are determined with the following equation,
based on the amount of methane that is captured under the project activity and the amount that
would have been captured and destroyed in the baseline. In addition, the effect of methane
oxidation that is present in the baseline and absent in the project is considered.

BEcna = ((1 = OXcoptayer) * Fenapyy = FCH4,BL,y) * GWPcpa

Where,
BEcHa,y = Baseline emissions from the Landfill in yeary (t CO2¢e/yr)
OX top layer = Fraction of methane in the LFG that would be oxidized in the top layer of the

Landfill in the baseline (dimensionless)

Fchapy = Amount of methane in the LFG which is flared and/or used to generate
electricity in the project activity in year y (t CHa/yr)

Fcha,BLy = Amount of methane in the LFG that would have been flared in the baseline
yeary (t CH4/yr)
GWPcHa = Global warming potential of methane (t CO2e / t CHa)

Ex Post Determination of FcHa,piy

Fcuapiy is the sum of quantities of methane flare and used to generate electricity during the
reporting period, as follows:

Fernapyy = Fenafiareay + FeragLy
Where,

Fcha,py = Amount of methane in the LFG which is flared and/or used to generate
electricity in the project activity in yeary (t CHa/yr)

Fcha,fiared,y = Amount of methane in the LFG which is destroyed by flaring (t CHa/yr)
FcraeLy = Amount of methane in the LFG which is destroyed by electricity generation (t
CHa/yr)

Determination of FcHa,fiared,y

Fcha fiared,y is determined as the difference between the amount of methane supplied to the flare
and any methane emissions from the flare as follows:
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F = F PEflare,y
CH4,flared,y — ''CH4,sentto flare,y —

Where,

FcHa,fiared,y = Amount of methane in the LFG which is destroyed by flaring (t CHa/yr)
FcHasenttoflarey = Amount of methane in the LFG which is sent to the flare in yeary, (t CHa/yr)
PEfiare,y = Project emissions from flaring of the residual gas stream in year y (t CO2¢e/yr)
GWPchHa = Global warming potential of CHa (t CO2e / t CHa4)

Determination of FcHa,sent to flare,y

Henrico meters the volume of LFG sent to the flare and the composition of this gas on a wet
basis. As such, Fchrasent to flare,y IS determined using option C in the CDM Tool 8: “Tool to determine
the mass flow of a greenhouse gas in a gaseous stream”. Option C includes instructions for
determining the volume of greenhouse gas sent to the flare under standard temperature and
pressure (STP) conditions (68F, 1atm). As the Henrico meters automatically record data under
STP conditions, methane density can be considered a reference value and conversion of
volumetric flow rate is not necessary. Equation 9 is therefore used to calculate the quantity of
methane sent to the flare, while equations 10 and 11 are not used.

FCH4,sent to flare = LGflare * WcHa * PcHa
Where,

FchHasenttofiarey = Amount of methane in the LFG which is sent to the flare in yeary, (t CHa/yr)

LFGfiare = Volume of landfill gas sent to flare (m3)
WCH4 = Average methane fraction of the LFG (m3 CHs / m3 LFQ)
PCH4 = Density of methane at 68F and 1atm (t CH4 / m3 CHa)

Determination of PEfare,y

PEfiare,y is determined directly by using the CDM Tool 6: “Project emissions from flaring” (version
3.0). The flare efficiency that will be applied is 98% as discussed in Section 4.1, except in cases
when the flare thermocouples detect a flare temperature outside of manufacturer’'s
recommended settings. In these cases, a flare efficiency of 0% will be used as per section 6.2 of
CDM Tool 6. The landfill gas composition is continuously measured at the facility. Therefore,
equation 15 from the Tool is used:

PEflare = Z(FCH4,sent to flare * (1 - 7”flare)) * GWPCH4

Where,
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Fchasenttoflare = Mass flow of methane in the gas sent to flare (t CHa)
Nfiare = Efficiency of the flare (%)
Determination of FcHa,eLy

Henrico meters the volume of LFG sent to the Ingenco’s power generation unit and the
composition of this gas on a wet basis. As such, Fcha,sent to flare,y iS determined using option C in
the CDM Tool 8. Option C includes instructions for determining the volume of greenhouse gas
sent to the flare under STP conditions. As the Henrico meters automatically record data under
STP conditions, methane density can be considered a reference value and conversion of
volumetric flow rate is not necessary. Equation 9 is therefore used to calculate the quantity of
methane sent to the flare, while equations 10 and 11 are not used.

Fenapry = LFGgrecericity * Wena * Pcha

Where,

FchaELy = Amount of methane in the LFG which is destroyed by electricity generation (t
CHa/yr)

LFGelectricity = Volume of landfill gas sent to power generation unit (m3)

WCH4 = Average methane fraction of the LFG (m3 CHs / m3 LFG)

PCH4 = Density of methane (t CHsa / m3 CHa)F

Determination of FcHa,BLy

In order to calculate the BEcHa,y we must subtract the amount of methane that would have been
flared in the absence of the project activity, Fcua,sLy. Before the project activity, there was no
requirement for the Landfill to destroy methane, and there was an existing LFG capture and
destruction system in place. This means the baseline scenario falls into “Case 3” as outlined in
Table 3 of the Methodology.

The calculation of methane that would have been flared in the absence of the project activity is
done by using historical values for the flared landfill gas volumes and average methane fraction
on a wet basis. It follows option C in CDM Tool 8. Option C includes instructions for determining
the volume of greenhouse gas sent to the flare under STP conditions. Data collected by the
historic Henrico meters was processed to equivalent values under STP conditions before data
was saved, therefore equation 9 is used to calculate the quantity of methane sent to the flare
while equations 10 and 11 are not used.

Fenapry = LFGpr * WenapL * Pcha

Fcha,BLy = Amount of methane in the LFG that would have been flared in the baseline
yeary (t CH4/yr)

LFGsL = Historic volume of landfill gas sent to the flare in the baseline (m3)
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WCH4,BL = Historic average methane fraction of the LFG in the baseline (m3 CHs / m3
LFG)
PCH4 = Density of methane (t CH4 / m3 CHa)

Project Emissions

Project emissions come from electricity and fossil fuels consumed in the project activity. These
emissions are calculated as follows:

PEy = PEEC,y + PEFC,y

Where,

PEy = Project emissions in year y (t CO2¢e / yr)

PEecy = Emissions from consumption of electricity due to the project activity in yeary
(t CO2e/yr)

PErc,y = Emissions from consumption of fossil fuels due to the project activity in yeary
(t CO2e/yr)

Determination of PEec

Project emissions from consumption of electricity by the project activity are calculated using
equation 2 (the generic approach) from CDM Tool 5: “Baseline, project and/or leakage emission
from electricity consumption and monitoring of electricity generation” (version 3.0).

PEEC = ECP],y * EFEF * (1 + TDL)

Where,

ECry = Quantity of electricity consumed by the Project (MWh/yr)

EFer = Emission factor for the grid that supplies the electricity (t CO2e/MWh)

TDL = Average transmission and distribution losses for providing electricity to the

source (%)

The parameter EFer is obtained from the US EPA’s eGrid database, and will be regularly updated
to reflect the most recent value published for the region.

The Methodology section 5.5(65)(b) states “If in the baseline a proportion of LFG is destroyed,
then the electricity consumption in the tool should refer to the net quantity of electricity
consumption (i.e. the increase due to the project activity).”

There was no historical data for electricity consumed in the baseline. Therefore, it will be
assumed the net consumption is only what is consumed in the project activity. This will increase
the project emissions which is a conservative approach.
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Determination of PErc
Both propane and diesel are used in the project activity. Therefore, the equation for PErc,y is:
PEFC,y = PEpropane + PEgieser

Project emissions from consumption of fossil fuel in the project activity are calculated using
equation 1 in the CDM Tool 3: “Tool to calculate project or leakage CO2 emissions from fossil
fuel combustion” (version 3.0). The following equations are used:

PEpropane = FCpropane * COEFpropane

PEgieser = FCqieser ¥ COEFyieser

Where,

PEpropane = CO2 emissions from propane combustion in the flare in yeary (t CO2¢e/yr)
PEdiesel = CO2 emissions from diesel combustion in the power generation facility in year
y (t CO2e/yr)

FCpropane = Volume of propane combusted in the project activity in year y (gal)

FCdiesel = Volume of diesel combusted in the project activity in year y (gal)

COEFpropane = CO2 emission coefficient for propane (t CO2¢e / gal)

COEF diesel = CO2 emission coefficient for diesel (t CO2¢e / gal)

The CO2 emission coefficients are calculated based on net calorific value and CO2 emission
factor of the fuel type. This is Option B in Tool 3.

COEFpropane = NCVpropane * EFCOZ,propane
COEFgieser = NCVgjeger * EFCOZ,diesel

The Methodology section 5.5(66)(b) states “If in the baseline a proportion of LFG is captured and
flared (Fcha,BLy>0), then the fossil fuels consumption used in the calculation should refer to the
net of that consumed in the baseline.”

There is no historical data for fuel consumed in the baseline. Therefore, it will be assumed the
net consumption is only what is consumed in the project activity. This will increase the project
emissions which is a conservative approach.

Leakage

The Project is not known to create any leakage emissions.
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5.4 Net GHG Emission Reductions and Removals

The emission reductions were calculated as baseline emissions minus project emissions for
each month in the monitoring period. The emission reductions are specified by vintage and
final values are rounded down for conservativeness.

Baseline Project emissions | Leakage Net GHG
emissions or or removals emissions emission

removals (tCO2¢e) (tCO2¢) reductions or
(tCO2e) removals
(tCO2e)

2019 56,628 476 0 56,152

Total 56,628 476 0 56,152



