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1 PROJECT DETAILS
1.1 Summary Description of the Project

The Inner Mongolia Wuliji Wind Farm Project (hereinafter referred as to “the project”) is located
in the Wulate Hou Qi, Bayannao’er City, Inner Mongolia Autonomous Region, China. The project
is developed by CGN Wind Power Co.,Ltd. (hereafter referred to as the “Project Developer”). The
objective of the project is to generate renewable electricity from wind and the generated power
will be accessed to the North China Power Grid (NCPG). It involves the installation of 40 wind
turbines, each of which has a rated output of 1,250 kW, providing a total installed capacity of
50 MW, with a predicted power supplied to the grid of 117,630 MWh per annum.

The estimated average annual emission reductions of the project is 98,868 tCO2e during the
second crediting period from 13/09/2019 to 12/09/2029, and the total emission reductions
during this second crediting period are 988,680 tCO2e.

The project activity was started construction on 02/09/2008. The first turbine was
commissioned on 13/09/2009, and all the wind turbines have been put into operation
gradually till 24/10/2009

The scenario existing prior to the start of the implementation of the project activity is North
China Power Grid (NCPG) providing the same electricity service as the Project.

The baseline scenario is the same as the scenario existing prior to the start of implementation
of the project activity.

1.2 Sectoral Scope and Project Type

Sectoral scope: 1. Energy industries (renewable/non-renewable sources);

Project type: Energy industries (renewable/non-renewable sources)

The project is not a grouped project.

1.3 Project Eligibility
The project is not a grouped project.

1.4 Project Design
NA.
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1.5 Project Proponent

Organization name CGN Wind Power Co., Ltd.

Contact person Lei Shi

Title Vice General Manager

Address No.2 Building, Area 12 of Advanced Business Park, No.188 West of
South 4th Ring Road, Beijing, P.R.China

Telephone +86 185 6628 1342

Email cgnwind@163.com

1.6 Other Entities Involved in the Project

Organization name Climate Bridge (Shanghai) Ltd.

Role in the project Consultancy

Contact person Gao Zhiwen

Title General Manager

Address Block B, Level 24, Jiangong Mansion, 33 Fushan Road, Pudong New
Area, Shanghai

Telephone +86 21 6246 2036

Email projects@climatebridge.com

1.7 Ownership
The project proponent is CGN Wind Power Co., Ltd., who has the full ownership of the project.
The approval of Environmental Impact Assessment (EIA), Feasibility Study Report (FSR), and
Letter of Approval for the Project as a CDM Project issued by China National Development and
Reform Commission, and the business license of the project owner are evidences for legislative
right. Besides, the equipment purchasing contract and the purchasing power agreement are the
evidences for the ownership of the plant, equipment and power generating.

1.8 Project Start Date
The project started on 13/09/2009 (the start date of electricity generation).
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1.9 Project Crediting Period
There is a deviation for the crediting period. The project is registered under VCS Version 2007.1
and completed validation before 19/03/2020. thus, it remains eligible to apply the crediting
period requirements under VCS 2007.1 which shall be a maximum of ten years and may be
renewed at most twice, so the first renewable crediting period of the project should be updated
from 13/09/2009-14/03/2010 to 13/09/2009-12/09/2019.

Therefore, the project crediting period is ten years, twice renewable for a total of 30 years.
However, as the project is also registered as a CDM project with a seven year twice renewable
project crediting period, it is not eligible for VCU issuance beyond the end of those 21 years
(14/03/2031). The project first crediting period is from 13/09/2009 to 12/09/2019. This is
the second crediting period from 13/09/2019 to 12/09/2029.

1.10 Project Scale and Estimated GHG Emission Reductions or Removals

Project Scale

Project 

Large project

Year Estimated GHG emission
reductions or removals (tCO2e)

13/09/2019~31/12/2019 29,796

01/01/2020~31/12/2020 98,868

01/01/2021~31/12/2021 98,868

01/01/2022~31/12/2022 98,868

01/01/2023~31/12/2023 98,868

01/01/2024~31/12/2024 98,868

01/01/2025~31/12/2025 98,868

01/01/2026~31/12/2026 98,868

01/01/2027~31/12/2027 98,868

01/01/2028~31/12/2028 98,868

01/01/2029~12/09/2029 69,072
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Total estimated ERs 988,680

Total number of crediting years 10

Average annual ERs 98,868

1.11 Description of the Project Activity
The purpose of the Project is to use well established wind power generation technology for
electricity generation and transmission to generate low emissions electricity for the Grid
thereby displacing CO2 emissions from electricity generation from the Grid. The baseline
scenario is the same as the scenario existing prior to the start of the implementation of the
project activity: electricity delivered to the Grid by the project would have otherwise been
generated by the operation of grid-connected power plants and by the addition of new
generation sources. The Grid includes the Shandong, Beijing, Tianjin, Heibei, Shanxi and Inner
Mongolia Provincial Power Grids.

The project involves the installation of 40 wind turbines each of which has a rated capacity of
1,250 kW, providing a total capacity of 50MW. The expected annual electricity supply to the grid
is 117,630 MWh and the forecast load factor is 26.86%1. The project is expected to be in
operation for 20 years.

The electricity generated by the project is transformed to the on-site 220 kV substation and
then transmitted to the grid substation where it is delivered to North China Power Grid. The
electricity generated is first transmitted to the Inner Mongolia Power Grid and then to the North
China Power Grid.

Details on the monitoring equipment and its location are given in section 5.3 of the PD.

The wind turbine is produced by Shanghai Electric Windpower Equipment Co., Ltd. The key
technical parameters of wind turbines are listed in Table 1.

Table 1 Main Technical Parameters of wind turbines

Item Unit Index

Type - SEC-1250

Quantity Set 40

Rated power kW 1,250

Hub height m 65

Rotor diameter m 64

Sweep-wind area m2 3,217

1 117630MWh /50MW/(24hours*365 days)=26.86%
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Cut-in speed m/s 2.8

Cut-out speed m/s 23

Rated wind speed m/s 12.3

Rated voltage of generator V 690

Load factor - 26.86%

Lifetime years 20

1.12 Project Location
The project activity lies in the Wulate Hou Qi, Bayannao’er City, Inner Mongolia Autonomous
Region, China. The center of the project is defined using geographic coordinates obtained with
a Global Positioning System (GPS) receiver: E 106°38＇30″Longitude, N 41°30＇20″Latitude.

Figure 1 Project Location

1.13 Conditions Prior to Project Initiation
The scenario existing prior to the start of the implementation of the project activity is NCPG
providing the same electricity service as the Project;

The project scenario is the implementation of the Project, the installation and operation of
turbines with a total capacity of 50MW which supply an average annual generation of 117,630
MWh to NCPG and replace the same amount of electricity generated by fossil fuel fired power
plants connected to NCPG;

The baseline scenario is the same as the scenario existing prior to the start of implementation
of the project activity.
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1.14 Compliance with Laws, Statutes and Other Regulatory Frameworks
The project is wind power generation project and meets the relevant provisions of the Law of
the People's Republic of China.

The main sectoral policy relevant to the project is the ‘Renewable Energy Law of the People’s
Republic of China’, which came into effect on 01/01/2006, and which aims to promote
renewable energy in the Host Country. This Law demonstrates the Chinese Government’s
commitment to the development of renewable energy as part of the overall energy development
strategy, and encourages grid-connected power generation from renewable sources.
Nevertheless, there are no direct incentives, such as financial grants, higher tariffs, or
subsidized loans available for these types of project.

In addition, although energy efficiency and renewable energy were included in the agenda for
the Host Country’s 13th Five-Year Plan (2016-2020), there is no legislative requirement to meet
the projections under this Plan.

1.15 Participation under Other GHG Programs

1.15.1 Projects Registered (or seeking registration) under Other GHG Program(s)

The project has been registered as a Clean Development Mechanism (CDM) project in UNFCCC
on 15/03/2010 (UNFCCC Ref. 2483), with the 7 years crediting period started from
15/03/2010. Total GHG emission reductions of 342,622 tCO2 generated from 15/03/2010 to
14/03/2017 (both days included) by the project has been issued as CER under CDM program.
Please refer to the following link for details.

https://cdm.unfccc.int/Projects/DB/BVQI1239166632.16/view

1.15.2 Projects Rejected by Other GHG Programs

NA.

1.16 Other Forms of Credit

1.16.1 Emissions Trading Programs and Other Binding Limits

The project does not reduce GHG emissions from activities that are included in an emissions
trading program or any other mechanism that includes GHG allowance trading.

1.16.2 Other Forms of Environmental Credit

The project hasn’t sought or received another form of environmental credits.

1.17 Additional Information Relevant to the Project
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Leakage Management

NA.

Commercially Sensitive Information

No commercially sensitive information has been excluded from the public version of the project
description.

Sustainable Development

The project activity promotes the local and national sustainable development powerfully in the
following aspects:

• Reduce greenhouse gas emissions in China compared to a business-as-usual scenario;

• Help to stimulate the growth of the wind power industry in China;

• Create local employment opportunity during the assembly and installation of wind turbines,
and for operation of the wind farm;

• Reduce other pollutants resulting from the power generation industry, compared to a
business as-usual approach, such as SO2, NOx and soot.

Further Information

NA.

2 SAFEGUARDS
2.1 No Net Harm

There are no negative environmental and/or socio-economic impacts due to the project.

2.2 Local Stakeholder Consultation
Local stakeholder comments were invited and compiled on the basis of a questionnaire send
out to stakeholders in February 2008. In total 40 questionnaires were distributed to
stakeholders, and all the copies were returned.

The questions asked were as follows:

 Do you think the project will influence the natural scenery?

 Do you think the project will influence the ecosystem?
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 Do you think the project will influence the surrounding area?

 Do you think the project will be helpful to the local economy?

 Do you agree the construction of the project?

 What about your opinion about the proposed project?

The survey shows that the project has strong local support among the local people. They all
believe the project will promote the local economic development and will improve the life level
of the local people. All the respondents agree the project construction. The villagers are all
supportive of the project and to date there has been no need to modify the project design
according to the comments received.

The project owner has an overall environment-friendly plan to guarantee that the project has
the minimum negative impact on the environment during the project construction and
operation.

2.3 Environmental Impact
The Environmental Impact Assessment (EIA) for the project activity was approved by
Environment Protection Bureau of Inner Mongolia Autonomous Region in May 2008. According
to the Environmental Impact Assessment (EIA), the environment impacts of the project are
summarized below:

1. The analysis of the environment impact during the construction period

The environmental impacts during the construction period are as follows:

Noise: the project will meet the restrictive construction boundary noise values during the
construction stage. Therefore, the noise is not considered to negatively impact local residential
areas.

Dust: the dust will be produced during the construction period by the machines. The impact of
dust can be erased by sprinkling and covering the materials in the windy days.

Solid waste: the main solid wastes produced during the construction period are construction
waste and garbage from the construction workers. Garbage will be collected and will be sent to
landfill. The construction wastes will be used for backfilling, foundations and road construction.

Waste water: waste water will be treated and reused.

2. The analysis of the environment impact during operation period

The environment impacts during the construction period are as follows:

Waste water: a small quantity of waste water will be produced by the project management staff
during operation. The waste water will be treated and will be used for sprinkling the vegetation.
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Noise: the noise from the wind turbines is expected to be 53~33DB (A) at a distance of 50~150
meters, meeting the “Industry Enterprise Factory Boundary Noise Standard”. Therefore, the
noise of the wind farm is not considered to have a negative impact on local residents during the
operational period.

Solid waste: the main solid waste during the operational period is generated by the project
management staff. All the waste produced will be collected and sent to landfill.

Environmental impacts are not considered significant. The Inner Mongolia Environmental
Protection Bureau approved the EIA on 05/05/2008.

2.4 Public Comments
No negative comments have been received on the project during the public comment period
has been taken.

2.5 AFOLU-Specific Safeguards
NA.

3 APPLICATION OF METHODOLOGY
3.1 Title and Reference of Methodology

Following approved baseline & monitoring methodology is applied:

Methodology:

ACM0002 “Grid-connected electricity generation from renewable sources” (Version 20.0)

Reference: https://cdm.unfccc.int/methodologies/DB/XP2LKUSA61DKUQC0PIWPGWDN8ED5PG

The applied tools:

Tools: “Tool for assessment of the validity of the original/current baseline and update of the
baseline at the renewal of the crediting period” (Version 3.0.1).

Reference:

https://cdm.unfccc.int/methodologies/PAmethodologies/tools/am-tool-11-v3.0.1.pdf

Tools: “Tool to calculate the emission factor for an electricity system” (Version 07.0)

Reference:

https://cdm.unfccc.int/methodologies/PAmethodologies/tools/am-tool-07-v7.0.pdf

https://cdm.unfccc.int/methodologies/DB/XP2LKUSA61DKUQC0PIWPGWDN8ED5PG
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3.2 Applicability of Methodology
The approved methodology ACM0002 (version 20.0) is applicable to the project activity and the
project meets the applicability of the applied methodology as follows:

Clauses Requirements of the ACM0002 Scenario of the project Conclusion

1

This methodology is applicable to grid-
connected renewable energy power
generation project activities that:
a) Install a Greenfield power plant;
b) Involve a capacity addition to (an)
existing plant(s);
c) Involve a retrofit of (an) existing
operating plants/units;
d) Involve a rehabilitation of (an)
existing plant(s)/unit(s); or
e) Involve a replacement of (an)
existing plant(s)/unit(s).).

The project is a greenfield
NCPG-connected renewable
power generation project.

Applicable

2

The methodology is applicable under
the following conditions:

(a) The project activity may include
renewable energy power plant/unit of
one of the following types: hydro power
plant/unit with or without reservoir,
wind power plant/unit, geothermal
power plant/unit, solar power
plant/unit, wave power plant/unit or
tidal power plant/unit;
(b) In the case of capacity additions,
retrofits, rehabilitations or
replacements (except for wind, solar,
wave or tidal power capacity addition
projects the existing plant/unit started
commercial operation prior to the start
of a minimum historical reference
period of five years, used for the
calculation of baseline emissions and
defined in the baseline emission
section, and no capacity expansion,
retrofit, or rehabilitation of the
plant/unit has been undertaken
between the start of this minimum
historical reference period and the
implementation of the project activity.

The project is a newly built
wind power project and the
project activity involves the
installation of the wind
power plant.

Applicable

3

In case of hydro power plants, one of
the following conditions must apply:

(a) The project activity is implemented

Not applicable, the project
is not a hydro power plant,
so this applicability
condition does not need to

NA
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Clauses Requirements of the ACM0002 Scenario of the project Conclusion

in existing single or multiple
reservoirs, with no change in the
volume of any of the reservoirs; or

(b) The project activity is implemented
in existing single or multiple
reservoirs, where the volume of the
reservoir(s) is increased and the
power density calculated using
equation (7), is greater than 4 W/m2;
or

(c) The project activity results in new
single or multiple reservoirs and the
power density, calculated using
equation (3), is greater than 4 W/m2;
or

(d) The project activity is an integrated
hydro power project involving multiple
reservoirs, where the power density for
any of the reservoirs, calculated using
equation (3), is lower than or equal to
4 W/m2, all of the following conditions
shall apply:

(i) The power density calculated using
the total installed capacity of the
integrated project, as per equation (8),
is greater than 4 W/m2;

(ii) Water flow between reservoirs is
not used by any other hydropower unit
which is not a part of the project
activity;

(iii) Installed capacity of the power
plant(s) with power density lower than
or equal to 4 W/m2 shall be:

a. Lower than or equal to 15 MW; and

b. Less than 10 per cent of the total
installed capacity of integrated hydro
power project.

be considered.
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Clauses Requirements of the ACM0002 Scenario of the project Conclusion

4

In the case of integrated hydro power
projects, project proponent shall:
Demonstrate that water flow from
upstream power plants/units spill
directly to the downstream reservoir
and that collectively constitute to the
generation capacity of the integrated
hydro power project; or
Provide an analysis of the water
balance covering the water fed to
power units, with all possible
combinations of reservoirs and
without the construction of reservoirs.
The purpose of water balance is to
demonstrate the requirement of
specific combination of reservoirs
constructed under CDM project activity
for the optimization of power output.
This demonstration has to be carried
out in the specific scenario of water
availability in different seasons to
optimize the water flow at the inlet of
power units. Therefore, this water
balance will take into account
seasonal flows from river, tributaries
(if any), and rainfall for minimum five
years prior to implementation of CDM
project activity.

Not applicable, the project
is not a hydro power plant,
so this applicability
condition does not need to
be considered.

NA

5

The methodology is not applicable to:
a) Project activities that involve
switching from fossil fuels to
renewable energy sources at the site
of the project activity, since in this
case the baseline may be the
continued use of fossil fuels at the
site;

b) Biomass fired power
plants/units.

The project does not involve
switching from fossil-fuels
to renewable energy
sources at the site of the
project activity and the
project is not a biomass-
fired power project.

NA

6

In the case of retrofits, rehabilitations,
replacements, or capacity additions,
this methodology is only applicable if
the most plausible baseline scenario,
as a result of the identification of
baseline scenario, is “the continuation
of the current situation, that is to use
the power generation equipment that
was already in use prior to the
implementation of the project activity

Not applicable, the project
is a newly built wind power
project.

NA
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Clauses Requirements of the ACM0002 Scenario of the project Conclusion

and undertaking business as usual
maintenance”.

In addition, the project meets the applicability conditions of the applied tools applied in the PD
as follows:

Tool Criteria Applicability Conclusion

Tool to calculate
the emission
factor for an
electricity system

This tool may be applied to estimate
the OM, BM and/or CM when
calculating baseline emissions for a
project activity that substitutes grid
electricity that is where a project
activity supplies electricity to a grid or
a project activity that results in
savings of electricity that would have
been provided by the grid (e.g.
demand-side energy efficiency
projects).

The project is the
installation of a
wind power plant
supplying
electricity to the
grid.

Applicable

Tool to calculate
the emission
factor for an
electricity system

In case of CDM projects the tool is not
applicable if the project electricity
system is located partially or totally in
an Annex I country.

The project
electricity system
is located in a
non-Annex I
country.

Applicable

Tool for
assessment of
the validity of the
original/current
baseline and
update of the
baseline at the
renewal of the
crediting period”

This tool provides a stepwise
procedure to assess the continued
validity of the baseline and to update
the baseline at the renewal of a
crediting period, as required by
paragraph 49 (a) of the modalities
and procedures of the clean
development mechanism.

The tool consists of two steps:

The first step provides an approach to
evaluate whether the current baseline
is still valid for the next crediting
period. The second step provides an
approach to update the baseline in
case that the current baseline is not
valid anymore for the next crediting
period.

The validity of the
baseline of the
project is
assessed by the
following two
steps:

Evaluate whether
the current
baseline is still
valid for the next
crediting period;
Update the
baseline in case
that the current
baseline is not
valid anymore for
the next crediting
period.

Applicable

3.3 Project Boundary
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According to ACM0002 (version 20.0), the spatial extent of the project boundary includes the
project power plant and all the power plants connected physically and geographically to
electricity system that the project power plant is connected to. According to the “Tool to
calculate the emission factor for an electricity system (version 07.0)”, the electricity system is
defined by the spatial extent of the power plants that are physically connected through
transmission and distribution lines to the project activity (e.g. the renewable power plant
location or the consumers where electricity is being saved) and that are covered by either single
or layered dispatch area.

Electricity generated by the Project is delivered to North China Power Grid (NCPG). According to
2017 Baseline Emission Factors for Regional Power Grids in China issued by China’s DNA2, the
NCPG is composed of Beijing, Tianjin, Hebei, Shanxi, Shandong and Inner Mongolia power grids,
therefore, NCPG is defined as the electricity system the project is connected to, and the spatial
extent of the project boundary includes the project power plant and all the power plants
connected physically and geographically to NCPG.

The greenhouse gases and emission sources included in or excluded from the above-identified
project boundary are shown as below:

Source Gas Included? Justification/Explanation

Ba
se
lin
e

CO2 emissions from
electricity generation
in fossil fuel-fired
power plants that is
displaced due to the
project activity.

CO2 Yes Main emission source

CH4 No Minor emission source

N2O No Minor emission source

Other No Minor emission source

Pr
oj
ec
t

The wind power plant

CO2 No

According to ACM0002, the project
emission of renewable energy
project activity should not be
considered.

CH4 No

N2O No

Other No

Figure 2 presents a flow diagram within the project boundary including all the equipment and
systems.

2 http://www.mee.gov.cn/ywgz/ydqhbh/wsqtkz/201812/P020181220579925103092.pdf
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Figure 2 Project Boundary

3.4 Baseline Scenario
In accordance with “Assessment of the validity of the original/current baseline and update of
the baseline at the renewal of the crediting period” (version 03.0.1), the validity of the current
baseline is assessed using the following sub-steps:

Step 1: Assess the validity of the current baseline for the next crediting period

Step 1.1: Assess compliance of the current baseline with relevant mandatory national and/or
sectoral policies

There are no new national and/or sectoral policies that could affect the baseline scenario
during the renewal of the crediting period. For total electricity generation produced by fossil fuel
power plants, the average share of the five most recent years is more than 50% of total
electricity generation in NCPG. Hence in the absence of the project activity, electricity would still
have been generated in the existing grid-connected power plants or by the addition of new
generation sources from NCPG. The current baseline still complies with all relevant mandatory
national and sectoral policies which have come into effect after the submission of the project
activity for validation and are applicable at the time of requesting renewal of the crediting
period. Go to step 1.2.

Step 1.2: Assess the impact of circumstances

The baseline scenario identified at the validation of the project activity was the continuation of
the current practice without any investment. The investment environment or market
characteristics especially the feed-in tariff, the policy in terms of market access permit, these
circumstances continue during the second crediting period and therefore, do not have an
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impact on the current baseline emissions. Hence the current baseline does not need to be
updated. Go to step 1.3.

Step 1.3: Assess whether the continuation of use of current baseline equipment(s) or an
investment is the most likely scenario for the crediting period for which renewal is requested.

The project is a greenfield project with a lifetime of 20 operation years, with no baseline
equipment(s) or an investment for the crediting period for which renewal is requested, this step
is not applicable. Go to step 1.4.

Step 1.4: Assessment of the validity of the data and parameters

Assess whether data and parameters that were only determined at the start of the crediting
period and not monitored during the crediting period are still valid or whether they should be
updated. Updates should be undertaken in the following cases:

• Where IPCC default values are used, the values should be updated if any new default
values have been adopted and published by the IPCC, for example, in guidelines for
national GHG inventories, IPCC assessment report or special reports by the IPCC;

• Where emission factors, values or emission benchmarks are used and determined only
once for the crediting period, they should be updated, except if the emission factors,
values or emission benchmarks are based on the historical situation at the site of the
project prior to the implementation of the project and cannot be updated because the
historical situation does not exist anymore as a result of the CDM project activity.

If any of the data and parameters that were only determined at the start of the crediting period
and not monitored during the crediting period are not valid anymore, the current baseline
needs to be updated for the subsequent crediting period.

In accordance with the methodology, the grid emission factor and all the values in its
calculation are updated in section 4.1.

Application of Steps 1.1, 1.2, 1.3 and 1.4 confirmed that the current baseline is valid for the
second crediting period but data and parameters need to be updated. Therefore step 2 is used.

Step 2: Update the current baseline and the data and parameters

Step 2.1: Update the current baseline

As per the analysis in step 1 above, the current baseline does not need to be updated.

Step 2.2: Update the data and parameters

The updated baseline emission factor for the project ( , ,grid CM yEF ) is calculated in line with the

“Tool to calculate the emission factor for an electricity system (version 07.0)”, the data is
calculated as 0.8405 tCO2e/MWh, refer to section 4.1 for details.
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3.5 Additionality
The project has demonstrated its additionality in the first crediting period and no changes
affect the additionality of the project since its registration.

3.6 Methodology Deviations
There is a deviation on calculation of Build Margin when adopting the methodological tool –
“Tool to calculate the emission factor for an electricity system” by the Chinese DNA in the “2017
Baseline Emission Factors for Regional Power Grids in China”. The deviation has been approved
by the EB Board in a response letter entitled “Request for clarification on use of approved
methodology AM0005 for several projects in China”3, thus the same deviation method has
been adopted in the first and second crediting periods of the project by the Chinese DNA.

4 QUANTIFICATION OF GHG EMISSION
REDUCTIONS AND REMOVALS

4.1 Baseline Emissions
According to the ACM0002 (Version 20.0), baseline emissions include only CO2 emissions from
electricity generation in fossil fuel fired power plants that are displaced due to the project
activity, calculated as follows:

BEy = EGPJ,y * EFgrid,CM,y (1)

Where:

BEy = Baseline emission in year y (tCO2/yr)

EGPJ,y = Quantity of net electricity generation that is produced and fed into the grid
as a result of the implementation of the CDM project activity in year y
(MWh/yr)

EFgrid,CM,y = Combined margin CO2 emission factor for grid connected power generation
in year y calculated using the latest version of the “Tool to calculate the
emission factor for an electricity system”

The project activity is a Greenfield wind power plant, then:

EGPJ,y = EGfacility,y

3 http://cdm.unfccc.int/UserManagement/FileStorage/AM_CLAR_QEJWJEF3CFBP1OZAK6V5YXPQKK7WYJ
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Where:

EGPJ,y = Quantity of net electricity generation that is produced and fed into the grid as
a result of the implementation of the CDM project activity in year y (MWh/yr)

EGfacility,y = Quantity of net electricity generation supplied by the project plant/unit to the
grid in year y (MWh/yr)

EFgrid,CM,y is calculated as per the latest version of “Tool to calculate the emission factor for an
electricity system” (version 07.0). The baseline emission factor EFgrid,CM,y is calculated ex ante
and fixed for the second crediting period. Detailed as follows:

Step 1. Identify the relevant electricity system

According to the” Tool to calculate the emission factor for an electricity system (Version 07.0)”,
project participants may delineate the project electricity system using any of the following
options:

Option 1. A delineation of the project electricity system and connected electricity systems
published by the DNA or the group of the DNAs of the host country(ies), In case a delineation is
provided by a group of DNAs, the same delineation should be used by all the project
participants applying the tool in these countries;

Option 2. A delineation of the project electricity system defined by the dispatch area of the
dispatch centre responsible for scheduling and dispatching electricity generated by the project
activity.

Where the dispatch area is controlled by more than one dispatch centre, i.e. layered dispatch
area, the higher level area shall be used as a delineation of the project electricity system (e.g.
where regional dispatch centres are required to comply with dispatch orders of the national
dispatch centre then area controlled by the national dispatch centre shall be used);

Option 3. A delineation of the project electricity system defined by more than one independent
dispatch areas, e.g. multi-national power pools.

Since Chinese DNA has published a delineation of the project electricity system and connected
electricity systems, Option 1 is applied for the project. According to the delineations, the North
China Power Grid (NCPG) is identified as the relevant electric power system of the project,
which includes Shandong, Beijing, Tianjin, Hebei, Shanxi and Inner Mongolia provincial Power
Grids. The project is located in Abaga County, Xilinguole League, Inner Mongolia Autonomous
Region, P. R. China and covered by the North China Power Grid (NCPG). According to the “2017
Baseline Emission Factors for Regional Power Grids in China”, the connected electricity system
is the Northeast Power Grid (NEPG) and Central China Power Grid (CCPG).
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Step 2. Choose whether to include off-grid power plants in the project electricity system
(optional)

Project participants may choose between the following two options to calculate the operating
margin and build margin emission factor:

Option I: Only grid power plants are included in the calculation.

Option II: Both grid power plants and off-grid power plants are included in the calculation.

Based on China’s real situation, only grid power plants are included in the calculation.

Step 3. Select a method to determine the operating margin (OM)

The calculation of the operating margin emission factor (EFgrid,OM,y) is based on the following
methods:

(a) Simple OM, or

(b) Simple adjusted OM, or

(c) Dispatch Data Analysis OM, or

(d) Average OM.

In China, specific data from the grid or each power plant is treated as business confidential and
thus not public available. Therefore, method (b) and method (c) is not suitable for the project.

According to ACM0002, the Simple OM method (a) can only be applied when low-cost/must run
resources4 constitute less than 50% of total grid generation in average of the five most recent
years or based on long-term normal for hydroelectric production.

For the most recent 5 years (2012-2016), the share of low-cost/must-run generation in North
China Power Grid is 3.78% in 2012, 4.96% in 2013, 6.39% in 2014, 7.21% in 2015 and 8.94%
in 20165 . The Simple OM method, therefore, is selected to calculate the Operating Margin
emission factor of the project. As per the latest version of “Tool to calculate the emission factor
for an electricity system”, one of the following methods should be chosen to calculate the
simple OM emission factor:

 Ex ante option: If the ex-ante option is chosen, the emission factor is determined once at
the validation stage. Thus, no monitoring and recalculation of the emissions factor during
the crediting period is required. For grid power plants, use a 3-year generation-weighted

4 Low-cost/must-run resources are defined as power plants with low marginal generation costs or power plants that are
dispatched independently of the daily or seasonal load of the grid. They typically include hydro, geothermal, wind, low-
cost biomass, nuclear and solar generation. If coal is obviously used as must-run, it should also be included in this list,
i.e. excluded from the set of plants.

5 China Electric Power Yearbook 2013~2017
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average, based on the most recent data available at the time of submission of the CDM-
PDD to the DOE for validation. For off-grid power plants, use a single calendar year within
the five most recent calendar years prior to the time of submission of the CDM-PDD for
validation;

 Ex post option: If the ex post option is chosen, the emission factor is determined for the
year in which the project activity displaces grid electricity, requiring the emission factor to
be updated annually during monitoring. If the data required to calculate the emission
factor for year y is usually only available later than six months after the end of year y,
alternatively the emission factor of the previous year (y-1) may be used. If the data is
usually only available 18 months after the end of the year y, the emission factor of the year
proceeding the previous year (y-2) may be used. The same data vintage (y, y-1 or y-2)
should be used throughout all crediting periods.

Here ex-ante vintage is chosen, and the EFgrid,OM is fixed during the second crediting period

Step 4. Calculate the operating margin emission factor according to the selected method

Based on the analysis of the step 3, the simple OM emission factor is calculated as the
generation-weighted average CO2 emissions per unit net electricity generation (tCO2/MWh) of
all generating power plants serving the system, not including low-cost/must-run power plants/
units. The simple OM may be calculated by one of the following two options:

Option A: Based on the net electricity generation and a CO2 emission factor of each power unit;
or

Option B: Based on the total net electricity generation of all power plants serving the system
and the fuel types and total fuel consumption of the project electricity system.

For the project activity, the required data for the exercise of Option A is not available and those
of Option B can be obtained from official sources, and off-grid power plants are not included in
the calculation, therefore, Option B is chosen to calculate the operating margin emission factor:

Option B can only be used if:

(a) The necessary data for option A is not available; and

(b) Only nuclear and renewable power generation are considered as low-cost/must-run power
sources and the quantity of electricity supplied to the grid by these sources is known; and

(c) Off-grid power plants are not included in the calculation.

As the data required by option A is not available in China, and the nuclear and renewable power
generation are considered as low-cost/must-run power sources and the quantity of electricity
supplied to the grid by these sources is known in china, and off-grid power plants are not
included in the calculation. Therefore, Option B is used for calculating project OM as follows:
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Where:
EFgrid,OMsimple,y = Simple operating margin CO2 emission factor in year y (tCO2 /MWh)

FCi,y = Amount of fossil fuel type i consumed in the project electricity system in year
y (mass or volume unit)

NCVi,y

EFCO2,i,y

EGy

i

y

= Net calorific value (energy content) of fossil fuel type i in year y (GJ / mass or
volume unit)

= CO2 emission factor of fossil fuel type i in year y (tCO2 /GJ)

= Net electricity generated and delivered to the grid by all power sources
serving the system, not including low-cost / must-run power plants / units, in
year y (MWh)

= All fossil fuel types combusted in power sources in the project electricity
system in year y

= The relevant year as per the data vintage chosen in Step 3

If available, NCVi,y and EFCO2 ,i,y from the fuel supplier of the power plants in invoices may be
used; or, regional or national average default values may be used. In this PDD, NCVi,y of
different fuels are obtained from China Energy Statistical Yearbook 2016. With regard to the
fuel types where NCVi,y fluctuate in a certain range, the floor values of the fluctuation range are
used for conservatism. EFCO2 ,i,y of fossil fuel comes from IPCC default values.

The Simple OM Emission Factor (EFgrid,OMsimple,y) of the project is calculated on the basis of the
fuel consumption data for electricity generation of the NCPG, not including those of low-
operating cost and must-run power plants, such as wind power, hydropower and nuclear etc.
These data are obtained from the China Electric Power Yearbook (2014~2016, published
annually) and China Energy Statistical Yearbook (2014~2016). Based on these data, the Simple
OM Emission Factor (EFgrid,OMsimple,y) of the NCPG is calculated as 0.9680 tCO2e/MWh.

Step 5. Calculate the build margin emission factor

In terms of vintages of data, project participants can choose between one of the following two
options:

Option 1 For the first crediting period, calculate the build margin emission factor, ex ante
based on the most recent information available on units already built for sample group m at the
time of CDM-PDD submission to the DOE for validation. For the second crediting period, the
build margin emission factor should be updated based on the most recent information available
on units already built at the time of submission of the request for renewal of the second
crediting period should be used. For the third crediting period, the build margin emission factor
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calculated for the second crediting period should be used. This option does not require
monitoring the emission factor during the crediting period.

Option 2 For the first crediting period, the build margin emission factor shall be updated
annually, ex post, including those units built up to the year of registration of the project activity
or, if information up to year of registration is not yet available, including those units built up to
the latest year for which information is available. For the second crediting period, the build
margin emissions factor shall be calculated ex ante, as described in option 1 above. For the
third crediting period, the build margin emission factor calculated for the second crediting
period should be used.

The PDD chooses Option 1, which requires the project participant to calculate the Build Margin
Emission Factor EFgrid,BM,y, ex-ante based on the most recent information available on units
already built for sample group m at the time of PDD submission.

The sample group of power units m used to calculate the build margin should be determined as
per the following procedure, consistent with the data vintage selected above:

(a) Identify the set of five power units, excluding power units registered as CDM project
activities, that started to supply electricity to the grid most recently (SET5-units) and determine
their annual electricity generation (AEGSET-5-units, in MWh);

(b) Determine the annual electricity generation of the project electricity system, excluding power
units registered as CDM project activities (AEGtotal, in MWh). Identify the set of power units,
excluding power units registered as CDM project activities, that started to supply electricity to
the grid most recently and that comprise 20 per cent of AEGtotal (if 20 per cent falls on part of

the generation of a unit, the generation of that unit is fully included in the calculation) (SET≥20

per cent) and determine their annual electricity generation (AEGSET-≥20 per cent, in MWh);

(c) From SET5-units and SET ≥ 20 per cent select the set of power units that comprises the larger

annual electricity generation (SETsample);

Otherwise:

(d) Exclude from SETsample the power units which started to supply electricity to the grid more
than10 years ago. Include in that set the power units registered as CDM project activity, starting
with power units that started to supply electricity to the grid most recently, until the electricity
generation of the new set comprises 20 per cent of the annual electricity generation of the
project electricity system (if 20 per cent falls on part of the generation of a unit, the generation
of that unit is fully included in the calculation) to the extent is possible. Determine for the
resulting set (SETsample-CDM) the annual electricity generation (AEGSET-sample-CDM, in MWh);
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If the annual electricity generation of that set is comprising at least 20 per cent of the annual

electricity generation of the project electricity system (i.e. AEGSET-sample-CDM ≥ 0.2 × AEGtotal), then

use the sample group SETsample-CDM to calculate the build margin. Ignore steps (e) and (f).

(e) Include in the sample group SETsample-CDM the power units that started to supply electricity to
the grid more than 10 years ago until the electricity generation of the new set comprises 20 per
cent of the annual electricity generation of the project electricity system (if 20 per cent falls on
part of the generation of a unit, the generation of that unit is fully included in the calculation);

(f) The sample group of power units m used to calculate the build margin is the resulting set
(SETsample-CDM->10yrs).

However, in China, it is very difficult to obtain the data of the five existing power plants built
most recently or the power plants capacity additions in the electricity system that comprise 20
per cent of the system generation (in MWh) and that were built most recently, since no data of
plant specific generation and fossil fuel consumption is currently available in China. As none of
the above options can be selected, the following deviations are adopted to calculate the BM6:

First, to calculate the newly added installed capacity and the contribution component of other
various power generation technologies, then calculate of the weight of newly added installed
capacity of each power generation technology, and finally, to calculate BM emission factor using
the commercially optimal efficiency level of each power generation technology.

According to the “Tool to calculate the emission factor for an electricity system”, the build
margin emissions factor (EFgrid,BM,y) is calculated as the generation-weighted average emission
factor (tCO2e/MWh) of all power units m during the most recent year y for which power
generation data is available. The calculation equation is as follows:
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Where:
EFgrid,BM,y = Build margin CO2 emission factor in year y (tCO2 /MWh)

EGm,y = Net quantity of electricity generated and delivered to the grid by power unit m in
year y (MWh)

EFEL,m,y

m

y

= CO2 emission factor of power unit m in year y (tCO2 /MWh)

= Power units included in the build margin

= Most recent historical year for which power generation data is available

6http://cdm.unfccc.int/UserManagement/FileStorage/6POIAMGYOEDOTKW25TA20EHEKPR4DM



Project Description: VCS Version 4.0

27

Since the generating capacity of coal-fired, oil-fired and gas-fired technologies can’t be
separated from the existing statistical data, the following measures are taken for the
calculation:

First, based on the available data of the latest year, determine the ratio of CO2 emissions from
coal, oil, and gas consumption for power generation to the total CO2 emission; Second, to
calculate the emission factor of the thermal power based on the weight of CO2 emission from
coal, oil, and gas, and the emissions factors using commercial technologies with optimal
efficiency. And finally, to multiply the thermal emission factor with the portion of the thermal
power comprising 20 per cent of the newly added capacity.

Sub-step 5.1. Calculate the weights of CO2 emission of solid, liquid and gaseous fossil fuels in
total emissions for power generation
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Where:
FC i, j, y = Amount of fossil fuel type i consumed in province j in year y (mass or volume unit)

NCVi, y = Net calorific value (energy content) of fossil fuel type i in year y (GJ/t or GJ/m3)

EFCO2,i,j, y = CO2 emission factor of fossil fuel type i in year y (tCO2e/GJ)

Sub-step 5.2. Calculation of Emission Factor of Relevant Thermal Power

yAdvGasyGasyAdvOilyOilyAdvCoalyCoalyThermal EFEFEFEF ,,,,,,,,,,   ……... (7)

Where:

EFCoal,Adv,y, EFOil,Adv,y and EFGas,Adv, y refers to the emission factors representing best technologies
commercially available for coal, oil and gas fired power plants, respectively.

Sub-step 5.3. Calculate of BM of the grid
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Where:
CAPTotal,y = The total newly added electricity generation capacity (MW) in year y;

CAPThermal,y =
The newly added electricity generation capacity of thermal power (MW) in
year y

Key parameters used to calculate BM emission factor include the low calorific value of each
fossil fuel, the oxidation rate, the potential emission factors, and the efficiency of various power
generation technologies. The data of low calorific value of each fossil fuel and their oxidation
rate comes from China Energy Statistical Yearbook 2016. The potential emission factors are
sourced from “2006 IPCC Guidelines for National Greenhouse Gas Inventories” Table 1.3 and
Table 1.4 of Page 1.21-1.24 in Chapter one, Volume 2 Energy.

According to the latest and available data at the time of this PD submission, EFgrid,BM,y is
calculated to be 0.4578 tCO2e/MWh.

Step6. Calculate the combined margin emission factor

The calculation of the combined margin (CM) emission factor (EFgrid,CM,y) is based on one of the
following methods:

(a) Weighted average CM; or

(b) Simplified CM.

The weighted average CM method (option A) should be used as the preferred option.

The simplified CM method (option b) can only be used if:

(a) The project activity is located in: (i) a Least Developed Country (LDC); or in (ii) a country with
less than 10 registered CDM projects at the starting date of validation; or (iii) a Small Island
Developing States (SIDS); and

(b) The data requirements for the application of step 5 above cannot be met.

The PDD choose option A.

The combined margin emission factor is calculated as follows:

yBMgridBMyOMgridOMyCMgrid EFEFEF ,,,,,,   ……. (9)

Where:
EFgrid,BM,y = Build margin CO2 emission factor for the project electricity system in year y

(tCO2/MWh)
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EFgrid,OM,y = Operating margin CO2 emission factor for the project electricity system in year
y (tCO2/MWh)

ωOM = Weighting of operating margin emissions factor (%)

ωBM = Weighting of build margin emissions factor (%)

The combined margin emissions factor EFgrid,CM,y should be calculated as the weighted average
of the Operating Margin emission factor (EFgrid,OM,y) and the Build Margin emission factor
(EFgrid,BM,y), where ωOM= 0.75 and ωBM = 0.25 for wind project (owing to their intermittent and
non-dispatchable nature) for the second crediting period and for subsequent crediting periods.
The (EFgrid,OM,y) and (EFgrid,BM,y) are calculated as described in Step 4 and 5.

EFgrid,CM,y =0.9680 tCO2e/MWh *0.75+0.4578 tCO2e/MWh *0.25 = 0.8405 (tCO2e/MWh)

4.2 Project Emissions
According to ACM0002 (version 20.0), for most renewable energy power generation project
activities, PEy = 0

4.3 Leakage
According to ACM0002 (version 20.0), no leakage is considered.

4.4 Net GHG Emission Reductions and Removals
The annual emission reductions ERy for the project activity are calculated as the baseline
emissions minus the project emissions. Being the project of a greenhouse gas GHG zero-
emission activity the final GHG emission reductions are calculated as follows:

��� � ��� � t��…………… (10)

Where:
��� Emission reductions in year y (tCO2)

��� Baseline Emissions in year y (tCO2)

t�� Project emissions in year y (tCO2)

The summary of ex ante estimates of emission reductions is shown as follows:

Year Estimated
baseline
emissions or
removals
(tCO2e)

Estimated
project
emissions or
removals
(tCO2e)

Estimated
leakage
emissions
(tCO2e)

Estimated net
GHG emission
reductions or
removals (tCO2e)

13/09/2019~31/12/2019 29,796 0 0 29,796
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01/01/2020~31/12/2020 98,868 0 0 98,868

01/01/2021~31/12/2021 98,868 0 0 98,868

01/01/2022~31/12/2022 98,868 0 0 98,868

01/01/2023~31/12/2023 98,868 0 0 98,868

01/01/2024~31/12/2024 98,868 0 0 98,868

01/01/2025~31/12/2025 98,868 0 0 98,868

01/01/2026~31/12/2026 98,868 0 0 98,868

01/01/2027~31/12/2027 98,868 0 0 98,868

01/01/2028~31/12/2028 98,868 0 0 98,868

01/01/2029~12/09/2029 69,072 0 0 69,072

Total 988,680 0 0 988,680

5 MONITORING
5.1 Data and Parameters Available at Validation

The baseline gird emission factor is obtained directly from the official source Notification on
Determining Baseline Emission Factor of China’s Grid by China’s DNA. Thus, the relevant basic
parameters for calculation of the baseline grid emission factor are not described in detail here.
With consideration of the fact of the Project, data and parameters that are available at
validation are summarized in below tables.

Data / Parameter EFgrid,OM,y

Data unit tCO2e/MWh

Description The operating margin emission factor for North China Power Grid

Source of data “ 2017 Baseline Emission Factors for Regional Power Grids in
China” published by China DNA

Value applied 0.9680

Justification of choice of
data or description of
measurement methods
and procedures applied

As per the requirements in “Tool to calculate the emission factor
for an electricity system version 07.0”

Purpose of Data Calculation of EFgrid,CM,y
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Comments Calculated ex ante and fixed for the second crediting period.

Data / Parameter EFgrid,BM,y

Data unit tCO2e/MWh

Description The build margin emission factor for North China Power Grid

Source of data “ 2017 Baseline Emission Factors for Regional Power Grids in
China” published by China DNA

Value applied 0.4578

Justification of choice of
data or description of
measurement methods
and procedures applied

As per the requirements in “Tool to calculate the emission factor
for an electricity system version 07.0”

Purpose of Data Calculation of EFgrid,CM,y

Comments Calculated ex ante and fixed for the second crediting period.

Data / Parameter ωOM

Data unit -

Description Weighting of operation margin emission factor

Source of data "Tool to calculate the emission factor for an electricity system
version 07.0”

Value applied 0.75

Justification of choice of
data or description of
measurement methods
and procedures applied

As per the requirements in “Tool to calculate the emission factor
for an electricity system version 07.0”

Purpose of Data Calculation of EFgrid,CM,y

Comments Calculated ex ante and fixed for the second crediting period.

Data / Parameter ωBM

Data unit tCO2e/MWh
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Description Weighting of build margin emission factor

Source of data "Tool to calculate the emission factor for an electricity system
version 07.0”

Value applied 0.25

Justification of choice of
data or description of
measurement methods
and procedures applied

As per the requirements in “Tool to calculate the emission factor
for an electricity system version 07.0”

Purpose of Data Calculation of EFgrid,CM,y

Comments Calculated ex ante and fixed for the second crediting period.

Data / Parameter EFgrid,CM,y

Data unit tCO2e/MWh

Description The baseline grid emission factor

Source of data "Tool to calculate the emission factor for an electricity system
version 07.0”

Value applied 0.8405

Justification of choice of
data or description of
measurement methods
and procedures applied

As per the requirements in “Tool to calculate the emission factor
for an electricity system version 07.0”

Purpose of Data Calculation of baseline emissions

Comments Calculated ex ante and fixed for the second crediting period.

5.2 Data and Parameters Monitored

Data / Parameter EGfacility, y

Data unit MWh

Description The net electricity supplied to the grid by the project in period y

Source of data Calculated

Description of
measurement methods

The net electricity delivered from the project to the grid is
calculated with the formula showed in section 5.3



Project Description: VCS Version 4.0

33

and procedures to be
applied

The accuracy of the electricity meters involved will be described
above in the monitored parameter EGexport,total,y, EGimport,total,y ,
EGproject,y and EGothers,y

Frequency of
monitoring/recording

-

Value applied -

Monitoring equipment -

QA/QC procedures to be
applied

-

Purpose of data Calculation of baseline emissions

Calculation method The net electricity supplied by the project to the grid is calculated
through EGexport,total,y, EGimport,total,y , EGproject,y and EGothers,y

according to the equation (11) in section 5.3

Comments -

Data / Parameter EGexport,total,y

Data unit MWh

Description Quantity of annual electricity exported to the grid by the project
and other wind farm project in period y

Source of data Electricity meter: Main meter (or Backup meter)

Description of
measurement methods
and procedures to be
applied

The quantity of annual electricity exported to the grid are
monitored continuously through the main meter (or Backup
meter) installed at onsite substation.

The accuracy of the meters are 0.2S, meeting the national
standard.

A designated person from the grid company and the project
company jointly record the readings of the meters at the onsite
substation each month.

Frequency of
monitoring/recording

Continuously measured and monthly recorded

Value applied -

Monitoring equipment Electricity meter

QA/QC procedures to be
applied

The metering instruments will be calibrated annually in
accordance with the “ Technical administrative code of electric
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energy metering (DL/T448-2016)”.

Sale receipts will be used to cross-check the meters’ readings.

Purpose of data Calculation of baseline emissions

Calculation method -

Comments -

Data / Parameter EGimport,total,y

Data unit MWh

Description Quantity of annual electricity imported from the grid by the
project and other wind farm project in period y

Source of data Electricity meter: Main meter (or Backup meter)

Description of
measurement methods
and procedures to be
applied

The quantity of annual electricity exported to the grid are
monitored continuously through the main meter (or Backup
meter) installed at onsite substation.

The accuracy of the meters are 0.2S, meeting the national
standard.

A designated person from the grid company and the project
company jointly record the readings of the meters at the onsite
substation each month.

Frequency of
monitoring/recording

Continuously measured and monthly recorded

Value applied 0

Monitoring equipment Electricity meter

QA/QC procedures to be
applied

The metering instruments will be calibrated annually in
accordance with the “ Technical administrative code of electric
energy metering (DL/T448-2016)”.

Sale receipts will be used to cross-check the meters’ readings.

Purpose of data Calculation of baseline emissions

Calculation method -

Comments -

Data / Parameter EGproject,y
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Data unit MWh

Description Quantity of electricity generation from the project activity
metered by the separate meters in period y, the sum of electricity
generated by M1, M2, M3 and M4

Source of data Separate meters (M1, M2, M3, M4) installed at the project site

Description of
measurement methods
and procedures to be
applied

The electricity meter measure continuously and accumulatively
by the project owner. The accuracy of the meters are 0.5S.

Frequency of
monitoring/recording

Continuously measured and monthly recorded

Value applied 117,630

Monitoring equipment Electricity meter

QA/QC procedures to be
applied

The metering instruments will be calibrated annually in
accordance with the “ Technical administrative code of electric
energy metering (DL/T448-2016)”.

Purpose of data Calculation of baseline emissions

Calculation method -

Comments -

Data / Parameter EGothers,y

Data unit MWh

Description Quantity of electricity generation from other projects metered by
the other separate meters in period y, the sum of electricity
generated by M5, M6, M7 and M8

Source of data Other separate meters (M5, M6, M7, M8) installed at the site of
other project

Description of
measurement methods
and procedures to be
applied

The electricity meter measure continuously and accumulatively
by the project owner. The accuracy of the meters are 0.5S.

Frequency of
monitoring/recording

Continuously measured and monthly recorded

Value applied -
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Monitoring equipment Electricity meter

QA/QC procedures to be
applied

The metering instruments will be calibrated annually in
accordance with the “ Technical administrative code of electric
energy metering (DL/T448-2016)”.

Purpose of data Calculation of baseline emissions

Calculation method -

Comments -

5.3 Monitoring Plan
The aim of the monitoring plan is to make sure that the net electricity generation delivered to
the grid is monitored completely, consistently, reliably and precisely. The details are
summarized as follows:

1. Monitoring subject

The main data monitored is the net electricity generation delivered to the grid by the project.

2. Monitoring management structure

In order to obtain reliable monitoring data, the project developer will establish a monitoring
management framework prior to the starting of the crediting period. Clear responsibilities will
be assigned to all staff involved in the project. A monitoring director will be appointed who has
the overall responsibilities for the monitoring of the project, other staff will be responsible for
the data recording, data collecting, data archiving and emission reductions calculation. The
detailed structure is

Figure 3 Structure of the monitoring management

3. Monitoring apparatus and installation

The project shares the same transformer, substation or transmission line with some other wind
farms in future, appropriate additional meters are installed at the project site so that the
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electricity generation can be monitored for each wind farm separately so as to calculate the
share of this wind farm of the net supply to the grid.

The net electricity supplied by the project is calculated as follows:

EGfacility, y= (EGexport, total,y - EGimport, total,y)*EGproject,y /(*EGproject,y + EGothers,y ) (11)

Where:

EGfacility,y= The quantity of net electricity supplied to the grid by the project in period y

EGproject, y = The electricity generation form the project metered by the separate meters
(M1,M2,M3 and M4) installed at the project site in period y

EGexport, total,y = Total quantity of electricity exported to the grid by the project and other wind
farm project based on the data metered by the main meter (or backup
meter) installed at the on-site 220KV Substation in period y

EGimport, total,y= Total quantity of electricity imported from the grid by the project and other
wind farm project based on the data metered by the main meter (or backup
meter) installed at the on-site 220KV Substation in period y

EGothers,y = The electricity generation form the other wind farm project metered by the
separate meters (M5,M6,M7 and M8) installed at the site of other project in
period y

The separate meters M1~M8 are installed at the respective project site so that the electricity
generation can be monitored for each wind farm separately so as to calculate the share of this
wind farm of the total net electricity exported to the grid. M1~M4 are installed in Line1#~4#
respectively to monitor the generation from the Project; M5~M8 are installed in Line5#~8#
respectively to monitor the generation from other wind farm project. The location of the meters
in relation to the grid, project, and other project transmission lines are displayed as following
diagram.



Project Description: VCS Version 4.0

38

4. Data monitoring

The readings of the main meter and separate meters are used for calculating the emission
reductions when the main meter and separate meters are in normal operation state. The
monitoring processes are as follows:

(1) The meter readings from the main meter and separate meters are recorded daily;

(2) The designated persons from the grid company and the project company jointly record the
main meter readings of the power to/from the grid monthly;

(3) The project developer provides the power grid company with a settling accounts sheet about
the net electricity supplied to the grid monthly;

(4) The project developer provides the power grid company with a sale receipt after the power
grid company has confirmed the settling accounts sheet, and archives a copy of the sale receipt;

(5) The project developer provides the DOE with the readings of the main meter at onsite
substation and separate meters at project site and the copy of sale receipt.

5. Quality control

1) Calibration of meters



Project Description: VCS Version 4.0

39

The calibration of meters is conducted by a qualified organization in compliance with the
national standard and sectional regulations to ensure the accuracy. The meters will be
calibrated once per year. The meters must be sealed after calibration.

The calibration records must be archived together with other monitoring records. When the
main meter or back-up meter have a breakdown, the party finding the breakdown should tell
another party and inform the qualified calibration organization to check, calibrate, test and
treat the meter so as to recover the normal monitoring state.

2) Emergency treatment

When the main meter, back-up meter or separate meters have a breakdown, the electricity
generation difference will be treated as follows:

(1) When one of the main meter and back-up has a breakdown, the readings of the other meter
will be adopted;

(2) If both the main meter and back-up meter have breakdowns, the Project Company and
Power Company shall jointly prepare a reasonable and conservative estimate of the correct
reading, and provide sufficient evidence that this estimation is reasonable and conservative.

(3) If separate meters have breakdowns, the Project Company and Power Company shall jointly
prepare a reasonable and conservative estimate of the correct reading, and provide sufficient
evidence that this estimation is reasonable and conservative.

6. Data management

All monitoring data and records will be archived in electronic format as well as on paper. The
electronic documents will be backed up on compact disc or hard disc. The project developer will
also keep copies of sale receipts and prepare a monitoring report at the end of each year,
which includes the net electricity generation, the monitoring data summary, the calibration
records, and the emission reductions calculation.

And all data including calibration records is kept until 2 years after the end of the total crediting
period of the VCS project.

7. Training program

The project developer will train all related staff before and during the crediting period. The
training contains VCS knowledge, operational regulations, quality control (QC), data monitoring
requirements and data management regulations, etc.
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