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Summary: 

NSF International (NSF) verified the seventh monitoring period of the “Conversion of SF6 to an 
Alternative Cover Gas in Magnesium Production in Eaton Rapids, MI, and Strathroy, ON” project (the 
“Project”). In this Project alternate cover gases were deployed to substitute for sulphur hexafluoride 
used to prevent oxidation of molten magnesium metal upon contact with air. The project developer, 
Origin Climate, Inc., has implemented this project in the magnesium metal recycling and die casting 
facilities of Meridian Magnesium Products of America in Eaton Rapids, Michigan USA, and in the 
magnesium metal recycling and die casting facilities of Meridian Lightweight Technologies Inc. in 
Strathroy, Ontario Canada.  

The objective of the verification was to verify the Project’s emission reductions during the reporting 
period 1 November 2014 through 31 December 2015. NSF verified the asserted emission reductions 
against criteria found in CDM Approved baseline and monitoring methodology AM0065 “Replacement 
of SF6 with alternate cover gas in the magnesium industry,” version 1.  

NSF performed off-site document review and on-site verification audit activities for this reporting 
period. NSF received acceptable responses for all clarification requests issued and approved 
corrective actions for findings of nonconformity. On the basis of work performed, NSF concluded with 
reasonable assurance that the Project’s asserted 353,344 metric tons of carbon dioxide–equivalent 
vintage 2014 and vintage 2015 emission reductions were fairly stated. More detail concerning the 
findings that support this conclusion is provided in Section 4 of this report. 
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1 INTRODUCTION 
 
Project developer Origin Climate, Inc. engaged NSF to verify the seventh reporting period of the 
“Conversion of SF6 to an Alternative Cover Gas in Magnesium Production in Eaton Rapids, MI, and 
Strathroy, ON” project. The verification team consisted of John C. Shideler, PhD, lead verifier. An 
independent review of the verification results was performed by Michael DeBusschere, P.E. After 
evaluation, NSF determined that the potential for conflict-of-interest was low for NSF, for the 
verification team, and for the independent reviewer. 

1.1 Objective 

The objective of the verification of the seventh reporting period of the project was to determine 
whether the SF6 cover gas replacement project at two Meridian Magnesium facilities had 
achieved emission reductions in accordance with the validated Project Description and the 2015 
Monitoring Report, and had remained in conformity with applicable VCS requirements. 

1.2 Scope and Criteria 

The scope of this verification included magnesium metal production facilities in Eaton Rapids, MI, 
and Strathroy, ON, where magnesium scrap is recycled and die cast products are made. Sources 
of greenhouse gas emissions included amounts of SF6 used as a cover gas and HFCs in 
substitute cover gases. The temporal scope for this verification is the project reporting period from 
1 November 2014 through 31 December 2015. 

Criteria included the Verified Carbon Standard, version 3.5 (25 March 2015), and the CDM 
Approved baseline and monitoring methodology AM0065 “Replacement of SF6 with alternate 
cover gas in the magnesium industry,” version 1 (1 February 2008). 

1.3 Level of Assurance 

This verification was conducted at the reasonable level of assurance. 

1.4 Summary Description of the Project 

Two Meridian Magnesium facilities, one in Eaton Rapids, Michigan, USA, the other in Strathroy, 
Ontario, Canada, produce magnesium ingots by recycling magnesium scrap in a melting process. 
The facilities remelt the ingots in die cast machines to manufacture parts for the automotive 
industry. In both the metal recycling and die casting processes a cover gas is used to prevent 
oxidation of molten metal in the presence of air. The substitution of Novec® 612 and dilute sulphur 
dioxide cover gases reduce the usage of sulphur hexafluoride and lower total greenhouse gas 
emissions. 

2 VERIFICATION PROCESS 

NSF developed a sampling plan based on the AM0065 methodology, the Verified Carbon 
Standard, and data provided to NSF for document review. The method of verification followed 
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ISO 14064-3, Greenhouse gases – Specification with guidance for the validation and verification 
of greenhouse gas assertions. The verification process was also informed by the VCS Validation 
and Verification Manual, version 3.1 (8 October 2013). After off-site document review, verification 
activities were conducted on-site in Eaton Rapids, MI and in Strathroy, ON.  

In accordance with the Verified Carbon Standard, the threshold of materiality for this verification 
was one percent. 

NSF developed a sampling plan for this engagement that addressed the following verification 
elements: 

 A checklist of requirements included in the AM0065 methodology 

 A spreadsheet with emission reduction calculations developed to provide a 
recomputation check for the emission reduction calculations included in the Monitoring 
Report. In this case, eight instances of this spreadsheet tab were completed so that the 
Project emission reduction calculations could be checked at disaggregated levels (i.e. for 
both the recycling and die casting activities in Eaton Rapids and Strathroy, respectively, 
for each vintage year).  

 A spreadsheet tab to record the results of data checks. 

The completed sampling plan is a verification record retained by NSF.  

2.1 Method and Criteria 

The NSF verification team verified Origin Climate, Inc.’s assertion of emission reduction offset 
credits generated against the following criteria: the CDM Approved baseline methodology 
AM0065 “Replacement of SF6 with alternate cover gas in the magnesium industry,” version 1, 
and the Verified Carbon Standard version 3.5. The verification process was performed in 
accordance with ISO 14064-3:2006, “Greenhouse gases – Specification with guidance for the 
validation and verification of greenhouse gas assertions.” The VCS “Validation and Verification 
Manual, v. 3.1 (8 October 2013), was also used as a reference. 

The sampling plan established for this verification included checking for the fulfilment of 
requirements established in the VCS Standard and ACM methodology, on-site physical 
inspection of monitoring equipment at Eaton Rapids, MI, and Strathroy, ON, confirmation of 
calibration of instruments, reviewing data logged by the data acquisition and handling system, 
and recalculation of emission reductions data. Information was gathered from interviews, from 
personal observation, and from the review of documents and records. 

2.2 Document Review 

The verification team conducted a document review to inform the planning process in advance of 
performing verification activities. In response to clarification requests, Origin Climate, Inc. updated 
its Monitoring Report and provided additional information for review during verification activities.  
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NSF cross-checked monitored project parameters against the validated parameters. The final 
Monitoring Report included detail on three previous Project Description deviations, two of which 
had been approved by Det Norske Veritas (DNV) during earlier verification periods. Another one 
was approved by NSF International after the sixth reporting period. All Project Description 
deviations are described in further detail in section 3 of this report.  

NSF reviewed calibration records for installed monitoring equipment at the Michigan and Ontario 
facilities and reviewed previously issued verification reports. The project host sites provided NSF 
with extensive records related to project activities, a portion of which are enumerated in the 
following table: 
 

# Title 

1 “VCS Monitoring Report: Conversion of SF6 to an alternative cover gas in magnesium 
production in Eaton Rapids, MI and Strathroy, ON,” version 3, (9 June 2016), by Nick 
Facciola 

2 “VCS Validation Report: Conversion of SF6 to an alternative cover gas in magnesium 
production in Eaton Rapids, MI and Strathroy, ON,” revision 1 (April 1, 2008), by DNV 

3 “VCS Verification Report: Conversion of SF6 to an alternative cover gas in magnesium 
production in Eaton Rapids, MI and Strathroy, ON, Sixth Monitoring Period (1 January 
2013 to 31 October 2014,” revision 1.0 (2 February 2015), by NSF International 

4 Clean Development Mechanism, Approved baseline and monitoring methodology AM0065 
“Replacement of SF6 with alternate cover gas in the magnesium industry,” version 1 

5 “VCS Project Description: Conversion of SF6 to an alternative cover gas in magnesium 
production in Eaton Rapids, MI and Strathroy, ON,” version 2 (March 9, 2009) 

6 “Meridian 2014 Monitoring Data v2.xlsx” and “Meridian 2015 Monitoring Data v2.xlsx”  

2.3 Interviews 

The lead verifier interviewed key personnel at the Meridian Magnesium Products of America 
project host site in Eaton Rapids, MI, and at Meridian Lightweight Technologies in Strathroy, ON. 
A list of personnel interviewed follows. 
 

Person Title Organization 

Chuck Woodburn Facilities Manager Meridian Magnesium Products of America 

April Scott Cost Accountant Meridian Magnesium Products of America 

Ivan Kosi Die Cast Process & Foundry 
Superintendent 

Meridian Lightweight Technologies 

Jordan Wright Maintenance/Tooling Manager Meridian Lightweight Technologies 

Don Lyons HSE Manager Meridian Lightweight Technologies  

Steve Husband Purchasing Supervisor Meridian Lightweight Technologies  

Nick Facciola Project Proponent Origin Climate, Inc. 
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2.4 Site Inspections 

NSF Lead Verifier John Shideler visited the Meridian Magnesium Products of America facility in 
Eaton Rapids, MI, on 10 May 2016 and the Meridian Lightweight Technologies facility in 
Strathroy, ON, on 11 May 2016. 

The site visit at the Eaton Rapids plant included visiting the metal melting and die casting 
operations areas, both of which required the use of cover gas to prevent oxidation of molten 
magnesium metal which otherwise occurs upon contact with air. An objective for the visit was to 
confirm that the monitoring, distribution and accounting systems for cover gas continued to meet 
the requirements of the CDM methodology. During the site visit at Eaton Rapids the lead verifier 
reassessed Meridian Magnesium’s management controls and VCS GHG project management. 

The Lead Verifier observed physical quantities of Novec® 612 (dodecafluoro-2-methyl-3-
pentanone), an HFC cover gas produced by 3M. NSF has accepted the conclusion of DNV in its 
validation report that Novec® 612 is equivalent to perfluoro-2-methyl-3-pentanone with respect to 
its global warming potential of 1. The lead verifier also observed bottles of sulphur hexafluoride 
(SF6) and sulphur dioxide (SO2). 

At the Strathroy plant the lead verifier visited die cast and foundry operations at the High Street 
plant. He observed there the cover gas mixing cabinets and redundant back-up systems, as well 
as die cast machines and remelting operations.  

In both locations facility personnel pointed out minor changes or additions to the installed set of 
die cast machines. These changes were occasioned by customer orders for new parts, the 
decommissioning of obsolete die cast machines, and in one case by the conversion of a 
magnesium die cast machine to one that casts aluminum. Overall the facility tour demonstrated 
that the footprint of equipment in both locations remained substantially the same as in the first 
year of the emission reduction project.  
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2.5 Resolution of Findings 

NSF issued four Clarification Requests and two Nonconformities during the course of this 
verification engagement. Meridian Magnesium provided satisfactory information to close out the 
Clarification Requests and the Nonconformities. Both findings of Nonconformity related to errors 
in cutoff, which means attributing emissions to the right time period. NSF approved the corrective 
actions which resulted in modifications to the Monitoring Report and a small downward revision of 
asserted emission reductions. 

A complete list of all findings with responses from the Project Proponent and the lead verifier’s 
conclusions are provided in Appendix A.  

2.5.1 Forward Action Requests 

No Forward Action Requests were issued during this verification..  

2.6 Eligibility for Validation Activities 

NSF did not perform any gap validation activities during this validation.  

3 VALIDATION FINDINGS 
 
No validation findings were made during this verification.  

3.1 Participation under Other GHG Programs 

This project has not sought registration under VCS and any other approved GHG program.  

3.2 Methodology Deviations  
 
No methodology deviations have previously been approved for this project. 
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3.3 Project Description Deviations 

During its verification of the sixth reporting period, NSF assessed one Project Description change 
in accordance with the requirements of the CDM Guidelines on assessment of different types of 
changes from the project activity as described in the registered PDD and the VCS guidance 
provided in the Validation and Verification Manual, v 3.1 (8 October 2013).  

The project was initially validated in April 2008 in accordance with criteria in the Voluntary Carbon 
Standard 2007.1. This version of the VCS standard defined a grouped project as “A number of 
projects and their related methodologies included in a single VCS Project Description (VCS PD) 
at the time of the validation.” By contrast, the VCS document Program Definitions v. 3.5 currently 
defines a grouped project as “A project to which additional instances of the project activity, which 
meet pre-established eligibility criteria, may be added subsequent to project validation.” The 
Program Guidelines 2007 provided two options for validation and verification. The first option 
defined individual validation and verification of a GHG project as “Any single GHG Project that 
meets the VCS 2007 requirements can be registered.”  

A grouped project under the VCS 2007 Program Guidelines was “Any combination of GHG 
projects or project categories that meets the requirements of the VCS 2007 can be registered as 
a grouped project.” Missing from the program guidance description of 2007 was the distinction 
between “instances of project activity” and a “grouped project” where the intention to permit the 
project proponent to “allow for the expansion of project activities over time and over a 
geographically dispersed area” (VCS Validation and Verification Manual, v. 3.1, p. 27). Under the 
different definitions prevailing at the time of project validation and now, it is understandable that 
the project proponent may have confused two multiple instances of project activity for a 
“combination of two projects”.  

Were the validation taking place under VCS guidance now in effect, the validation body would 
have to consider whether “multiple project instances are merely separate projects” (VCS 
Validation and Verification Manual, v. 3.1, p. 26). In such a case, it would be necessary to 
determine whether baseline and additionality characteristics for the multiple instances were 
different, taking into consideration variances in common practice, local laws and other 
characteristics.  

In the case of Meridian Magnesium, the project is implemented identically at two facilities. One 
facility is located in the state of Michigan, USA, the other in the province of Ontario, Canada. The 
implementation of the projects at both sites is identical, and in both cases regulatory bodies do 
not require reductions of SF6 emissions or place any more stringent limits on sulphur dioxide 
emissions than the AM0065 methodology does. Common practice is not a factor as at the date of 
validation the two magnesium facilities were only the second and third magnesium facilities in 
North America to have adopted Novec-612® as an SF6 reduction gas.  

Additionality is not affected by the implementation of the project in two similar magnesium 
remelting and die casting facilities. These two sister plants are functionally equivalent, and have 
implemented the project in an identical way. In both cases capital costs of installing the necessary 
piping and equipment for SF6 replacement gas posed a financial barrier to implementation. 
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In addition to the deviation to the Project Description identified above, DNV previously approved 
two other Project Description deviations. 

According to the validated Project Description, the Global Warming Potential (GWP) of SF6 was 
reported to be 22,800. This value was obtained from the Intergovernmental Panel on Climate 
Change’s Assessment Report 4. In its Monitoring Report for the 2010 calendar year of emission 
reductions, the project proponent proposed, and DNV agreed, that the GWP of SF6 should be 
changed to 23,900, which was IPCC’s estimate published with the Second Assessment Report 
(SAR). The change was agreed to because the CDM Executive Board approved the use of SAR 
GWPs for CDM projects.  

DNV also approved a Project Description deviation to allow the use of the mass balance weight 
method for quantifying the use of SF6, SO2 or Novec® gases. The mass balance weight method is 
one of two approaches approved in the AM0065 methodology. The deviation was necessary 
because the validated Project Description stated that flow of gases would be determined by using 
mass flow controller readings. However, upon implementation, the project realized that the mass 
balance weight method was more accurate and better aligned with their operational methods.  

3.4 Grouped Project 

This is not a grouped project.  

4 VERIFICATION FINDINGS 

4.1 Project Implementation Status 

4.1.1 Project Activity 

NSF found that the conversion of SF6 to an alternate cover gas project continued to be 
implemented during the period covered in the Monitoring Report in Meridian facilities in Eaton 
Rapids, MI, and Strathroy, ON in accordance with VCS and AM0065 methodology requirements. 
 
4.1.1 Project Implementation Material Discrepancies 

NSF found no material discrepancies between project implementation and the validated Project 
Description.  

4.1.2 Implementation Status of the Monitoring Plan  

The verification team visited the Michigan plant where the Lead Verifier observed the 
arrangement of alternate cover gas in gas cabinets with mixing and delivery systems. Mass gas 
flow controllers were installed to control the flow of cover gas to pots in recycling and to moulds in 
die casting. Monitoring of consumption of SF6 and alternate cover gases was achieved by using 
the weight difference method described in the methodology. Production of metal was measured 
by weighing ingots produced in the recycling area and by calculating the weight of parts produced 
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in the die casting area. In addition, the die casting area returned metal not incorporated into 
finished parts to recycling for refabrication as ingots. This input stream to recycling amounted to 
approximately fifty percent of the weight of metal sent to die cast. Both the Michigan and the 
Ontario plants tracked the weight of metal produced and moved from recycling using the PLEX 
computer inventory system. 

The verification team concluded that the system in place accurately monitored the parameters 
described in the Project Description, taking into account the previously accepted deviations. The 
primary controls for ensuring accuracy consisted of regular calibration of scales for weighing 
ingots and gas cylinders and an accounting system for tracking the number of parts produced. 
Information from operational records were then transferred to spreadsheet for the calculation of 
project emission reduction data taking into account the equations used in the AM0065 
methodology. After review of inputs and comparison to operational records, NSF found no 
material discrepancies in the execution of these processes during this seventh Monitoring Report 
period.   

4.1.3 Inclusion of Project Emission Reductions in Any Emissions Trading Program 

The project locations in Michigan and Ontario are not subject to any emissions trading programs.  
Emission reduction credits from this project type are therefore strictly voluntary.  

4.1.4 Other Forms of Environmental Credit / Rejection under Any Other Programs 

NSF made inquiries to the project proponent concerning its participation in any greenhouse gas 
program other than VCS. NSF has accepted its response that the project locations report 
emission reductions only to the Verified Carbon Standard program and to none other.  

NSF further inquired whether the project proponent had sought recognition of emission reductions 
under any other GHG programs since validation or the previous verification. NSF has accepted 
the project proponent’s answer that it had not sought recognition of its emission reductions 
outside of the Verified Carbon Standard program. 

4.1.5 Previously Validated Methodology Deviations 

There have been no previously validated methodology deviations for this project.  

4.1.6  Overall Conclusion with Respect to Project Implementation   

NSF has concluded that the project has been implemented as described in the Project 
Description, taking into account subsequent Project Description deviations approved in previous 
verification reports.  

4.2 Accuracy of GHG Emission Reduction and Removal Calculations 
 
The project provided project spreadsheets that provided all the required data to complete the 
equations in the AM0065 methodology. The project tracked data for total metal melted, with 
subtotals for metal melted with the use of SF6, Novec®, and SO2 cover gases. The mass of each 
cover gas used per month was reported separately for each area (recycling and die casting) and 
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each plant (Eaton Rapids and Strathroy). These data permitted the calculations of baseline, 
project emissions, and emission reductions on a monthly basis.  

4.2.1 Accuracy of Emissions Reductions Calculations  

The verification team found that the reporting of monitored data was consistent with the 
requirements of the approved methodology. NSF checked spreadsheet formulae which converted 
pounds into kilograms and metric tons. During the site visit, the verification team compared 
source document data to the data included on the consolidated spreadsheet used for calculating 
emission reductions and found two minor errors that were corrected (see Findings 5 and 6). 

4.2.2 Calculation of Baseline, Project Emissions, and Leakage Per the Project Description 

NSF recalculated baseline emissions, project emissions, and emission reductions using its own 
formulae taken from the methodology equations. The verification checked these against the 
parameters monitored data provided in the Monitoring Report. A summary of the principal data 
inputs for calculating baseline emissions, project emissions, and emission reductions appears in 
the following table.  

REF. PARAMETERS MONITORED / EMISSION REDUCTIONS VALUE UNITS

1 Metal melted, Michigan plant 
--Recycling, 2014 
--Recycling, 2015 
--Die casting, 2014 
--Die casting, 2015 
Sub-Total, Michigan 

 
3052.088 

20524.076 
3707.893 

25574.787 
52858.844 

t
t
t
t
t

2 Quantity of Novec® cover gas used in Michigan: 
--Recycling, 2014  
--Recycling, 2015 
--Die casting, 2014 
--Die casting, 2015 
Sub-Total, Michigan 

 
0.324 
2.153 
0.609 
3.323 
6.409 

t
t
t
t 
t

3 Quantity of SF6 cover gas used in Michigan: 
--Recycling, 2014  
--Recycling, 2015 
--Die casting, 2014 
--Die casting, 2015 
Sub-Total, Michigan 

 
0.400 
1.971 
0.002 

0 
2.373 

t
t
t
t 
t

4 Metal melted, Ontario plant 
--Recycling, 2014 
--Recycling, 2015 
--Die casting, 2014 
--Die casting, 2015 
Sub-Total, Ontario 

 
863.42 

6563.459 
4084.867 

29,698.110 
41,209.856 

t
t
t
t 
t
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5 Quantity of Novec® cover gas used in Ontario: 
--Recycling, 2014  
--Recycling, 2015 
--Die casting, 2014 
--Die casting, 2015 
Sub-Total, Ontario 

 
0 
0 

0.856 
5.461 
6.317 

t
t
t
t 
t

6 Quantity of SF6 cover gas used in Ontario: 
--Recycling, 2014  
--Recycling, 2015 
--Die casting, 2014 
--Die casting, 2015 
Sub-Total, Ontario 

 
0.442 
0.603 
0.156 
0.991 
2.192 

t
t
t
t 
t

Baseline Emissions. Baseline emissions were calculated by multiplying the amount of metal 
melted by the specific emissions factor developed for the recycling and die cast operations in 
both Eaton Rapids and Strathroy. These emissions factors are provided in the “parameters not 
monitored” section of the Monitoring Report. They give the following results: 

Eaton Rapids, Recycling: 23,576.164 tMg x GWP 23,900 x EF 0.000385 = 216,936.07 tCO2-e 
Eaton Rapids, Die casting: 29,282.68 tMg x GWP 23,900 x EF 0.0000914 = 63,966.84 tCO2-e  
Strathroy, Recycling: 7,426.88 tMg x GWP 23,900 x EF 0.000684 = 121,411.65 tCO2-e 
Strathroy, Die casting: 33,782.977 tMg x GWP 23,900 x EF 0.0000549 = 44,326.98 tCO2-e 

Project Emissions. Project emissions were calculated by multiplying separately the amounts of 
Novec® and SF6 used as alternate cover gases. Usage of dilute SO2 was also tracked, but since 
this gas does not have a GWP, it is not included here. The formulae for project emissions for SF6 
and for Novec® are provided separately as their calculations differ. The formula for calculating 
project emissions from Novec® is: ΣΣ CALTGAS,PJ,k,j,y * GWPALTGAS * CF. 

Novec® 
Eaton Rapids: 6.409t GWP=1 x CF 2830 = 18,137.47 tCO2-e  
Strathroy: 6.317t GWP=1 x CF 2830 = 17,877.11 tCO2-e 

Project emissions from the use of SF6 are calculated using the following formula: PESF6,y = ΣΣ 
CSF6,EM,PJ,k,j,y * GWPSF6. Per the methodology SF6 emitted is reduced by a degradation factor of 
50% and adjusted by a conservative factor of 105% to account for uncertainty of measurement.  
 
SF6 * 
Eaton Rapids: 2.373t x 0.5 = 1.1865t x 1.05 = 1.245825 x 23,900 = 29,775.22 tCO2-e 
Strathroy: 2.192t x 0.5 = 1.096t x 1.05 = 1.1508 x 23,900 = 27,504.12 tCO2-e 

* The project emission values given here do not match exactly those in the summary table in section 5 of 
this report. This is due to the truncation of decimal values, which, given the high GWP of SF6 in particular, 
may add several tons to the quantified amounts.  

The results of the summary of calculation of baseline emissions and project emissions are found 
in the table in section 5 of this report.  
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From its recalculation of baseline emissions and project emissions, NSF has concluded that the 
project proponent in version 3 of the Monitoring Report has fairly stated its emission reductions in 
accordance with the relevant equations provided in the methodology.  

4.3 Quality of Evidence to Determine GHG Emission Reductions and Removals 

The project proponent maintained records for tracking the amount of magnesium metal melted for 
operational and quality reasons, and utilized an automated software system called Plex for 
tracking all movements of metal by scanning bar codes on pallets once these had been weighed. 
Scales were regularly calibrated. The use of cover gas also was tracked through an inventory 
accounting system with monthly weighing of cylinders and totes.  

The system for tracking was reliable. The greatest opportunity for error was the manual 
transcription process for entering the weights of metal melted and cover gas container weights 
into the spreadsheet maintained for project calculation purposes. NSF closely checked 
transcribed amounts and found a small number of errors that were corrected as a result. 

NSF also checked the amount of total product sold during the period covered by the Monitoring 
Report. This check was to ensure that the plant did not produce 30% or more metal than it sold 
as products. NSF found that sales nearly matched the amount of metal melted. Because the 
Meridian facilities were not primary producers of magnesium metal, the amounts of scrap metal 
returned to recycling from die casting for remelting were considered to be internal sales. 

NSF concluded overall that record keeping provided highly accurate data and that calculated 
baseline emissions, project emissions and emission reductions were reliable.  

4.4 Non-Permanence Risk Analysis 

Not applicable to this methodology. 

5 VERIFICATION CONCLUSION 
 
Based upon the verification work described above, which was performed in accordance with ISO 
14064-3:2006 and the requirements of the Verified Carbon Standard, NSF has concluded with 
reasonable assurance and without qualification that the CO2-e emission reductions reported by 
Origin Climate Inc. for the “Conversion of SF6 to an Alternative Cover Gas in Magnesium 
Production in Eaton Rapids, MI, and Strathroy, ON” project for the reporting period 1 November 
2014 through 31 December 2015: 

1. are, in all material respects, fairly stated; 
2. are reported in conformity with the Verified Carbon Standard 3.5; and 
3. are reported in conformity with the CDM Approved baseline and monitoring methodology 

AM0065 “Replacement of SF6 with alternate cover gas in the magnesium industry”, 
version 1. 

NSF has further concluded that there were no material changes to how the project was carried 
out compared to the description of the project in the validated Project Description. 
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Verification period: From 1 November 2014 through 31 December 2015.  

Verified GHG emission reductions and removals in the above verification period: 

Year Baseline 
emissions or 

removals 
(tCO2e)

Project 
emissions or 

removals 
(tCO2e)

Leakage 
emissions 

(tCO2e) 

Net GHG 
emission 

reductions or 
removals 

(tCO2e)

Year 2014 
--Michigan 
--Ontario 
Sub-total 

36,184
19,475
55,659

7,684
9,926

17,610

 
0 
0 
0 

28,500
9,548

38,048

Year 2015 
--Michigan 
--Ontario 
Sub-total 

244,719
146,264
390,983

40,234
35,454
75,688

 
0 
0 
0 

204,484
110,810
315,294

Total  446,642 93,298 0 353,344
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APPENDIX A: LIST OF FINDINGS 
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